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	As required by GSMA SCaG, USIM should have the possibility to define icons or images link to the SPN or PNN file. This was already foreseen for SPN but not for PNN.
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	The PLMN name shall be stored in the USIM in text and/or graphic format
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***********                            Start Modification ************

A.3
Country/PLMN indication

The country/PLMN indicator shows in which PLMN the UE is currently registered. This indicator is necessary so that the user knows when "roaming" is taking place and that the choice of PLMN is correct. Both the country and PLMN will be indicated. When more than one visited PLMN is available in a given area such information will be indicated.

The PLMN name is either: 

-
Stored in the ME and associated with the MCC+MNC combination received on the broadcast channel;

-
NITZ (see 22.042 [17]) (in which case it overrides the name stored in the UE);

-
stored in the USIM in text and/or graphic format and associated with the MCC+MNC combination, and optionally the LAI, received on the broadcast channel (in which case it overrides the name stored in the UE and – if present – the NITZ name). 

It shall be possible to store on the USIM at least 10 PLMN Identifications (MCC+MNC combination and optionally the LAI) for which the same PLMN name shall be displayed.

The PLMN name stored in the USIM has the highest priority, followed by the PLMN name provided by NITZ. The PLMN name stored in the ME has the lowest priority.
***********             End  Modification ************
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