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	1st Modified Section


6.3
Information object class definitions
6.3.1
MscServerFunction
6.3.1.1
Definition

This IOC represents MSCserver functionality. For more information about the MSC, see 3GPP TS 23.002 [15].

6.3.1.2
Attributes

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	mscServerFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M

	mccList
	+
	M
	M
	M

	mncList
	+
	M
	M
	M

	lacList
	+
	M
	M
	M

	sacList
	+
	M
	M
	M

	gcaList
	+
	O
	M
	M

	mscId
	+
	M
	M
	M

	mscServerFunction-GsmCell
	+
	M
	M
	-

	mscServerFunction-ExternalGsmCell
	+
	M
	M
	-

	mscServerFunction-CsMgwFunction
	+
	M
	M
	-


6.3.1.3
Notifications
The common notifications defined in subclause 6.7 are valid for this IOC, without exceptions or additions.
6.3.2
HlrFunction
6.3.2.1
Definition

This IOC represents HLR functionality. For more information about the HLR, see 3GPP TS 23.002 [15].

6.3.2.2
Attributes

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	hlrFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M


6.3.2.3
Notifications
The common notifications defined in subclause 6.7 are valid for this IOC, without exceptions or additions.
6.3.3
VlrFunction
6.3.3.1
Definition

This IOC represents VLR functionality. For more information about the VLR, see 3GPP TS 23.002 [15].

6.3.3.2
Attributes

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	vlrFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M


6.3.3.3
Notifications
The common notifications defined in subclause 6.7 are valid for this IOC, without exceptions or additions.
6.3.4
AucFunction
6.3.4.1
Definition

This IOC represents AUC functionality. For more information about the AUC, see 3GPP TS 23.002 [15].

6.3.4.2
Attributes

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	aucFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M


6.3.4.3
Notifications
The common notifications defined in subclause 6.7 are valid for this IOC, without exceptions or additions.
6.3.5
EirFunction
6.3.5.1
Definition

This IOC represents EIR functionality. For more information about the EIR, see 3GPP TS 23.002 [15].

6.3.5.2
Attributes

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	eirFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M


6.3.5.3
Notifications
The common notifications defined in subclause 6.7 are valid for this IOC, without exceptions or additions.
6.3.6
SmsIwmscFunction
6.3.6.1
Definition

This IOC represents SMS-IWMSC functionality. For more information about the SMS-IWMSC, see 3GPP TS 23.002 [15].

6.3.6.2
Attributes

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	smsIwmscFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M


6.3.6.3
Notifications
The common notifications defined in subclause 6.7 are valid for this IOC, without exceptions or additions.
6.3.7
SmsGmscFunction
6.3.7.1
Definition

This IOC represents SMS-GMSC functionality. For more information about the SMS-GMSC, see 3GPP TS 23.002 [15].

6.3.7.2
Attributes

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	smsGmscFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M


6.3.7.3
Notifications
The common notifications defined in subclause 6.7 are valid for this IOC, without exceptions or additions.
6.3.8
GmscFunction
6.3.8.1
Definition

This IOC represents GMSC functionality. For more information about the GMSC, see 3GPP TS 23.002 [15].

6.3.8.2
Attributes

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	gmscFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M


6.3.8.3
Notifications
The common notifications defined in subclause 6.7 are valid for this IOC, without exceptions or additions.
6.3.9
SgsnFunction
6.3.9.1
Definitions

This IOC represents SGSN functionality. For more information about the SGSN, see 3GPP TS 23.002 [15].

6.3.9.2
Attributes

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	sgsnFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M

	mccList
	+
	M
	M
	M

	mncList
	+
	M
	M
	M

	lacList
	+
	M
	M
	M

	racList
	+
	M
	M
	M

	sacList
	+
	M
	M
	M

	sgsnId
	+
	M
	M
	M

	sgsnFunction-GsmCell
	+
	M
	M
	-

	sgsnFunction-ExternalGsmCell
	+
	M
	M
	-

	proceduralStatus (Note)
	%
	O
	-
	-

	Note:
This proceduralStatus is not settable or readable via any Interface IRP except conveyed by notifyStateChange notifications.


6.3.9.3
Notifications
The common notifications defined in subclause 6.7 are valid for this IOC, without exceptions or additions.
6.3.10
GgsnFunction
6.3.10.1
Definitions

This IOC represents GGSN functionality. For more information about the GGSN, see 3GPP TS 23.002 [15].

6.3.10.2
Attributes

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	ggsnFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M

	proceduralStatus (Note)
	%
	O
	-
	-

	Note:
This proceduralStatus is not settable or readable via any Interface IRP except conveyed by notifyStateChange notifications.


6.3.10.3
Notifications
The common notifications defined in subclause 6.7 are valid for this IOC, without exceptions or additions.
6.3.11
BgFunction
6.3.11.1
Definitions

This IOC represents BG functionality. For more information about the BG, see 3GPP TS 23.002 [15].

6.3.11.2
Attributes

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	bgFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M


6.3.11.3
Notifications
The common notifications defined in subclause 6.7 are valid for this IOC, without exceptions or additions.
6.3.12
SmlcFunction
6.3.12.1
Definitions

This IOC represents SMLC functionality. For more information about the SMLC, see 3GPP TS 23.002 [15].

6.3.12.2
Attributes

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	smlcFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M


6.3.12.3
Notifications
The common notifications defined in subclause 6.7 are valid for this IOC, without exceptions or additions.
6.3.13
GmlcFunction
6.3.13.1
Definitions

This IOC represents GMLC functionality. For more information about the GMLC, see 3GPP TS 23.002 [15].

6.3.13.2
Attributes

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	gmlcFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M


6.3.13.3
Notifications
The common notifications defined in subclause 6.7 are valid for this IOC, without exceptions or additions.
6.3.14
ScfFunction
6.3.14.1
Definitions

This IOC represents SCF functionality (also referred to as gsmSCF). For more information about the SCF, see 3GPP TS 23.002 [15].

6.3.14.2
Attributes

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	scfFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M


6.3.14.3
Notifications
The common notifications defined in subclause 6.7 are valid for this IOC, without exceptions or additions.
6.3.15
SrfFunction
6.3.15.1
Definitions

This IOC represents SRF functionality (also referred to as gsmSRF). For more information about the SRF, see 3GPP TS 23.002 [15].

6.3.15.2
Attributes

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	srfFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M


6.3.15.3
Notifications
The common notifications defined in subclause 6.7 are valid for this IOC, without exceptions or additions.
6.3.16
CbcFunction
6.3.16.1
Definitions

This IOC represents CBC functionality. For more information about the CBC, see 3GPP TS 23.002 [15].

6.3.16.2
Attributes

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	cbcFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M


6.3.16.3
Notifications
The common notifications defined in subclause 6.7 are valid for this IOC, without exceptions or additions.
6.3.17
CgfFunction
6.3.17.1
Definitions

This IOC represents CGF functionality. For more information about the CGF, see 3GPP TS 23.060 [18].

6.3.17.2
Attributes

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	cgfFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M


6.3.17.3
Notifications
The common notifications defined in subclause 6.7 are valid for this IOC, without exceptions or additions.
6.3.18
GmscServerFunction
6.3.18.1
Definitions

This IOC represents GMSCServer functionality. For more information about GMSCServer, see 3GPP TS 23.002 [15].

6.3.18.2
Attributes

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	gmscServerFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M


6.3.18.3
Notifications
The common notifications defined in subclause 6.7 are valid for this IOC, without exceptions or additions.
6.3.19
IwfFunction
6.3.19.1
Attributes

This IOC represents IWF functionality. For more information about IWF, see 3GPP TS 23.002 [15].

6.3.19.2
Attributes

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	iwfFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M


6.3.19.3
Notifications
The common notifications defined in subclause 6.7 are valid for this IOC, without exceptions or additions.
6.3.20
MnpSrfFunction
6.3.20.1
Definitions

This IOC represents MNP-SRF functionality (also known as FNR). For more information about MNP-SRF, see 3GPP TS 23.002 [15].

6.3.20.2
Attributes

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	mnpSrfFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M


6.3.20.3
Notifications
The common notifications defined in subclause 6.7 are valid for this IOC, without exceptions or additions.
6.3.21
NpdbFunction
6.3.21.1
Definitions

This IOC represents NPDB functionality. For more information about NPDB, see 3GPP TS 23.002 [15].

6.3.21.2
Attributes

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	npdbFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M


6.3.21.3
Notifications
The common notifications defined in subclause 6.7 are valid for this IOC, without exceptions or additions.
6.3.22
SgwFunction
6.3.22.1
Definitions

This IOC represents SGW functionality. For more information about SGW, see 3GPP TS 23.002 [15].

6.3.22.2
Attributes

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	sgwFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M


6.3.22.3
Notifications
The common notifications defined in subclause 6.7 are valid for this IOC, without exceptions or additions.
6.3.23
SsfFunction
6.3.23.1
Definitions

This IOC represents SSF functionality. For more information about SSF, see 3GPP TS 23.002 [15].

6.3.23.2
Attributes

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	ssfFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M


6.3.23.3
Notifications
The common notifications defined in subclause 6.7 are valid for this IOC, without exceptions or additions.
6.3.24
BsFunction
6.3.24.1
Definitions

This IOC represents BS functionality. For more information about BS, see 3GPP TS 23.060 [18].

6.3.24.2
Attributes

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	bsFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M


6.3.24.3
Notifications
The common notifications defined in subclause 6.7 are valid for this IOC, without exceptions or additions.
6.3.25
IucsLink
6.3.25.1
Definitions

This IOC represents an Iu-cs interface link connecting an MSCserver to the RNC or BSC. For more information about the Iu interface, see 3GPP TS 23.002 [15].

6.3.25.2
Attributes

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	iucslinkId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M

	connectedRnc
	+
	O
	M
	-

	connectedBss
	+
	O
	M
	-


6.3.25.3
Attribute constraints

The optional attribute connectedRnc shall be supported when the Iucs interface is between the MSCServer node and an RNC node.

The optional attribute connectedBss shall be supported when the Iucs interface is between the MSCServer node and a BSC node.

The attributes connectedRnc and connectedBss are mutually exclusive.
6.3.25.4
Notifications
The common notifications defined in subclause 6.7 are valid for this IOC, without exceptions or additions.
6.3.26
IupsLink
6.3.26.1
Definitions

This IOC represents an Iu-ps interface link connecting a SGSN to the RNC or BSC.  For more information about the Iu interface, see 3GPP TS 23.002 [15].

6.3.26.2
Attributes

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	iupslinkId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M

	connectedRnc
	+
	O
	M
	-

	connectedBss
	+
	O
	M
	-


6.3.26.3
Attribute constraints

The optional attribute connectedRnc shall be supported when the Iups interface is between the SGSN node and an RNC node.

The optional attribute connectedBss shall be supported when the Iups interface is between the SGSN node and a BSC node.

The attributes connectedRnc and connectedBss are mutually exclusive.
6.3.26.4
Notifications
The common notifications defined in subclause 6.7 are valid for this IOC, without exceptions or additions.
6.3.27
IubcLink
6.3.27.1
Definitions

This IOC represents an Iu-bc interface link connecting a CBC to the RNC. For more information about the Iu interface, see 3GPP TS 23.002 [15].

6.3.27.2
Attributes

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	iubclinkId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M

	connectedRnc
	+
	M
	M
	-


6.3.27.3
Notifications
The common notifications defined in subclause 6.7 are valid for this IOC, without exceptions or additions.
6.3.28
ALink
6.3.28.1
Definitions

This IOC represents the A interface link connecting a MSC to the GERAN. For more information about the GERAN, see 3GPP TS 23.002 [15].

6.3.28.2
Attributes

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	aLinkId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M

	connectedBss
	+
	M
	M
	-


6.3.28.3
Notifications
The common notifications defined in subclause 6.7 are valid for this IOC, without exceptions or additions.
6.3.29
GbLink
6.3.29.1
Definitions

This IOC represents the Gb interface link connecting a SGSN to the GERAN. For more information about the GERAN, see 3GPP TS 23.002 [15].

6.3.29.2
Attributes

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	gbLinkId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M

	connectedBss
	+
	M
	M
	-


6.3.29.3
Notifications
The common notifications defined in subclause 6.7 are valid for this IOC, without exceptions or additions.
6.3.30
CsMgwFunction
6.3.30.1
Definitions

This IOC represents CS-MGW functionality. For more information about CS-MGW, see 3GPP TS 23.002 [15].

6.3.30.2
Attributes

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	csMgwFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M

	csMgwFunction-MscServerFunction
	+
	M
	M
	-

	csMgwFunction-IucsLink
	+
	M
	M
	-

	csMgwFunction-ALink
	+
	M
	M
	-


6.3.30.3
Notifications
The common notifications defined in subclause 6.7 are valid for this IOC, without exceptions or additions.
6.3.31
Void

6.3.32
Void

6.3.33
Void

6.3.34
Void

6.3.35
BmScFunction
6.3.35.1
Definitions

This IOC represents BM-SC functionality. For more information about BM-SC see 3GPP TS 23.002 [15].

6.3.35.2
Attributes

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	bmScFunctionId
	+
	M
	M
	-


6.3.35.3
Notifications
The common notifications defined in subclause 6.7 are valid for this IOC, without exceptions or additions.
	Next Modified Section


6.7
Common notifications
This subclause presents a list of notifications that can be referred to by any IOC defined by this IRP specification. These notifications are only applicable to IOCs referring to this subclause.
Notifications
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [5])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [5])
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [5])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [5])
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [5])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [5])
	

	notifyPotentialFaultyAlarmList
	See Alarm IRP (3GPP TS 32.111-2 [5])
	

	notifyAttributeValueChange
	See Kernel CM IRP (3GPP TS 32.662 [3])
	

	notifyObjectCreation
	See Kernel CM IRP (3GPP TS 32.662 [3])
	

	notifyObjectDeletion
	See Kernel CM IRP (3GPP TS 32.662 [3])
	



	End of modifications
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