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	1st Modified Section


6.3.1.1
SMS charging information assignment for Service-Information 

The components in the Service Information that are use for SMS charging can be found in table 6.3.1.1. 

Table 6.3.1.1: Service Information used for SMS Charging

	Field
	Category
	Description

	Service Information
	OM
	This is a structured field and holds the 3GPP specific parameter as defined in TS 32.299 [50]. For SMS Charging the SMS-Information and PS-Information are used.

	
SMS Information
	OM
	This is a structured field and holds the SMS specific parameters. The details are defined in table 6.3.1.2.

	
MMS Information
	OM
	This is a structure field and the following parameters are specific to SMS. The complete structure is defined in 3GPP TS 32.270 [13]

	

Originator Address
	OM
	This field holds the address of the originator of the SM. This will typically be an E.164 number or a shortcode. Multiple addresses may be carried if additional information is available, e.g. IMSI and E.164 number.

	

Recipient Address
	OC
	This field holds the address of the recipient of the SM. This will typically be an E.164 number or a shortcode. Multiple addresses may be carried if additional information is available, e.g. IMSI and E.164 number.

	

Submission Time
	OC
	This field holds the timestamp of when the submitted SM arrived at the originating SMS Node. The information to populate this field is obtained from the TP-Service-Center-Time-Stamp (TP-SCTS) as defined in 3GPP TS 23.040 [7]. If a refund or retransmission is required, the timestamp carries the timestamp associated with the original submitted SM.

	

Priority
	OC
	This field holds any priority information associated with an SM. Applicable to terminating procedures only. Priority handling is defined in 3GPP TS 23.040 [13]. The value “low” is not applicable.

	

Message Id
	OM
	This field carries the identity used to identify an SM in the SMS node associated with entity that submitted it. The information to populate this field is obtained from the TP-Message-Reference (TP-MR) as defined in 3GPP TS 23.040 [7].

	

Message Size
	OM
	This field carries the length of the user data part of the SM. The information to populate this field is obtained from the TP-User-Data-Length (TP-UDL) as defined in 3GPP TS 23.040 [7]

	

Message Class
	OM
	Used as defined in 3GPP TS 32.270 [13]. It is implementation dependent the value selected for a specific transaction.

	

Delivery Report Requested
	OC
	This field indicates whether a delivery report is requested by the SM originator. The information to populate this field is obtained from the TP-Status-Report-Request (TP-SRR) as defined in 3GPP TS 23.040 [7]

	
PS Information
	OC
	This is a structured field and the following parameters are specific to SMS. The complete structure is defined in TS 32.251 [11].

	

PDP Address
	OC
	This field holds the IP address used by the subscriber for the SMS transaction. Included if the SMS node is the IP-SM-GW.

	

3GPP User Location Info
	OC
	This field holds the information about the location of the subscriber during the SMS transaction.

	

3GPP RAT Type
	OC
	This field holds information about the radio access technology used for the SMS transaction.

	
IMS Information
	OC
	This is a structured field and the following parameters are specific to SMS. The complete structure is defined in TS 32.260 [15].

	

User Session Id
	OC
	This field holds the session identifier. For a SIP session the Session-ID contains the SIP Call ID.

	
	
	

	
	
	

	
	
	


	End of modifications
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