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6.4.1
UE/Trusted Non-3GPP IP Access Network Initiated Detach Procedure with PMIPv6

UE/Trusted Non-3GPP Access Network-initiated detach procedure with PMIPv6 is illustrated in Figure 5.4.4.2.1-1. The UE can initiate this procedure, e.g. when the UE is power off. The Trusted Non-3GPP Access Network can initiate this procedure due to administration reason or detecting the UE's leaving by, e.g. Link-layer event specific to the access technology (refer to PMIPv6 [8] for more information).
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Figure 6.4.1-1: UE/Trusted Non-3GPP Access Network initiated detach procedure with PMIPv6

Non-roaming (Figure 4.2.2-1), home routed roaming (Figure 4.2.3-1) and Local Breakout (Figure 4.2.3-5) cases are supported by this procedure.  The AAA proxy and vPCRF are only used in the case of home routed roaming and Local Breakout. In non-roaming scenarios, the AAA proxy and vPCRF are not involved.


If dynamic policy provisioning is not deployed, the optional steps 3 and 4 do not occur.  Instead, the PDN GW may employ static configured policies.

1)
The UE or the Trusted Non-3GPP Access Network triggers PMIPv6 de-registration by an access technology specific detach procedure.

2)
The Trusted Non-3GPP Access Network sends the PCRF a Gateway Control Session Termination message.

3)
The PCRF sends an Acknowledge Gateway Control SessionTermination message to the Trusted Non-3GPP IPAccess Network. The Trusted Non-3GPP Access Network no longer applies QoS policy to service data flows for this UE.
4)
The Mobile Access Gateway (MAG) in the Trusted Non-3GPP IP Access sends a Proxy Binding Update (MN NAI, APN, lifetime=0) message to the PDN GW with lifetime value set to zero, indicating de-registration.The MN NAI identifies the UE to deregister from the PDN GW. The APN is needed in order to determine which PDN GW to deregister the UE from, as some PDNs may support multiple PDNs.
5)
The PDN GW informs the AAA Server/HSS to remove the PDN GW address information for the UE.

6)
The PDN GW deletes the IP CAN session associated with the UE and sends an Indication of IP CAN Session Termination message to the PCRF.

7)
The PCRF sends an Acknowledge IP CAN Session Termination message to the PDN GW.

8)
The PDN GW deletes all existing entries implied in the Proxy Binding Update message from its Binding Cache and sends a Proxy Binding Ack (MN NAI, lifetime=0) message to the MAG.

9)
Non-3GPP specific resource release procedure is executed. The resources of Trusted Non-3GPP Access Network are released.

******* Next Change *******

6.4.2
HSS/AAA Initiated Detach Procedure with PMIPv6

HSS/AAA-initiated detach procedure with PMIPv6 is illustrated in Figure 5.4.4.2.2. The HSS can initiate the procedure e.g. when the user's subscription is removed. The 3GPP AAA Server can initiate the procedure, e.g. instruction from O&M, timer for re-authentication/re-authorization expired.
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Figure 6.4.2-1: HSS/AAA-initiated detach procedure with PMIPv6

Non-roaming (Figure 4.2.2-1), home routed roaming (Figure 4.2.3-1) and Local Breakout (Figure 4.2.3-5) cases are supported by this procedure.  The AAA proxy and vPCRF are only used in the case of home routed roaming and Local Breakout. In non-roaming scenarios, the AAA proxy and vPCRF are not involved.


If dynamic policy provisioning is not deployed, the optional steps 3 and 4 do not occur.  Instead, the PDN GW may employ static configured policies.

1)
The HSS/AAA sends a Detach Indication message to the MAG in the Trusted Non-3GPP Access Network to detach a specific UE.

2)
This includes the procedure after step1 as Figure 5.4.4.2.1-1.

3)
The MAG of the Trusted Non-3GPP Access Network sends a Detach Ack message to the HSS/AAA.

******* Next Change *******

6.5.2
UE-initiated Detach Procedure

The Detach procedure when initiated by the UE is illustrated in Figure 6.5.2-1. In the non-roaming case, none of the optional entities in figure 6.5.2-1 are involved. The optional entities are involved in other cases.
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Figure 6.5.2-1: UE-initiated S2c detach procedure
Non-roaming (Figure 4.2.2-2), home routed roaming (Figure 4.2.3-4) and Local Breakout (Figure 4.2.3-5) cases are supported by this procedure.  The AAA proxy and vPCRF are only used in the case of home routed roaming and Local Breakout. In non-roaming scenarios, the AAA proxy and vPCRF are not involved.

If dynamic policy provisioning is not deployed, the optional steps 2 and 5 do not occur.  Instead, the PDN GW may employ static configured policies.
1.
If the UE wants to terminate a S2c session, it shall send a de-registration Binding Update as specified in draft-ietf-mip6-nemo-v4traversal [10].

2a.
If there is an active PCC session for the UE, the PDN GW shall send an Indication of IP-CAN session Termination message to the PCRF. 
2b. The PCRF shall terminate the session and send an Acknowledge message. In the roaming case, PCC signalling is sent via a vPCRF in the vPLMN.

3.
The PDN GW informs the AAA Server/HSS to remove the PDN GW address information for the UE. If the PDN GW is in the VPLMN, signalling may be routed via a 3GPP AAA Proxy in the vPLMN.

4.
The PDN GW shall send a Binding Acknowledgement as specified in draft-ietf-mip6-nemo-v4traversal [10]

5a.
The PCRF shall remove all active QoS rules which refer to the Home Address. The PCRF sends a PCRF Initiated Gateway Control Session Termination message. 
5b. The Trusted Non-3GPP IP Access responds with a PCRF Initiated Gateway Control Session Termination message. The Trusted Non-3GPP IP Access will no longer perform any QoS policy or gateway control function associated with the terminated session.

******* Next Change *******

6.5.3
HSS-initiated Detach Procedure

The Detach procedure when initiated by the HSS/AAA is illustrated in Figure 6.5.3-1.

In the explicit detach procedure steps 2, 3a and 3b of Figure-6.5.3-1, are performed as illustrated. In the implicit detach, steps 2, 3a and 3b of Figure 6.5.3-1, are omitted.
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Figure 6.5.3-1: AAA/HSS-initiated detach procedure
Non-roaming (Figure 4.2.2-1), home routed roaming (Figure 4.2.3-2) and Local Breakout (Figure 4.2.3-5) cases are supported by this procedure.  The AAA proxy and vPCRF are only used in the case of home routed roaming and Local Breakout. In non-roaming scenarios, the AAA proxy and vPCRF are not involved.
If dynamic policy provisioning is not deployed, the optional steps 4 and 6 do not occur.  Instead, the PDN GW may employ static configured policies.
1.
If the HSS/AAA wants to request the immediate termination of a S2c session for a given UE, it shall send a Session Termination message to the PDN GW. In the roaming case signalling may be routed via a 3GPP AAA Proxy in the vPLMN.

2.
In the explicit detach procedure the PDN GW shall send a detach request message as specified. In the implicit detach procedure this step is omitted.

3.
In the explicit detach procedure, the UE shall acknowledge the detach request. In the implicit detach procedure this step is omitted.

NOTE:
How the detach request and acknowledge messages are implemented is a stage 3 detail.

4.
If there is an active PCC session for the UE, the PDN GW shall send an Indication of IP-CAN session Termination to the PCRF (4a). The PCRF shall terminate the session and send an Acknowledge message (4b). 
5.
The PDN GW shall acknowledge the termination of the S2c session to the AAA. 
6a.
The PCRF shall remove any active QoS Policy rule which is referred to the Home Address. The PCRF sends a PCRF Initiated Gateway Control Session Termination message.
6b. The Trusted Non-3GPP IP Access responds with a PCRF Initiated Gateway Control Session Termination message. The Trusted Non-3GPP IP Access will no longer perform any QoS policy or gateway control function associated with the terminated session.
NOTE:
If no QoS Policy rules remain in the Trusted Non-3GPP Access, the Trusted Non-3GPP Access terminates the gateway control session towards the hPCRF.
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