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	SA TD#
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Current Version
	SA2 TD#
	Work item
	Source to SA WG2
	Affected clauses

	SP-080376
	23.401
	0039
	3
	Rel-8
	Correction of CAMEL details for several pre Rel-8 procedures
	C
	8.1.0
	S2-083045
	SAES
	Huawei
	D.3.3, D.3.4

	SP-080376
	23.401
	0187
	2
	Rel-8
	Corrections for bearer modification procedures
	F
	8.1.0
	S2-083029
	SAES
	Nokia Siemens Networks, Nokia
	5.4.2.1, 5.4.3

	SP-080376
	23.401
	0217
	2
	Rel-8
	downlink signalling triggered service request procedure in ISR
	C
	8.1.0
	S2-084175
	SAES
	Huawei
	5.3.4.3

	SP-080376
	23.401
	0259
	3
	Rel-8
	EPS Mobility Management and Connection Management states
	F
	8.1.0
	S2-084399
	SAES
	CATT
	4.6

	SP-080376
	23.401
	0267
	3
	Rel-8
	Clarify Service Request Types
	C
	8.1.0
	S2-083166
	SAES
	Ericsson
	4.3.7.4, 5.3.4.1, 5.4.5, 5.4.6, 5.10.2, 5.10.3

	SP-080376
	23.401
	0277
	1
	Rel-8
	Correction of Local Breakout diagrams
	F
	8.1.0
	S2-082861
	SAES
	Ericsson, NSN, Nokia, Telecom Italia
	4.2.2

	SP-080376
	23.401
	0281
	6
	Rel-8
	Clarifications for static IP allocation during attach
	C
	8.1.0
	S2-084395
	SAES
	Ericsson
	4.3.8.1, 5.3.2.1, 5.6.1, 5.10.2

	SP-080376
	23.401
	0294
	1
	Rel-8
	Clarification of IP address allocation requirements
	C
	8.1.0
	S2-084214
	SAES
	Nokia, Nokia Siemens Networks
	5.3.1.1

	SP-080376
	23.401
	0295
	1
	Rel-8
	Clarification of SDF QoS in UE initiated Bearer Resource Request
	C
	8.1.0
	S2-084063
	SAES
	Nokia, Nokia Siemens Networks
	5.4.5

	SP-080376
	23.401
	0326
	1
	Rel-8
	Dedicated bearer activation in combination with UE requested PDN connectivity
	F
	8.1.0
	S2-084195
	SAE
	NEC
	5.10.2; Annex F

	SP-080376
	23.401
	0328
	1
	Rel-8
	EPS bearer context information storage amendments
	F
	8.1.0
	S2-084268
	SAES
	Nokia Siemens Networks, Nokia
	5.6.3, 5.6.x

	SP-080376
	23.401
	0352
	1
	Rel-8
	Ensure using the same PDN GW for simultaneous multiple PDN connections (ensuring the assumption of C
	C
	8.1.0
	S2-084272
	SAES
	China Mobile
	4.3.8.1


