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	PCC is optional to deploy. PCC is also extensively used in the system. When it is not deployed, procedures perform in different variants.

Without a description of the behavior of the system in the case where either (a) the HPLMN deploys PCC but the VPLMN does not, or (b) the VPLMN deploys PCC but the HPLMN does not, the behavior of the system is incompletely specified.
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Annex X(Informative):
Limited PCC Deployment
Limited support for policy provisioning occurs in certain deployment scenarios.

If PCC is deployed in the HPLMN but not the VPLMN, dynamic policy provisioning only occurs in the home routed roaming cases if no BBERF is employed, or in the non-roaming scenarios.

In roaming scenarios in which the PCC is deployed in the HPLMN but not the VPLMN, and a GW(BBERF) is used:
· limited policy control is possible when the UE moves from the HPLMN to the VPLMN. In the VPLMN, the UE receives only service according to static policies or according to static subscriber policies, defined outside the PCC framework delivered as described in 3GPP TS 23.402 [18]; the dynamically allocated resources associated with specific EPS Bearers no longer apply after this transition. 
· If a UE moves from the VPLMN to the HPLMN, dedicated resource establishment procedures are used to dynamically allocate the appropriate resources in the HPLMN for EPS bearers. 
· PCC may still be employed to provision rules to the PCEF for the purpose of charging on the basis of the IP-CAN session.
When PCC is supported in the VPLMN and not in the HPLMN, dynamic policy may only be provided for the LBO case. As the vPCRF has no access to subscriber policy information from the HPLMN, only static policy will apply. The vPCRF may however interact with the AF in the VPLMN in order to determine dynamic policy for SDFs operating entirely in the VPLMN. This policy will be enforced either in the PCEF or the BBERF in the VPLMN. Bearer binding will occur under control of the vPLMN, either in the GW(BBERF) or in the GW(PCEF) (in the case of GTP-based S5/S8 for 3GPP access).
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