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Annex F:
Status of all 3GPP CRs after TSG SA #39 Meeting

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI
	WG
Resp

	SP-080078
	21.801
	0020
	-
	8.0.0
	Rel-8
	Correction of illegal text
	approved
	F
	8.1.0
	TEI
	SP

	SP-080078
	21.801
	0021
	-
	8.0.0
	Rel-8
	Elimination of IPR provisions
	approved
	F
	8.1.0
	TEI
	SP

	SP-080079
	21.900
	0036
	2
	8.1.1
	Rel-8
	Clarification of version nomenclature
	approved
	F
	8.2.0
	TEI8
	SP

	SP-080045
	21.905
	0080
	2
	8.3.0
	Rel-8
	Proposal to add abbreviation for Evolved Packet Core
	approved
	F
	8.4.0
	TEI8
	S1

	SP-080045
	21.905
	0081
	2
	8.3.0
	Rel-8
	Correction of UICC definition
	approved
	F
	8.4.0
	TEI8
	S1

	SP-080026
	22.011
	0100
	1
	7.8.0
	Rel-7
	EHPLMN recovery lack of coverage
	approved
	F
	7.9.0
	NSP-CR
	S1

	SP-080026
	22.011
	0101
	1
	8.2.0
	Rel-8
	EHPLMN recovery lack of coverage
	approved
	A
	8.3.0
	NSP-CR
	S1

	SP-080034
	22.011
	0102
	2
	8.2.0
	Rel-8
	HNB/HeNB - Closed Subscriber Group (CSG) definitions for UTRA and E-UTRA
	approved
	B
	8.3.0
	HomeNB
	S1

	SP-080042
	22.011
	0107
	1
	8.2.0
	Rel-8
	basic access control enhancement for EPS
	approved
	C
	8.3.0
	AIPN-SAE
	S1

	SP-080041
	22.011
	0108
	1
	8.2.0
	Rel-8
	Barring of inbound roamers of previous release networks from E-UTRAN
	approved
	C
	8.3.0
	TEI8
	S1

	SP-080035
	22.011
	0109
	1
	8.2.0
	Rel-8
	HNB/HeNB - Closed Subscriber Group (CSG) requirements for UTRA and E-UTRA
	revised
	B
	
	HomeNB
	S1

	SP-080188
	22.011
	0109
	4
	8.2.0
	Rel-8
	HNB/HeNB - Closed Subscriber Group (CSG) requirements for UTRA and E-UTRA
	approved
	B
	8.3.0
	HomeNB
	S1

	SP-080147
	22.022
	0005
	2
	7.0.0
	Rel-7
	Control key length increase in OTA de-personalisation message
	revised
	F
	
	TEI7
	S3

	SP-080194
	22.022
	0005
	3
	7.0.0
	Rel-7
	Control key length increase in OTA de-personalisation message
	approved
	F
	7.1.0
	TEI7
	S3

	SP-080036
	22.030
	0013
	2
	8.0.0
	Rel-8
	ICE: cr to TS 22.030
	approved
	B
	8.1.0
	ICE
	S1

	SP-080043
	22.038
	0032
	3
	7.5.0
	Rel-8
	Extension of Toolkit communication control to IMS
	approved
	C
	8.0.0
	TEI8
	S1

	SP-080043
	22.038
	0033
	4
	7.5.0
	Rel-8
	Availability of Location information in the UICC
	approved
	B
	8.0.0
	TEI8
	S1

	SP-080043
	22.038
	0035
	4
	7.5.0
	Rel-8
	Toolkit over HSP
	approved
	B
	8.0.0
	TEI8
	S1

	SP-080036
	22.101
	0237
	6
	8.7.0
	Rel-8
	Requirements for ôIn Case of Emergencyö (ICE) information
	approved
	B
	8.8.0
	ICE
	S1

	SP-080042
	22.101
	0250
	1
	8.7.0
	Rel-8
	Update the related contents about ôevolved packet systemö
	approved
	F
	8.8.0
	AIPN-SAE
	S1

	SP-080041
	22.101
	0251
	1
	8.7.0
	Rel-8
	CS multimedia calls
	approved
	F
	8.8.0
	TEI8
	S1

	SP-080041
	22.101
	0252
	1
	8.7.0
	Rel-8
	correction of wrong referencing
	approved
	D
	8.8.0
	TEI8
	S1

	SP-080032
	22.101
	0253
	2
	8.7.0
	Rel-8
	Requirements for transfer for data during emergency calls
	approved
	B
	8.8.0
	EData
	S1

	SP-080032
	22.101
	0254
	1
	8.7.0
	Rel-8
	Requirements for the transfer of eCall Minimum Set of Data
	approved
	B
	8.8.0
	EData
	S1

	SP-080043
	22.101
	0255
	2
	8.7.0
	Rel-8
	RAT indicator
	approved
	B
	8.8.0
	TEI8
	S1

	SP-080039
	22.101
	0256
	1
	8.7.0
	Rel-8
	ICS requirement for roaming
	approved
	B
	8.8.0
	ICSRA
	S1

	SP-080040
	22.101
	0262
	1
	8.7.0
	Rel-8
	Additional requirements for CS IP interconnection
	approved
	B
	8.8.0
	IPINTERC
	S1

	SP-080043
	22.101
	0263
	1
	8.7.0
	Rel-8
	Addition of Unique Device Identifier to Calling Line Identification
	approved
	B
	8.8.0
	TEI8
	S1

	SP-080040
	22.101
	0265
	1
	8.7.0
	Rel-8
	Clarification of requirements for CS IP interconnection
	approved
	B
	8.8.0
	IPINTERC
	S1

	SP-080031
	22.115
	0038
	2
	8.2.0
	Rel-8
	Advice of Charge (AoC) requirements
	approved
	F
	8.3.0
	CIMS8-TIS
	S1

	SP-080034
	22.115
	0039
	3
	8.2.0
	Rel-8
	HNB/HeNB - Closed Subscriber Group (CSG) charging for UTRA and E-UTRA
	approved
	B
	8.3.0
	HomeNB
	S1

	SP-080030
	22.115
	0040
	1
	8.2.0
	Rel-8
	Correction of charging requirement for mult-phase services
	revised
	F
	
	CHRGMPH
	S1

	SP-080192
	22.115
	0040
	2
	8.2.0
	Rel-8
	Correction of charging requirement for mult-phase services
	approved
	F
	8.3.0
	CHRGMPH
	S1

	SP-080037
	22.127
	0097
	1
	8.0.0
	Rel-8
	Add new functionality from ETSI TISPAN OSA (Framework Enterprise Operator, Mobility Emergency Location, Connectivity Manager, PAM Presence Agent)
	approved
	B
	8.1.0
	OSA8
	S1

	SP-080044
	22.173
	0016
	2
	8.1.0
	Rel-8
	Flexible Alerting service
	approved
	B
	8.2.0
	CIMS_3GPP2
	S1

	SP-080041
	22.173
	0017
	1
	8.1.0
	Rel-8
	Addition of a missing requirement from Rel-7
	approved
	F
	8.2.0
	TEI8
	S1

	SP-080029
	22.182
	0014
	1
	8.1.0
	Rel-8
	Clarification of CS and IMS based CAT
	approved
	C
	8.2.0
	CAT
	S1

	SP-080029
	22.182
	0015
	1
	8.1.0
	Rel-8
	Addition of a list of CAT to be supported in the CS domain
	approved
	B
	8.2.0
	CAT
	S1

	SP-080031
	22.228
	0062
	4
	8.3.0
	Rel-8
	Enhancements on access to the IMS
	approved
	F
	8.4.0
	CIMS8-TIS
	S1

	SP-080031
	22.228
	0064
	2
	8.3.0
	Rel-8
	Removal of abbreviations and definitions already included in 21.905
	approved
	D
	8.4.0
	CIMS8-TIS
	S1

	SP-080031
	22.228
	0066
	1
	8.3.0
	Rel-8
	Corrections to Interworking with PSTN/ISDN networks
	revised
	F
	
	CIMS8-TIS
	S1

	SP-080193
	22.228
	0066
	2
	8.3.0
	Rel-8
	Corrections to Interworking with PSTN/ISDN networks
	revised
	F
	
	CIMS8-TIS
	S1

	SP-080205
	22.228
	0066
	3
	8.3.0
	Rel-8
	Corrections to Interworking with PSTN/ISDN networks
	approved
	F
	8.4.0
	CIMS8-TIS
	S1

	SP-080040
	22.228
	0067
	1
	8.3.0
	Rel-8
	Additional requirements for IMS interconnection
	approved
	B
	8.4.0
	IPINTERC
	S1

	SP-080031
	22.228
	0068
	-
	8.3.0
	Rel-8
	Emergency communication for fixed NGN
	approved
	C
	8.4.0
	CIMS8-TIS
	S1

	SP-080040
	22.228
	0069
	1
	8.3.0
	Rel-8
	Clarification of requirements for IMS interconnection
	approved
	B
	8.4.0
	IPINTERC
	S1

	SP-080043
	22.246
	0022
	3
	8.4.0
	Rel-8
	Requirement for delivery verification in MBMS
	approved
	B
	8.5.0
	TEI8
	S1

	SP-080043
	22.246
	0023
	3
	8.4.0
	Rel-8
	Requirement for pre-delivery verification in MBMS
	approved
	B
	8.5.0
	TEI8
	S1

	SP-080027
	22.273
	0001
	1
	7.0.0
	Rel-7
	Editorial corrections to align to the TISPAN last version
	revised
	F
	
	TICAPR8
	S1

	SP-080191
	22.273
	0001
	2
	7.0.0
	Rel-7
	Editorial corrections to align to the TISPAN last version
	revised
	F
	
	TICAPR8
	S1

	SP-080195
	22.273
	0001
	3
	7.0.0
	Rel-7
	Editorial corrections to align to the TISPAN last version
	approved
	F
	7.1.0
	TICAPR8
	S1

	SP-080038
	22.340
	0005
	2
	8.0.0
	Rel-8
	Addition of Privacy requirements when Service Level interworking is performed
	approved
	C
	8.1.0
	SLIMS
	S1

	SP-080038
	22.340
	0006
	2
	8.0.0
	Rel-8
	Clarification on storage requirements
	approved
	F
	8.1.0
	SLIMs
	S1

	SP-080046
	22.942
	0001
	-
	8.0.0
	Rel-8
	Correcting a reference in TR 22.942
	approved
	F
	8.1.0
	FSVAS4SMS
	S1

	CP-080019
	23.003
	0140
	-
	7.6.0
	Rel-8
	Wildcarded Public User Identities Format
	approved
	B
	8.0.0
	IMS_Corp
	C4

	CP-080016
	23.003
	0141
	1
	7.6.0
	Rel-7
	Structure of TMGI
	approved
	F
	7.7.0
	TEI7 
	C4

	CP-080022
	23.008
	0222
	2
	8.0.0
	Rel-8
	Update 23.008 for Supporting NASS-Bundled-Authentication
	approved
	B
	8.1.0
	TEI8
	C4

	CP-080015
	23.008
	0223
	1
	8.0.0
	Rel-8
	PSI clarification
	approved
	A
	8.1.0
	TEI7
	C4

	CP-080019
	23.008
	0226
	-
	8.0.0
	Rel-8
	Wildcarded Public User Identities 
	approved
	B
	8.1.0
	IMS_Corp
	C4

	CP-080015
	23.008
	0227
	-
	7.8.0
	Rel-7
	PSI clarification
	approved
	F
	7.9.0
	TEI7
	C4

	CP-080137
	23.038
	0017
	3
	7.0.0
	Rel-8
	SMS default alphabet.  Generic solution for all languages
	revised
	B
	
	TEI8
	C1

	CP-080207
	23.038
	0017
	3
	7.0.0
	Rel-8
	SMS Default alphabet extension for multiple languages
	revised
	B
	
	TEI8
	C1

	CP-080190
	23.038
	0017
	3
	7.0.0
	Rel-8
	SMS Default alphabet extension for multiple languages
	revised
	B
	
	TEI8
	C1

	CP-080223
	23.038
	0017
	5
	7.0.0
	Rel-8
	SMS Default alphabet extension for multiple languages
	approved
	B
	8.0.0
	TEI8
	C1

	CP-080138
	23.038
	0019
	-
	7.0.0
	Rel-8
	SMS-addition of turkish national language locking shift table
	approved
	B
	8.0.0
	TEI8
	C1

	CP-080137
	23.040
	0094
	-
	8.0.0
	Rel-8
	language specific extension of the GSM7 alphabet
	approved
	B
	8.1.0
	TEI8
	C1

	SP-080103
	23.060
	0607
	2
	7.6.0
	Rel-8
	GGSN selection based on subscription information
	approved
	C
	8.0.0
	TEI8
	S2

	CP-080125
	23.122
	0116
	3
	7.11.0
	Rel-7
	Inclusion of EHPLMN in the optimisation for automatic network selection
	approved
	F
	7.12.0
	NSP-CR
	C1

	CP-080125
	23.122
	0120
	1
	8.0.0
	Rel-8
	Inclusion of EHPLMN in the optimisation for automatic network selection
	approved
	A
	8.1.0
	NSP-CR
	C1

	CP-080197
	23.140
	0210
	2
	6.14.0
	Rel-6
	OTA provisioning
	approved
	F
	6.15.0
	MMS6
	CP

	SP-080104
	23.141
	0773
	2
	7.3.0
	Rel-8
	Update to the Presence Spec in support of the Common IMS
	approved
	B
	8.0.0
	IMS_Common
	S2

	SP-080105
	23.167
	0080
	1
	7.7.0
	Rel-7
	ePUID reference
	approved
	F
	7.8.0
	EMC1
	S2

	SP-080105
	23.167
	0081
	1
	7.7.0
	Rel-7
	P-CSCF procedure to align with 24.229
	approved
	F
	7.8.0
	EMC1
	S2

	SP-080175
	23.203
	0062
	2
	8.0.0
	Rel-8
	Role of the vPCRF
	approved
	B
	8.1.0
	SAES
	S2

	SP-080107
	23.203
	0063
	1
	8.0.0
	Rel-8
	Architecture and functional entities for Rel-8
	approved
	B
	8.1.0
	SAES
	S2

	SP-080107
	23.203
	0064
	1
	8.0.0
	Rel-8
	Documentation strategy for incorporating items from 23.401/23.402 into 23.203
	approved
	B
	8.1.0
	SAES
	S2

	SP-080107
	23.203
	0065
	2
	8.0.0
	Rel-8
	Rx reference point domain definition
	approved
	F
	8.1.0
	SAES
	S2

	SP-080107
	23.203
	0066
	2
	8.0.0
	Rel-8
	Clarification for PCRF selection.
	approved
	B
	8.1.0
	SAES
	S2

	SP-080107
	23.203
	0094
	2
	8.0.0
	Rel-8
	Definitions for 23.203
	approved
	C
	8.1.0
	SAES
	S2

	SP-080107
	23.203
	0095
	2
	8.0.0
	Rel-8
	CR for PCRF selection in roaming scenario
	approved
	B
	8.1.0
	SAES
	S2

	SP-080107
	23.203
	0096
	2
	8.0.0
	Rel-8
	CR for information storage in DRA
	approved
	B
	8.1.0
	SAES
	S2

	SP-080107
	23.203
	0105
	2
	8.0.0
	Rel-8
	Additional Procedures for PCC
	approved
	B
	8.1.0
	ServID
	S2

	SP-080107
	23.203
	0107
	3
	8.0.0
	Rel-8
	Tunneled and untunneled PCC rules in Release 8
	approved
	C
	8.1.0
	SAES
	S2

	SP-080106
	23.203
	0112
	1
	7.5.0
	Rel-7
	Clarification for PCRF initiated IP-CAN session termination
	approved
	F
	7.6.0
	PCC
	S2

	SP-080106
	23.203
	0113
	1
	8.0.0
	Rel-8
	Clarification for PCRF initiated IP-CAN session termination
	approved
	A
	8.1.0
	PCC
	S2

	SP-080107
	23.203
	0115
	-
	8.0.0
	Rel-8
	Update of Reference Point names
	approved
	C
	8.1.0
	SAES
	S2

	SP-080109
	23.204
	0047
	2
	8.0.0
	Rel-8
	SC address retrieval for IMS MO procedure
	approved
	C
	8.1.0
	MESSIW-St2
	S2

	SP-080108
	23.204
	0049
	2
	7.4.0
	Rel-7
	Correction to Reference
	approved
	F
	7.5.0
	TEI7
	S2

	SP-080108
	23.204
	0050
	2
	8.0.0
	Rel-8
	Correction to Reference
	approved
	A
	8.1.0
	TEI7
	S2

	SP-080109
	23.204
	0053
	-
	8.0.0
	Rel-8
	Implementing the documentation guidance from TSG SA#38
	approved
	D
	8.1.0
	MESSIW-St2
	S2

	SP-080109
	23.204
	0056
	-
	8.0.0
	Rel-8
	IM to SM interworking procedure corrections
	approved
	F
	8.1.0
	MESSIW-St2
	S2

	SP-080109
	23.204
	0058
	2
	8.0.0
	Rel-8
	Procedures when disposition notification is requested by IMS UE
	approved
	B
	8.1.0
	MESSIW-St2
	S2

	SP-080109
	23.204
	0059
	3
	8.0.0
	Rel-8
	Adding architecture requirement for service level interworking
	approved
	C
	8.1.0
	MESSIW-St2
	S2

	SP-080109
	23.204
	0060
	2
	8.0.0
	Rel-8
	Implementing the functionality for SC address retrieval
	approved
	C
	8.1.0
	MESSIW-St2
	S2

	SP-080109
	23.204
	0061
	1
	8.0.0
	Rel-8
	General cleanup of the specification
	approved
	F
	8.1.0
	MESSIW-St2
	S2

	SP-080109
	23.204
	0062
	3
	8.0.0
	Rel-8
	General cleanup of new sections agreed in SA WG2#62
	approved
	C
	8.1.0
	MESSIW-St2
	S2

	SP-080109
	23.204
	0063
	3
	8.0.0
	Rel-8
	Correctly adding SMS to IM interworking procedures and clean up
	approved
	C
	8.1.0
	MESSIW-St2
	S2

	CP-080011
	23.205
	0197
	-
	5.15.0
	Rel-5
	Detect DTMF event after reporting of DTMF
	approved
	F
	5.16.0
	CSSPLIT
	C4

	CP-080011
	23.205
	0198
	-
	6.8.0
	Rel-6
	Detect DTMF event after reporting of DTMF
	approved
	A
	6.9.0
	CSSPLIT
	C4

	CP-080011
	23.205
	0199
	-
	7.7.0
	Rel-7
	Detect DTMF event after reporting of DTMF
	approved
	A
	7.8.0
	CSSPLIT
	C4

	CP-080011
	23.205
	0200
	-
	8.1.0
	Rel-8
	Detect DTMF event after reporting of DTMF
	approved
	A
	8.2.0
	CSSPLIT
	C4

	CP-080025
	23.205
	0204
	1
	8.1.0
	Rel-8
	Private communication during a Multiparty call
	approved
	F
	8.2.0
	TEI8
	C4

	CP-080140
	23.218
	0105
	2
	8.0.0
	Rel-8
	Addition of other access network types.
	approved
	B
	8.1.0
	REDOC_3GPP2
	C1

	SP-080110
	23.221
	0057
	2
	7.2.0
	Rel-8
	Any IP version support
	approved
	F
	8.0.0
	TEI8
	S2

	SP-080113
	23.228
	0763
	2
	8.3.0
	Rel-8
	Interworking between two IM CN subsystems using different media codecs
	approved
	B
	8.4.0
	TEI8
	S2

	SP-080113
	23.228
	0764
	1
	8.3.0
	Rel-8
	Any IP version support
	approved
	F
	8.4.0
	TEI8
	S2

	SP-080113
	23.228
	0765
	1
	8.3.0
	Rel-8
	Support for Multiple Registration
	approved
	C
	8.4.0
	TEI8
	S2

	SP-080114
	23.228
	0771
	2
	8.3.0
	Rel-8
	P-CSCF Discovery Updates
	approved
	B
	8.4.0
	IMS_Common
	S2

	SP-080114
	23.228
	0772
	2
	8.3.0
	Rel-8
	IMS Identities Storage and Derivation
	revised
	B
	
	IMS_Common
	S2

	SP-080206
	23.228
	0772
	3
	8.3.0
	Rel-8
	IMS Identities Storage and Derivation
	approved
	B
	8.4.0
	IMS_Common
	S2

	SP-080114
	23.228
	0774
	2
	8.3.0
	Rel-8
	HSS Collective
	approved
	C
	8.4.0
	IMS_Common
	S2

	SP-080111
	23.228
	0777
	1
	7.10.0
	Rel-7
	Cleanup of incorrect P-CSCF behaviour
	approved
	F
	7.11.0
	EMC1
	S2

	SP-080111
	23.228
	0778
	1
	8.3.0
	Rel-8
	Cleanup of incorrect P-CSCF behaviour
	approved
	A
	8.4.0
	EMC1
	S2

	SP-080112
	23.228
	0779
	-
	7.10.0
	Rel-7
	Cleanup of incorrect P-CSCF interaction
	approved
	F
	7.11.0
	TEI7
	S2

	SP-080113
	23.228
	0780
	3
	8.3.0
	Rel-8
	Verification of access type value at the P-CSCF
	approved
	F
	8.4.0
	TEI8
	S2

	SP-080114
	23.228
	0782
	-
	8.3.0
	Rel-8
	QoS Concepts and IP versioning
	approved
	B
	8.4.0
	IMS_Common
	S2

	SP-080114
	23.228
	0783
	-
	8.3.0
	Rel-8
	Codec Related changes
	revised
	B
	
	IMS_Common
	S2

	SP-080207
	23.228
	0783
	1
	8.3.0
	Rel-8
	Codec Related changes
	approved
	B
	8.4.0
	IMS_Common
	S2

	CP-080021
	23.333
	0030
	1
	7.3.0
	Rel-8
	Introduction of support for messaging on Mp Interface
	approved
	B
	8.0.0
	eMp
	C4

	CP-080017
	23.333
	0031
	1
	7.3.0
	Rel-8
	Alignment of IMS resources procedures' title
	approved
	F
	8.0.0
	TEI8
	C4

	CP-080021
	23.333
	0032
	-
	7.3.0
	Rel-8
	Mandatory use termination heartbeat
	approved
	F
	8.0.0
	TEI8
	C4

	CP-080021
	23.333
	0034
	2
	7.3.0
	Rel-8
	Clarify floor control requirement
	approved
	B
	8.0.0
	eMp
	C4

	SP-080116
	23.401
	0002
	3
	8.0.0
	Rel-8
	3G to E-UTRAN IRAT Handover, non-3GDT support
	approved
	C
	8.1.0
	SAES
	S2

	SP-080118
	23.401
	0003
	1
	8.0.0
	Rel-8
	Corrections 2G-E-UTRAN IRAT Handover
	approved
	F
	8.1.0
	SAES
	S2

	SP-080118
	23.401
	0004
	-
	8.0.0
	Rel-8
	Corrections 3G-E-UTRAN IRAT Handover
	approved
	F
	8.1.0
	SAES
	S2

	SP-080116
	23.401
	0007
	2
	8.0.0
	Rel-8
	GTP-PMIP roaming
	approved
	F
	8.1.0
	SAES
	S2

	SP-080118
	23.401
	0015
	1
	8.0.0
	Rel-8
	Serving GW relocation when PMIP is used at S5/S8
	approved
	F
	8.1.0
	SAES
	S2

	SP-080116
	23.401
	0016
	2
	8.0.0
	Rel-8
	Refinements to handover between non-3GPP and 3GPP accesses
	approved
	F
	8.1.0
	SAES
	S2

	SP-080116
	23.401
	0017
	1
	8.0.0
	Rel-8
	Default Bearer modification without QoS update
	approved
	C
	8.1.0
	SAES
	S2

	SP-080118
	23.401
	0019
	3
	8.0.0
	Rel-8
	Parameters used at PCRF interaction at Attach (E-UTRAN)
	approved
	F
	8.1.0
	SAES
	S2

	SP-080116
	23.401
	0020
	2
	8.0.0
	Rel-8
	Inclusion of EIR reference point in SAE architecture
	approved
	C
	8.1.0
	SAES
	S2

	SP-080115
	23.401
	0026
	8
	8.0.0
	Rel-8
	UE requested PDN disconnection procedure
	approved
	B
	8.1.0
	SAES
	S2

	SP-080116
	23.401
	0028
	1
	8.0.0
	Rel-8
	CR on TAU/RAU with ISR
	approved
	C
	8.1.0
	SAES
	S2

	SP-080116
	23.401
	0029
	2
	8.0.0
	Rel-8
	Detach procedure with ISR
	approved
	C
	8.1.0
	SAES
	S2

	SP-080115
	23.401
	0030
	2
	8.0.0
	Rel-8
	PCC Rules update in ISR
	approved
	B
	8.1.0
	SAES
	S2

	SP-080118
	23.401
	0031
	1
	8.0.0
	Rel-8
	Relationship between EPS Bearer Identity and NSAPI/RAB ID
	approved
	F
	8.1.0
	SAES
	S2

	SP-080118
	23.401
	0032
	2
	8.0.0
	Rel-8
	Correction of the MME Initiated Bearer procedures
	approved
	F
	8.1.0
	SAES
	S2

	SP-080118
	23.401
	0033
	3
	8.0.0
	Rel-8
	Several FFS clean-up
	approved
	F
	8.1.0
	SAES
	S2

	SP-080115
	23.401
	0041
	4
	8.0.0
	Rel-8
	A method to achieve load balancing
	approved
	B
	8.1.0
	SAES
	S2

	SP-080118
	23.401
	0044
	1
	8.0.0
	Rel-8
	Section on 'Security Function'
	approved
	F
	8.1.0
	SAES
	S2

	SP-080118
	23.401
	0049
	3
	8.0.0
	Rel-8
	High level description of Tracking and Reachability Management for UE in ECM-IDLE state
	approved
	F
	8.1.0
	SAES
	S2

	SP-080117
	23.401
	0055
	2
	8.0.0
	Rel-8
	The editorial modification for attach procedure
	approved
	D
	8.1.0
	SAES
	S2

	SP-080118
	23.401
	0056
	2
	8.0.0
	Rel-8
	Selecting and signalling the security algorithms in handover from Rel-8 UTRAN to E-UTRAN
	approved
	F
	8.1.0
	SAES
	S2

	SP-080115
	23.401
	0060
	3
	8.0.0
	Rel-8
	Recommended QCI to DiffServ Code Point Mapping
	approved
	B
	8.1.0
	SAES
	S2

	SP-080118
	23.401
	0061
	2
	8.0.0
	Rel-8
	Clean-up of QoS Sections in 23.401
	approved
	C
	8.1.0
	SAES
	S2

	SP-080126
	23.401
	0063
	1
	8.0.0
	Rel-8
	Subscriber Type on S1
	approved
	B
	8.1.0
	SAES
	S2

	SP-080116
	23.401
	0064
	1
	8.0.0
	Rel-8
	Table of Standardized QCIs
	approved
	C
	8.1.0
	SAES
	S2

	SP-080116
	23.401
	0065
	2
	8.0.0
	Rel-8
	"Rate adaptation with ""MBR>GBR bearers"""
	approved
	C
	8.1.0
	SAES
	S2

	SP-080115
	23.401
	0072
	1
	8.0.0
	Rel-8
	Corrections to support multiple PDNs during HO
	approved
	B
	8.1.0
	SAES
	S2

	SP-080118
	23.401
	0079
	2
	8.0.0
	Rel-8
	Serving GW change notification
	approved
	F
	8.1.0
	SAES
	S2

	SP-080118
	23.401
	0082
	-
	8.0.0
	Rel-8
	Fixing implementation error in Section 5.3.2.2, TS23.401
	approved
	F
	8.1.0
	SAES
	S2

	SP-080118
	23.401
	0083
	3
	8.0.0
	Rel-8
	Add New EnodeB information onto handover related messages
	approved
	F
	8.1.0
	SAES
	S2

	SP-080115
	23.401
	0092
	1
	8.0.0
	Rel-8
	Possible HSS update even if there is no MME change
	approved
	B
	8.1.0
	SAES
	S2

	SP-080118
	23.401
	0097
	4
	8.0.0
	Rel-8
	AMBR handling during HO
	approved
	F
	8.1.0
	SAES
	S2

	SP-080119
	23.401
	0100
	1
	8.0.0
	Rel-8
	The editorial modification for IRAT HO procedures
	approved
	D
	8.1.0
	SAES
	S2

	SP-080119
	23.401
	0103
	1
	8.0.0
	Rel-8
	Correction of TAU procedure without SGW change
	approved
	F
	8.1.0
	SAES
	S2

	SP-080115
	23.401
	0110
	1
	8.0.0
	Rel-8
	Mechanism to support reordering in EUTRAN
	approved
	B
	8.1.0
	SAES
	S2

	SP-080116
	23.401
	0111
	2
	8.0.0
	Rel-8
	Context transfer information for PMIP-based CN node Relocation
	approved
	C
	8.1.0
	SAES
	S2

	SP-080116
	23.401
	0112
	-
	8.0.0
	Rel-8
	ISR Principle
	approved
	C
	8.1.0
	SAES
	S2

	SP-080119
	23.401
	0113
	2
	8.0.0
	Rel-8
	Reject TAU from 2G/3G if the UE has no PDP Context
	approved
	F
	8.1.0
	SAES
	S2

	SP-080119
	23.401
	0114
	1
	8.0.0
	Rel-8
	PCC aspect of attachment without IP allocation
	approved
	F
	8.1.0
	SAES
	S2

	SP-080116
	23.401
	0116
	3
	8.0.0
	Rel-8
	Downlink signalling triggered service request procedure
	approved
	C
	8.1.0
	SAES
	S2

	SP-080116
	23.401
	0122
	3
	8.0.0
	Rel-8
	Clarification of the Default PDN
	approved
	C
	8.1.0
	SAES
	S2

	SP-080116
	23.401
	0123
	2
	8.0.0
	Rel-8
	PDN connectivity request without APN
	approved
	C
	8.1.0
	SAES
	S2

	SP-080119
	23.401
	0124
	3
	8.0.0
	Rel-8
	S-TMSI cleanup
	approved
	F
	8.1.0
	SAES
	S2

	SP-080119
	23.401
	0128
	-
	8.0.0 
	Rel-8
	Correction of ECM_Connect definition
	approved
	F
	8.1.0
	SAES
	S2

	SP-080116
	23.401
	0133
	-
	8.0.0
	Rel-8
	UE state handling in EUTRAN at non-3GPP handover
	approved
	C
	8.1.0
	SAES
	S2

	SP-080116
	23.401
	0134
	-
	8.0.0
	Rel-8
	Merge of CR0009  and CR0069: Update on IP address configuration procedures
	approved
	C
	8.1.0
	SAES
	S2

	SP-080119
	23.401
	0135
	1
	8.0.0
	Rel-8
	Corrections to Attach procedure related to the MME routeing information
	approved
	F
	8.1.0
	SAES
	S2

	SP-080119
	23.401
	0137
	1
	8.0.0
	Rel-8
	Security consideration in the TAU procedure
	approved
	F
	8.1.0
	SAES
	S2

	SP-080119
	23.401
	0138
	-
	8.0.0
	Rel-8
	Integrity check of TAU request message in the new MME
	approved
	F
	8.1.0
	SAES
	S2

	SP-080116
	23.401
	0140
	1
	8.0.0
	Rel-8
	Add description of the MME Pool functionality
	approved
	B
	8.1.0
	SAES
	S2

	SP-080119
	23.401
	0141
	-
	8.0.0
	Rel-8
	Correction in the 2G to E-UTRAN IRAT Handover procedure
	approved
	F
	8.1.0
	SAES
	S2

	SP-080119
	23.401
	0142
	1
	8.0.0
	Rel-8
	Handover Restriction in eNodeB
	approved
	F
	8.1.0
	SAES
	S2

	SP-080119
	23.401
	0143
	1
	8.0.0
	Rel-8
	ME Identity Check Procedure update
	approved
	F
	8.1.0
	SAES
	S2

	SP-080119
	23.401
	0148
	1
	8.0.0
	Rel-8
	Corrections to 23.401 Section 5.3.5 - S1 Release Procedure
	approved
	F
	8.1.0
	SAES
	S2

	SP-080119
	23.401
	0151
	1
	8.0.0
	Rel-8
	Identification of the UE within the CN
	approved
	F
	8.1.0
	SAES
	S2

	SP-080119
	23.401
	0152
	-
	8.0.0
	Rel-8
	Clarification of PDN GWs involved in Initial Attach
	approved
	F
	8.1.0
	SAES
	S2

	SP-080120
	23.401
	0153
	1
	8.0.0
	Rel-8
	Provision of PDN GW address to the Serving GW
	approved
	F
	8.1.0
	SAES
	S2

	SP-080120
	23.401
	0154
	2
	8.0.0
	Rel-8
	Provision of UE identity in UE initiated NAS signalling.
	approved
	F
	8.1.0
	SAES
	S2

	SP-080120
	23.401
	0162
	-
	8.0.0
	Rel-8
	Merge of CR0001R3 (Update of Attach procedure) and CR0042R3 (NAS security setup during the Attach procedure)
	approved
	F
	8.1.0
	SAES
	S2

	SP-080127
	23.401
	0169
	3
	8.0.0
	Rel-8
	MME Overload handling
	approved
	F
	8.1.0
	SAES
	S2

	SP-080120
	23.401
	0180
	1
	8.0.0
	Rel-8
	PMIP-S5/S8 Parameters in S10 and S11 Messages
	approved
	F
	8.1.0
	SAES
	S2

	SP-080120
	23.401
	0181
	1
	8.0.0
	Rel-8
	Correction of pre-Rel-8 SGSN to MME TAU procedure
	approved
	F
	8.1.0
	SAES
	S2

	SP-080120
	23.401
	0182
	1
	8.0.0
	Rel-8
	Combination of pre-Rel-8 RAU procedures
	approved
	F
	8.1.0
	SAES
	S2

	SP-080120
	23.401
	0183
	2
	8.0.0
	Rel-8
	Removal of separate GERAN to E-UTRAN TAU description
	approved
	F
	8.1.0
	SAES
	S2

	SP-080120
	23.401
	0184
	1
	8.0.0
	Rel-8
	Missing RAU/TAU functionality
	approved
	F
	8.1.0
	SAES
	S2

	SP-080120
	23.401
	0186
	1
	8.0.0
	Rel-8
	Restructuring of RAU procedures
	approved
	F
	8.1.0
	SAES
	S2

	SP-080116
	23.401
	0190
	2
	8.0.0
	Rel-8
	Load balancing at MME selection
	approved
	C
	8.1.0
	SAES
	S2

	SP-080120
	23.401
	0191
	1
	8.0.0
	Rel-8
	Update of Reference Point names
	approved
	F
	8.1.0
	SAES
	S2

	SP-080167
	23.402
	0002
	1
	8.0.0
	Rel-8
	IP address allocation and protocol configuration using DHCP
	approved
	C
	8.1.0
	SAES
	S2

	SP-080122
	23.402
	0006
	1
	8.0.0
	Rel-8
	PDN GW selection for multiple PDN connections with S2a
	approved
	C
	8.1.0
	SAES
	S2

	SP-080122
	23.402
	0007
	3
	8.0.0
	Rel-8
	Activation of additional PDN connection for PMIP-based S5/S8
	approved
	C
	8.1.0
	SAES
	S2

	SP-080122
	23.402
	0012
	3
	8.0.0
	Rel-8
	Attach Type for Non-3GPP accesses
	approved
	C
	8.1.0
	SAES
	S2

	SP-080121
	23.402
	0015
	1
	8.0.0
	Rel-8
	Optimized Idle Mode Handover from HRPD to E-UTRAN
	approved
	B
	8.1.0
	SAES
	S2

	SP-080121
	23.402
	0016
	3
	8.0.0
	Rel-8
	PDN GW address retrieval in S-GW Chained Case
	approved
	B
	8.1.0
	SAES
	S2

	SP-080124
	23.402
	0018
	1
	8.0.0
	Rel-8
	Clarification on S-GW selection when Handover
	approved
	F
	8.1.0
	SAES
	S2

	SP-080121
	23.402
	0027
	3
	8.0.0
	Rel-8
	Principles of multiple PDN support in 23.402
	approved
	B
	8.1.0
	SAES
	S2

	SP-080124
	23.402
	0028
	1
	8.0.0
	Rel-8
	ePDG Function Clarification
	approved
	F
	8.1.0
	SAES
	S2

	SP-080167
	23.402
	0030
	1
	8.0.0
	Rel-8
	Clarification on Access Authentication
	approved
	F
	8.1.0
	SAES
	S2

	SP-080124
	23.402
	0031
	3
	8.0.0
	Rel-8
	Relation of DSMIPv6 and 3GPP access
	approved
	F
	8.1.0
	SAES
	S2

	SP-080124
	23.402
	0039
	4
	8.0.0
	Rel-8
	Network Discovery and Selection and ePDG selection
	approved
	F
	8.1.0
	SAES
	S2

	SP-080122
	23.402
	0043
	2
	8.0.0
	Rel-8
	Timing of PCC and PMIP Signalling at Handover
	approved
	F
	8.1.0
	SAES
	S2

	SP-080122
	23.402
	0044
	2
	8.0.0
	Rel-8
	Principles and Protocol Stack for S103 Interface
	approved
	C
	8.1.0
	SAES
	S2

	SP-080124
	23.402
	0045
	1
	8.0.0
	Rel-8
	Dedicated Bearer Activation at Attach for PMIP-S5/S8
	approved
	F
	8.1.0
	SAES
	S2

	SP-080122
	23.402
	0049
	3
	8.0.0
	Rel-8
	Cleanup of the handover from trusted non-3GPP to GERAN/UTRAN
	approved
	C
	8.1.0
	SAES
	S2

	SP-080122
	23.402
	0050
	1
	8.0.0
	Rel-8
	Establishment of dedicated bearers during handover
	approved
	C
	8.1.0
	SAES
	S2

	SP-080124
	23.402
	0054
	2
	8.0.0
	Rel-8
	ePDG discovery during a handover from EUTRAN to untrusted non-3GPP access networks
	approved
	F
	8.1.0
	SAES
	S2

	SP-080124
	23.402
	0055
	2
	8.0.0
	Rel-8
	Cleanup of Wa*, Wd*, Wx*, Wm* references points
	approved
	F
	8.1.0
	SAES
	S2

	SP-080124
	23.402
	0056
	2
	8.0.0
	Rel-8
	Removal of FFS Statements on Proxy Binding Update Security
	approved
	F
	8.1.0
	SAES
	S2

	SP-080121
	23.402
	0060
	1
	8.0.0
	Rel-8
	Non-3GPP Gateway Control Session Relocation
	approved
	B
	8.1.0
	SAES
	S2

	SP-080124
	23.402
	0061
	1
	8.0.0
	Rel-8
	Cleanup PDN Selection Procedure
	approved
	F
	8.1.0
	SAES
	S2

	SP-080122
	23.402
	0062
	2
	8.0.0
	Rel-8
	Addition of IEs to PMIP-based S5/S8 Procedures
	approved
	C
	8.1.0
	SAES
	S2

	SP-080122
	23.402
	0064
	1
	8.0.0
	Rel-8
	Addition of IEs to Non-3GPP Resource Control Procedures
	approved
	C
	8.1.0
	SAES
	S2

	SP-080122
	23.402
	0065
	-
	8.0.0
	Rel-8
	Addition of IEs to Non-3GPP Untrusted Procedures
	approved
	C
	8.1.0
	SAES
	S2

	SP-080121
	23.402
	0073
	2
	8.0.0
	Rel-8
	PDN GW reallocation procedure for the S2c reference point
	approved
	B
	8.1.0
	SAES
	S2

	SP-080124
	23.402
	0074
	3
	8.0.0
	Rel-8
	Editorial corrections for TS 23.402
	approved
	F
	8.1.0
	SAES
	S2

	SP-080122
	23.402
	0079
	4
	8.0.0
	Rel-8
	Alignment of EUTRAN - > HRPD HO with updated inter S-GW HO
	approved
	C
	8.1.0
	SAES
	S2

	SP-080124
	23.402
	0080
	1
	8.0.0
	Rel-8
	Alignment of EUTRAN-HRPD HO with RAN2 and SA2 decisions
	approved
	F
	8.1.0
	SAES
	S2

	SP-080124
	23.402
	0081
	1
	8.0.0
	Rel-8
	Special situations in EUTRAN - HRPD HO
	approved
	F
	8.1.0
	SAES
	S2

	SP-080128
	23.402
	0082
	5
	8.0.0
	Rel-8
	On IPMS on handover between accesses
	approved
	C
	8.1.0
	SAES
	S2

	SP-080122
	23.402
	0085
	3
	8.0.0
	Rel-8
	On IPMS solutions
	approved
	C
	8.1.0
	SAES
	S2

	SP-080122
	23.402
	0090
	4
	8.0.0
	Rel-8
	Update on Serving GW selection procedures
	approved
	C
	8.1.0
	SAES
	S2

	SP-080122
	23.402
	0092
	7
	8.0.0
	Rel-8
	Updates in TS 23.402 for currently valid version of PMIPv6 draft
	approved
	C
	8.1.0
	SAES
	S2

	SP-080122
	23.402
	0095
	2
	8.0.0
	Rel-8
	HRPD to EUTRAN handover call flows
	approved
	C
	8.1.0
	SAES
	S2

	SP-080123
	23.402
	0096
	3
	8.0.0
	Rel-8
	Context transfer information for PMIP-based CN node Relocation
	approved
	C
	8.1.0
	SAES
	S2

	SP-080123
	23.402
	0098
	-
	8.0.0
	Rel-8
	Combining 23.402 CR 0003R1 and CR 0041R1.
	approved
	C
	8.1.0
	SAES
	S2

	SP-080121
	23.402
	0099
	2
	8.0.0
	Rel-8
	Principles for 3GPP-Mobile Wimax interworking
	approved
	B
	8.1.0
	SAES
	S2

	SP-080123
	23.402
	0100
	-
	8.0.0
	Rel-8
	GRE Key exchange using PMIP
	approved
	C
	8.1.0
	SAES
	S2

	SP-080125
	23.402
	0101
	3
	8.0.0
	Rel-8
	Functional Description and Procedures for 3GPP Accesses with S2c
	approved
	F
	8.1.0
	SAES
	S2

	SP-080125
	23.402
	0102
	-
	8.0.0
	Rel-8
	S2c Detach over Trusted Non-3GPP Access
	approved
	F
	8.1.0
	SAES
	S2

	SP-080123
	23.402
	0104
	2
	8.0.0
	Rel-8
	S2c Detach for Untrusted non-3GPP Accesses
	approved
	C
	8.1.0
	SAES
	S2

	SP-080125
	23.402
	0105
	2
	8.0.0
	Rel-8
	S2c and Multiple PDNs cleanup
	approved
	F
	8.1.0
	SAES
	S2

	SP-080121
	23.402
	0106
	1
	8.0.0 
	Rel-8
	Handover Flows between Non-3GPP and 3GPP with Chained S2/S8a
	approved
	B
	8.1.0
	SAES
	S2

	SP-080123
	23.402
	0107
	2
	8.0.0
	Rel-8
	Handover Indication as UE capability for Network address preservation in 3GPP access
	approved
	C
	8.1.0
	SAES
	S2

	SP-080125
	23.402
	0109
	1
	8.0.0
	Rel-8 
	PCC related corrections to various flows
	approved
	F
	8.1.0
	SAES
	S2

	SP-080123
	23.402
	0111
	2
	8.0.0
	Rel-8
	Clean up of S2 Handover procedures
	approved
	C
	8.1.0
	SAES
	S2

	SP-080125
	23.402
	0114
	-
	8.0.0
	Rel-8
	Adding procedure for MME Initiated Bearer Modification with Bearer QoS Update to TS 23.402
	approved
	C
	8.1.0
	SAES
	S2

	SP-080123
	23.402
	0115
	1
	8.0.0
	Rel-8
	Dual stack addressing over PMIP
	approved
	C
	8.1.0
	SAES
	S2

	SP-080123
	23.402
	0116
	1
	8.0.0
	Rel-8
	Refinements to GW selection
	approved
	C
	8.1.0
	SAES
	S2

	SP-080125
	23.402
	0117
	1
	8.0.0
	Rel-8
	IP Address Allocation and parameter configuration in case of S2c
	approved
	F
	8.1.0
	SAES
	S2

	SP-080121
	23.402
	0121
	2
	8.0.0
	Rel-8
	Addition of PMIP-based S5/S8 UE-triggered Service Request Procedure to 23.402
	approved
	B
	8.1.0
	SAES
	S2

	SP-080121
	23.402
	0133
	3
	8.0.0
	Rel-8
	ANDSF Discovery
	approved
	B
	8.1.0
	SAES
	S2

	SP-080125
	23.402
	0134
	3
	8.0.0
	Rel-8
	Information provided by the ANDSF
	approved
	F
	8.1.0
	SAES
	S2

	SP-080123
	23.402
	0135
	3
	8.0.0
	Rel-8
	Handover with Network Discovery and Selection
	approved
	C
	8.1.0
	SAES
	S2

	SP-080125
	23.402
	0136
	1
	8.0.0
	Rel-8
	IPMS corrections
	approved
	F
	8.1.0
	SAES
	S2

	SP-080123
	23.402
	0138
	2
	8.0.0
	Rel-8
	On description and clarification for IPMS
	approved
	C
	8.1.0
	SAES
	S2

	SP-080125
	23.402
	0139
	3
	8.0.0
	Rel-8
	Removal of editor's notes for IP Mobility Management Selection
	approved
	F
	8.1.0
	SAES
	S2

	SP-080123
	23.402
	0147
	-
	8.0.0
	Rel-8
	Removal of the FFS concerning the uplink signalling of RAT when we don't have SGW relocation
	approved
	C
	8.1.0
	SAES
	S2

	SP-080123
	23.402
	0150
	1
	8.0.0
	Rel-8
	Clarifications related to IKE at handover from host-based mobility to network-based mobility
	approved
	C
	8.1.0
	SAES
	S2

	SP-080125
	23.402
	0151
	-
	8.0.0
	Rel-8
	Merger of 23.402 CR0066R3 (MIPv4 FA CoA procedures for non-3GPP access to SAE) and 23.402 CR0074R2 (Editorial corrections for TS 23.402)
	approved
	F
	8.1.0
	SAES
	S2

	SP-080123
	23.402
	0153
	-
	8.0.0
	Rel-8
	Cleanup/Merge of CR0063R1: Clean-up and addition of IEs for consistency
	approved
	C
	8.1.0
	SAES
	S2

	SP-080123
	23.402
	0154
	-
	8.0.0
	Rel-8
	IEs for Non-3GPP Detach & Additional PDN Procedures and Updates for currently valid version of PMIPv6 draft
	approved
	C
	8.1.0
	SAES
	S2

	SP-080123
	23.402
	0156
	1
	8.0.0
	Rel-8
	Informing the PCRF about existence of tunnelled traffic
	approved
	C
	8.1.0
	SAES
	S2

	SP-080125
	23.402
	0157
	1
	8.0.0
	Rel-8
	Update of Reference Point names
	approved
	F
	8.1.0
	SAES
	S2

	SP-080123
	23.402
	0158
	-
	8.0.0
	Rel-8
	Attach Type for 3GPP accesses and Incorporation of MIPv4 into Non-3GPP-to-EUTRAN Handover
	approved
	C
	8.1.0
	SAES
	S2

	SP-080209
	23.406
	0001
	1
	7.0.0
	Rel-7
	Cleanup of incorrect P-CSCF behavior
	approved
	F
	7.1.0
	EMC1
	S2

	CP-080117
	24.008
	1163
	-
	6.17.0
	Rel-6
	TMGI misalignment between figure and table text
	approved
	F
	6.18.0
	MBMS
	C1

	CP-080117
	24.008
	1164
	-
	7.10.0
	Rel-7
	TMGI misalignment between figure and table text
	approved
	A
	7.11.0
	MBMS
	C1

	CP-080136
	24.008
	1165
	-
	8.0.0
	Rel-8
	Handling of NAS-layer cause value when in GAN
	approved
	F
	8.1.0
	TEI8
	C1

	CP-080034
	24.008
	1168
	-
	8.0.0
	Rel-8
	TMGI misalignment between figure and table text
	approved
	A
	8.1.0
	MBMS
	C1

	CP-080140
	24.141
	0087
	4
	7.4.0
	Rel-8
	Security mechanisms for presence
	postponed
	B
	8.0.0
	REDOC_3GPP2
	C1

	CP-080140
	24.141
	0088
	3
	7.4.0
	Rel-8
	Network presence
	approved
	B
	8.0.0
	REDOC_3GPP2
	C1

	CP-080118
	24.147
	0062
	2
	6.7.0
	Rel-6
	Support for BYE method
	approved
	F
	6.8.0
	IMS2
	C1

	CP-080118
	24.147
	0063
	2
	7.7.0
	Rel-7
	Support for BYE method
	approved
	A
	7.8.0
	IMS2
	C1

	CP-080118
	24.147
	0064
	2
	8.0.0
	Rel-8
	Support for BYE method
	approved
	A
	8.1.0
	IMS2
	C1

	CP-080119
	24.167
	0025
	-
	6.5.0
	Rel-6
	Correction of OMA DM reference
	approved
	F
	6.6.0
	IMS2
	C1

	CP-080119
	24.167
	0026
	-
	7.3.0
	Rel-7
	Correction of OMA DM reference 
	approved
	A
	7.4.0
	IMS2
	C1

	CP-080127
	24.173
	0045
	3
	7.3.0
	Rel-7
	Interworking with terminals not supporting Multimedia Telephony Service Identifier
	approved
	F
	7.4.0
	MTSI
	C1

	CP-080133
	24.173
	0046
	-
	7.3.0
	Rel-7
	Addition of 3GPP supplementary service specification
	revised
	F
	
	MAINT_R1
	C1

	CP-080205
	24.173
	0046
	1
	7.3.0
	Rel-7
	Addition of 3GPP supplementary service specification
	approved
	F
	7.4.0
	MAINT_R1
	C1

	CP-080139
	24.173
	0047
	1
	7.3.0
	Rel-8
	Addition of 3GPP supplementary service specification
	approved
	F
	8.0.0
	REDOC_TIS-C1
	C1

	CP-080114
	24.229
	2133
	4
	5.21.0
	Rel-5
	3GPP IM CN subsystem XML Schema version
	postponed
	F
	
	IMS-CCR
	C1

	CP-080114
	24.229
	2134
	3
	6.17.0
	Rel-6
	3GPP IM CN subsystem XML Schema version
	postponed
	A
	
	IMS-CCR
	C1

	CP-080114
	24.229
	2135
	3
	7.10.0
	Rel-7
	3GPP IM CN subsystem XML Schema version
	postponed
	A
	
	IMS-CCR
	C1

	CP-080114
	24.229
	2136
	3
	8.2.0
	Rel-8
	3GPP IM CN subsystem XML Schema version
	postponed
	A
	
	IMS-CCR
	C1

	CP-080140
	24.229
	2138
	2
	8.2.0
	Rel-8
	IP-CAN procedure for cdma2000
	approved
	F
	8.3.0
	REDOC_3GPP2
	C1

	CP-080140
	24.229
	2140
	2
	8.2.0
	Rel-8
	Access-network-charging-info for cdma2000 access
	approved
	F
	8.3.0
	REDOC_3GPP2
	C1

	CP-080140
	24.229
	2141
	2
	8.2.0
	Rel-8
	P-CSCF interface to IP-CAN
	approved
	F
	8.3.0
	REDOC_3GPP2
	C1

	CP-080140
	24.229
	2142
	2
	8.2.0
	Rel-8
	R-UIM
	postponed
	F
	
	REDOC_3GPP2
	C1

	CP-080130
	24.229
	2143
	1
	8.2.0
	Rel-8
	Procedure at S-CSCF
	approved
	F
	8.3.0
	IMSProtoc2
	C1

	CP-080130
	24.229
	2144
	-
	8.2.0
	Rel-8
	Empty RES
	approved
	F
	8.3.0
	IMSProtoc2
	C1

	CP-080130
	24.229
	2145
	1
	8.2.0
	Rel-8
	Alias URI
	approved
	F
	8.3.0
	IMSProtoc2
	C1

	CP-080130
	24.229
	2146
	2
	8.2.0
	Rel-8
	Notification at S-CSCF
	approved
	F
	8.3.0
	IMSProtoc2
	C1

	CP-080121
	24.229
	2147
	2
	8.2.0
	Rel-8
	NAT traversal
	revised
	A
	
	IMSProtoc
	C1

	CP-080031
	24.229
	2147
	3
	8.2.0
	Rel-8
	NAT traversal
	revised
	A
	
	IMSProtoc
	C1

	CP-080199
	24.229
	2147
	4
	8.2.0
	Rel-8
	NAT traversal
	approved
	A
	8.3.0
	IMSProtoc
	C1

	CP-080120
	24.229
	2148
	-
	7.10.0
	Rel-7
	Handling of the reason header in requests at the MGCF
	approved
	F
	7.11.0
	IMSProtoc
	C1

	CP-080120
	24.229
	2149
	-
	8.2.0
	Rel-8
	Handling of the reason header in requests at the MGCF
	approved
	A
	8.3.0
	IMSProtoc
	C1

	CP-080122
	24.229
	2150
	3
	7.10.0
	Rel-7
	Handling of the reason header in responses
	revised
	F
	
	IMSProtoc
	C1

	CP-080035
	24.229
	2150
	4
	7.10.0
	Rel-7
	Handling of the reason header in responses
	revised
	F
	
	IMSProtoc
	C1

	CP-080200
	24.229
	2150
	5
	7.10.0
	Rel-7
	Handling of the reason header in responses
	approved
	F
	7.11.0
	IMSProtoc
	C1

	CP-080122
	24.229
	2151
	3
	8.2.0
	Rel-8
	Handling of the reason header in responses
	revised
	A
	
	IMSProtoc
	C1

	CP-080036
	24.229
	2151
	4
	8.2.0
	Rel-8
	Handling of the reason header in responses
	revised
	A
	
	IMSProtoc
	C1

	CP-080201
	24.229
	2151
	5
	8.2.0
	Rel-8
	Handling of the reason header in responses
	approved
	A
	8.3.0
	IMSProtoc
	C1

	CP-080126
	24.229
	2154
	2
	7.10.0
	Rel-7
	Clarification on the use of IARI in the contact header
	approved
	F
	7.11.0
	ServID
	C1

	CP-080126
	24.229
	2155
	2
	8.2.0
	Rel-8
	Clarification on the use of IARI in the contact header
	approved
	A
	8.3.0
	ServID
	C1

	CP-080130
	24.229
	2156
	1
	8.2.0
	Rel-8
	Correction of example of IARI coding
	approved
	D
	8.3.0
	IMSProtoc2
	C1

	CP-080130
	24.229
	2160
	1
	8.2.0
	Rel-8
	Correction on the value used for P-Preferred-Identity header at UE
	approved
	F
	8.3.0
	IMSProtoc2
	C1

	CP-080120
	24.229
	2161
	1
	7.10.0
	Rel-7
	Correction on handling of P-Charging-Vector at IBCF
	approved
	F
	7.11.0
	IMSProtoc
	C1

	CP-080120
	24.229
	2162
	1
	8.2.0
	Rel-8
	Correction on handling of P-Charging-Vector at IBCF
	approved
	A
	8.3.0
	IMSProtoc
	C1

	CP-080132
	24.229
	2163
	1
	8.2.0
	Rel-8
	Miscelanous Corrections on SIP Digest
	approved
	F
	8.3.0
	PktCbl-Sec
	C1

	CP-080139
	24.229
	2164
	1
	8.2.0
	Rel-8
	SIP XML addition for support of transit specific content
	approved
	B
	8.3.0
	REDOC_TIS-C1
	C1

	CP-080115
	24.229
	2165
	2
	5.21.0
	Rel-5
	Correction of 3GPP IM CN subsystem XML handling
	revised
	F
	
	IMS-CCR
	C1

	CP-080182
	24.229
	2165
	3
	5.21.0
	Rel-5
	Correction of 3GPP IM CN subsystem XML handling
	postponed
	F
	
	IMS-CCR
	C1

	CP-080116
	24.229
	2166
	2
	6.17.0
	Rel-6
	Correction of 3GPP IM CN subsystem XML handling
	revised
	A
	
	IMS-CCR
	C1

	CP-080032
	24.229
	2166
	3
	6.17.0
	Rel-6
	Correction of 3GPP IM CN subsystem XML handling
	revised
	A
	
	IMS-CCR
	C1

	CP-080184
	24.229
	2166
	4
	6.17.0
	Rel-6
	Correction of 3GPP IM CN subsystem XML handling
	postponed
	A
	
	IMS-CCR
	C1

	CP-080115
	24.229
	2167
	2
	7.10.0
	Rel-7
	Correction of 3GPP IM CN subsystem XML handling
	revised
	A
	
	IMS-CCR
	C1

	CP-080185
	24.229
	2167
	3
	7.10.0
	Rel-7
	Correction of 3GPP IM CN subsystem XML handling
	postponed
	A
	
	IMS-CCR
	C1

	CP-080116
	24.229
	2168
	2
	8.2.0
	Rel-8
	Correction of 3GPP IM CN subsystem XML handling
	revised
	F
	
	IMS-CCR
	C1

	CP-080033
	24.229
	2168
	3
	8.2.0
	Rel-8
	Correction of 3GPP IM CN subsystem XML handling
	revised
	F
	
	IMS-CCR
	C1

	CP-080186
	24.229
	2168
	4
	8.2.0
	Rel-8
	Correction of 3GPP IM CN subsystem XML handling
	revised
	F
	
	IMS-CCR
	C1

	CP-080193
	24.229
	2168
	5
	8.2.0
	Rel-8
	Correction of 3GPP IM CN subsystem XML handling
	postponed
	F
	
	IMS-CCR
	C1

	CP-080130
	24.229
	2170
	1
	8.2.0
	Rel-8
	Correction to user initiated mergency re-registration
	approved
	F
	8.3.0
	IMSProtoc2
	C1

	CP-080120
	24.229
	2173
	-
	7.10.0
	Rel-7
	Reference correction for RFC 4244
	approved
	F
	7.11.0
	IMSProtoc
	C1

	CP-080120
	24.229
	2174
	-
	8.2.0
	Rel-8
	Reference correction for RFC 4244
	approved
	A
	8.3.0
	IMSProtoc
	C1

	CP-080120
	24.229
	2175
	-
	7.10.0
	Rel-7
	SDP with precondition
	approved
	F
	7.11.0
	IMSProtoc
	C1

	CP-080120
	24.229
	2176
	-
	8.2.0
	Rel-8
	SDP with precondition
	approved
	A
	8.3.0
	IMSProtoc
	C1

	CP-080120
	24.229
	2180
	1
	7.10.0
	Rel-7
	Correction of Alias
	approved
	F
	7.11.0
	IMSProtoc
	C1

	CP-080120
	24.229
	2181
	1
	8.2.0
	Rel-8
	Correction of Alias
	approved
	A
	8.3.0
	IMSProtoc
	C1

	CP-080126
	24.229
	2182
	2
	7.10.0
	Rel-7
	UE behaviour when no ICSI is contained in the Accept-Contact header
	approved
	F
	7.11.0
	ServID
	C1

	CP-080126
	24.229
	2183
	2
	8.2.0
	Rel-8
	UE behaviour when no ICSI is contained in the Accept-Contact header
	approved
	A
	8.3.0
	ServID
	C1

	CP-080130
	24.229
	2187
	1
	8.2.0
	Rel-8
	IPv4 and IPv6 support
	approved
	F
	8.3.0
	IMSprotoc2
	C1

	CP-080130
	24.229
	2188
	4
	8.2.0
	Rel-8
	P-CSCF awareness for 3GPP accesses
	approved
	F
	8.3.0
	IMSprotoc2
	C1

	CP-080132
	24.229
	2189
	1
	8.2.0
	Rel-8
	Enhancements to security introduction text
	approved
	C
	8.3.0
	PktCbl-Sec
	C1

	CP-080134
	24.229
	2190
	1
	8.2.0
	Rel-8
	Inclusion of NASS bundled authentication
	approved
	C
	8.3.0
	NBA
	C1

	CP-080131
	24.229
	2192
	1
	8.2.0
	Rel-8
	Completion of CIC and DAI requirements for MGCF
	approved
	F
	8.3.0
	PktCbl-Intw
	C1

	CP-080130
	24.229
	2196
	2
	8.2.0
	Rel-8
	Annex K: ICE procedures for the IBCF
	approved
	B
	8.3.0
	IMSProtoc2
	C1

	CP-080141
	24.229
	2197
	1
	8.2.0
	Rel-8
	Wildcarded Public User Identity: P-CSCF impact
	approved
	B
	8.3.0
	IMS_Corp
	C1

	CP-080141
	24.229
	2198
	2
	8.2.0
	Rel-8
	Wildcarded Public User Identity: S-CSCF impact
	approved
	B
	8.3.0
	IMS_Corp
	C1

	CP-080126
	24.229
	2200
	2
	7.10.0
	Rel-7
	Handling of Service ID in interworking cases
	approved
	F
	7.11.0
	ServID
	C1

	CP-080126
	24.229
	2201
	2
	8.2.0
	Rel-8
	Handling of Service ID in interworking cases
	approved
	A
	8.3.0
	ServID
	C1

	CP-080121
	24.229
	2202
	1
	7.10.0
	Rel-7
	NAT traversal
	revised
	F
	
	IMSProtoc
	C1

	CP-080030
	24.229
	2202
	3
	7.10.0
	Rel-7
	NAT traversal
	revised
	F
	
	IMSProtoc
	C1

	CP-080198
	24.229
	2202
	4
	7.10.0
	Rel-7
	NAT traversal
	approved
	F
	7.11.0
	IMSProtoc
	C1

	CP-080140
	24.247
	0033
	1
	8.0.0
	Rel-8
	Messaging references
	approved
	F
	8.1.0
	REDOC_3GPP2
	C1

	CP-080124
	24.305
	0007
	-
	7.2.0
	Rel-7
	Removal of editors note
	approved
	F
	7.3.0
	SDoUE
	C1

	CP-080124
	24.305
	0008
	-
	7.2.0
	Rel-7
	Correction to the GPRS_SM_PDP leaf
	approved
	F
	7.3.0
	SDoUE
	C1

	CP-080135
	24.880
	0001
	-
	8.0.0
	Rel-8
	Editorial updates : mediactrl drafts
	approved
	D
	8.1.0
	MRFC
	C1

	CP-080120
	24.930
	0009
	-
	7.3.0
	Rel-7
	No P-Media-Authorization header
	approved
	F
	7.4.0
	IMSProtoc
	C1

	CP-080140
	24.930
	0011
	2
	7.3.0
	Rel-8
	Alternate call flow when originating UE needs to reserve resources
	approved
	B
	8.0.0
	REDOC_3GPP2
	C1

	RP-080166
	25.101
	0582
	1
	8.1.0
	Rel-8
	Specification of enhanced performance requirements type 3i for HSDPA based on receiver diversity and interference-aware chip level equaliser
	approved
	B
	8.2.0
	RInImp8-2BIC
	R4

	RP-080125
	25.101
	0582
	1
	8.1.0
	Rel-8
	Specification of enhanced performance requirements type 3i for HSDPA based on receiver diversity and interference-aware chip level equaliser
	reissued
	B
	
	RInImp8-2BIC
	R4

	RP-080124
	25.101
	0583
	2
	8.1.0
	Rel-8
	Introduction of UMTS700 UE minimum performance requirements
	approved
	B
	8.2.0
	RInImp8-UMTS700
	R4

	RP-080121
	25.101
	0585
	2
	7.10.0
	Rel-7
	Nominal Peak Data Rate and redundancy versions in MIMO FRC Tests
	approved
	F
	7.11.0
	MIMO-RF
	R4

	RP-080121
	25.101
	0586
	1
	7.10.0
	Rel-7
	Correct reference to MIMO dual-stream channel model for MIMO CQI dual-stream requirements
	approved
	F
	7.11.0
	MIMO-RF
	R4

	RP-080167
	25.101
	0587
	1
	7.10.0
	Rel-7
	Correct reference to H-Set for 64-QAM max input test
	approved
	F
	7.11.0
	RANimp-64QamDownlink
	R4

	RP-080125
	25.101
	0587
	1
	7.10.0
	Rel-7
	Correct reference to H-Set for 64-QAM max input test
	reissued
	F
	
	RInImp
	R4

	RP-080121
	25.101
	0588
	1
	7.10.0
	Rel-7
	HS-SCCH Type nominator
	approved
	F
	7.11.0
	MIMO-RF
	R4

	RP-080117
	25.101
	0589
	-
	7.10.0
	Rel-7
	MBSFN FDD UE dem req
	approved
	F
	7.11.0
	MBMSE-RANPhysFDD
	R4

	RP-080120
	25.101
	0590
	-
	6.15.0
	Rel-6
	Corrections on out-of-band emission limits for Band V
	approved
	F
	6.16.0
	TEI6
	R4

	RP-080120
	25.101
	0591
	-
	7.10.0
	Rel-7
	Corrections on out-of-band emission limits for Band V
	approved
	A
	7.11.0
	TEI6
	R4

	RP-080121
	25.101
	0592
	1
	8.1.0
	Rel-8
	Nominal Peak Data Rate and redundancy versions in MIMO FRC Tests
	approved
	A
	8.2.0
	MIMO-RF
	R4

	RP-080121
	25.101
	0593
	-
	8.1.0
	Rel-8
	Correct reference to MIMO dual-stream channel model for MIMO CQI dual-stream requirements
	approved
	A
	8.2.0
	MIMO-RF
	R4

	RP-080121
	25.101
	0594
	-
	8.1.0
	Rel-8
	HS-SCCH Type nominator
	approved
	A
	8.2.0
	MIMO-RF
	R4

	RP-080167
	25.101
	0595
	-
	8.1.0
	Rel-8
	Correct reference to H-Set for 64-QAM max input test
	approved
	A
	8.2.0
	RANimp-64QamDownlink
	R4

	RP-080125
	25.101
	0595
	-
	8.1.0
	Rel-8
	Correct reference to H-Set for 64-QAM max input test
	reissued
	A
	
	RInImp
	R4

	RP-080122
	25.101
	0596
	-
	7.10.0
	Rel-7
	Extension of static CQI testing for 64-QAM
	approved
	B
	7.11.0
	TEI7
	R4

	RP-080122
	25.101
	0597
	-
	8.1.0
	Rel-8
	Extension of static CQI testing for 64-QAM
	approved
	A
	8.2.0
	TEI7
	R4

	RP-080165
	25.101
	0598
	-
	8.1.0
	Rel-8
	Addition of 15 code HSDPA demodulation requirements for 16QAM and QPSK
	approved
	B
	8.2.0
	RInImp8-Hsdpa15codes
	R4

	RP-080125
	25.101
	0598
	-
	8.1.0
	Rel-8
	Addition of 15 code HSDPA demodulation requirements for 16QAM and QPSK
	reissued
	B
	
	RInImp8-Hsdpa15codes
	R4

	RP-080119
	25.102
	0246
	-
	6.9.0
	Rel-6
	Omissions of minimum requirements for blocking characteristics
	approved
	F
	6.10.0
	TEI6
	R4

	RP-080119
	25.102
	0247
	-
	7.9.0
	Rel-7
	Omissions of minimum requirements for blocking characteristics
	approved
	F
	7.10.0
	TEI7
	R4

	RP-080119
	25.102
	0248
	-
	6.9.0
	Rel-6
	Deleting redundant notes for receiver spurious emission
	approved
	F
	6.10.0
	TEI6
	R4

	RP-080119
	25.102
	0249
	-
	7.9.0
	Rel-7
	Deleting redundant notes for receiver spurious emission 
	approved
	F
	7.10.0
	TEI7
	R4

	RP-080118
	25.102
	0250
	-
	7.9.0
	Rel-7
	Adding EVM requirement for UL 16QAM
	approved
	F
	7.10.0
	LCRTDD-EDCH-RF
	R4

	RP-080118
	25.102
	0251
	1
	7.9.0
	Rel-7
	Adding requirements for MBSFN capable UE (dedicated carrier case)
	approved
	F
	7.10.0
	MBMSE-RANPhysLCRTDD
	R4

	RP-080169
	25.102
	0253
	1
	7.9.0
	Rel-8
	MBSFN DOB UE RF requirements
	Rejected
	B
	
	MBSFN-DOB
	R4

	RP-080124
	25.104
	0302
	1
	8.1.0
	Rel-8
	Introduction of UMTS700 requirements (Band XII, XIII and XIV) in TS 25.104
	approved
	B
	8.2.0
	RInImp8-UMTS700
	R4

	RP-080120
	25.104
	0303
	-
	6.16.0
	Rel-6
	Corrections on out-of-band emission limits for Band V
	approved
	F
	6.17.0
	TEI6
	R4

	RP-080120
	25.104
	0304
	-
	7.9.0
	Rel-7
	Corrections on out-of-band emission limits for Band V
	approved
	A
	7.10.0
	TEI6
	R4

	RP-080120
	25.104
	0305
	-
	6.16.0
	Rel-6
	Correction to RX spurious emissions
	approved
	F
	6.17.0
	TEI
	R4

	RP-080120
	25.104
	0306
	-
	7.9.0
	Rel-7
	Correction to RX spurious emissions
	approved
	A
	7.10.0
	TEI
	R4

	RP-080120
	25.104
	0307
	-
	8.1.0
	Rel-8
	Correction to RX spurious emissions
	approved
	A
	8.2.0
	TEI
	R4

	RP-080119
	25.105
	0214
	-
	6.5.0
	Rel-6
	Correcting the power allocation for HS-SICH performance detection
	approved
	F
	6.6.0
	TEI6
	R4

	RP-080119
	25.105
	0215
	1
	7.7.0
	Rel-7
	Correcting the power allocation for HS-SICH performance detection
	approved
	A
	7.8.0
	TEI7
	R4

	RP-080169
	25.105
	0216
	1
	7.7.0
	Rel-8
	CR to TS 25.105 for inclusion of MBSFN DOB
	Rejected
	B
	
	MBSFN-DOB
	R4

	RP-080117
	25.105
	0217
	1
	4.10.0
	Rel-4
	Modifying category B spurious emission limits for UTRA TDD BS
	approved
	F
	4.11.0
	TEI4
	R4

	RP-080117
	25.105
	0218
	1
	5.8.0
	Rel-5
	Modifying category B spurious emission limits for UTRA TDD BS
	approved
	A
	5.9.0
	TEI4
	R4

	RP-080117
	25.105
	0219
	1
	6.5.0
	Rel-6
	Modifying category B spurious emission limits for UTRA TDD BS
	approved
	A
	6.6.0
	TEI4
	R4

	RP-080117
	25.105
	0220
	1
	7.7.0
	Rel-7
	Modifying category B spurious emission limits for UTRA TDD BS
	approved
	A
	7.8.0
	TEI4
	R4

	RP-080117
	25.105
	0221
	-
	3.15.0
	R99
	Update of NOTE in Category B BS Spurious Emissions
	approved
	F
	3.16.0
	TEI
	R4

	RP-080126
	25.106
	0058
	-
	7.3.0
	Rel-8
	Introduction of UMTS1500 requirements
	approved
	B
	8.0.0
	RInImp8-UMTS1500
	R4

	RP-080122
	25.111
	0001
	-
	7.0.0
	Rel-7
	Correcting multipath detection level in LMU performance specification
	approved
	F
	7.1.0
	TEI7
	R4

	RP-080124
	25.113
	0038
	1
	8.0.0
	Rel-8
	Introduction of UMTS700 requirements
	approved
	B
	8.1.0
	RInImp8-UMTS700
	R4

	RP-080124
	25.133
	0926
	-
	8.1.0
	Rel-8
	Introduction of UMTS700 requirements
	approved
	B
	8.2.0
	RInImp8-UMTS700
	R4

	RP-080119
	25.133
	0927
	-
	6.20.0
	Rel-6
	Correction to Annex A.5.5.4
	approved
	F
	6.21.0
	TEI6
	R4

	RP-080119
	25.133
	0928
	-
	7.10.0
	Rel-7
	Correction to Annex A.5.5.4
	approved
	A
	7.11.0
	TEI6
	R4

	RP-080119
	25.133
	0929
	-
	8.1.0
	Rel-8
	Correction to Annex A.5.5.4
	approved
	A
	8.2.0
	TEI6
	R4

	RP-080126
	25.141
	0469
	-
	8.1.0
	Rel-8
	Correction of the note for Band XI BS ACLR
	approved
	F
	8.2.0
	RInImp8-UMTS1500
	R4

	RP-080126
	25.141
	0470
	-
	8.1.0
	Rel-8
	Corrections on spurious emissions limits for coexistence with CDMA850
	approved
	F
	8.2.0
	TEI8
	R4

	RP-080124
	25.141
	0471
	1
	8.1.0
	Rel-8
	Introduction of UMTS700 requirements (Band XII, XIII and XIV) in TS 25.141
	approved
	B
	8.2.0
	RInImp8-UMTS700
	R4

	RP-080122
	25.141
	0472
	1
	7.10.0
	Rel-7
	Editorial modifications of the test requirement table for the demodulation of E-DPDCH in multipath fading conditions and table and figure title in A.18 in 25.141
	approved
	F
	7.11.0
	TEI7
	R4

	RP-080122
	25.141
	0473
	1
	8.1.0
	Rel-8
	Editorial modifications of the test requirement table for the demodulation of E-DPDCH in multipath fading conditions and table and figure title in A.18 in 25.141
	approved
	A
	8.2.0
	TEI7
	R4

	RP-080120
	25.141
	0474
	-
	6.18.0
	Rel-6
	Corrections on out-of-band emission limits for Band V
	approved
	F
	6.19.0
	TEI6
	R4

	RP-080120
	25.141
	0475
	-
	7.10.0
	Rel-7
	Corrections on out-of-band emission limits for Band V
	approved
	A
	7.11.0
	TEI6
	R4

	RP-080120
	25.141
	0476
	-
	6.18.0
	Rel-6
	Correction to RX spurious emissions
	approved
	F
	6.19.0
	TEI6
	R4

	RP-080120
	25.141
	0477
	-
	7.10.0
	Rel-7
	Correction to RX spurious emissions
	approved
	A
	7.11.0
	TEI6
	R4

	RP-080120
	25.141
	0478
	-
	8.1.0
	Rel-8
	Correction to RX spurious emissions
	approved
	A
	8.2.0
	TEI6
	R4

	RP-080119
	25.142
	0228
	-
	6.7.0
	Rel-6
	Correcting the power allocation for HS-SICH performance detection
	approved
	F
	6.8.0
	TEI6
	R4

	RP-080119
	25.142
	0229
	1
	7.7.0
	Rel-7
	Correcting the power allocation for HS-SICH performance detection
	approved
	A
	7.8.0
	TEI7
	R4

	RP-080126
	25.143
	0069
	-
	7.3.0
	Rel-8
	Introduction of UMTS1500 requirements
	approved
	B
	8.0.0
	RInImp8-UMTS1500
	R4

	RP-080142
	25.211
	0252
	-
	7.4.0
	Rel-7
	Correction to tie use of transmit diversity on SCH and P-CCPCH
	approved
	F
	7.5.0
	RANimp
	R1

	RP-080146
	25.212
	0261
	-
	8.0.0
	Rel-8
	Correction to RV-coding in case of simultaneous usage of 64QAM and MIMO
	approved
	F
	8.1.0
	RANimp-64QamMimoHsdpa
	R1

	RP-080144
	25.214
	0472
	2
	7.7.0
	Rel-7
	UE procedure for receiving HS-DSCH in the PCH state
	approved
	F
	7.8.0
	RANimp-Enhstate
	R1

	RP-080143
	25.214
	0479
	1
	7.7.0
	Rel-7
	Correction to UE grant monitoring
	approved
	F
	7.8.0
	RANimp-CPC
	R1

	RP-080143
	25.214
	0480
	1
	8.0.0
	Rel-8
	Correction to UE grant monitoring
	approved
	A
	8.1.0
	RANimp-CPC
	R1

	RP-080086
	25.221
	0149
	-
	7.5.0
	Rel-8
	Support for MBSFN DOB operations
	rejected
	B
	
	MBSFN-DOB
	R1

	RP-080140
	25.221
	0150
	-
	7.5.0
	Rel-7
	Clarification of uplink multicode capability for 1.28Mcps TDD EUL
	approved
	F
	7.6.0
	LCRTDD-EDCH-Phys
	R1

	RP-080140
	25.221
	0151
	-
	7.5.0
	Rel-7
	EUL power control improvement for 1.28Mcps TDD
	approved
	F
	7.6.0
	LCRTDD-EDCH-Phys
	R1

	RP-080140
	25.221
	0152
	-
	7.5.0
	Rel-7
	E-AGCH timing for 1.28Mcps TDD EUL
	approved
	F
	7.6.0
	LCRTDD-EDCH-Phys
	R1

	RP-080140
	25.221
	0153
	-
	7.5.0
	Rel-7
	Clarification of the description about E-PUCH for 1.28Mcps TDD EUL
	approved
	F
	7.6.0
	LCRTDD-EDCH-Phys
	R1

	RP-080086
	25.222
	0142
	-
	7.5.0
	Rel-8
	Support for MBSFN DOB operations
	rejected
	B
	
	MBSFN-DOB
	R1

	RP-080140
	25.222
	0144
	1
	7.5.0
	Rel-7
	Some corrections for 1.28Mcps TDD EUL
	approved
	F
	7.6.0
	LCRTDD-EDCH-Phys
	R1

	RP-080141
	25.222
	0145
	1
	7.5.0
	Rel-7
	Clarification on TFCI mapping for 1.28Mcps TDD MBMS
	approved
	F
	7.6.0
	MBMSE-RANPhysLCRTDD
	R1

	RP-080086
	25.223
	0050
	-
	7.6.0
	Rel-8
	Support for MBSFN DOB operations
	rejected
	B
	
	MBSFN-DOB
	R1

	RP-080140
	25.224
	0170
	2
	7.5.0
	Rel-7
	EUL power control improvement for 1.28Mcps TDD
	approved
	F
	7.6.0
	LCRTDD-EDCH-Phys
	R1

	RP-080086
	25.224
	0173
	-
	7.5.0
	Rel-8
	Support for MBSFN DOB operations
	rejected
	B
	
	MBSFN-DOB
	R1

	RP-080140
	25.224
	0176
	-
	7.5.0
	Rel-7
	Improvement of the UL synchronisation of E-PUCH for 1.28Mcps TDD EUL
	approved
	F
	7.6.0
	LCRTDD-EDCH-Phys
	R1

	RP-080140
	25.224
	0177
	1
	7.5.0
	Rel-7
	Clarification and Correction of E-PUCH power control for LCR TDD
	approved
	F
	7.6.0
	LCRTDD-EDCH-Phys
	R1

	RP-080176
	25.301
	0093
	-
	6.5.0
	Rel-6
	Correction of figures
	approved
	F
	6.6.0
	EDCH
	R2

	RP-080176
	25.301
	0094
	-
	7.3.0
	Rel-7
	Correction of figures
	approved
	A
	7.4.0
	EDCH
	R2

	RP-080176
	25.301
	0095
	-
	8.0.0
	Rel-8
	Correction of figures
	approved
	A
	8.1.0
	EDCH
	R2

	RP-080202
	25.301
	0096
	-
	8.0.0
	Rel-8
	Correction of figures and addition of missing references to MAC-is/i
	approved
	F
	8.1.0
	RANimp-UplinkL2dataRates
	R2

	RP-080086
	25.304
	0161
	2
	8.0.0
	Rel-8
	Support for DL only SFN operation for MBMS
	rejected
	B
	
	MBSFN-DOB
	R2

	RP-080177
	25.304
	0162
	1
	6.9.0
	Rel-6
	Clarification on Treselection for MBMS
	approved
	F
	6.10.0
	MBMS-RAN
	R2

	RP-080177
	25.304
	0163
	1
	7.4.0
	Rel-7
	Clarification on Treselection for MBMS
	approved
	A
	7.5.0
	MBMS-RAN
	R2

	RP-080177
	25.304
	0164
	1
	8.0.0
	Rel-8
	Clarification on Treselection for MBMS
	approved
	A
	8.1.0
	MBMS-RAN
	R2

	RP-080086
	25.306
	0162
	3
	8.1.0
	Rel-8
	Support for DL only SFN operation for MBMS
	rejected
	B
	
	MBSFN-DOB
	R2

	RP-080185
	25.306
	0189
	-
	7.6.0
	Rel-7
	Clarification of uplink multicode capability for 1.28Mcps TDD
	approved
	F
	7.7.0
	LCRTDD-EDCH-L23
	R2

	RP-080185
	25.306
	0190
	-
	8.1.0
	Rel-8
	Clarification of uplink multicode capability for 1.28Mcps TDD
	approved
	A
	8.2.0
	LCRTDD-EDCH-L23
	R2

	RP-080188
	25.306
	0191
	-
	7.6.0
	Rel-7
	Code rate limitations for HS-DSCH UE cat 13 and 15
	approved
	F
	7.7.0
	RANimp-64QamDownlink
	R2

	RP-080188
	25.306
	0192
	-
	8.1.0
	Rel-8
	Code rate limitations for HS-DSCH UE cat 13 and 15
	approved
	A
	8.2.0
	RANimp-64QamDownlink
	R2

	RP-080200
	25.307
	0067
	-
	3.10.0
	R99
	Introduction of UMTS 700 MHz (Bands XII – XIV) in 25.307
	approved
	B
	3.11.0
	RInImp8-UMTS700
	R2

	RP-080200
	25.307
	0068
	-
	4.10.0
	Rel-4
	Introduction of UMTS 700 MHz (Bands XII – XIV) in 25.307
	approved
	B
	4.11.0
	RInImp8-UMTS700
	R2

	RP-080200
	25.307
	0069
	-
	5.9.0
	Rel-5
	Introduction of UMTS 700 MHz (Bands XII – XIV) in 25.307
	approved
	B
	5.10.0
	RInImp8-UMTS700
	R2

	RP-080200
	25.307
	0070
	-
	6.6.0
	Rel-6
	Introduction of UMTS 700 MHz (Bands XII – XIV) in 25.307
	approved
	B
	6.7.0
	RInImp8-UMTS700
	R2

	RP-080200
	25.307
	0071
	-
	7.2.0
	Rel-7
	Introduction of UMTS 700 MHz (Bands XII – XIV) in 25.307
	approved
	B
	7.3.0
	RInImp8-UMTS700
	R2

	RP-080200
	25.307
	0072
	-
	8.0.0
	Rel-8
	Introduction of UMTS 700 MHz (Bands XII – XIV) in 25.307
	approved
	B
	8.1.0
	RInImp8-UMTS700
	R2

	RP-080190
	25.308
	0028
	-
	7.5.0
	Rel-7
	Correction of figure on UE side MAC architecture/MAC-ehs details
	approved
	F
	7.6.0
	RANimp-L2dataRates
	R2

	RP-080190
	25.308
	0029
	-
	8.0.0
	Rel-8
	Correction of figure on UE side MAC architecture/MAC-ehs details
	approved
	A
	8.1.0
	RANimp-L2dataRates
	R2

	RP-080201
	25.308
	0030
	1
	8.0.0
	Rel-8
	HS-DSCH applicability to CS bearers
	approved
	F
	8.1.0
	RInImp8-CsHspa
	R2

	RP-080185
	25.319
	0010
	-
	7.4.0
	Rel-7
	Clarification of Absolute Grant value for TDD E-DCH
	approved
	F
	7.5.0
	LCRTDD-EDCH-L23
	R2

	RP-080185
	25.319
	0011
	-
	8.0.0
	Rel-8
	Clarification of Absolute Grant value for TDD E-DCH
	approved
	A
	8.1.0
	LCRTDD-EDCH-L23
	R2

	RP-080184
	25.319
	0012
	-
	7.4.0
	Rel-7
	Transmission and reliability of scheduling information for 3.84/7.68 Mcps TDD E-DCH
	approved
	F
	7.5.0
	RANimp-VHCRTDD-EDCH, EDCHTDD
	R2

	RP-080184
	25.319
	0013
	-
	8.0.0
	Rel-8
	Transmission and reliability of scheduling information for 3.84/7.68 Mcps TDD E-DCH
	approved
	A
	8.1.0
	RANimp-VHCRTDD-EDCH, EDCHTDD
	R2

	RP-080189
	25.321
	0373
	-
	7.7.0
	Rel-7
	Inconsistency of MAC header when BCCH mapped to HS-DSCH
	approved
	F
	7.8.0
	RANimp-EnhState
	R2

	RP-080189
	25.321
	0374
	-
	8.0.0
	Rel-8
	Inconsistency of MAC header when BCCH mapped to HS-DSCH
	approved
	A
	8.1.0
	RANimp-EnhState
	R2

	RP-080189
	25.321
	0375
	-
	7.7.0
	Rel-7
	Correction to the operation of the timer Treset
	approved
	F
	7.8.0
	RANimp-EnhState
	R2

	RP-080189
	25.321
	0376
	-
	8.0.0
	Rel-8
	Correction to the operation of the timer Treset
	approved
	A
	8.1.0
	RANimp-EnhState
	R2

	RP-080203
	25.321
	0381
	-
	8.0.0
	Rel-8
	Correction of the EUL relative grant from non-serving cell
	approved
	F
	8.1.0
	TEI8
	R2

	RP-080176
	25.321
	0382
	-
	6.14.0
	Rel-6
	Correction to UTRAN side MAC-e depiction
	approved
	F
	6.15.0
	EDCH
	R2

	RP-080176
	25.321
	0383
	-
	7.7.0
	Rel-7
	Correction to UTRAN side MAC-e depiction
	approved
	A
	7.8.0
	EDCH
	R2

	RP-080176
	25.321
	0384
	-
	8.0.0
	Rel-8
	Correction to UTRAN side MAC-e depiction
	approved
	A
	8.1.0
	EDCH
	R2

	RP-080190
	25.321
	0385
	-
	7.7.0
	Rel-7
	Support of octet aligned HS-DSCH transport block sizes for non-64QAM
	approved
	F
	7.8.0
	RANimp-L2dataRates
	R2

	RP-080190
	25.321
	0386
	-
	8.0.0
	Rel-8
	Support of octet aligned HS-DSCH transport block sizes for non-64QAM
	approved
	A
	8.1.0
	RANimp-L2dataRates
	R2

	RP-080190
	25.321
	0387
	-
	7.7.0
	Rel-7
	transmission scheduling in MAC-ehs entity
	approved
	F
	7.8.0
	RANimp-L2dataRates
	R2

	RP-080190
	25.321
	0388
	-
	8.0.0
	Rel-8
	transmission scheduling in MAC-ehs entity
	approved
	A
	8.1.0
	RANimp-L2dataRates
	R2

	RP-080185
	25.321 
	0389
	-
	7.7.0
	Rel-7
	Clarification of Scheduling Infomation Fields for TDD E-DCH
	approved
	F
	7.8.0
	LCRTDD-EDCH-L23
	R2

	RP-080185
	25.321
	0390
	-
	8.0.0
	Rel-8
	Clarification of Scheduling Infomation Fields for TDD E-DCH
	approved
	A
	8.1.0
	LCRTDD-EDCH-L23
	R2

	RP-080184
	25.321
	0391
	-
	7.7.0
	Rel-7
	Persistence scaling values and scheduling information for 3.84/7.68 Mcps TDD E-DCH
	approved
	F
	7.8.0
	RANimp-VHCRTDD-EDCH, EDCHTDD
	R2

	RP-080184
	25.321
	0392
	-
	8.0.0
	Rel-8
	Persistence scaling values and scheduling information for 3.84/7.68 Mcps TDD E-DCH
	approved
	A
	8.1.0
	RANimp-VHCRTDD-EDCH, EDCHTDD
	R2

	RP-080190
	25.321
	0393
	-
	7.7.0
	Rel-7
	Editorial corrections to MAC-ehs
	approved
	F
	7.8.0
	RANimp-L2dataRates
	R2

	RP-080190
	25.321
	0394
	-
	8.0.0
	Rel-8
	Editorial corrections to MAC-ehs
	approved
	A
	8.1.0
	RANimp-L2dataRates
	R2

	RP-080187
	25.321
	0395
	-
	7.7.0
	Rel-7
	Definition of Default-SG-in-DTX-Cycle-2
	approved
	F
	7.8.0
	RANimp-CPC
	R2

	RP-080187
	25.321
	0396
	-
	8.0.0
	Rel-8
	Definition of Default-SG-in-DTX-Cycle-2
	approved
	A
	8.1.0
	RANimp-CPC
	R2

	RP-080202
	25.321
	0397
	-
	8.0.0
	Rel-8
	Introducing MAC-i/is
	approved
	B
	8.1.0
	RANimp-UplinkL2dataRates
	R2

	RP-080185
	25.321
	0398
	-
	7.7.0
	Rel-7
	Clarification of SI transmission priority over Non-scheduled MAC-e PDU
	approved
	F
	7.8.0
	LCRTDD-EDCH-L23
	R2

	RP-080185
	25.321
	0399
	-
	8.0.0
	Rel-8
	Clarification of SI transmission priority over Non-scheduled MAC-e PDU
	approved
	A
	8.1.0
	LCRTDD-EDCH-L23
	R2

	RP-080178
	25.322
	0317
	-
	6.10.0
	Rel-6
	25.322 CR317 REL-6 on Correction to Reception of UM RLC
	approved
	F
	6.11.0
	TEI6
	R2

	RP-080178
	25.322
	0318
	-
	7.5.0
	Rel-7
	25.322 CR318 REL-7 on Correction to Reception of UM RLC
	approved
	A
	7.6.0
	TEI6
	R2

	RP-080178
	25.322
	0319
	-
	8.0.0
	Rel-8
	25.322 CR319 REL-8 on Correction to Reception of UM RLC
	approved
	A
	8.1.0
	TEI6
	R2

	RP-080191
	25.322
	0320
	-
	7.5.0
	Rel-7
	Proposed CR to 25.322 [Rel-7] Correction to Control Information transmission
	approved
	F
	7.6.0
	TEI7
	R2

	RP-080191
	25.322
	0321
	-
	8.0.0
	Rel-8
	Proposed CR to 25.322 [Rel-8 Shadow] Correction to Control Information transmission
	approved
	A
	8.1.0
	TEI7
	R2

	RP-080191
	25.322
	0322
	-
	7.5.0
	Rel-7
	Poll SUFI and Status Reporting
	approved
	F
	7.6.0
	TEI7
	R2

	RP-080191
	25.322
	0323
	-
	8.0.0
	Rel-8
	Poll SUFI and Status Reporting
	approved
	A
	8.1.0
	TEI7
	R2

	RP-080202
	25.322
	0324
	-
	8.0.0
	Rel-8
	Introducing flexible RLC PDU size in the uplink
	approved
	B
	8.1.0
	RANimp-UplinkL2dataRates
	R2

	RP-080190
	25.322
	0325
	-
	7.5.0
	Rel-7
	Correction to the RLC RESET and RESET ACK PDU with flexible RLC PDU size
	approved
	F
	7.6.0
	RANimp-L2dataRates
	R2

	RP-080190
	25.322
	0326
	-
	8.0.0
	Rel-8
	Correction to the RLC RESET and RESET ACK PDU with flexible RLC PDU size
	approved
	A
	8.1.0
	RANimp-L2dataRates
	R2

	RP-080201
	25.323
	0311
	1
	8.0.0
	Rel-8
	CS-HSPA UL AMR Rate and maximum jitter time
	approved
	B
	8.1.0
	RInImp8-CsHspa
	R2

	RP-080086
	25.331
	3045
	4
	8.1.0
	Rel-8
	Support for DL only SFN operation for MBMS
	rejected
	B
	
	MBSFN-DOB
	R2

	RP-080178
	25.331
	3229
	-
	6.16.0
	Rel-6
	Clarification on MAX_CID
	approved
	F
	6.17.0
	TEI6
	R2

	RP-080178
	25.331
	3230
	-
	7.7.0
	Rel-7
	Clarification on MAX_CID
	approved
	A
	7.8.0
	TEI6
	R2

	RP-080178
	25.331
	3231
	-
	8.1.0
	Rel-8
	Clarification on MAX_CID
	approved
	A
	8.2.0
	TEI6
	R2

	RP-080189
	25.331
	3232
	-
	7.7.0
	Rel-7
	FACH measurement occasion Calculation
	approved
	F
	7.8.0
	RANimp-EnhState
	R2

	RP-080189
	25.331
	3233
	-
	8.1.0
	Rel-8
	FACH measurement occasion Calculation
	approved
	A
	8.2.0
	RANimp-EnhState
	R2

	RP-080189
	25.331
	3234
	-
	7.7.0
	Rel-7
	Clarification on "Default DPCH offset value"
	approved
	F
	7.8.0
	RANimp-EnhState
	R2

	RP-080189
	25.331
	3235
	-
	8.1.0
	Rel-8
	Clarification on "Default DPCH offset value"
	approved
	A
	8.2.0
	RANimp-EnhState
	R2

	RP-080189
	25.331
	3236
	-
	7.7.0
	Rel-7
	Synchronised modification of system information blocks
	approved
	F
	7.8.0
	RANimp-EnhState
	R2

	RP-080189
	25.331
	3237
	-
	8.1.0
	Rel-8
	Synchronised modification of system information blocks
	approved
	A
	8.2.0
	RANimp-EnhState
	R2

	RP-080189
	25.331
	3238
	-
	7.7.0
	Rel-7
	Clarification on "Measured Results on RACH" in enhanced CELL_FACH
	approved
	F
	7.8.0
	RANimp-EnhState
	R2

	RP-080189
	25.331
	3239
	-
	8.1.0
	Rel-8
	Clarification on "Measured Results on RACH" in enhanced CELL_FACH
	approved
	A
	8.2.0
	RANimp-EnhState
	R2

	RP-080186
	25.331
	3240
	-
	7.7.0
	Rel-7
	Correction to conditions for setting MIMO_STATUS variable
	approved
	F
	7.8.0
	MIMO-L23
	R2

	RP-080186
	25.331
	3241
	-
	8.1.0
	Rel-8
	Correction to conditions for setting MIMO_STATUS variable
	approved
	A
	8.2.0
	MIMO-L23
	R2

	RP-080188
	25.331
	3242
	-
	7.7.0
	Rel-7
	Correction to HS-SCCH numbering assumption for 64QAM encoding
	approved
	F
	7.8.0
	RANimp-64QamDownlink
	R2

	RP-080188
	25.331
	3243
	-
	8.1.0
	Rel-8
	Correction to HS-SCCH numbering assumption for 64QAM encoding
	approved
	A
	8.2.0
	RANimp-64QamDownlink
	R2

	RP-080181
	25.331
	3244
	-
	7.7.0
	REL-7
	Use of cell selection and reslection info in the case that a cell is providing MBSFN only service
	approved
	F
	7.8.0
	MBMSE-RANPhysFDD, MBMSE-RANPhysTDD, MBMSE-RANPhysLCRTDD
	R2

	RP-080181
	25.331
	3245
	-
	8.1.0
	REL-8
	Use of cell selection and reselection info in the case that a cell is providing MBSFN only service
	approved
	A
	8.2.0
	MBMSE-RANPhysFDD, MBMSE-RANPhysTDD, MBMSE-RANPhysLCRTDD
	R2

	RP-080191
	25.331
	3246
	-
	7.7.0
	Rel-7
	Corrections due to the RRC Rel-7 ASN.1 review
	approved
	F
	7.8.0
	TEI7
	R2

	RP-080191
	25.331
	3247
	-
	8.1.0
	Rel-8
	Corrections due to the RRC Rel-7 ASN.1 review
	approved
	A
	8.2.0
	TEI7
	R2

	RP-080177
	25.331
	3248
	-
	6.16.0
	Rel-6
	L2-combining in MBMS CURRENT CELL P-T-M RB INFORMATION message
	approved
	F
	6.17.0
	MBMS-RAN
	R2

	RP-080177
	25.331
	3249
	-
	7.7.0
	Rel-7
	L2-combining in MBMS CURRENT CELL P-T-M RB INFORMATION message
	approved
	A
	7.8.0
	MBMS-RAN
	R2

	RP-080177
	25.331
	3250
	-
	8.1.0
	Rel-8
	L2-combining in MBMS CURRENT CELL P-T-M RB INFORMATION message
	approved
	A
	8.2.0
	MBMS-RAN
	R2

	RP-080179
	25.331
	3251
	-
	6.16.0
	Rel-6
	Correction to SIB extension multiplexing
	approved
	F
	6.17.0
	TEI6
	R2

	RP-080189
	25.331
	3252
	-
	7.7.0
	Rel-7
	Traffic volum measurement for CELL_PCH UE
	approved
	F
	7.8.0
	RANimp-EnhState
	R2

	RP-080189
	25.331
	3253
	-
	8.1.0
	Rel-8
	Traffic volum measurement for CELL_PCH UE
	approved
	A
	8.2.0
	RANimp-EnhState
	R2

	RP-080190
	25.331
	3254
	-
	7.7.0
	Rel-7
	Support of octet aligned HS-DSCH transport block sizes for non-64QAM
	approved
	C
	7.8.0
	RANimp-L2dataRates
	R2

	RP-080190
	25.331
	3255
	-
	8.1.0
	Rel-8
	Support of octet aligned HS-DSCH transport block sizes for non-64QAM
	approved
	C
	8.2.0
	RANimp-L2dataRates
	R2

	RP-080186
	25.331
	3256
	1
	7.7.0
	Rel-7
	Correction to MIMO with the message PHYSICAL CHANNEL RECONFIGURATION
	approved
	F
	7.8.0
	MIMO-L23
	R2

	RP-080186
	25.331
	3257
	1
	8.1.0
	Rel-8
	Correction to MIMO with the message PHYSICAL CHANNEL RECONFIGURATION
	approved
	A
	8.2.0
	MIMO-L23
	R2

	RP-080182
	25.331
	3258
	-
	7.7.0
	Rel-7
	Supporting multi-frequency for 1.28 Mcps TDD MBMS
	approved
	B
	7.8.0
	MBMSE-RANPhysLCRTDD
	R2

	RP-080182
	25.331
	3259
	-
	8.1.0
	Rel-8
	Supporting multi-frequency for 1.28 Mcps TDD MBMS
	approved
	B
	8.2.0
	MBMSE-RANPhysLCRTDD
	R2

	RP-080185
	25.331
	3260
	-
	7.7.0
	Rel-7
	Modification of variable E_DCH_TRANSMISSION setting
	approved
	F
	7.8.0
	LCRTDD-EDCH-L23
	R2

	RP-080185
	25.331
	3261
	-
	8.1.0
	Rel-8
	Modification of variable E_DCH_TRANSMISSION setting
	approved
	A
	8.2.0
	LCRTDD-EDCH-L23
	R2

	RP-080185
	25.331
	3262
	-
	7.7.0
	Rel-7
	Correction and Clarification of  non-scheduled E-PUCH allocation for LCR TDD
	approved
	F
	7.8.0
	LCRTDD-EDCH-L23
	R2

	RP-080185
	25.331
	3263
	-
	8.1.0
	Rel-8
	Correction and Clarification of  non-scheduled E-PUCH allocation for LCR TDD
	approved
	A
	8.2.0
	LCRTDD-EDCH-L23
	R2

	RP-080185
	25.331
	3264
	-
	7.7.0
	Rel-7
	Modifications on the values of T-RUCCH timer for LCR TDD
	approved
	F
	7.8.0
	LCRTDD-EDCH-L23
	R2

	RP-080185
	25.331
	3265
	-
	8.1.0
	Rel-8
	Modifications on the values of T-RUCCH timer for LCR TDD
	approved
	A
	8.2.0
	LCRTDD-EDCH-L23
	R2

	RP-080184
	25.331
	3266
	-
	7.7.0
	Rel-7
	Persistence scaling values for 3.84/7.68 Mcps TDD E-DCH
	approved
	F
	7.8.0
	RANimp-VHCRTDD-EDCH, EDCHTDD
	R2

	RP-080184
	25.331
	3267
	-
	8.1.0
	Rel-8
	Persistence scaling values for 3.84/7.68 Mcps TDD E-DCH
	approved
	A
	8.2.0
	RANimp-VHCRTDD-EDCH, EDCHTDD
	R2

	RP-080178
	25.331
	3268
	-
	6.16.0
	Rel-6
	Correction to default configuration 17
	approved
	F
	6.17.0
	TEI6
	R2

	RP-080178
	25.331
	3269
	-
	7.7.0
	Rel-7
	Correction to default configuration 17
	approved
	A
	7.8.0
	TEI6
	R2

	RP-080178
	25.331
	3270
	-
	8.1.0
	Rel-8
	Correction to default configuration 17
	approved
	A
	8.2.0
	TEI6
	R2

	RP-080203
	25.331
	3271
	-
	8.1.0
	Rel-8
	Signaling of default configuration 17 in HANDOVER TO UTRAN COMMAND message
	approved
	F
	8.2.0
	TEI8
	R2

	RP-080200
	25.331
	3272
	-
	8.1.0
	Rel-8
	Introduction of UMTS 700 MHz (Bands XII – XIV) in 25.331
	approved
	B
	8.2.0
	RInImp8-UMTS700
	R2

	RP-080201
	25.331
	3273
	1
	8.1.0
	Rel-8
	CS-HSPA UL AMR Rate and maximum jitter time
	approved
	B
	8.2.0
	RInImp8-CsHspa
	R2

	RP-080201
	25.331
	3274
	2
	8.1.0
	Rel-8
	Proposal for RRC based rate control
	approved
	B
	8.2.0
	RInImp8-CsHspa
	R2

	RP-080202
	25.331
	3275
	-
	8.1.0
	Rel-8
	Introducing Improved L2 for uplink
	approved
	B
	8.2.0
	RANimp-UplinkL2dataRates
	R2

	RP-080204
	25.331
	3276
	-
	8.1.0
	Rel-8
	Introduction of PPAC
	approved
	B
	8.2.0
	PPACR
	R2

	RP-080154
	25.331
	3277
	-
	8.1.0
	Rel-8
	CR to 25.331 on Introduction of MBSFN DOB
	rejected
	B
	
	MBSFN-DOB
	R2

	RP-080086
	25.346
	0030
	4
	8.0.0
	Rel-8
	Support for DL only SFN operation for MBMS
	rejected
	B
	
	MBSFN-DOB
	R2

	RP-080177
	25.346
	0038
	-
	6.12.0
	Rel-6
	Correction on Frequency Layer Dispersion (FLD) in MBMS stage 2
	approved
	F
	6.13.0
	MBMS-RAN
	R2

	RP-080177
	25.346
	0039
	-
	7.6.0
	Rel-7
	Correction on Frequency Layer Dispersion (FLD) in MBMS stage 2
	approved
	A
	7.7.0
	MBMS-RAN
	R2

	RP-080177
	25.346
	0040
	-
	8.0.0
	Rel-8
	Correction on Frequency Layer Dispersion (FLD) in MBMS stage 2
	approved
	A
	8.1.0
	MBMS-RAN
	R2

	RP-080180
	25.346
	0041
	1
	7.6.0
	Rel-7
	Clarification of FLC flag in MBMS stage 2
	approved
	F
	7.7.0
	MBMS-RAN
	R2

	RP-080180
	25.346
	0042
	1
	8.0.0
	Rel-8
	Clarification of FLC flag in MBMS stage 2
	approved
	A
	8.1.0
	MBMS-RAN
	R2

	RP-080154
	25.346
	0043
	-
	8.0.0
	Rel-8
	CR to 25.346 on Introduction of MBSFN DOB
	rejected
	B
	
	MBSFN-DOB
	R2

	RP-080086
	25.402
	0072
	1
	7.5.0
	Rel-8
	Introduction of DOB for MBSFN operation
	rejected
	B
	
	MBSFN-DOB
	R3

	RP-080072
	25.423
	1341
	1
	7.7.0
	Rel-7
	Correction on MAC-d PDU Size for E-DCH
	approved
	F
	7.8.0
	TEI7
	R3

	RP-080073
	25.423
	1342
	1
	7.7.0
	Rel-7
	Correction on Abnormal Condition for identical cell on HSDPA/E-DCH Serving Cell
	approved
	F
	7.8.0
	TEI7
	R3

	RP-080073
	25.423
	1343
	1
	7.7.0
	Rel-7
	Correction on HS-DSCH MAC-d PDU Size Format IE in HS-DSCH Information to Modify
	approved
	F
	7.8.0
	TEI7
	R3

	RP-080072
	25.423
	1344
	-
	7.7.0
	Rel-7
	Abnormal Condition on DL L2 Improvement
	approved
	F
	7.8.0
	TEI7
	R3

	RP-080072
	25.423
	1345
	-
	7.7.0
	Rel-7
	E-DCH RL Set ID IE handling
	approved
	F
	7.8.0
	TEI7
	R3

	RP-080074
	25.423
	1346
	-
	7.7.0
	Rel-7
	Transport bearer replacement during HS-DSCH Modification
	approved
	F
	7.8.0
	TEI7
	R3

	RP-080073
	25.423
	1347
	-
	7.7.0
	Rel-7
	UL DPCCH Slot Format 5 undefined
	approved
	F
	7.8.0
	TEI7
	R3

	RP-080073
	25.423
	1349
	3
	7.7.0
	Rel-7
	"Addition of IE ""Continuous Packet Connectivity HS-SCCH less Deactive Indicator"""
	approved
	F
	7.8.0
	TEI7
	R3

	RP-080076
	25.423
	1350
	-
	7.7.0
	Rel-7
	Clarification of E-DCH non-scheduled Grant Information for 1.28Mcps TDD
	approved
	F
	7.8.0
	TEI7
	R3

	RP-080076
	25.423
	1351
	1
	7.7.0
	Rel-7
	Introduction of  an additional UE Category for 1.28Mcps TDD E-DCH
	approved
	F
	7.8.0
	TEI7
	R3

	RP-080073
	25.423
	1352
	-
	7.7.0
	Rel-7
	Correction of mistake in CR1243 and other similar wording mistakes
	approved
	F
	7.8.0
	TEI7
	R3

	RP-080083
	25.423
	1354
	1
	7.7.0
	Rel-8
	Introduction of Improved L2 for Uplink
	approved
	B
	8.0.0
	RANimp-UplinkL2dataRates
	R3

	RP-080071
	25.423
	1356
	1
	6.15.0
	Rel-6
	Correction the condition of UL DPDCH Indicator for E-DCH Operation
	revised
	F
	
	TEI6
	R3

	RP-080151
	25.423
	1356
	2
	6.15.0
	Rel-6
	Correction the condition of UL DPDCH Indicator for E-DCH Operation
	approved
	F
	6.16.0
	TEI6
	R3

	RP-080071
	25.423
	1357
	1
	7.7.0
	Rel-7
	Correction the condition of UL DPDCH Indicator for E-DCH Operation
	revised
	A
	
	TEI6
	R3

	RP-080151
	25.423
	1357
	2
	7.7.0
	Rel-7
	Correction the condition of UL DPDCH Indicator for E-DCH Operation
	approved
	A
	7.8.0
	TEI6
	R3

	RP-080074
	25.425
	0123
	-
	7.6.0
	Rel-7
	Transport bearer replacement during HS-DSCH Modification
	approved
	F
	7.7.0
	TEI7
	R3

	RP-080083
	25.427
	0144
	1
	7.5.0
	Rel-8
	Introduction of Improved L2 for Uplink
	approved
	B
	8.0.0
	RANimp-UplinkL2dataRates
	R3

	RP-080072
	25.433
	1442
	1
	7.7.0
	Rel-7
	Correction on MAC-d PDU Size for E-DCH
	approved
	F
	7.8.0
	TEI7
	R3

	RP-080073
	25.433
	1443
	1
	7.7.0
	Rel-7
	Correction on Abnormal Condition for identical cell on HSDPA/E-DCH Serving Cell
	approved
	F
	7.8.0
	TEI7
	R3

	RP-080073
	25.433
	1444
	1
	7.7.0
	Rel-7
	Correction on HS-DSCH MAC-d PDU Size Format IE in HS-DSCH Information to Modify
	approved
	F
	7.8.0
	TEI7
	R3

	RP-080072
	25.433
	1445
	-
	7.7.0
	Rel-7
	Abnormal Condition on DL L2 Improvement
	approved
	F
	7.8.0
	TEI7
	R3

	RP-080072
	25.433
	1446
	-
	7.7.0
	Rel-7
	E-DCH RL Set ID IE handling
	approved
	F
	7.8.0
	TEI7
	R3

	RP-080074
	25.433
	1447
	-
	7.7.0
	Rel-7
	Transport bearer replacement during HS-DSCH Modification
	approved
	F
	7.8.0
	TEI7
	R3

	RP-080073
	25.433
	1448
	-
	7.7.0
	Rel-7
	UL DPCCH Slot Format 5 undefined
	approved
	F
	7.8.0
	TEI7
	R3

	RP-080073
	25.433
	1450
	3
	7.7.0
	Rel-7
	"Addition of IE ""Continuous Packet Connectivity HS-SCCH less Deactive Indicator"""
	approved
	F
	7.8.0
	TEI7
	R3

	RP-080076
	25.433
	1451
	1
	7.7.0
	Rel-7
	Supporting multi-frequency operation on MBMS for 1.28Mcps TDD
	approved
	F
	7.8.0
	TEI7
	R3

	RP-080076
	25.433
	1452
	-
	7.7.0
	Rel-7
	Clarification of E-DCH non-scheduled Grant Information for 1.28Mcps TDD
	approved
	F
	7.8.0
	TEI7
	R3

	RP-080076
	25.433
	1453
	1
	7.7.0
	Rel-7
	Introduction of  an additional UE Category for 1.28Mcps TDD E-DCH
	approved
	F
	7.8.0
	TEI7
	R3

	RP-080076
	25.433
	1454
	1
	7.7.0
	Rel-7
	Introduction of multi-frequency operation for HSUPA for 1.28Mcps TDD
	approved
	F
	7.8.0
	TEI7
	R3

	RP-080072
	25.433
	1455
	-
	7.7.0
	Rel-7
	Event C and D for Received Scheduled E-DCH Power Share for Cell Portion
	approved
	F
	7.8.0
	TEI7
	R3

	RP-080083
	25.433
	1457
	1
	7.7.0
	Rel-8
	Introduction of Improved L2 for Uplink
	approved
	B
	8.0.0
	RANimp-UplinkL2dataRates
	R3

	RP-080086
	25.433
	1458
	-
	7.7.0
	Rel-8
	Introduction of DOB for MBSFN operation
	rejected
	B
	
	MBSFN-DOB
	R3

	RP-080084
	25.433
	1460
	2
	7.7.0
	Rel-8
	Inclusion of Cell Id into common measurement report
	approved
	F
	8.0.0
	TEI8 
	R3

	RP-080071
	25.433
	1461
	1
	6.15.0
	Rel-6
	Correction the condition of UL DPDCH Indicator for E-DCH Operation
	revised
	F
	
	TEI6
	R3

	RP-080151
	25.433
	1461
	2
	6.15.0
	Rel-6
	Correction the condition of UL DPDCH Indicator for E-DCH Operation
	approved
	F
	6.16.0
	TEI6
	R3

	RP-080071
	25.433
	1462
	1
	7.7.0
	Rel-7
	Correction the condition of UL DPDCH Indicator for E-DCH Operation
	revised
	A
	
	TEI6
	R3

	RP-080151
	25.433
	1462
	2
	7.7.0
	Rel-7
	Correction the condition of UL DPDCH Indicator for E-DCH Operation
	approved
	A
	7.8.0
	TEI6
	R3

	RP-080154
	25.433
	1463
	-
	7.7.0
	Rel-8
	Introduction of MBSFN DOB
	rejected
	B
	
	MBSFN-DOB
	R3

	RP-080074
	25.435
	0178
	-
	7.7.0
	Rel-7
	Transport bearer replacement during HS-DSCH Modification
	approved
	F
	7.8.0
	TEI7
	R3

	RP-080075
	25.453
	0112
	1
	7.9.0
	Rel-7
	Impacts of RRC GANSS changes
	approved
	F
	7.10.0
	LCS3-GNSS-UTRAN
	R3

	RP-080082
	25.461
	0049
	1
	8.0.0
	Rel-8
	Introduction of UMTS 700 MHz (Bands XII  XIV) in 25.461
	approved
	B
	8.1.0
	RInImp8-UMTS700
	R3

	RP-080082
	25.466
	0016
	-
	8.1.0
	Rel-8
	Introduction of UMTS 700 MHz (Bands XII  XIV) in 25.466
	approved
	B
	8.2.0
	RInImp8-UMTS700
	R3

	RP-080122
	25.956
	0004
	-
	7.0.0
	Rel-7
	ACRR description
	approved
	F
	7.1.0
	TEI7
	R4

	RP-080190
	25.993
	0107
	1
	7.5.0
	Rel-7
	RB combinations for flexible PDU sizes and MAC-ehs
	approved
	F
	7.6.0
	RANimp-L2dataRates
	R2

	RP-080180
	25.993
	0108
	-
	7.5.0
	Rel-7
	RAB combinations MBMS PTP on DPCH
	approved
	F
	7.6.0
	MBMS-RAN
	R2

	RP-080183
	25.999
	0001
	-
	7.0.1
	Rel-7
	25.999 REL-7 CR0001 on Introduction of new Configuration Rule for Extended RNC ID Scheme
	revised
	F
	
	RANFS-HSPAEvo
	R2

	RP-080116
	25.999
	0001
	1
	7.0.1
	Rel-7
	Introduction of new Configuration Rule for Extended RNC ID Scheme
	approved
	F
	7.1.0
	RANFS-HSPAEvo
	R2

	SP-080005
	26.114
	0017
	2
	7.3.1
	Rel-7
	Correction of the SDP example
	approved
	F
	7.4.0
	MTSI-MHI
	S4

	SP-080005
	26.114
	0018
	1
	7.3.1
	Rel-7
	Alignment of SDP examples
	approved
	F
	7.4.0
	MTSI-MHI
	S4

	SP-080005
	26.114
	0020
	1
	7.3.1
	Rel-7
	Codec mode requests
	approved
	F
	7.4.0
	MTSI-MHI
	S4

	SP-080005
	26.114
	0022
	1
	7.3.1
	Rel-7
	Correction to Figure 10.1
	approved
	F
	7.4.0
	MTSI-MHI
	S4

	SP-080006
	26.230
	0002
	1
	7.0.0
	Rel-7
	Bug fix to baudot_tonemod function in baudot_functions.c
	approved
	F
	7.1.0
	TEI7
	S4

	SP-080007
	26.234
	0118
	2
	7.4.0
	Rel-7
	Correction of PSS Fast Content Switching and start-up sections
	approved
	F
	7.5.0
	PSSe
	S4

	SP-080007
	26.234
	0119
	-
	6.12.0
	Rel-6
	Correction to SDP bandwidth specifiers in PSS
	approved
	F
	6.13.0
	PSSrel6-Stage3
	S4

	SP-080007
	26.234
	0120
	1
	7.4.0
	Rel-7
	Correction to SDP bandwidth specifiers in PSS
	approved
	A
	7.5.0
	PSSrel6-Stage3
	S4

	SP-080007
	26.234
	0121
	1
	7.4.0
	Rel-7
	Clarifications to 3gpp-adaptation
	approved
	F
	7.5.0
	PSSe
	S4

	SP-080008
	26.235
	0019
	1
	7.3.0
	Rel-7
	Scope clarifications and editorial changes
	approved
	F
	7.4.0
	IMS-CODEC
	S4

	SP-080009
	26.236
	0024
	1
	7.2.0
	Rel-7
	Correction of RTP usage for PS conversational multimedia applications
	approved
	F
	7.3.0
	IMS-CODEC
	S4

	SP-080010
	26.346
	0118
	1
	6.10.0
	Rel-6
	Corrections to different MBMS XML schemas
	approved
	F
	6.11.0
	MBMS-TSMBMS
	S4

	SP-080010
	26.346
	0119
	1
	7.6.0
	Rel-7
	Corrections to different MBMS XML schemas
	approved
	A
	7.7.0
	MBMS-TSMBMS
	S4

	SP-080010
	26.346
	0120
	2
	6.10.0
	Rel-6
	Clarification of the reception reporting procedure start time
	approved
	F
	6.11.0
	MBMS-TSMBMS
	S4

	SP-080010
	26.346
	0121
	-
	7.6.0
	Rel-7
	Clarification of the reception reporting procedure start time
	approved
	A
	7.7.0
	MBMS-TSMBMS
	S4

	SP-080010
	26.346
	0122
	1
	6.10.0
	Rel-6
	Removal of duplicated reception reporting example
	approved
	F
	6.11.0
	MBMS-TSMBMS
	S4

	CP-080137
	27.005
	0006
	-
	7.0.0
	Rel-8
	Language specific extension of GSM7 alphabet
	approved
	F
	8.0.0
	TEI8
	C1

	CP-080136
	27.007
	0153
	-
	8.2.0
	Rel-8
	Corrections to +CMOLRG
	approved
	F
	8.3.0
	TEI8
	C1

	CP-080024
	29.002
	0883
	-
	8.4.0
	Rel-8
	SDL correction for procedure Check_Available_Vectors
	approved
	F
	8.5.0
	TEI8
	C4

	CP-080018
	29.002
	0884
	-
	7.10.0
	Rel-7
	Updating of RAT Types
	approved
	F
	7.11.0
	TEI7
	C4

	CP-080018
	29.002
	0885
	-
	8.4.0
	Rel-8
	Updating of RAT Types
	approved
	A
	8.5.0
	TEI7
	C4

	CP-080024
	29.002
	0886
	2
	8.4.0
	Rel-8
	HLR involvement in SMS SRI Optimization
	approved
	C
	8.5.0
	TEI8
	C4

	CP-080016
	29.060
	0683
	-
	7.8.0
	Rel-7
	Correction of location reporting
	approved
	F
	7.9.0
	TEI7
	C4

	CP-080016
	29.060
	0684
	-
	8.2.0
	Rel-8
	Correction of location reporting
	approved
	A
	8.3.0
	TEI7
	C4

	CP-080043
	29.061
	0235
	-
	7.6.0
	Rel-7
	Encoding of TMGI
	approved
	F
	7.7.0
	MBMS
	C3

	CP-080040
	29.061
	0236
	1
	7.6.0
	Rel-7
	PDP Session
	approved
	F
	7.7.0
	PCC
	C3

	CP-080013
	29.109
	0045
	-
	6.8.0
	Rel-6
	GBA-UserSecSettings XML fix
	approved
	F
	6.9.0
	TEI6
	C4

	CP-080013
	29.109
	0046
	-
	7.8.0
	Rel-7
	GBA-UserSecSettings XML fix
	approved
	A
	7.9.0
	TEI6
	C4

	CP-080014
	29.140
	0004
	-
	6.3.0
	Rel-6
	Rel6 Correction of reference to 23.140
	approved
	F
	6.4.0
	MMS6
	C4

	CP-080047
	29.163
	0196
	3
	8.1.0
	Rel-8
	SIP XML transit specific element interworking
	approved
	B
	8.2.0
	REDOC_TIS-C3
	C3

	CP-080047
	29.163
	0197
	3
	8.1.0
	Rel-8
	Progress Indicator mapping
	approved
	B
	8.2.0
	REDOC_TIS-C3
	C3

	CP-080047
	29.163
	0198
	4
	8.1.0
	Rel-8
	Procedure for Fall back interworking
	approved
	B
	8.2.0
	REDOC_TIS-C3
	C3

	CP-080045
	29.163
	0199
	3
	8.1.0
	Rel-8
	Addition of UUS Interworking description
	approved
	B
	8.2.0
	UUSIW
	C3

	CP-080041
	29.163
	0200
	-
	7.9.0
	Rel-7
	Reason Header in Responses
	approved
	F
	7.10.0
	FBI
	C3

	CP-080041
	29.163
	0201
	-
	8.1.0
	Rel-8
	Reason Header in Responses
	approved
	A
	8.2.0
	FBI
	C3

	CP-080042
	29.163
	0202
	1
	7.9.0
	Rel-7
	Corrections for facsimile interworking
	approved
	F
	7.10.0
	IMS-CCR-IWCS
	C3

	CP-080042
	29.163
	0203
	1
	8.1.0
	Rel-8
	Corrections for facsimile interworking
	approved
	A
	8.2.0
	IMS-CCR-IWCS
	C3

	CP-080039
	29.163
	0204
	2
	7.9.0
	Rel-7
	Correction to Call setup if multimedia call can not be recognized in an unambiguous manner
	approved
	F
	7.10.0
	MIW-IMS
	C3

	CP-080039
	29.163
	0205
	2
	8.1.0
	Rel-8
	Correction to Call setup if multimedia call can not be recognized in an unambiguous manner
	approved
	A
	8.2.0
	MIW-IMS
	C3

	CP-080040
	29.212
	0071
	-
	7.3.0
	Rel-7
	Adding clarification around the encoding of the IMEISV
	approved
	F
	7.4.0
	PCC
	C3

	CP-080040
	29.212
	0072
	1
	7.3.0
	Rel-7
	Reporting the current event related value by the event trigger
	approved
	F
	7.4.0
	PCC
	C3

	CP-080040
	29.212
	0073
	1
	7.3.0
	Rel-7
	PDP Session
	approved
	F
	7.4.0
	PCC
	C3

	CP-080040
	29.212
	0074
	-
	7.3.0
	Rel-7
	Metering method for online charging
	approved
	F
	7.4.0
	PCC
	C3

	CP-080040
	29.212
	0077
	4
	7.3.0
	Rel-7
	Support of access capabilities for QoS control in PCC
	approved
	F
	7.4.0
	PCC
	C3

	CP-080040
	29.213
	0043
	1
	7.3.1
	Rel-7
	PDP Session
	approved
	F
	7.4.0
	PCC
	C3

	CP-080040
	29.214
	0042
	1
	7.3.0
	Rel-7
	Adding missing AVPs to Rx commands ABNF
	approved
	F
	7.4.0
	PCC
	C3

	CP-080046
	29.214
	0044
	1
	7.3.0
	Rel-8
	Clarification on Notification in Rx Interface
	approved
	F
	8.0.0
	PCC
	C3

	CP-080019
	29.228
	0393
	1
	8.0.0
	Rel-8
	IMS Restoration after an S-CSCF failure
	approved
	F
	8.1.0
	TEI8
	C4

	CP-080022
	29.228
	0395
	2
	8.0.0
	Rel-8
	Update 29.228 for Supporting NASS-Bundled-Authentication
	approved
	B
	8.1.0
	TEI8
	C4

	CP-080019
	29.228
	0398
	-
	8.0.0
	Rel-8
	SIP Digest password push
	approved
	B
	8.1.0
	PktCbl-Sec
	C4

	CP-080019
	29.228
	0400
	1
	8.0.0
	Rel-8
	Wildcarded Public User Identities 
	approved
	B
	8.1.0
	IMS_Corp
	C4

	CP-080022
	29.229
	0138
	2
	8.0.0
	Rel-8
	Update 29.229 for Supporting NASS-Bundled-Authentication
	approved
	B
	8.1.0
	TEI8
	C4

	CP-080019
	29.229
	0139
	-
	8.0.0
	Rel-8
	SIP Digest password push
	approved
	B
	8.1.0
	PktCbl-Sec
	C4

	CP-080019
	29.229
	0141
	2
	8.0.0
	Rel-8
	Wildcarded Public User Identities 
	approved
	B
	8.1.0
	IMS_Corp
	C4

	CP-080019
	29.230
	0107
	-
	8.0.0
	Rel-8
	Wildcarded Public User Identities 
	approved
	B
	8.1.0
	IMS_Corp
	C4

	CP-080015
	29.230
	0108
	-
	7.9.0
	Rel-7
	Rel7 Correction of reference to 29.140
	approved
	F
	7.10.0
	TEI7
	C4

	CP-080015
	29.230
	0109
	-
	8.0.0
	Rel-8
	Rel 8 Correction of reference to 29.140
	approved
	A
	8.1.0
	TEI7
	C4

	CP-080015
	29.230
	0110
	-
	7.9.0
	Rel-7
	Correction on AVP code allocation reservation for TS 32.299 in Rel-7
	approved
	F
	7.10.0
	TEI7
	C4

	CP-080019
	29.230
	0111
	-
	8.0.0
	Rel-8
	AVP code reservation for TS 32.299 in Rel-8
	approved
	F
	8.1.0
	TEI8
	C4

	CP-080195
	29.230
	0112
	-
	7.9.0
	Rel-7
	Correction on AVP code allocation reservation for TS 32.299
	revised
	F
	
	TEI7
	C4

	CP-080058
	29.230
	0112
	-
	8.0.0
	Rel-7
	Correction on AVP code allocation reservation for TS 32.299 in Rel-7
	revised
	A
	
	TEI7
	C4

	CP-080191
	29.230
	0112
	1
	8.0.0
	Rel-8
	Correction on AVP code allocation reservation for TS 32.299 in Rel-7
	approved
	A
	8.1.0
	TEI7
	C4

	CP-080196
	29.230
	0113
	-
	8.0.0
	Rel-8
	Correction on AVP code allocation reservation for TS 32.299
	revised
	A
	
	TEI7
	C4

	CP-080204
	29.230
	0113
	1
	8.0.0
	Rel-8
	Correction on AVP code allocation reservation for TS 32.299
	approved
	A
	8.1.0
	TEI7
	C4

	CP-080202
	29.230
	0114
	-
	7.9.0
	Rel-7
	Correction on AVP code allocation reservation for TS 32.299
	revised
	F
	
	TEI7
	C4

	CP-080203
	29.230
	0114
	1
	7.9.0
	Rel-7
	Correction on AVP code allocation reservation for TS 32.299
	approved
	F
	7.10.0
	TEI7
	C4

	CP-080020
	29.232
	0557
	1
	8.1.0
	Rel-8
	Reserve / Configure  RTP Connection Point, Modify Bearer Characteristics
	approved
	F
	8.2.0
	SIP_Nc-St3
	C4

	CP-080020
	29.232
	0558
	1
	8.1.0
	Rel-8
	Other codecs for SIP-I based Nc
	approved
	F
	8.2.0
	SIP_Nc-St3
	C4

	CP-080011
	29.232
	0559
	1
	5.20.0
	Rel-5
	BNC events in Prepare Bearer / Establish Bearer procedures
	approved
	F
	5.21.0
	CSSPLIT
	C4

	CP-080011
	29.232
	0560
	1
	6.11.0
	Rel-6
	BNC events in Prepare Bearer / Establish Bearer procedures
	approved
	A
	6.12.0
	CSSPLIT
	C4

	CP-080011
	29.232
	0561
	1
	7.8.0
	Rel-7
	BNC events in Prepare Bearer / Establish Bearer procedures
	approved
	A
	7.9.0
	CSSPLIT
	C4

	CP-080011
	29.232
	0562
	1
	8.1.0
	Rel-8
	BNC events in Prepare Bearer / Establish Bearer procedures
	approved
	A
	8.2.0
	CSSPLIT
	C4

	CP-080025
	29.232
	0564
	-
	8.1.0
	Rel-8
	CAMEL prepaid warning tone missing from formats and codes table
	approved
	F
	8.2.0
	TEI8
	C4

	CP-080020
	29.232
	0575
	1
	8.1.0
	Rel-8
	Applicability Of Descriptors to RTP Termination
	approved
	B
	8.2.0
	SIP_Nc-St3
	C4

	CP-080019
	29.328
	0243
	-
	7.8.0
	Rel-8
	Wildcarded Public User Identities 
	approved
	B
	8.0.0
	IMS_Corp
	C4

	CP-080019
	29.329
	0122
	-
	7.8.0
	Rel-8
	Wildcarded Public User Identities 
	approved
	B
	8.0.0
	IMS_Corp
	C4

	CP-080023
	29.332
	0126
	-
	8.0.0
	Rel-8
	IP version in SDP_C 
	approved
	F
	8.1.0
	TEI8
	C4

	CP-080012
	29.332
	0127
	1
	6.11.0
	Rel-6
	Correction on Mn Profile: BNC Release Event
	approved
	F
	6.12.0
	IMS2-Mn
	C4

	CP-080012
	29.332
	0128
	1
	7.9.0
	Rel-7
	Correction on Mn Profile: BNC Release Event
	approved
	A
	7.10.0
	IMS2-Mn
	C4

	CP-080012
	29.332
	0129
	1
	8.0.0
	Rel-8
	Correction on Mn Profile: BNC Release Event
	approved
	A
	8.1.0
	IMS2-Mn
	C4

	CP-080017
	29.333
	0016
	-
	7.2.0
	Rel-7
	Alignment of IMS resources procedures' title
	approved
	F
	7.3.0
	Mp-St3c4
	C4

	CP-080021
	29.333
	0017
	1
	7.2.0
	Rel-8
	Mandatory use termination heartbeat
	approved
	F
	8.0.0
	TEI8
	C4

	CP-080017
	29.333
	0018
	1
	7.2.0
	Rel-7
	Amend the notify completion table
	approved
	F
	7.3.0
	Mp-St3c4
	C4

	CP-080044
	29.414
	0033
	2
	7.2.0
	Rel-8
	Adding RTP Transport used by SIP-I
	approved
	B
	8.0.0
	NcSIP
	C3

	CP-080048
	29.863
	0015
	1
	8.1.0
	Rel-8
	Forwarding of all SPC MOS requests towards the MGCF
	approved
	F
	8.2.0
	MIW-IMS
	C3

	CP-080039
	29.863
	0016
	-
	8.1.0
	Rel-8
	Correction to Call setup if multimedia call can not be recognized in an unambiguous manner
	approved
	F
	8.2.0
	MIW-IMS
	C3

	CP-080048
	29.863
	0017
	1
	8.1.0
	Rel-8
	MGCF terminates sending MONA preference messages autonomously
	approved
	F
	8.2.0
	MIW-IMS
	C3

	CP-080168
	31.102
	0357
	3
	8.0.0
	Rel-8
	Storage of SPN and PNN in graphic format
	approved
	B
	8.1.0
	TEI8
	C6

	CP-080167
	31.102
	0359
	1
	7.11.0
	Rel-7
	Correction of UST due to error in CR implementation
	approved
	F
	7.12.0
	TEI7
	C6

	CP-080168
	31.102
	0360
	-
	8.0.0
	Rel-8
	Correction of UST due to error in CR implementation
	approved
	F
	8.1.0
	TEI8
	C6

	CP-080167
	31.102
	0361
	1
	7.11.0
	Rel-7
	Add the support of EHPLMN in the automatic network selection
	approved
	F
	7.12.0
	NSP-CR
	C6

	CP-080167
	31.102
	0362
	1
	8.0.0
	Rel-8
	Add the support of EHPLMN in the automatic network selection
	approved
	A
	8.1.0
	NSP-CR
	C6

	CP-080166
	31.102
	0363
	1
	6.19.0
	Rel-6
	MBMS security - Authentication error 9866
	approved
	F
	6.20.0
	TEI6
	C6

	CP-080166
	31.102
	0364
	1
	7.11.0
	Rel-7
	MBMS security - Authentication error 9866
	approved
	A
	7.12.0
	TEI7
	C6

	CP-080166
	31.102
	0365
	1
	8.0.0
	Rel-8
	MBMS security - Authentication error 9866
	approved
	A
	8.1.0
	TEI8
	C6

	CP-080168
	31.102
	0366
	1
	8.0.0
	Rel-8
	Correction of typo in the description of one of the fields of EFMBI.
	approved
	B
	8.1.0
	TEI8
	C6

	CP-080169
	31.111
	0191
	-
	8.0.0
	Rel-8
	Correction to RAC in Event : Network Rejection
	approved
	F
	8.1.0
	TEI8
	C6

	CP-080171
	31.121
	0110
	-
	7.2.0
	Rel-7
	Sequence indication error in 7.1.2.4.2
	approved
	F
	7.3.0
	TEI7
	C6

	CP-080171
	31.121
	0111
	-
	7.2.0
	Rel-7
	Essential correction to Access Class Barred IE coding in tables 5-1a and 5-1b
	revised
	F
	
	TEI7
	C6

	CP-080206
	31.121
	0111
	2
	7.2.0
	Rel-7
	Essential correction to Access Class Barred IE coding in tables 5-1a and 5-1b
	approved
	F
	7.3.0
	TEI7
	C6

	CP-080172
	31.124
	0156
	-
	7.2.0
	Rel-7
	Essential correction to 27.22.4.15
	approved
	F
	7.3.0
	TEI7
	C6

	CP-080172
	31.124
	0157
	-
	7.2.0
	Rel-7
	Essential correction of 27.22.8, seq. 1.3
	approved
	F
	7.3.0
	TEI7
	C6

	CP-080172
	31.124
	0158
	1
	7.2.0
	Rel-7
	Essential correction regarding terminal capabilities
	approved
	F
	7.3.0
	TEI7
	C6

	CP-080170
	31.124
	0159
	-
	7.2.0
	Rel-7
	Essential correction to network dependency of several tests
	approved
	F
	7.3.0
	TEI7
	C6

	SP-080058
	32.150
	0011
	-
	7.2.0
	Rel-7
	Generalization of the IRP definition for NGN management - Align with 32.101 and TISPAN
	approved
	F
	7.3.0
	OAM7
	S5

	SP-080058
	32.150
	0012
	-
	8.0.0
	Rel-8
	Generalization of the IRP definition for NGN management - Align with 32.101 and TISPAN
	approved
	A
	8.1.0
	OAM7
	S5

	SP-080059
	32.240
	0015
	-
	8.1.0
	Rel-8
	Add NE Interconnect Border Contol Function (IBCF) to the IMS Charging architecture
	approved
	B
	8.2.0
	IMSTSS
	S5

	SP-080060
	32.251
	0062
	-
	8.0.1
	Rel-8
	Align with the Rel-8 EPC architecture - Align with stage 2 in 23.401/23.402
	approved
	B
	8.1.0
	EPC-CH
	S5

	SP-080060
	32.251
	0063
	-
	8.0.1
	Rel-8
	Enhance the PS architecture to correspond with the Rel-8 EPC architecture -  Align with stage 2 in 23.401/23.402
	approved
	B
	8.1.0
	EPC-CH
	S5

	SP-080059
	32.260
	0055
	1
	8.2.0
	Rel-8
	Add IBCF into stage 2 flows and data descriptions for IMS Charging - Align with 23.002, 23.228
	approved
	B
	8.3.0
	IMSTSS
	S5

	SP-080074
	32.260
	0056
	-
	8.2.0
	Rel-8
	Add on Number Portability and Carrier Select routing information
	approved
	B
	8.3.0
	CH8
	S5

	SP-080074
	32.274
	0001
	-
	8.0.1
	Rel-8
	Correction on Service Information for SMS Charging
	approved
	F
	8.1.0
	CH8
	S5

	SP-080057
	32.297
	0005
	1
	7.0.0
	Rel-7
	Correction of errors and inconsistencies - Align with 32.240
	revised
	F
	
	CH7
	S5

	SP-080190
	32.297
	0005
	2
	7.0.0
	Rel-7
	Correction of errors and inconsistencies - Align with 32.240
	approved
	F
	7.1.0
	CH7
	S5 chaiarm

	SP-080059
	32.298
	0081
	1
	8.0.0
	Rel-8
	Add CDR fields for IBCF
	approved
	B
	8.1.0
	IMSTSS
	S5

	SP-080074
	32.298
	0082
	-
	8.0.0
	Rel-8
	Add on Number Portability and Carrier Select routing information
	approved
	B
	8.1.0
	CH8
	S5

	SP-080059
	32.299
	0206
	-
	8.1.0
	Rel-8
	Add IBCF to Node-Functionality AVP list of NEs
	approved
	B
	8.2.0
	IMSTSS
	S5

	SP-080074
	32.299
	0207
	-
	8.1.0
	Rel-8
	Usage of CC-Correlation-Id in online charging - Align with IETF RFC 4006
	approved
	C
	8.2.0
	CH8
	S5

	SP-080074
	32.299
	0208
	-
	8.1.0
	Rel-8
	Align Number-Of-Messages-Sent AVP in Diameter Binding for SMS charging with new R8 TS 32.274
	approved
	C
	8.2.0
	CH8
	S5

	SP-080074
	32.299
	0209
	-
	8.1.0
	Rel-8
	Corrections on Diameter AVP for SMS Charging
	approved
	F
	8.2.0
	CH8
	S5

	SP-080074
	32.299
	0210
	-
	8.1.0
	Rel-8
	Add on Number Portability and Carrier Select routing information
	approved
	B
	8.2.0
	CH8
	S5

	SP-080056
	32.322
	0007
	-
	6.3.0
	Rel-6
	Do not force Solution Sets to use toBeMonitoredAttributes
	approved
	F
	6.4.0
	OAM-NIM
	S5

	SP-080056
	32.322
	0008
	-
	7.1.0
	Rel-7
	Remove toBeMonitoredAttributes
	revised
	A
	
	OAM-NIM
	S5

	SP-080204
	32.322
	0008
	1
	7.1.0
	Rel-7
	Remove toBeMonitoredAttributes
	approved
	A
	7.2.0
	OAM-NIM
	S5

	SP-080056
	32.323
	0005
	-
	6.3.0
	Rel-6
	Correct filterability of testInvocationInitiator - Align with 32.322 Information Service
	approved
	F
	6.4.0
	OAM-NIM
	S5

	SP-080056
	32.323
	0006
	-
	7.0.0
	Rel-7
	Correct filterability of testInvocationInitiator, alignment with 32.322 IS
	approved
	A
	7.1.0
	OAM-NIM
	S5

	SP-080069
	32.404
	0007
	-
	8.0.0
	Rel-8
	Add rule for generic measurement definition
	approved
	C
	8.1.0
	OAM8
	S5

	SP-080069
	32.405
	0040
	-
	8.1.0
	Rel-8
	Correct measurement name for abnormal RB releases for HS-DSCH - Replace HS  by HSDPA
	approved
	F
	8.2.0
	OAM8
	S5

	SP-080069
	32.405
	0041
	-
	8.1.0
	Rel-8
	Add measurements related to channel switches between E-DCH and RACH/DCH - Channel switch success rate for HSUPA
	approved
	B
	8.2.0
	OAM8
	S5

	SP-080069
	32.405
	0042
	-
	8.1.0
	Rel-8
	Add measurements related to MAC-e feedback decoding - HSUPA retransmission efficiency
	approved
	B
	8.2.0
	OAM8
	S5

	SP-080069
	32.405
	0043
	-
	8.1.0
	Rel-8
	Add measurement related to octets of acknowledged MAC-e PDUs - HSUPA data volume
	approved
	B
	8.2.0
	OAM8
	S5

	SP-080069
	32.405
	0044
	-
	8.1.0
	Rel-8
	Add measurements related to HSUPA release
	approved
	B
	8.2.0
	OAM8
	S5

	SP-080069
	32.409
	0003
	-
	8.0.0
	Rel-8
	Correction of BGCF related measurements - Align with 23.228
	approved
	F
	8.1.0
	OAM8
	S5

	SP-080069
	32.409
	0004
	-
	8.0.0
	Rel-8
	Add registration related measurement per access technology
	approved
	B
	8.1.0
	OAM8
	S5

	SP-080058
	32.409
	0005
	-
	7.1.0
	Rel-7
	Correction to the registration measurements in CSCF
	approved
	F
	7.2.0
	OAM7-PM
	S5

	SP-080058
	32.409
	0006
	-
	8.0.0
	Rel-8
	Correction to the registration measurements in CSCF
	approved
	A
	8.1.0
	OAM7-PM
	S5

	SP-080069
	32.421
	0016
	-
	8.0.0
	Rel-8
	Add trace functionality for E-UTRAN
	approved
	B
	8.1.0
	OAM8
	S5

	SP-080069
	32.421
	0017
	-
	8.0.0
	Rel-8
	Add trace activation failure response
	approved
	B
	8.1.0
	OAM8
	S5

	SP-080069
	32.422
	0037
	-
	7.2.0
	Rel-8
	Add Signalling Based Trace Activation procedures to EPC and E-UTRAN
	approved
	B
	8.0.0
	OAM8
	S5

	SP-080058
	32.442
	0001
	-
	7.0.0
	Rel-7
	Standardize the DN id of UTRAN cell as the identification for the trace target in case of cell traffic trace
	approved
	F
	7.1.0
	OAM7-Trace
	S5

	SP-080069
	32.622
	0031
	-
	8.0.0
	Rel-8
	Add the end point modelling for management of links related to reference point
	approved
	B
	8.1.0
	OAM8
	S5

	SP-080058
	32.642
	0045
	-
	7.3.0
	Rel-7
	Correct wrongly supported RET attributes - Align with 25.463
	approved
	F
	7.4.0
	OAM7-NIM
	S5

	SP-080058
	32.642
	0046
	-
	8.0.0
	Rel-8
	Correct wrongly supported RET attributes - Align with 25.463
	approved
	A
	8.1.0
	OAM7-NIM
	S5

	SP-080058
	32.642
	0047
	-
	7.3.0
	Rel-7
	Add missing multi-frequency attributes for 1.28Mcps TDD - Align with 25.433
	approved
	F
	7.4.0
	OAM7-NIM
	S5

	SP-080058
	32.642
	0048
	-
	8.0.0
	Rel-8
	Add missing multi-frequency attributes for 1.28Mcps TDD - Align with 25.433
	approved
	A
	8.1.0
	OAM7-NIM
	S5

	SP-080058
	32.643
	0034
	-
	7.3.0
	Rel-7
	Add missing multi-frequency attributes for 1.28Mcps TDD - Align with 32.642
	approved
	F
	7.4.0
	OAM7-NIM
	S5

	SP-080058
	32.645
	0035
	-
	7.3.0
	Rel-7
	Add missing multi-frequency attributes for 1.28Mcps TDD - Align with 32.642
	approved
	F
	7.4.0
	OAM7-NIM
	S5

	SP-080058
	32.735
	0007
	-
	7.3.0
	Rel-7
	Add missing inherited attributes of CamelImSsfAsFunction and SipAsFunction - Align with 32.732 Information Service
	approved
	F
	7.4.0
	OAM7-NIM
	S5

	SP-080150
	33.106
	0010
	-
	8.0.0
	Rel-8
	Alignment of CC encryption statement in ETSI TS 101 671
	revised
	C
	
	LI8
	S3

	SP-080171
	33.106
	0010
	1
	8.0.0
	Rel-8
	Alignment of CC encryption statement in ETSI TS 101 671
	approved
	C
	8.1.0
	LI8
	S3

	SP-080151
	33.107
	0068
	1
	8.2.0
	Rel-8
	CR on P-CSCF IMS LI Optional
	reissued
	D
	
	TEI8
	S3

	SP-080172
	33.107
	0068
	1
	8.2.0
	Rel-8
	CR on P-CSCF IMS LI Optional
	approved
	D
	8.3.0
	TEI8
	S3

	SP-080151
	33.107
	0069
	-
	8.2.0
	Rel-8
	Removing "P" suffix from references
	revised
	D
	
	LI8
	S3

	SP-080172
	33.107
	0069
	1
	8.2.0
	Rel-8
	Removing "P" suffix from references
	approved
	D
	8.3.0
	LI8
	S3

	SP-080151
	33.107
	0070
	-
	8.2.0
	Rel-8
	Changes for Interception of IRI and CC at a WAG
	revised
	B
	
	LI8
	S3

	SP-080172
	33.107
	0070
	1
	8.2.0
	Rel-8
	Changes for Interception of IRI and CC at a WAG
	approved
	B
	8.3.0
	LI8
	S3

	SP-080152
	33.108
	0099
	-
	8.2.0
	Rel-8
	Editorial update
	revised
	C
	
	LI8
	S3

	SP-080173
	33.108
	0099
	1
	8.2.0
	Rel-8
	Editorial update
	approved
	C
	8.3.0
	LI8
	S3

	SP-080148
	33.110
	0016
	1
	7.4.0
	Rel-7
	Removal of editor's notes
	approved
	D
	7.5.0
	KeyEstUTerm
	S3

	SP-080137
	33.203
	0120
	3
	8.1.0
	Rel-8
	Co-existence of authentication schemes
	withdrawn
	B
	
	IMS-Sec
	S3

	SP-080139
	33.203
	0121
	1
	7.8.0
	Rel-7
	Correction of integrity protection indicator (Rel-7)
	approved
	F
	7.9.0
	TEI7
	S3

	SP-080139
	33.203
	0122
	1
	8.1.0
	Rel-8
	Correction of integrity protection indicator (Rel-8)
	approved
	A
	8.2.0
	TEI8
	S3

	SP-080138
	33.203
	0123
	1
	8.1.0
	Rel-8
	Stage 2 text on place for nonce generation
	approved
	C
	8.2.0
	PktCbl-Sec
	S3

	SP-080138
	33.203
	0124
	2
	8.1.0
	Rel-8
	Support for dynamic SIP Digest password change
	approved
	B
	8.2.0
	PktCbl-Sec
	S3

	SP-080170
	33.203
	0125
	2
	8.1.0
	Rel-8
	Inclusion of NASS-IMS-bundled authentication scheme in Common IMS
	approved
	B
	8.2.0
	IMS-Sec
	S3

	SP-080137
	33.203
	0125
	2
	8.1.0
	Rel-8
	Inclusion of NASS-IMS-bundled authentication scheme in Common IMS
	reissued
	B
	
	IMS-Sec
	S3

	SP-080137
	33.203
	0127
	1
	8.1.0
	Rel-8
	IMS SIP Digest authentication: How can IMS network entities enforce that SIP Digest is not used over 3GPP access?
	reissued
	B
	
	IMS-Sec
	S3

	SP-080170
	33.203
	0127
	1
	8.1.0
	Rel-8
	IMS SIP Digest authentication: How can IMS network entities enforce that SIP Digest is not used over 3GPP access?
	approved
	B
	8.2.0
	IMS-Sec
	S3

	SP-080137
	33.203
	0129
	1
	8.1.0
	Rel-8
	Co-existence of authentication schemes - resolution of Editor's notes
	revised
	B
	
	IMS-Sec
	S3

	SP-080170
	33.203
	0129
	2
	8.1.0
	Rel-8
	Co-existence of authentication schemes - resolution of Editor's notes
	revised
	B
	
	IMS-Sec
	S3

	SP-080211
	33.203
	0129
	3
	8.1.0
	Rel-8
	Co-existence of authentication schemes - resolution of Editor's notes
	approved
	B
	8.2.0
	IMS-Sec
	S3

	SP-080137
	33.203
	0130
	-
	8.1.0
	Rel-8
	Co-existence of authentication schemes: failure of query to TISPAN NASS
	withdrawn
	B
	
	IMS-Sec
	S3

	SP-080142
	33.210
	0024
	-
	7.3.0
	Rel-8
	Introducing the support of IKEv2 for EPS
	approved
	B
	8.0.0
	SAES
	S3

	SP-080142
	33.210
	0025
	1
	7.3.0
	Rel-8
	Introducing the support of RFC-4303 for EPS
	approved
	B
	8.0.0
	SAES
	S3

	SP-080143
	33.220
	0136
	-
	8.2.0
	Rel-8
	move manual certificate handling
	approved
	F
	8.3.0
	TEI8
	S3

	SP-080141
	33.220
	0137
	-
	7.10.0
	Rel-7
	Simultaneous handling of Zh' and Zh in a BSF (Rel-7)
	approved
	F
	7.11.0
	SEC7-GAA2
	S3

	SP-080141
	33.220
	0138
	-
	8.2.0
	Rel-8
	Simultaneous handling of Zh' and Zh in a BSF (Rel-8)
	approved
	A
	8.3.0
	SEC7-GAA2
	S3

	SP-080144
	33.234
	0100
	1
	8.0.0
	Rel-8
	Note on using an unauthenticated Diffie_Hellman exchange for emergency calls
	approved
	F
	8.1.0
	TEI8
	S3

	SP-080149
	33.246
	0147
	1
	7.6.0
	Rel-8
	Clarification of usage of SRTCP in MBMS
	approved
	F
	8.0.0
	MBMS
	S3

	SP-080146
	33.259
	0006
	-
	8.0.0
	Rel-8
	Correction of typos in references
	approved
	D
	8.1.0
	TEI8
	S3

	SP-080143
	33.310
	0016
	-
	8.1.0
	Rel-8
	Introduce Manual TLS certificate handling
	approved
	F
	8.2.0
	TEI8
	S3

	SP-080145
	33.310
	0017
	1
	8.1.0
	Rel-8
	Introducing a certificates-based Zb-interface and adding IKEv2
	approved
	B
	8.2.0
	SAES
	S3

	SP-080140
	33.920
	0005
	-
	7.4.0
	Rel-7
	Addition of 2G GBA related CRs
	approved
	F
	7.5.0
	SEC7-GAA2
	S3

	RP-080095
	34.108
	0641
	-
	8.1.0
	Rel-8
	Correction to RRC Connection setup and RB setup messages for 64kbps(Channel2)
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080103
	34.108
	0642
	-
	8.1.0
	Rel-8
	Addition of default message contents for MBMS RF/RRM testing
	approved
	F
	8.2.0
	MBMS-RAN-RF_Test
	R5

	RP-080108
	34.108
	0643
	-
	8.1.0
	Rel-8
	CR to 34.108: Introduction of the UE E-DCH 16-QAM feature
	approved
	F
	8.2.0
	RANimp-UEConTest_16QamUplink
	R5

	RP-080106
	34.108
	0644
	-
	8.1.0
	Rel-8
	Addition of combinations on E-DCH to 6.11 of 34.108 for 3.84Mcps TDD
	approved
	F
	8.2.0
	RANimp-UEConTest_EDCHTDH
	R5

	RP-080106
	34.108
	0645
	-
	8.1.0
	Rel-8
	Update of radio bearer setup in default message contents to include E-DCH conditions for 3.84Mcps and 7.68Mcps TDD
	approved
	F
	8.2.0
	RANimp-UEConTest_EDCHTDH
	R5

	RP-080115
	34.108
	0646
	-
	8.1.0
	Rel-8
	CR for 34.108:Correction of CELL UPDATE CONFIRM default message contents for LCR TDD EDCH
	approved
	F
	8.2.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080115
	34.108
	0647
	-
	8.1.0
	Rel-8
	CR for 34.108:Correction of PHYSICAL CHANNEL RECONFIGURATION default message contents for LCR TDD EDCH
	approved
	F
	8.2.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080115
	34.108
	0648
	-
	8.1.0
	Rel-8
	CR for 34.108:Correction of RADIO BEARER RECONFIGURATION default message contents for LCR TDD EDCH
	approved
	F
	8.2.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080115
	34.108
	0649
	-
	8.1.0
	Rel-8
	CR for 34.108:Correction of RADIO BEARER RELEASE default message contents for LCR TDD EDCH
	approved
	F
	8.2.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080115
	34.108
	0650
	-
	8.1.0
	Rel-8
	CR for 34.108:Correction of RADIO BEARER SETUP default message contents for LCR TDD EDCH
	approved
	F
	8.2.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080115
	34.108
	0651
	-
	8.1.0
	Rel-8
	CR for 34.108:Correction of TRANSPORT CHANNEL RECONFIGURATION default message contents for LCR TDD EDCH
	approved
	F
	8.2.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080115
	34.108
	0652
	-
	8.1.0
	Rel-8
	Correction to the cotents of RRC CONNECTION SETUP message: UM (Transition to CELL_DCH) (1.28 Mcps TDD option)
	approved
	F
	8.2.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080108
	34.108
	0653
	-
	8.1.0
	Rel-8
	Introduction of Default Radio Bearer Setup message contents for UL 16QAM
	approved
	F
	8.2.0
	RANimp-UEConTest_16QamUplink
	R5

	RP-080107
	34.108
	0654
	-
	8.1.0
	Rel-8
	Addition of HARQ transmission parameters for 64QAM
	approved
	F
	8.2.0
	RANimp-UEConTest_64QamDownlink
	R5

	RP-080109
	34.108
	0655
	-
	8.1.0
	Rel-8
	Update of the default RADIO BEARER SETUP message to support enhanced data rates
	approved
	F
	8.2.0
	RANimp-UEConTest_L2DataRates
	R5

	RP-080109
	34.108
	0656
	-
	8.1.0
	Rel-8
	Addition of enhanced L2 configurations for DL SRBs on HS
	approved
	F
	8.2.0
	RANimp-UEConTest_L2DataRates
	R5

	RP-080109
	34.108
	0657
	-
	8.1.0
	Rel-8
	Correction of physical layer parameters for radio bearer configuration 6.10.2.4.5 and HSPA
	approved
	F
	8.2.0
	RANimp-UEConTest_L2DataRates
	R5

	RP-080109
	34.108
	0658
	-
	8.1.0
	Rel-8
	Addition of enhanced L2 configurations to conversational UM PS radio bearer 6.10.2.4.6.6
	approved
	F
	8.2.0
	RANimp-UEConTest_L2DataRates
	R5

	RP-080111
	34.108
	0659
	-
	8.1.0
	Rel-8
	Addition of RB setup message contents for CPC
	approved
	F
	8.2.0
	RANimp-UEConTest_CPC
	R5

	RP-080105
	34.108
	0660
	-
	8.1.0
	Rel-8
	Addition of HARQ transmission parameters for MIMO
	approved
	F
	8.2.0
	MIMO-UEConTest_FDD
	R5

	RP-080095
	34.108
	0661
	-
	8.1.0
	Rel-8
	Correction to RB identity in RRC Connection Setup
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080095
	34.108
	0662
	-
	8.1.0
	Rel-8
	Addition of new RB Combination for MBMS Testing
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080095
	34.108
	0663
	-
	8.1.0
	Rel-8
	Corrections to default content of MBMS GENERAL INFORMATION message
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080095
	34.108
	0664
	-
	8.1.0
	Rel-8
	Correction to MBMS selected service test procedure for MBMS Modification Request message
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080109
	34.108
	0665
	-
	8.1.0
	Rel-8
	Update of the default RRC CONNECTION SETUP message to support enhanced data rates
	approved
	F
	8.2.0
	RANimp-UEConTest_L2DataRates
	R5

	RP-080091
	34.121-1
	1011
	-
	8.1.0
	Rel-8
	Correction to Spectrum emission mask
	approved
	F
	8.2.0
	TEI_Test
	R5

	RP-080095
	34.121-1
	1012
	-
	8.1.0
	Rel-8
	Correction to Test Procedure in 5.2B
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080091
	34.121-1
	1013
	-
	8.1.0
	Rel-8
	Correction to test case 6.5 for Band V operation
	approved
	F
	8.2.0
	TEI_Test
	R5

	RP-080095
	34.121-1
	1014
	-
	8.1.0
	Rel-8
	CR to 34.121-1: Correction to test case power control in the downlink, wind up effects
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080095
	34.121-1
	1015
	-
	8.1.0
	Rel-8
	Correction to DL RMC for Channel2(64kbps)
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080091
	34.121-1
	1016
	-
	8.1.0
	Rel-8
	Correction to SHO messages
	approved
	F
	8.2.0
	TEI_Test
	R5

	RP-080095
	34.121-1
	1017
	-
	8.1.0
	Rel-8
	Correction to target quality on DCCH
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080095
	34.121-1
	1018
	-
	8.1.0
	Rel-8
	Correction to TC 7.8.5 (F-DPCH power control test case)
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080095
	34.121-1
	1019
	-
	8.1.0
	Rel-8
	Correction to Table F6.1.10.3 for Power control in the downlink, constant BLER target
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080095
	34.121-1
	1020
	-
	8.1.0
	Rel-8
	Correction to test case 8.7.9 UE Transmission Power Headroom
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080091
	34.121-1
	1021
	-
	8.1.0
	Rel-8
	Correction to system uncertainty of RRM test cases
	approved
	F
	8.2.0
	TEI_Test
	R5

	RP-080095
	34.121-1
	1022
	-
	8.1.0
	Rel-8
	Correction to MEASUREMENT REPORT message in 8.7.6.1A
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080095
	34.121-1
	1023
	-
	8.1.0
	Rel-8
	Correction to 8.6.5.1
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080095
	34.121-1
	1024
	-
	8.1.0
	Rel-8
	Correction to RRM test cases 8.4.4.1 and 8.4.4.2
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080091
	34.121-1
	1025
	-
	8.1.0
	Rel-8
	TC 8.3.2.1 û Correction to Measurement Report
	approved
	F
	8.2.0
	TEI_Test
	R5

	RP-080091
	34.121-1
	1026
	-
	8.1.0
	Rel-8
	Uniform application of Annex F.6.2.8 (statistical annex) to all tests in clause 8.7
	approved
	F
	8.2.0
	TEI_Test
	R5

	RP-080091
	34.121-1
	1027
	-
	8.1.0
	Rel-8
	Completion and correction of Annex F.6.2.8 (Statistical testing)
	approved
	F
	8.2.0
	TEI_Test
	R5

	RP-080095
	34.121-1
	1028
	-
	8.1.0
	Rel-8
	Correction to table F.1.5 for test case 8.6.2.1A
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080095
	34.121-1
	1029
	-
	8.1.0
	Rel-8
	Correction to 9.4.2 and 9.4.2A channel levels
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080095
	34.121-1
	1030
	-
	8.1.0
	Rel-8
	Correction to 34.121-1 HSDPA testsÆ applicabilities for Enhanced Performance type 1 and type 3 terminals.
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080093
	34.121-1
	1031
	-
	8.1.0
	Rel-8
	Corrections to applicability of CQI test cases 9.3.1 to 9.3.6
	approved
	F
	8.2.0
	TEI5_Test
	R5

	RP-080103
	34.121-1
	1032
	-
	8.1.0
	Rel-8
	PICH power level for MBMS performance test
	approved
	F
	8.2.0
	MBMS-RAN-RF_Test
	R5

	RP-080103
	34.121-1
	1033
	-
	8.1.0
	Rel-8
	Clarification on MBMS MTCH reference channel for TC 11.3
	approved
	F
	8.2.0
	MBMS-RAN-RF_Test
	R5

	RP-080103
	34.121-1
	1034
	-
	8.1.0
	Rel-8
	Correction to TC 8.3.6.3
	approved
	F
	8.2.0
	MBMS-RAN-RF_Test
	R5

	RP-080103
	34.121-1
	1035
	-
	8.1.0
	Rel-8
	Correction to test procedure in 8.3.5.4 and 8.3.6.3
	approved
	F
	8.2.0
	MBMS-RAN-RF_Test
	R5

	RP-080103
	34.121-1
	1036
	-
	8.1.0
	Rel-8
	Addition the message exceptions to 8.3.6.3
	approved
	F
	8.2.0
	MBMS-RAN-RF_Test
	R5

	RP-080103
	34.121-1
	1037
	-
	8.1.0
	Rel-8
	Correction to the time for sending valid MAC haders and RLS SDUs in 11.2 and 11.2A
	approved
	F
	8.2.0
	MBMS-RAN-RF_Test
	R5

	RP-080103
	34.121-1
	1038
	-
	8.1.0
	Rel-8
	Correction to cell update procedure in the transition from CELL_PCH to CELL_FACH.
	approved
	F
	8.2.0
	MBMS-RAN-RF_Test
	R5

	RP-080103
	34.121-1
	1039
	-
	8.1.0
	Rel-8
	Correction to the BCCH ARFCN for 8.3.6.3
	approved
	F
	8.2.0
	MBMS-RAN-RF_Test
	R5

	RP-080103
	34.121-1
	1040
	-
	8.1.0
	Rel-8
	Correction to MBMS testcase 11.3
	approved
	F
	8.2.0
	MBMS-RAN-RF_Test
	R5

	RP-080103
	34.121-1
	1041
	-
	8.1.0
	Rel-8
	Correction to 11.2 and 11.2A
	approved
	F
	8.2.0
	MBMS-RAN-RF_Test
	R5

	RP-080107
	34.121-1
	1042
	-
	8.1.0
	Rel-8
	Addition of downlink physical channels power definition for 64QAM performance tests
	approved
	F
	8.2.0
	RANimp-UEConTest_64QamDownlink
	R5

	RP-080107
	34.121-1
	1043
	-
	8.1.0
	Rel-8
	Correction of table captions in Annex F.6.3.4
	approved
	F
	8.2.0
	RANimp-UEConTest_64QamDownlink
	R5

	RP-080107
	34.121-1
	1044
	-
	8.1.0
	Rel-8
	Correction to Maximum input level 64QAM test case
	approved
	F
	8.2.0
	RANimp-UEConTest_64QamDownlink
	R5

	RP-080108
	34.121-1
	1045
	-
	8.1.0
	Rel-8
	CR to 34.121-1: Correction to UE Transmitter 16-QAM test cases
	approved
	F
	8.2.0
	RANimp-UEConTest_16QamUplink
	R5

	RP-080108
	34.121-1
	1046
	-
	8.1.0
	Rel-8
	CR to 34.121-1: Introduction of test tolerances for UE Transmitter 16-QAM test cases
	approved
	F
	8.2.0
	RANimp-UEConTest_16QamUplink
	R5

	RP-080111
	34.121-1
	1047
	-
	8.1.0
	Rel-8
	Introduction of continuous packet connectivity (CPC) to intrafrequency CPICH measurement requirements
	approved
	F
	8.2.0
	RANimp-UEConTest_CPC
	R5

	RP-080105
	34.121-1
	1048
	-
	8.1.0
	Rel-8
	Adding test tolerances for test case 9.2.4A: MIMO Performance û Fixed Reference Channel (FRC) H-Set 9
	approved
	F
	8.2.0
	MIMO-UEConTest_FDD
	R5

	RP-080105
	34.121-1
	1049
	-
	8.1.0
	Rel-8
	Adding test tolerances in the annex for MIMO test cases
	approved
	F
	8.2.0
	MIMO-UEConTest_FDD
	R5

	RP-080105
	34.121-1
	1050
	-
	8.1.0
	Rel-8
	Adding test procedure for MIMO CQI reporting test cases 9.3.7A and 9.3.7B
	approved
	F
	8.2.0
	MIMO-UEConTest_FDD
	R5

	RP-080105
	34.121-1
	1051
	-
	8.1.0
	Rel-8
	New MIMO Test case: HS-SCCH Detection Performance: HS-SCCH Type M Performance
	approved
	F
	8.2.0
	MIMO-UEConTest_FDD
	R5

	RP-080105
	34.121-1
	1052
	-
	8.1.0
	Rel-8
	Code allocation for HSDPA test cases
	approved
	F
	8.2.0
	MIMO-UEConTest_FDD
	R5

	RP-080103
	34.121-1
	1053
	-
	8.1.0
	Rel-8
	Correction to TC 8.3.5.4
	approved
	F
	8.2.0
	MBMS-RAN-RF_Test
	R5

	RP-080095
	34.121-2
	0038
	-
	8.1.0
	Rel-8
	CR to 34.121-2: Introduction of power control in the downlink for F-DPCH Applicability
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080095
	34.121-2
	0039
	-
	8.1.0
	Rel-8
	Correction to 34.121-2 HSDPA testsÆ applicabilities for Enhanced Performance type 1 and type 3 terminals.
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080093
	34.121-2
	0040
	-
	8.1.0
	Rel-8
	Corrections to applicability of CQI test cases 9.3.1 to 9.3.6
	approved
	F
	8.2.0
	TEI5_Test
	R5

	RP-080107
	34.121-2
	0041
	-
	8.1.0
	Rel-8
	Addition of new testcases for 64QAM Single Link Performance
	approved
	F
	8.2.0
	RANimp-UEConTest_64QamDownlink
	R5

	RP-080108
	34.121-2
	0042
	-
	8.1.0
	Rel-8
	CR to 34.121-2: Introduction of UE Transmitter 16-QAM Applicability
	approved
	F
	8.2.0
	RANimp-UEConTest_16QamUplink
	R5

	RP-080105
	34.121-2
	0043
	-
	8.1.0
	Rel-8
	Applicability of new MIMO Test case: HS-SCCH Detection Performance: HS-SCCH Type M Performance
	approved
	F
	8.2.0
	MIMO-UEConTest_FDD
	R5

	RP-080102
	34.122
	0267
	-
	7.3.0
	Rel-7
	Correcting the pass fail decision rule in annex F6.3.5 for 1.28Mcps TDD option
	approved
	F
	7.4.0
	TEI7_Test
	R5

	RP-080102
	34.122
	0268
	-
	7.3.0
	Rel-7
	Adding the test tolerance of performance requiremet for 1.28Mcps TDD option
	approved
	F
	7.4.0
	TEI7_Test
	R5

	RP-080102
	34.122
	0269
	-
	7.3.0
	Rel-7
	Adding the test parameter of midamble allocation for performance requiremet for LCR TDD
	approved
	F
	7.4.0
	TEI7_Test
	R5

	RP-080102
	34.122
	0270
	-
	7.3.0
	Rel-7
	Adding the test case of maximum input level for HS-PDSCH reception for 1.28Mcps TDD option
	approved
	F
	7.4.0
	TEI7_Test
	R5

	RP-080115
	34.122
	0271
	-
	7.3.0
	Rel-7
	Adding the test case of E-HICH detection parameter for 1.28Mcps TDD Option
	approved
	F
	7.4.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080115
	34.122
	0272
	-
	7.3.0
	Rel-7
	Adding the test case of E-AGCH detection parameter for 1.28Mcps TDD Option
	approved
	F
	7.4.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080106
	34.123-1
	2135
	-
	8.1.0
	Rel-8
	Addition of MAC-es/e tests for 3.84Mcps and 7.68Mcps TDD to section 7 of 34.123-1
	approved
	F
	8.2.0
	RANimp-UEConTest_EDCHTDH
	R5

	RP-080106
	34.123-1
	2136
	-
	8.1.0
	Rel-8
	Update of Radio bearer control procedure tests to include E-DCH test for 3.84Mcps and 7.68Mcps TDD
	approved
	F
	8.2.0
	RANimp-UEConTest_EDCHTDH
	R5

	RP-080102
	34.123-1
	2137
	-
	8.1.0
	Rel-8
	New test case 8.1.2.1a addition to verify the UE supporting the features and operation of multi-frequency and UpPCH Shifting for LCR TDD.
	approved
	F
	8.2.0
	TEI7_Test
	R5

	RP-080102
	34.123-1
	2138
	-
	8.1.0
	Rel-8
	New test case addition to verify the UE supporting the features and operation of multi-frequency and UpPCH Shifting for LCR TDD.
	approved
	F
	8.2.0
	TEI7_Test
	R5

	RP-080102
	34.123-1
	2139
	-
	8.1.0
	Rel-8
	New test case addition to verify the UE supporting the features and operation of multi-frequency and UpPCH Shifting for LCR TDD.
	approved
	F
	8.2.0
	TEI7_Test
	R5

	RP-080102
	34.123-1
	2140
	-
	8.1.0
	Rel-8
	New test case addition to verify the UE supporting the feature of UpPCH Shifting for LCR TDD.
	approved
	F
	8.2.0
	TEI7_Test
	R5

	RP-080102
	34.123-1
	2141
	-
	8.1.0
	Rel-8
	NEW test case addition to verify the UE supporting the feature of UpPCH Shifting for LCR TDD.
	approved
	F
	8.2.0
	TEI7_Test
	R5

	RP-080108
	34.123-1
	2142
	-
	8.1.0
	Rel-8
	New MAC Test Case for UL 16QAM
	approved
	F
	8.2.0
	RANimp-UEConTest_16QamUplink
	R5

	RP-080108
	34.123-1
	2143
	-
	8.1.0
	Rel-8
	New Radio Bearer Test Cases for UL 16 QAM
	approved
	F
	8.2.0
	RANimp-UEConTest_16QamUplink
	R5

	RP-080108
	34.123-1
	2144
	-
	8.1.0
	Rel-8
	Update of existing E-DCH radio bearer test cases in section 14.7 for Rel-7 UE HS_DSCH physical layer categories 13 to 18 and E-DCH category 7.
	approved
	F
	8.2.0
	RANimp-UEConTest_16QamUplink
	R5

	RP-080107
	34.123-1
	2145
	-
	8.1.0
	Rel-8
	Addition of MAC-ehs TB size selection test case for 64QAM
	approved
	F
	8.2.0
	RANimp-UEConTest_64QamDownlink
	R5

	RP-080107
	34.123-1
	2146
	-
	8.1.0
	Rel-8
	New Rel-7 HSPA IB radio bearer test case for enhanced L2 and 64QAM
	approved
	F
	8.2.0
	RANimp-UEConTest_64QamDownlink
	R5

	RP-080107
	34.123-1
	2147
	-
	8.1.0
	Rel-8
	New Rel-7 HSPA streaming radio bearer test case for enhanced L2 and 64QAM
	approved
	F
	8.2.0
	RANimp-UEConTest_64QamDownlink
	R5

	RP-080109
	34.123-1
	2148
	-
	8.1.0
	Rel-8
	Addition of a new test case for DL Improved Layer2: Reconfiguration between fixed and flexible AM RLC, Serving HS-DSCH cell change between MAC-hs and MAC-ehs.
	approved
	F
	8.2.0
	RANimp-UEConTest_L2DataRates
	R5

	RP-080109
	34.123-1
	2149
	-
	8.1.0
	Rel-8
	Addition of generic test procedure for MAC-ehs TB size selection test cases
	approved
	F
	8.2.0
	RANimp-UEConTest_L2DataRates
	R5

	RP-080109
	34.123-1
	2150
	-
	8.1.0
	Rel-8
	Addition of MAC-ehs TB size selection test case for QPSK and 16QAM
	approved
	F
	8.2.0
	RANimp-UEConTest_L2DataRates
	R5

	RP-080109
	34.123-1
	2151
	-
	8.1.0
	Rel-8
	Update of RLC test case 7.2.3.36 for Flexible handling of RLC PDU sizes for AM RLC
	approved
	F
	8.2.0
	RANimp-UEConTest_L2DataRates
	R5

	RP-080109
	34.123-1
	2152
	-
	8.1.0
	Rel-8
	Addition of RLC test case for Flexible handling of RLC PDU sizes for UM RLC in downlink
	approved
	F
	8.2.0
	RANimp-UEConTest_L2DataRates
	R5

	RP-080109
	34.123-1
	2153
	-
	8.1.0
	Rel-8
	Correction to generic test procedure for Enhanced L2 radio bearer test cases
	approved
	F
	8.2.0
	RANimp-UEConTest_L2DataRates
	R5

	RP-080109
	34.123-1
	2154
	-
	8.1.0
	Rel-8
	Update of existing HSDPA radio bearer test cases in section 14.6 for Rel-7 UE HS_DSCH physical layer categories 13 to 18.
	approved
	F
	8.2.0
	RANimp-UEConTest_L2DataRates
	R5

	RP-080109
	34.123-1
	2155
	-
	8.1.0
	Rel-8
	New Rel-7 HSPA IB radio bearer test case for enhanced L2, QPSK and 16QAM
	approved
	F
	8.2.0
	RANimp-UEConTest_L2DataRates
	R5

	RP-080109
	34.123-1
	2156
	-
	8.1.0
	Rel-8
	New Rel-7 HSPA streaming radio bearer test case for enhanced L2, QPSK and 16QAM
	approved
	F
	8.2.0
	RANimp-UEConTest_L2DataRates
	R5

	RP-080109
	34.123-1
	2157
	-
	8.1.0
	Rel-8
	New Rel-7 HSPA conversational radio bearer test case using SRBs with flexible RLC
	approved
	F
	8.2.0
	RANimp-UEConTest_L2DataRates
	R5

	RP-080111
	34.123-1
	2158
	-
	8.1.0
	Rel-8
	Addition of a new test case for CPC: CQI reporting in UL.
	approved
	F
	8.2.0
	RANimp-UEConTest_CPC
	R5

	RP-080111
	34.123-1
	2159
	-
	8.1.0
	Rel-8
	Addition of a new test case for CPC: UL DPCCH slot format #4
	approved
	F
	8.2.0
	RANimp-UEConTest_CPC
	R5

	RP-080111
	34.123-1
	2160
	-
	8.1.0
	Rel-8
	New CPC test case for Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Success (frequency modification, stop of discontinuous uplink transmission)
	approved
	F
	8.2.0
	RANimp-UEConTest_CPC
	R5

	RP-080111
	34.123-1
	2161
	-
	8.1.0
	Rel-8
	New CPC test case for Physical Channel Reconfiguration for transition from CELL_DCH to URA_PCH: Success (frequency modification, stop of discontinuous uplink transmission)
	approved
	F
	8.2.0
	RANimp-UEConTest_CPC
	R5

	RP-080111
	34.123-1
	2162
	-
	8.1.0
	Rel-8
	New CPC test case for Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (serving E-DCH cell change with discontinuous uplink transmission)
	approved
	F
	8.2.0
	RANimp-UEConTest_CPC
	R5

	RP-080111
	34.123-1
	2163
	-
	8.1.0
	Rel-8
	New CPC test case for Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH …
	approved
	F
	8.2.0
	RANimp-UEConTest_CPC
	R5

	RP-080111
	34.123-1
	2164
	-
	8.1.0
	Rel-8
	New CPC test case for Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Failure (Timing  …
	approved
	F
	8.2.0
	RANimp-UEConTest_CPC
	R5

	RP-080111
	34.123-1
	2165
	-
	8.1.0
	Rel-8
	New CPC test case for Cell Update: Transition from URA_PCH to CELL_DCH: Success (start of discontinuous uplink transmission)
	approved
	F
	8.2.0
	RANimp-UEConTest_CPC
	R5

	RP-080111
	34.123-1
	2166
	-
	8.1.0
	Rel-8
	New CPC test case for Cell Update: Transition from CELL_PCH to CELL_DCH: Success (frequency modification, start of discontinuous uplink transmission)
	approved
	F
	8.2.0
	RANimp-UEConTest_CPC
	R5

	RP-080111
	34.123-1
	2167
	-
	8.1.0
	Rel-8
	New CPC test case for Cell Update: Radio Link Failure, with active discontinuous uplink transmission
	approved
	F
	8.2.0
	RANimp-UEConTest_CPC
	R5

	RP-080111
	34.123-1
	2168
	-
	8.1.0
	Rel-8
	New CPC test case for Inter-RAT Cell Change Order from UTRAN to GPRS/CELL_DCH/Success (stop of discontinuous uplink transmission)
	approved
	F
	8.2.0
	RANimp-UEConTest_CPC
	R5

	RP-080111
	34.123-1
	2169
	-
	8.1.0
	Rel-8
	Corrections to CPC RRC test cases
	approved
	F
	8.2.0
	RANimp-UEConTest_CPC
	R5

	RP-080111
	34.123-1
	2170
	-
	8.1.0
	Rel-8
	New CPC test case: RRC Connection Establishment for transition from Idle Mode to CELL_DCH: Success (start of discontinuous uplink transmission)
	approved
	F
	8.2.0
	RANimp-UEConTest_CPC
	R5

	RP-080111
	34.123-1
	2171
	-
	8.1.0
	Rel-8
	New CPC test case: Radio Bearer Reconfiguration from CELL_DCH to CELL_DCH: Success (With active discontinuous uplink transmission)
	approved
	F
	8.2.0
	RANimp-UEConTest_CPC
	R5

	RP-080111
	34.123-1
	2172
	-
	8.1.0
	Rel-8
	New CPC test case: Radio Bearer Reconfiguration for transition from CELL_FACH to CELL_DCH and CELL_DCH to CELL_FACH: Success (start and stop of discontinuous uplink transmission)
	approved
	F
	8.2.0
	RANimp-UEConTest_CPC
	R5

	RP-080111
	34.123-1
	2173
	-
	8.1.0
	Rel-8
	New CPC test case: Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (hard handover to another frequency, start and stop of discontinuous uplink transmission)
	approved
	F
	8.2.0
	RANimp-UEConTest_CPC
	R5

	RP-080111
	34.123-1
	2174
	-
	8.1.0
	Rel-8
	New CPC test case: Radio Bearer Reconfiguration for transition from CELL_FACH to CELL_DCH and CELL_DCH to CELL_FACH: Success …
	approved
	F
	8.2.0
	RANimp-UEConTest_CPC
	R5

	RP-080111
	34.123-1
	2175
	-
	8.1.0
	Rel-8
	New CPC test case: Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Start and stop of discontinuous uplink transmission)
	approved
	F
	8.2.0
	RANimp-UEConTest_CPC
	R5

	RP-080112
	34.123-1
	2176
	-
	8.1.0
	Rel-8
	New CPC test case: Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_PCH: Success (stop of discontinuous uplink transmission)
	approved
	F
	8.2.0
	RANimp-UEConTest_CPC
	R5

	RP-080112
	34.123-1
	2177
	-
	8.1.0
	Rel-8
	New CPC test case: Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Success (hard handover to another frequency, start of discontinuous uplink transmission)
	approved
	F
	8.2.0
	RANimp-UEConTest_CPC
	R5

	RP-080112
	34.123-1
	2178
	-
	8.1.0
	Rel-8
	New CPC test case: Active set update in soft handover: Radio Link addition and serving HS-DSCH / E-DCH cell change, with discontinuous uplink transmission.
	approved
	F
	8.2.0
	RANimp-UEConTest_CPC
	R5

	RP-080105
	34.123-1
	2179
	-
	8.1.0
	Rel-8
	New Rel-7 HSPA IB radio bearer test case for enhanced L2 and MIMO
	approved
	F
	8.2.0
	MIMO-UEConTest_FDD
	R5

	RP-080105
	34.123-1
	2180
	-
	8.1.0
	Rel-8
	New Rel-7 HSPA streaming radio bearer test case for enhanced L2 and MIMO
	approved
	F
	8.2.0
	MIMO-UEConTest_FDD
	R5

	RP-080096
	34.123-1
	2181
	-
	8.1.0
	Rel-8
	Correction to GCF WI-24 Network Sharing Testcase 6.2.2.4
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080096
	34.123-1
	2182
	-
	8.1.0
	Rel-8
	Correction to GCF WI 24 Idle Mode test cases 6.1.1.8 and 6.1.1.9
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080096
	34.123-1
	2183
	-
	8.1.0
	Rel-8
	Correction to GCF WI 24 Idle Mode test case 6.1.2.11, 6.2.1.10 and 6.2.1.11
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080096
	34.123-1
	2184
	-
	8.1.0
	Rel-8
	Correction to GCF WI 25 E-DCH MAC testcase 7.1.6.2.1
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080093
	34.123-1
	2185
	-
	8.1.0
	Rel-8
	Corrections to RoHC performance test cases
	approved
	F
	8.2.0
	TEI5_Test
	R5

	RP-080096
	34.123-1
	2186
	-
	8.1.0
	Rel-8
	Correction to testcase 7.1.6.4.1
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080091
	34.123-1
	2187
	-
	8.1.0
	Rel-8
	Correction to 8.3.1.30
	approved
	F
	8.2.0
	TEI_Test
	R5

	RP-080096
	34.123-1
	2188
	-
	8.1.0
	Rel-8
	Correction in test case 8.2.3.36
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080096
	34.123-1
	2189
	-
	8.1.0
	Rel-8
	Removal of RRC Test Case 8.2.1.37
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080096
	34.123-1
	2190
	-
	8.1.0
	Rel-8
	Correction of Test Case 8.5.2.1
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080096
	34.123-1
	2191
	-
	8.1.0
	Rel-8
	Correction of MBMS Test Cases
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080096
	34.123-1
	2192
	-
	8.1.0
	Rel-8
	Correction to GCF WI-24 Network Sharing Testcase 8.3.3.4
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080096
	34.123-1
	2193
	-
	8.1.0
	Rel-8
	Correction to GCF WI-25 test cases 8.3.1.42 and 8.3.1.42a
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080096
	34.123-1
	2194
	-
	8.1.0
	Rel-8
	Correction to GCF WI 25 E-DCH RRC testcase 8.4.1.49
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080096
	34.123-1
	2195
	-
	8.1.0
	Rel-8
	Correction to GCF WI 25 E-DCH RRC test case 8.2.6.51
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080096
	34.123-1
	2196
	-
	8.1.0
	Rel-8
	Correction to GCF WI 25 E-DCH RRC test case 8.2.6.52
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080091
	34.123-1
	2197
	-
	8.1.0
	Rel-8
	Correction to the GCF WI 10 RRC testcase 8.3.2.12
	approved
	F
	8.2.0
	TEI_Test
	R5

	RP-080096
	34.123-1
	2198
	-
	8.1.0
	Rel-8
	Corrections to GCF WI 49 MBMS RRC test cases 8.5.1.2 and 8.5.1.13
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080096
	34.123-1
	2199
	-
	8.1.0
	Rel-8
	Corrections to GCF WI 49 MBMS RRC test case 8.5.1.12
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080096
	34.123-1
	2200
	-
	8.1.0
	Rel-8
	Correction to GCF WI 49 MBMS RRC test case 8.5.1.4
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080096
	34.123-1
	2201
	-
	8.1.0
	Rel-8
	Correction to MBMS RRC test case 8.5.2.2 and 8.5.2.2m
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080096
	34.123-1
	2202
	-
	8.1.0
	Rel-8
	Removal of MBMS test cases 8.5.1.7 and 8.5.1.7m
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080096
	34.123-1
	2203
	-
	8.1.0
	Rel-8
	Correction to GCF WI 49 MBMS RRC test case 8.5.3.2
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080097
	34.123-1
	2204
	-
	8.1.0
	Rel-8
	Corrections to GCF WI 49 MBMS RRC test case 8.5.4.2
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080097
	34.123-1
	2205
	-
	8.1.0
	Rel-8
	Corrections to GCF WI 49 MBMS RRC test case 8.5.4.3
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080097
	34.123-1
	2206
	-
	8.1.0
	Rel-8
	Corrections to MBMS RRC test case 8.5.5.4 and 8.5.5.4m
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080097
	34.123-1
	2207
	-
	8.1.0
	Rel-8
	Correction to MBMS test cases for INITIAL DIRECT TRANSFER message
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080097
	34.123-1
	2208
	-
	8.1.0
	Rel-8
	Minor corrections to MBMS RRC test cases
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080097
	34.123-1
	2209
	-
	8.1.0
	Rel-8
	Correction to MBMS test case 8.5.2.4
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080097
	34.123-1
	2210
	-
	8.1.0
	Rel-8
	Correction to E-DCH test case 8.2.2.49
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080091
	34.123-1
	2211
	-
	8.1.0
	Rel-8
	Correction to testcase 8.4.1.40
	approved
	F
	8.2.0
	TEI_Test
	R5

	RP-080097
	34.123-1
	2212
	-
	8.1.0
	Rel-8
	Correction of MEASUREMENT REPORT in GCF WI-25 HSUPA test case 8.3.4.10
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080097
	34.123-1
	2213
	-
	8.1.0
	Rel-8
	Correction of Test Case 8.5.1.1
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080097
	34.123-1
	2214
	-
	8.1.0
	Rel-8
	Correction in DSAC test case 9.4.3.6
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080097
	34.123-1
	2215
	-
	8.1.0
	Rel-8
	Corrections to MBMS NAS test cases 11.8.2 and 11.8.2m
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080091
	34.123-1
	2216
	-
	8.1.0
	Rel-8
	Correction to the GCF WI 10 GMM test case 12.4.1.4b
	approved
	F
	8.2.0
	TEI_Test
	R5

	RP-080097
	34.123-1
	2217
	-
	8.1.0
	Rel-8
	Corrections to MBMS GMM test cases 12.9.16, 12.9.16m, 12.9.17 and 12.9.17m
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080091
	34.123-1
	2218
	-
	8.1.0
	Rel-8
	Correction in GMM testcase 12.9.9
	approved
	F
	8.2.0
	TEI_Test
	R5

	RP-080091
	34.123-1
	2219
	-
	8.1.0
	Rel-8
	Correction to test case 12.4.1.1b
	approved
	F
	8.2.0
	TEI_Test
	R5

	RP-080097
	34.123-1
	2220
	-
	8.1.0
	Rel-8
	Correction to generic test procedure for MBMS HS PTP radio bearer test cases
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080091
	34.123-1
	2221
	-
	8.1.0
	Rel-8
	Addition of  clearing of stored data in 17.2.3.9 and 17.2.4.3
	approved
	F
	8.2.0
	TEI_Test
	R5

	RP-080097
	34.123-1
	2222
	-
	8.1.0
	Rel-8
	Correction to generic C1 procedure to handle MBMS Modification Request message in case of MBMS Selected Service
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080091
	34.123-1
	2223
	-
	8.1.0
	Rel-8
	Editorial correction to the procedure (C.1) for checking the UE in Idle mode state.
	approved
	F
	8.2.0
	TEI_Test
	R5

	RP-080091
	34.123-1
	2224
	-
	8.1.0
	Rel-8
	Correction to TestCase 6.2.2.3
	approved
	F
	8.2.0
	TEI_Test
	R5

	RP-080097
	34.123-1
	2225
	-
	8.1.0
	Rel-8
	Corrections to test case 7.1.6.2.6
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080097
	34.123-1
	2226
	-
	8.1.0
	Rel-8
	Create a new test case 8.3.7.1a with A5/3 usage
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080091
	34.123-1
	2227
	-
	8.1.0
	Rel-8
	Clarification of execution of radio bearer test cases in sections 14 and 18
	approved
	F
	8.2.0
	TEI_Test
	R5

	RP-080106
	34.123-2
	0347
	-
	8.1.0
	Rel-8
	Update of Implementation conformance statement to include E-DCH tests for 3.84Mcps and 7.68Mcps TDD
	approved
	F
	8.2.0
	RANimp-UEConTest_EDCHTDH
	R5

	RP-080108
	34.123-2
	0348
	-
	8.1.0
	Rel-8
	Applicability for new UL 16 QAM Test Cases
	approved
	F
	8.2.0
	RANimp-UEConTest_16QamUplink
	R5

	RP-080107
	34.123-2
	0349
	-
	8.1.0
	Rel-8
	Applicability of MAC-ehs TB size selection test cases for 64QAM
	approved
	F
	8.2.0
	RANimp-UEConTest_64QamDownlink
	R5

	RP-080107
	34.123-2
	0350
	-
	8.1.0
	Rel-8
	Applicability of New Rel-7 HSPA IB radio bearer test case for enhanced L2 and 64QAM
	approved
	F
	8.2.0
	RANimp-UEConTest_64QamDownlink
	R5

	RP-080107
	34.123-2
	0351
	-
	8.1.0
	Rel-8
	Applicability of new Rel-7 HSPA streaming radio bearer test case for enhanced L2 and 64QAM
	approved
	F
	8.2.0
	RANimp-UEConTest_64QamDownlink
	R5

	RP-080109
	34.123-2
	0352
	-
	8.1.0
	Rel-8
	Applicability of a new test case for DL Improved Layer2: Reconfiguration between fixed and flexible AM RLC, Serving HS-DSCH cell change between MAC-hs and MAC-ehs.
	approved
	F
	8.2.0
	RANimp-UEConTest_L2DataRates
	R5

	RP-080109
	34.123-2
	0353
	-
	8.1.0
	Rel-8
	Applicability of MAC-ehs TB size selection test cases for QPSK and 16QAM
	approved
	F
	8.2.0
	RANimp-UEConTest_L2DataRates
	R5

	RP-080109
	34.123-2
	0354
	-
	8.1.0
	Rel-8
	Applicability of new UM RLC test case for Flexible handling of RLC PDU sizes
	approved
	F
	8.2.0
	RANimp-UEConTest_L2DataRates
	R5

	RP-080109
	34.123-2
	0355
	-
	8.1.0
	Rel-8
	Applicability of new Rel-7 HSPA IB radio bearer test case for enhanced L2, QPSK and 16QAM
	approved
	F
	8.2.0
	RANimp-UEConTest_L2DataRates
	R5

	RP-080109
	34.123-2
	0356
	-
	8.1.0
	Rel-8
	Applicability of new Rel-7 HSPA streaming radio bearer test case for enhanced L2, QPSK and 16QAM
	approved
	F
	8.2.0
	RANimp-UEConTest_L2DataRates
	R5

	RP-080110
	34.123-2
	0357
	-
	8.1.0
	Rel-8
	Applicability of new Rel-7 HSPA conversational radio bearer test case using SRBs with flexible RLC
	approved
	F
	8.2.0
	RANimp-UEConTest_L2DataRates
	R5

	RP-080112
	34.123-2
	0358
	-
	8.1.0
	Rel-8
	Applicability for new CPC test cases
	approved
	F
	8.2.0
	RANimp-UEConTest_CPC
	R5

	RP-080112
	34.123-2
	0359
	-
	8.1.0
	Rel-8
	Applicability change for corrected CPC test case 8.2.6.55
	approved
	F
	8.2.0
	RANimp-UEConTest_CPC
	R5

	RP-080105
	34.123-2
	0360
	-
	8.1.0
	Rel-8
	Applicability for New Rel-7 HSPA IB radio bearer test case for enhanced L2 and MIMO
	approved
	F
	8.2.0
	MIMO-UEConTest_FDD
	R5

	RP-080105
	34.123-2
	0361
	-
	8.1.0
	Rel-8
	Applicability of new Rel-7 HSPA streaming radio bearer test case for enhanced L2 and MIMO
	approved
	F
	8.2.0
	MIMO-UEConTest_FDD
	R5

	RP-080093
	34.123-2
	0362
	-
	8.1.0
	Rel-8
	Correction of test executions
	approved
	F
	8.2.0
	TEI5_Test
	R5

	RP-080097
	34.123-2
	0363
	-
	8.1.0
	Rel-8
	Applicability updated after removal of TC 8.2.1.37
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080097
	34.123-2
	0364
	-
	8.1.0
	Rel-8
	Changed applicability for test case 8.2.3.36
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080097
	34.123-2
	0365
	-
	8.1.0
	Rel-8
	Addition of applicability for new TC 8.3.7.1a
	approved
	F
	8.2.0
	TEI6_Test
	R5

	RP-080097
	34.123-3
	2263
	-
	6.5.0
	Rel-6
	Update RLP and MBMS RLC test models
	approved
	F
	6.6.0
	TEI6_Test
	R5

	RP-080098
	34.123-3
	2264
	-
	6.5.0
	Rel-6
	Correction to AT commands used in 3GPP ATSs
	approved
	F
	6.6.0
	TEI6_Test
	R5

	RP-080091
	34.123-3
	2265
	-
	6.5.0
	Rel-6
	Corrections to the PIXIT items
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-080098
	34.123-3
	2266
	-
	6.5.0
	Rel-6
	Removal of PDF version in formal delivries
	approved
	F
	6.6.0
	TEI6_Test
	R5

	RP-080110
	34.123-3
	2267
	-
	6.5.0
	Rel-6
	Introducing Rel-7 test model
	approved
	F
	6.6.0
	RANimp-UEConTest_L2DataRates
	R5

	RP-080098
	34.123-3
	2268
	-
	6.5.0
	Rel-6
	Production of pointer version 6.6.0 of TS 34.123-3 with no technical contents
	approved
	F
	6.6.0
	TEI6_Test
	R5

	RP-080090
	34.123-3
	2269
	-
	6.5.0
	Rel-6
	CR to 34.123-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 34.123-3 (prose), Annex A
	approved
	F
	6.6.0
	TEI6_Test
	R5

	RP-080099
	34.123-3
	2270
	-
	6.5.0
	Rel-6
	Summary of regression errors in MBMS wk03 ATS
	approved
	F
	6.6.0
	TEI6_Test
	R5

	RP-080092
	34.123-3
	2271
	-
	6.5.0
	Rel-6
	Correction to GCF WI-010 RRC test case 8.3.3.1
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-080094
	34.123-3
	2272
	-
	6.5.0
	Rel-6
	Correction to testcase 7.1.5.6
	approved
	F
	6.6.0
	TEI5_Test
	R5

	RP-080099
	34.123-3
	2273
	-
	6.5.0
	Rel-6
	Upgrade RRC asn.1 for tc 8.5.2.1 û UE supporting MBMS service change for a ptp RB
	approved
	F
	6.6.0
	TEI6_Test
	R5

	RP-080092
	34.123-3
	2274
	-
	6.5.0
	Rel-6
	Summary of regression errors in wk49 ATS
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-080092
	34.123-3
	2275
	-
	6.5.0
	Rel-6
	Correction to PDU definition DTMINFORMATION in IRU ATS
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-080099
	34.123-3
	2276
	-
	6.5.0
	Rel-6
	Correction to SIB5 in MBMS ATS
	approved
	F
	6.6.0
	TEI6_Test
	R5

	RP-080099
	34.123-3
	2277
	-
	6.5.0
	Rel-6
	Addition of GCF WI 49 MBMS RRC test case 8.5.3.2
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080099
	34.123-3
	2278
	-
	6.5.0
	Rel-6
	Addition of GCF WI 49 MBMS RRC test case 8.5.5.2
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080099
	34.123-3
	2279
	-
	6.5.0
	Rel-6
	Addition to MBMS RRC test case 8.5.5.1
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080099
	34.123-3
	2280
	-
	6.5.0
	Rel-6
	Addition of GCF WI 49 MBMS RRC test case 8.5.5.3
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080099
	34.123-3
	2281
	-
	6.5.0
	Rel-6
	Corrections to GCF WI-24 Network Sharing test case 6.2.2.4
	approved
	F
	6.6.0
	TEI6_Test
	R5

	RP-080099
	34.123-3
	2282
	-
	6.5.0
	Rel-6
	Addition of RRC test case 6.1.1.9 to HSU_ENH_r6 ATS V6.4.0
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080092
	34.123-3
	2283
	-
	6.5.0
	Rel-6
	TTCN Correction in 8.3.1.30
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-080099
	34.123-3
	2284
	-
	6.5.0
	Rel-6
	Addition of RRC test case 6.1.1.8 to HSU_ENH_r6 ATS V6.4.0
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080092
	34.123-3
	2285
	-
	6.5.0
	Rel-6
	Summary of regression errors in wk49 ATS
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-080092
	34.123-3
	2286
	-
	6.5.0
	Rel-6
	Summary of regression errors in wk49 ATS
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-080099
	34.123-3
	2287
	-
	6.5.0
	Rel-6
	Addition of RRC test case 8.3.3.4 to HSU_ENH_r6 ATS
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080099
	34.123-3
	2288
	-
	6.5.0
	Rel-6
	Addition of GCF WI-25 EDCH RRC test case 8.2.2.49
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080099
	34.123-3
	2289
	-
	6.5.0
	Rel-6
	Addition of GCF WI-024 test case 6.2.1.10 to HSU_ENH_r6 ATS V6.5.0.
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080099
	34.123-3
	2290
	-
	6.5.0
	Rel-6
	Addition to MBMS RRC test case 8.5.5.7
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080099
	34.123-3
	2291
	-
	6.5.0
	Rel-6
	Addition of GCF WI 49 MBMS RRC test case 8.5.1.12
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080099
	34.123-3
	2292
	-
	6.5.0
	Rel-6
	Addition of GCF WI 49 MBMS RRC test case 8.5.1.2
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080092
	34.123-3
	2293
	-
	6.5.0
	Rel-6
	Summary of regression errors in wk49 ATS
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-080099
	34.123-3
	2294
	-
	6.5.0
	Rel-6
	Addition of GCF WI-25 EDCH RRC test case 8.2.1.36a
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080099
	34.123-3
	2295
	-
	6.5.0
	Rel-6
	Addition of RRC test case 8.1.1.11 to HSU_ENH_r6 ATS
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080099
	34.123-3
	2296
	-
	6.5.0
	Rel-6
	Addition of GCF WI 49 MBMS NAS test case 12.9.17
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080099
	34.123-3
	2297
	-
	6.5.0
	Rel-6
	Addition of GCF WI 49 MBMS RRC test case 8.5.4.1
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080100
	34.123-3
	2298
	-
	6.5.0
	Rel-6
	Addition of GCF WI-25 EDCH RRC test case 8.2.6.52
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080100
	34.123-3
	2299
	-
	6.5.0
	Rel-6
	Addition of GCF WI 49 MBMS RRC test case 8.5.5.4
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080100
	34.123-3
	2300
	-
	6.5.0
	Rel-6
	Addition of GCF WI 49 MBMS RRC test case 8.5.1.13
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080100
	34.123-3
	2301
	-
	6.5.0
	Rel-6
	Addition of GCF WI 49 MBMS RRC test case 8.5.1.9
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080100
	34.123-3
	2302
	-
	6.5.0
	Rel-6
	Addition of GCF WI-25 EDCH RRC Testcase 8.1.2.18 to HSU_ENH_r6 ATS v6.5.0
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080092
	34.123-3
	2303
	-
	6.5.0
	Rel-6
	Summary of regression errors in wk47 ATS
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-080100
	34.123-3
	2304
	-
	6.5.0
	Rel-6
	Addition of GCF WI 49 MBMS RRC test case 8.5.1.11
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080100
	34.123-3
	2305
	-
	6.5.0
	Rel-6
	Addition of GCF WI 49 MBMS RRC test case 8.5.1.3
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080100
	34.123-3
	2306
	-
	6.5.0
	Rel-6
	Correction to GCF WI-25 Test Case 8.2.2.47
	approved
	F
	6.6.0
	TEI6_Test
	R5

	RP-080100
	34.123-3
	2307
	-
	6.5.0
	Rel-6
	Addition of GCF WI 25 EDCH RRC test case 8.3.1.42a
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080100
	34.123-3
	2308
	-
	6.5.0
	Rel-6
	Addition of GCF WI-25 EDCH RRC test case 8.3.1.43
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080100
	34.123-3
	2309
	-
	6.5.0
	Rel-6
	Addition of GCF WI 25 EDCH RAB test case 14.7.3
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080100
	34.123-3
	2310
	-
	6.5.0
	Rel-6
	Addition of GCF WI 25 EDCH RRC test case 8.2.2.47a
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080100
	34.123-3
	2311
	-
	6.5.0
	Rel-6
	Addition of GCF WI-25 EDCH RRC test case 8.3.1.42
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080094
	34.123-3
	2312
	-
	6.5.0
	Rel-6
	TTCN Correction in testcase 8.3.1.34
	approved
	F
	6.6.0
	TEI5_Test
	R5

	RP-080100
	34.123-3
	2313
	-
	6.5.0
	Rel-6
	Addition of GCF WI-25 EDCH RRC Testcase 8.1.2.17 to HSU_ENH_r6 ATS v6.4.0
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080100
	34.123-3
	2314
	-
	6.5.0
	Rel-6
	Addition of GCF WI 49 MBMS RRC test case 14.4.5
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080100
	34.123-3
	2315
	-
	6.5.0
	Rel-6
	Addition of GCF WI-24 Network Sharing test case 6.1.2.11 to HSU_ENH_r6 ATS v6.4.0
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080100
	34.123-3
	2316
	-
	6.5.0
	Rel-6
	Addition of GCF WI-25 EDCH RRC test case 8.2.2.44a
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080100
	34.123-3
	2317
	-
	6.5.0
	Rel-6
	Summary of regression errors in the wk43 InterRAT ATSs.
	approved
	F
	6.6.0
	TEI6_Test
	R5

	RP-080092
	34.123-3
	2318
	-
	6.5.0
	Rel-6
	TTCN Correction in testcase  8.4.1.42
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-080092
	34.123-3
	2319
	-
	6.5.0
	Rel-6
	Correction to the TTCN to update ASP G_CL1_ComingFN_REQ
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-080092
	34.123-3
	2320
	-
	6.5.0
	Rel-6
	Summary of regression errors in wk43 ATS
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-080100
	34.123-3
	2321
	-
	6.5.0
	Rel-6
	Corrections to GCF WI-24 Network Sharing test case 6.2.2.4
	approved
	F
	6.6.0
	TEI6_Test
	R5

	RP-080092
	34.123-3
	2322
	-
	6.5.0
	Rel-6
	Summary of regression errors in wk43 ATS
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-080092
	34.123-3
	2323
	-
	6.5.0
	Rel-6
	Correction to testcase 8.2.6.37, 8.2.6.37b & 8.3.4.3
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-080100
	34.123-3
	2324
	-
	6.5.0
	Rel-6
	Addition of MBMS RAB test case 14.4.7
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080101
	34.123-3
	2325
	-
	6.5.0
	Rel-6
	Addition of MBMS RAB test case 14.4.6
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080101
	34.123-3
	2326
	-
	6.5.0
	Rel-6
	Addition of MBMS RRC test case 8.5.1.5
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080101
	34.123-3
	2327
	-
	6.5.0
	Rel-6
	Addition of MBMS RRC test case 8.5.1.4
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080101
	34.123-3
	2328
	-
	6.5.0
	Rel-6
	Addition of MBMS RRC test case 8_5_4_3
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080101
	34.123-3
	2329
	-
	6.5.0
	Rel-6
	Addition of GCF WI 49 RRC MBMS test case 8.5.2.2
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080092
	34.123-3
	2330
	-
	6.5.0
	Rel-6
	Summary of regression errors in wk03 ATS
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-080092
	34.123-3
	2331
	-
	6.5.0
	Rel-6
	Correction to GCF WI-10 RRC Testcase 8.4.1.42
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-080101
	34.123-3
	2332
	-
	6.5.0
	Rel-6
	Addition of GCF WI 25 HSUPA RAB test case 14.7.7
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080101
	34.123-3
	2333
	-
	6.5.0
	Rel-6
	Addition of GCF WI 25 HSUPA RAB test case 14.7.6
	approved
	B
	6.6.0
	TEI6_Test
	R5

	RP-080092
	34.123-3
	2334
	-
	6.5.0
	Rel-6
	TTCN Correction in testcase 8.1.1.9
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-080094
	34.123-3
	2335
	-
	6.5.0
	Rel-6
	TTCN Correction in testcase 8.1.6.5
	approved
	F
	6.6.0
	TEI5_Test
	R5

	RP-080092
	34.123-3
	2336
	-
	6.5.0
	Rel-6
	Correction to testcase 8.4.1.42
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-080092
	34.123-3
	2337
	-
	6.5.0
	Rel-6
	Correction to testcase 8.3.4.1 & 8.3.4.2
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-080092
	34.123-3
	2338
	-
	6.5.0
	Rel-6
	Correction to Interband Testcase 8.3.1.1a
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-080092
	34.123-3
	2339
	-
	6.5.0
	Rel-6
	Correction to testcase 12.4.1.4c2
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-080124
	34.124
	0030
	1
	8.0.0
	Rel-8
	Introduction of UMTS700 EMC requirements
	approved
	B
	8.1.0
	RInImp8-UMTS700
	R4

	RP-080098
	34.171
	0014
	-
	7.0.1
	Rel-7
	Addition of test case applicability and ICS proforma to TS 34.171
	approved
	F
	7.1.0
	TEI6_Test
	R5

	RP-080113
	34.229-1
	0088
	-
	7.0.0
	Rel-7
	Centralizing rules for dialog identifiers to common messages
	approved
	F
	7.1.0
	MTSI-UEConfTest
	R5

	RP-080113
	34.229-1
	0089
	-
	7.0.0
	Rel-7
	Updating conformance requirements of registration test cases for Rel-7
	approved
	F
	7.1.0
	MTSI-UEConfTest
	R5

	RP-080113
	34.229-1
	0090
	-
	7.0.0
	Rel-7
	Updating references of 34.229-1 to IETF RFCs related to MTSI
	approved
	F
	7.1.0
	MTSI-UEConfTest
	R5

	RP-080113
	34.229-1
	0091
	-
	7.0.0
	Rel-7
	New Annex F for generic requirements of MTSI supplementary services
	approved
	F
	7.1.0
	MTSI-UEConfTest
	R5

	RP-080113
	34.229-1
	0092
	-
	7.0.0
	Rel-7
	Update of common messages for MTSI communication service identifier
	approved
	F
	7.1.0
	MTSI-UEConfTest
	R5

	RP-080113
	34.229-1
	0093
	-
	7.0.0
	Rel-7
	New MTSI test case 15.12 MT call hold
	approved
	F
	7.1.0
	MTSI-UEConfTest
	R5

	RP-080113
	34.229-1
	0094
	-
	7.0.0
	Rel-7
	New MTSI test case 15.13 Incoming Communication Barring
	approved
	F
	7.1.0
	MTSI-UEConfTest
	R5

	RP-080113
	34.229-1
	0095
	-
	7.0.0
	Rel-7
	New MTSI test case 15.23 MO Explicit Communication Transfer
	approved
	F
	7.1.0
	MTSI-UEConfTest
	R5

	RP-080113
	34.229-1
	0096
	-
	7.0.0
	Rel-7
	IMS test case 8.3 / Supported Header and expire rule during de-registration
	approved
	F
	7.1.0
	MTSI-UEConfTest
	R5

	RP-080113
	34.229-1
	0097
	-
	7.0.0
	Rel-7
	Align via header for early IMS
	approved
	F
	7.1.0
	MTSI-UEConfTest
	R5

	RP-080113
	34.229-1
	0098
	-
	7.0.0
	Rel-7
	New MTSI test case MO MTSI Text call
	approved
	F
	7.1.0
	MTSI-UEConfTest
	R5

	RP-080113
	34.229-1
	0099
	-
	7.0.0
	Rel-7
	New MTSI test case Speech AMR, indicate all codec modes
	approved
	F
	7.1.0
	MTSI-UEConfTest
	R5

	RP-080113
	34.229-1
	0100
	-
	7.0.0
	Rel-7
	New MTSI test case Speech AMR-WB, indicate all codec modes
	approved
	F
	7.1.0
	MTSI-UEConfTest
	R5

	RP-080113
	34.229-1
	0101
	-
	7.0.0
	Rel-7
	New MTSI test case MT Video, add speech remove speech
	approved
	F
	7.1.0
	MTSI-UEConfTest
	R5

	RP-080113
	34.229-1
	0102
	-
	7.0.0
	Rel-7
	New MTSI test case MT Video, add speech remove video
	approved
	F
	7.1.0
	MTSI-UEConfTest
	R5

	RP-080113
	34.229-1
	0103
	-
	7.0.0
	Rel-7
	Add generic secondary PDP context procedure
	approved
	F
	7.1.0
	MTSI-UEConfTest
	R5

	RP-080113
	34.229-1
	0104
	-
	7.0.0
	Rel-7
	New MTSI test case for MO Consultative Explicit Communication Transfer
	approved
	F
	7.1.0
	MTSI-UEConfTest
	R5

	RP-080113
	34.229-1
	0105
	-
	7.0.0
	Rel-7
	New MTSI test case for MT Consultative Explicit Communication Transfer
	approved
	F
	7.1.0
	MTSI-UEConfTest
	R5

	RP-080113
	34.229-2
	0018
	-
	7.0.0
	Rel-7
	Applicability for new MTSI test cases 15.12, 15.13 and 15.23
	approved
	F
	7.1.0
	MTSI-UEConfTest
	R5

	RP-080113
	34.229-2
	0019
	-
	7.0.0
	Rel-7
	Applicability for MTSI test case MO MTSI Text call
	approved
	F
	7.1.0
	MTSI-UEConfTest
	R5

	RP-080114
	34.229-2
	0020
	-
	7.0.0
	Rel-7
	Applicability for MTSI test case Speech AMR, indicate all codec modes
	approved
	F
	7.1.0
	MTSI-UEConfTest
	R5

	RP-080114
	34.229-2
	0021
	-
	7.0.0
	Rel-7
	Applicability for MTSI test case Speech AMR-WB, indicate all codec modes
	approved
	F
	7.1.0
	MTSI-UEConfTest
	R5

	RP-080114
	34.229-2
	0022
	-
	7.0.0
	Rel-7
	Applicability for MTSI test case MT Video, add speech remove speech
	approved
	F
	7.1.0
	MTSI-UEConfTest
	R5

	RP-080114
	34.229-2
	0023
	-
	7.0.0
	Rel-7
	Update SDP applicability tables
	approved
	F
	7.1.0
	MTSI-UEConfTest
	R5

	RP-080114
	34.229-2
	0024
	-
	7.0.0
	Rel-7
	Update references in TS 34.229-2
	approved
	F
	7.1.0
	MTSI-UEConfTest
	R5

	RP-080114
	34.229-2
	0025
	-
	7.0.0
	Rel-7
	Update key to status codes
	approved
	F
	7.1.0
	MTSI-UEConfTest
	R5

	RP-080114
	34.229-2
	0026
	-
	7.0.0
	Rel-7
	Addition of Applicability Statement for new MTSI test cases
	approved
	F
	7.1.0
	MTSI-UEConfTest
	R5

	RP-080098
	34.229-3
	0011
	-
	6.0.0
	Rel-6
	Update of MMI command strings
	approved
	F
	6.1.0
	TEI6_Test
	R5

	RP-080089
	34.229-3
	0012
	-
	6.0.0
	Rel-6
	CR to 34.229-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 34.229-3 (prose), Annex A
	approved
	F
	6.1.0
	TEI6_Test
	R5

	RP-080094
	34.229-3
	0013
	-
	6.0.0
	Rel-6
	Addition of IMS-CC test case 7.2 to IMS_CC ATS V5.3.0
	approved
	B
	6.1.0
	TEI5_Test
	R5

	RP-080094
	34.229-3
	0014
	-
	6.0.0
	Rel-6
	Addition of IMS-CC test case 10.1 to IMS_CC ATS V5.1.0
	approved
	B
	6.1.0
	TEI5_Test
	R5

	RP-080094
	34.229-3
	0015
	-
	6.0.0
	Rel-6
	Addition of IMS-CC test case 8.3 to IMS_CC ATS V5.1.0
	approved
	B
	6.1.0
	TEI5_Test
	R5

	RP-080094
	34.229-3
	0016
	-
	6.0.0
	Rel-6
	Addition of IMS-CC test case 8.2 to IMS_CC ATS V5.1.0
	approved
	B
	6.1.0
	TEI5_Test
	R5

	RP-080094
	34.229-3
	0017
	-
	6.0.0
	Rel-6
	Addition of IMS-CC test case 7.6 to IMS_CC ATS V5.1.0
	approved
	B
	6.1.0
	TEI5_Test
	R5

	RP-080094
	34.229-3
	0018
	-
	6.0.0
	Rel-6
	Addition of IMS-CC test case 7.4 to IMS_CC ATS V5.1.0
	approved
	B
	6.1.0
	TEI5_Test
	R5

	RP-080094
	34.229-3
	0019
	-
	6.0.0
	Rel-6
	Addition of IMS-CC test case 11.1 to IMS_CC ATS V5.1.0
	approved
	B
	6.1.0
	TEI5_Test
	R5

	RP-080094
	34.229-3
	0020
	-
	6.0.0
	Rel-6
	Addition of IMS-CC test case 14.1 to IMS_CC ATS V5.1.0
	approved
	B
	6.1.0
	TEI5_Test
	R5

	RP-080094
	34.229-3
	0021
	-
	6.0.0
	Rel-6
	Addition of IMS-CC test case 13.1 to IMS_CC ATS V5.1.0
	approved
	B
	6.1.0
	TEI5_Test
	R5

	RP-080094
	34.229-3
	0022
	-
	6.0.0
	Rel-6
	Addition of IMS-CC test case 8.4 to IMS_CC ATS V5.1.0
	approved
	B
	6.1.0
	TEI5_Test
	R5

	RP-080094
	34.229-3
	0023
	-
	6.0.0
	Rel-6
	Addition of IMS-CC test case 8.1 to IMS_CC ATS V5.1.0
	approved
	B
	6.1.0
	TEI5_Test
	R5

	RP-080094
	34.229-3
	0024
	-
	6.0.0
	Rel-6
	Addition of IMS-CC test case 7.1 to IMS_CC ATS V5.1.0
	approved
	B
	6.1.0
	TEI5_Test
	R5

	RP-080094
	34.229-3
	0025
	-
	6.0.0
	Rel-6
	Common corrections to IMS-CC test cases
	approved
	F
	6.1.0
	TEI5_Test
	R5

	RP-080094
	34.229-3
	0026
	-
	6.0.0
	Rel-6
	IMS regression errors in wk47 ATS
	approved
	F
	6.1.0
	TEI5_Test
	R5

	RP-080123
	36.101
	0003
	-
	8.0.0
	Rel-8
	TS:36.101: Combined updates of E-UTRA UE Requirement
	approved
	B
	8.1.0
	LTE-RF
	R4

	RP-080123
	36.104
	0003
	2
	8.0.0
	Rel-8
	Combined updates of E-UTRA BS RF requirements
	approved
	B
	8.1.0
	LTE-RF
	R4

	RP-080123
	36.133
	0002
	-
	8.0.0
	Rel-8
	CR updates of TS 36.133
	approved
	B
	8.1.0
	LTE-RF
	R4

	RP-080145
	36.211
	0003
	-
	8.1.0
	Rel-8
	Update of uplink reference-signal hopping, downlink reference signals, scrambling sequences, DwPTS/UpPTS lengths for TDD and control channel processing
	revised
	F
	
	LTE-Phys
	R1

	RP-080219
	36.211
	0003
	1
	8.1.0
	Rel-8
	Update of uplink reference-signal hopping, downlink reference signals, scrambling sequences, DwPTS/UpPTS lengths for TDD and control channel processing
	approved
	F
	8.2.0
	LTE-Phys
	R1

	RP-080145
	36.212
	0002
	-
	8.1.0
	Rel-8
	Update to 36.212 incorporating decisions from RAN1#51bis and RAN1#52
	approved
	F
	8.2.0
	LTE-Phys
	R1

	RP-080145
	36.213
	0002
	-
	8.1.0
	Rel-8
	Update of TS36.213 according to changes listed in cover sheet
	approved
	F
	8.2.0
	LTE-Phys
	R1

	RP-080145
	36.214
	0003
	1
	8.1.0
	Rel-8
	Inclusion of agreements from RAN1#51bis and RAN1#52 
	approved
	F
	8.2.0
	LTE-Phys
	R1

	RP-080192
	36.300
	0010
	-
	8.3.0
	Rel-8
	CR to 36.300 on NAS States, Persistent Scheduling, C-RNTI Allocation at Handover…
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-080192
	36.300
	0011
	-
	8.3.0
	Rel-8
	RAN3 corrections to 36.300 (CR0011)
	approved
	F
	8.4.0
	LTE-interfaces
	R2

	RP-080193
	36.304
	0001
	1
	8.0.0
	Rel-8
	CR to 36.304 on Miscellaneous corrections
	approved
	F
	8.1.0
	LTE-L23
	R2

	RP-080194
	36.306
	0001
	1
	8.0.0
	Rel-8
	CR to 36.306 with Update to E-UTRA UE capabilities
	approved
	F
	8.1.0
	LTE-L23
	R2

	RP-080195
	36.321
	0001
	-
	8.0.0
	Rel-8
	CR to 36.321 with E-UTRA MAC protocol specification update
	revised
	F
	
	LTE-L23
	R2

	RP-080130
	36.321
	0001
	1
	8.0.0
	Rel-8
	CR to 36.321 with E-UTRA MAC protocol specification update
	revised
	F
	
	LTE-L23
	R2

	RP-080162
	36.321
	0001
	2
	8.0.0
	Rel-8
	CR to 36.321 with E-UTRA MAC protocol specification update
	approved
	F
	8.1.0
	LTE-L23
	R2

	RP-080196
	36.322
	0001
	-
	8.0.0
	Rel-8
	CR0001 for TS 36.322 E-UTRA RLC
	approved
	F
	8.1.0
	LTE-L23
	R2

	RP-080197
	36.323
	0001
	-
	8.0.0
	Rel-8
	CR to 36.323 with Update of E-UTRAN PDCP specification
	approved
	F
	8.1.0
	LTE-L23
	R2

	RP-080198
	36.331
	0001
	2
	8.0.0
	Rel-8
	CR to 36.331 with Miscellaneous corrections
	revised
	F
	
	LTE-L23
	R2

	RP-080131
	36.331
	0001
	3
	8.0.0
	Rel-8
	CR to 36.331 with Miscellaneous corrections
	revised
	F
	
	LTE-L23
	R2

	RP-080163
	36.331
	0001
	4
	8.0.0
	Rel-8
	CR to 36.331 with Miscellaneous corrections
	approved
	F
	8.1.0
	LTE-L23
	R2

	RP-080199
	36.331
	0002
	-
	8.0.0
	Rel-8
	CR to 36.331 to Convert RRC to agreed ASN.1 format
	revised
	B
	
	LTE-L23
	R2

	RP-080132
	36.331
	0002
	1
	8.0.0
	Rel-8
	CR to 36.331 to convert RRC to agreed ASN.1 format
	revised
	B
	
	LTE-L23
	R2

	RP-080164
	36.331
	0002
	2
	8.0.0
	Rel-8
	CR to 36.331 to convert RRC to agreed ASN.1 format
	approved
	B
	8.1.0
	LTE-L23
	R2

	RP-080079
	36.401
	0009
	-
	8.0.0
	Rel-8
	RAN3 agreed changes for TS 36.401
	approved
	F
	8.1.0
	LTE-interfaces
	R3

	RP-080077
	36.412
	0001
	-
	8.0.0
	Rel-8
	Dedication of common streams over S1-MME
	approved
	F
	8.1.0
	LTE-interfaces
	R3

	RP-080080
	36.413
	0058
	-
	8.0.0
	Rel-8
	RAN3 agreed changes for TS 36.413
	approved
	F
	8.1.0
	LTE-interfaces
	R3

	RP-080078
	36.414
	0001
	1
	8.0.0
	Rel-8
	Data link layer proposal
	approved
	F
	8.1.0
	LTE-interfaces
	R3

	RP-080078
	36.414
	0002
	-
	8.0.0
	Rel-8
	Editorial correction on 36.414
	approved
	F
	8.1.0
	LTE-interfaces
	R3

	RP-080077
	36.422
	0001
	-
	8.0.0
	Rel-8
	Dedication of common streams over X2
	approved
	F
	8.1.0
	LTE-interfaces
	R3

	RP-080081
	36.423
	0041
	-
	8.0.0
	Rel-8
	RAN3 agreed changes for TS 36.423
	approved
	F
	8.1.0
	LTE-interfaces
	R3

	RP-080078
	36.424
	0001
	-
	8.0.0
	Rel-8
	Editorial correction on 36.424
	approved
	F
	8.1.0
	LTE-interfaces
	R3

	RP-080078
	36.424
	0002
	-
	8.0.0
	Rel-8
	Data link layer proposal
	approved
	F
	8.1.0
	LTE-interfaces
	R3

	SP-080028
	42.068
	0040
	2
	7.8.0
	Rel-7
	TCRT: Removal of requirement on sending SMS to non established group calls
	approved
	C
	7.9.0
	EVA
	S1

	SP-080033
	42.068
	0041
	2
	8.6.0
	Rel-8
	TCRT: Tidy up text related to sending SMS to non established group calls
	approved
	F
	8.7.0
	EVA
	S1

	SP-080011
	43.050
	0001
	1
	7.0.0
	Rel-7
	Correction of wrong references
	approved
	F
	7.1.0
	TEI7
	S4

	CP-080123
	43.068
	0145
	1
	7.8.0
	Rel-7
	TCRT: Clean up of the requirement of sending SMS to non established group calls
	approved
	F
	7.9.0
	EVGCS
	C1

	CP-080123
	43.068
	0146
	1
	8.3.0
	Rel-8
	TCRT: Clean up of the requirement of sending SMS to non established group calls
	approved
	A
	8.4.0
	EVGCS
	C1

	CP-080129
	43.068
	0147
	1
	8.3.0
	Rel-8
	TCRT: Clarification of the channel to be used for uplink access
	approved
	F
	8.4.0
	EVA
	C1

	CP-080136
	43.068
	0148
	1
	8.3.0
	Rel-8
	TCRT: Warning tone for call termination due to time out of voice inactivity time
	approved
	C
	8.4.0
	TEI8
	C1

	CP-080136
	43.069
	0107
	-
	8.0.0
	Rel-8
	TCRT: Paging for incoming p-t-p transaction to service subscriber in an ongoing broadcast call
	approved
	F
	8.1.0
	TEI8
	C1

	CP-080128
	44.064
	0021
	-
	7.2.0
	Rel-7
	Correction to the Table 4
	approved
	F
	7.3.0
	TEI7
	C1

	CP-080170
	51.010-4
	0048
	1
	4.7.0
	Rel-4
	Essential correction to network dependency of several tests
	approved
	F
	4.8.0
	TEI4
	C6
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