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* * * 1st Change * * * *

6.2.1.3
Session origination using PS media only

Existing Mobile Origination procedures described in TS 23.228 [4] are used to establish a session.
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Figure 6.2.1.3-1: Session origination using PS media only

1.
UE-1 initiates a multimedia session to UE-2 from IMS domain and uses only PS media. The request is forwarded to S-CSCF following normal IMS session set up procedures.

2~3.
The service logic with iFC causes the request to be forwarded to the SCC AS for anchoring the sessions to enable Session Transfer.

4.
The SCC AS anchors the session. An STIis assigned for the anchored session.

5.
The SCC AS completes the session setup to UE-2 and sends response to UE-1.

* * * 2nd Change * * * *

6.2.2.3
Session termination using PS media only

Existing Mobile Termination procedures described in TS 23.228 [4] are used to establish a session towards a SC subscriber.
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Figure 6.2.2.3-1: Session termination using PS media only

1.
The request is received at S‑CSCF following normal IMS session set up procedures.

2 ~ 3.
The service logic with iFC causes the request to be forwarded to the SCC AS so that the session can be anchored for potential session transfer.

4.
The SCC AS anchors the session.  An STI is assigned for the anchored session.

5.
The SCC AS determines that the session is terminated to UE‑1 with PS media only and routes the request to UE‑1.
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5. The SCC AS routes the request to UE-1  based on procedures in 23.228 and completes session setup 
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5. Response is sent to UE-1 based on procedures in 23.228, including STI 
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