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*** 1st  Change ***
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 23.401: "GPRS enhancements for E-UTRAN access".

[3]
3GPP TS 23.402 "Architecture enhancements for non-3GPP accesses".

[4]
3GPP2 X.S0042-0: "Voice Call Continuity between IMS and Circuit Switched System".

[5]
ITU‑T Recommendation I.130: "Method for the characterization of telecommunication services supported by an ISDN and network capabilities of an ISDN".

[6]
ITU‑T Recommendation Q.65: "Methodology - Stage 2 of the method for the characterisation of services supported by an ISDN".

[7]
3GPP TS 36.938: "Improved Network Controlled Mobility between E-UTRAN and 3GPP2/Mobile WiMAX Radio Technologies".

[8]
3GPP2 A.S0008-C: "Interoperability Specification (IOS) for High Rate Packet Data (HRPD) Radio Access Network Interfaces with Session Control in the Access Network".

[9]
3GPP TS 22.278: "Service requirements for the Evolved Packet System (EPS)".

[10]
3GPP TS 23.060: "General Packet Radio Service (GPRS); Service description; Stage 2".

[11]
3GPP TS 25.413: "UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling".

[12]
3GPP TS 43.129: "Packet-switched handover for GERAN A/Gb mode; Stage 2".

[13]
3GPP TS 23.292: “IP Multimedia Subsystem (IMS) Centralized Services: Stage 2”.

[14]
3GPP TS 23.237: “IP Multimedia Subsystem (IMS) Service Continuity: Stage 2”.

[15]
3GPP TS 23.002: “Network Architecture”.

[16]
3GPP TS 36.300: “Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Overall description; Stage 2”.

[17]
3GPP TS 23.272: “Circuit Switched Fallback in Evolved Packet System; Stage 2”.
[18]
3GPP TS 23.009: “Handover procedures”.
[xx]
3GPP2 A.S0014: "Interoperability Specification (IOS) for cdma2000 Access Network Interfaces".
*** 2nd  Change ***
5.3.1
3GPP2 1x CS SRVCC interworking solution function (1xCS IWS)

3GPP2 1xCS IWS uses the S102 reference point to communicate with the MME and to transport 3GPP2 1xCS signalling messages to the SRVCC UE. The role of the 3GPP2 1xCS IWS is:

-
To be a signalling tunnelling end point towards the MME for receiving/sending encapsulated 3GPP2 1xCS signalling messages to/from the UE; and

-
To emulate a 1xRTT BSS towards the 1xRTT MSC (reference point A1 as defined in 3GPP2 A.S0014 [xx] between 1xBS and MSC).
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