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* * * First Change * * * *

4.3.1
General Location Information Principles

The following general principles shall apply regarding the handling of location information:

-
If the UE has location information available, the UE shall include the location information in the request to establish an emergency session. The location information may consist of network location information, that is the Location Identifier, and/or the Geographical location information.

-
The P‑CSCF may query the IP‑CAN to obtain location identifier. The E‑CSCF, if required, may query the LRF for additional location information. If the E‑CSCF does not receive location information in the emergency service request, it may query the LRF for location information.

-
The E‑CSCF shall be able to query the LRF to validate the location information if provided initially by the UE.

-
The E‑CSCF routes the emergency request to the PSAP/Emergency Centre that corresponds to the current location of the UE or to a default PSAP/Emergency Centre. The access dependent variations of this approach are described below, for the cases where the UE is using I‑WLAN or fixed broadband access for the emergency service.

-
The E‑CSCF routes the emergency request to the PSAP/Emergency Centre that corresponds to the type of emergency service requested and to the current location of the UE or to a default PSAP/Emergency Centre. The access dependent variations of this approach are described below, for the cases where the UE is using I‑WLAN or fixed broadband access for the emergency service.

-
The E‑CSCF forwards the SIP request containing the UE's location information to the PSAP/Emergency Centre or BGCF/MGCF. The location information can contain explicit location information and/or a reference key to allow the PSAP to retrieve location at a later stage.

* * * Next Change * * * *

6.1
UE

-
Should be able to detect an emergency session establishment request.

-
Initiate an IMS emergency registration request.

-
The UE may perform an IMS emergency session establishment without prior emergency registration when already IMS registered and it is in home network (e.g. including IP-CANs where roaming outside the home network is not supported).

-
Otherwise, the UE shall perform an IMS emergency registration.

-
Include an emergency service indication in the emergency session request.

-
Include an equipment identifier in the request to establish an emergency session for "anonymous user".

NOTE 1:
"Anonymous user" in this context is the person who does not have sufficient credential for IMS registration. No Stage 3 work is expected as the anonymous user detection already existed today.

-
Include identity information for the IP-CAN if available (e.g. MCC-MNC or an equivalent)

NOTE 2:
UE provided IP-CAN identity information will not be completely reliable and hence a mechanism based on network provision (e.g. using PCC) may be needed in a later version of this specification.

-
Attempt the emergency call in CS domain, if capable.

-
Handle a 380 (Alternative Service) response with the type set to "emergency" as a result of non UE detectable emergency attempt.

-
Handle a response with an indication, IMS emergency registration required as a result of emergency session establishment attempt.

-
Other general requirements of UE shall be referred to the general requirements of emergency calls in TS 22.101 [8].

The UE initiates the emergency session establishment request, and for the purpose of processing the request properly in the network the following specific information is supplied in the request message.

-
Emergency session indication.

-
A registered Public User Identifier. If the UE performed an emergency registration using a temporary Public User Identifier then the UE should not use the temporary Public User Identifier to initiate the emergency session. The selected Public User Identifier shall be part of an implicit registration set that includes a Tel URI.

NOTE 3:
The UE can be preconfigured with information to select the appropriate Public User Identifier if more than one Public User Identifier is provisioned in the UE.

-
Optionally, type of emergency service. It could be implied in the above emergency session indication.

-
UE's location information, if available.

-
The Tel URI associated to the Public User Identifier, if available.

-
GRUU, if available. 
In the case of a non UE detectable emergency call, upon reception of indication from the P‑CSCF, the UE shall handle the call as an emergency session.

NOTE 4:
If the indication was received in a rejection message the UE performs appropriate emergency error handling procedures.
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