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	Without ICS UE capabilites only one active speech session can be transferred between CS and PS access. Current requirements imply that non voice media cannot be involved. This is incorrect; there are signalling flows in section 6.3.2.3 (PS-PS in conjuction with PS-CS Access Transfer) where ICS UE capabilites are not used and other media is carried over PS access. 

	
	

	Summary of change:
(

	Clarify that usage of ICS UE capabilites is conditional to support of these capabilities by the network and the UE. Remove restiriction related to non voice media. 

	
	

	Consequences if 
(

not approved:
	Inconsistent specification.

	
	

	Clauses affected:
(

	4.1.1, 4.3.1.2.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


******************** BEGIN 1st CHANGE *************************

4.1.1
PS-CS Service Continuity

The following assumptions apply for PS-CS service continuity:
-
Functions of IMS Centralized Services and IMS Service Continuity are collocated in a single application server in this release. Not all functions are always required.
-
IMS Centralized Services specifies functions and procedures for use of CS bearer for the media of the IMS sessions.
-
If both UE and network supports the ICS UE capabilities described in TS 23.292 [5], these capabilites are used for communication of required information if needed for enablement of PS-CS service continuity of IMS multimedia sessions.
-
If the UE or the network do not support the ICS UE capabilities described in TS 23.292 [5], PS-CS service continuity is only possible for a single active speech session.
-
When using the CS bearer for the media of the IMS session(s), multiple sessions can exist, but only one active session can be transferred over the CS bearer; one or more inactive sessions can be transferred.
-
PS-CS service continuity with UE-based conferencing is not specified in this release.
********************* END 1st CHANGE **************************

******************** BEGIN 2nd CHANGE *************************
4.3.1.2.2
Access Transfer (PS – CS) concepts
IMS sessions established in CS or PS Access Networks are anchored at the SCC AS. IMS sessions using CS bearer are established at session setup or upon Access Transfer using procedures specified in TS 23.292 [5].

PS-CS Access Transfer shall be provided according to the requirements specified in clause 22.3, Service Continuity, of TS 22.101 [9].

When using a UE that does not have, or that is unable to use, ICS UE capabilities as specified in TS 23.292 [5], Access Transfer of an active speech session shall be provided when transferring voice media bearer between CS and PS access.

When using a UE that is able to use ICS capabilities as specified in TS 23.292 [5], Access Transfer of one active session and zero or more inactive sessions shall be provided using the Gm or the I1 reference point of ICS to transport required information, as specified in TS 23.292 [5], when transferring speech media bearer between CS and PS access.
********************* END 2nd CHANGE **************************
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