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The following CRs were agreed by SA WG2 and are presented to TSG SA#42 for approval:

	SA TD#
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Current Version
	SA2 TD#
	Work item
	Source to SA WG2
	Affected clauses

	SP-080823
	23.401
	0683
	1
	Rel-8
	Removing network management function
	F
	8.3.0
	S2-088190
	SAES
	Vodafone
	4.3.7

	SP-080823
	23.401
	0685
	1
	Rel-8
	Handling of NAS requests during an ongoing X2 HO
	F
	8.3.0
	S2-088039
	SAES
	Vodafone
	5.5.1.1.1

	SP-080823
	23.401
	0686
	1
	Rel-8
	Correction to QoS mapping between EPS and pre-Rel-8
	F
	8.3.0
	S2-088083
	SAES
	Vodafone
	Annex E

	SP-080823
	23.401
	0688
	1
	Rel-8
	QoS handling at HO from UTRAN/GERAN
	F
	8.3.0
	S2-088065
	SAES
	Ericsson, Nokia, Nokia Siemens Networks
	5.4.3, 5.7.5

	SP-080823
	23.401
	0697
	1
	Rel-8
	Corrections to SGW and PGW Information Storage
	F
	8.3.0
	S2-088066
	SAES
	Motorola
	 5.7.3 and 5.7.4

	SP-080823
	23.401
	0699
	3
	Rel-8
	Packet Reordering for S1-HO and UTRAN Iu mode to E-UTRAN Inter-RAT handover without SGW change
	F
	8.3.0
	S2-088282
	SAES
	NTT DOCOMO
	4.4.3.2, 5.5.1.2, 5.5.2.1.3, 5.5.2.2.3, 5.5.2.3.3, 5.5.2.4.3

	SP-080823
	23.401
	0706
	1
	Rel-8
	Corrections on APN-AMBR usage and storage
	F
	8.3.0
	S2-088093
	SAES
	Research In Motion
	5.7.5

	SP-080823
	23.401
	0707
	2
	Rel-8
	Sorting of PDP Contexts during inter-RAT handover
	F
	8.3.0
	S2-088199
	SAES
	Motorola
	5.5.2.1.2, 5.5.2.2.2, 5.5.2.3.2, 5.5.2.4.2

	SP-080823
	23.401
	0710
	2
	Rel-8
	Combination of ME Identity Retrieval and NAS SMC procedure
	F
	8.3.0
	S2-088233
	SAES
	Qualcomm Europe
	5.3.2.1, 5.3.10.4, 5.3.10.5

	SP-080823
	23.401
	0711
	1
	Rel-8
	Clarification to EPS Bearer Deactivation
	F
	8.3.0
	S2-088047
	SAES
	Qualcomm Europe
	5.4.4.1

	SP-080823
	23.401
	0714
	3
	Rel-8
	UE location Info at PGW for LTE access
	F
	8.3.0
	S2-088234
	SAES
	Starent Networks
	5.3.2, 5.3.3, 5.3.4, 5.3.5, 5.3.8, 5.5, 5.7, 5.10, D.3.4, D.3.6.

	SP-080823
	23.401
	0715
	1
	Rel-8
	Handling GBR PDP Context with MBR set to 0 from Gn/Gp SGSN to MME
	F
	8.3.0
	S2-088074
	SAES
	Huawei
	D.3.4, D.3.6

	SP-080823
	23.401
	0716
	2
	Rel-8
	Update Type on S6a in Attach procedure
	F
	8.3.0
	S2-088235
	SAES
	ZTE
	5.3.2.1

	SP-080823
	23.401
	0717
	-
	Rel-8
	UE Reachability Request Parameter storage
	F
	8.3.0
	S2-087783
	SAES
	ZTE
	5.7.1, 5.7.2

	SP-080823
	23.401
	0718
	1
	Rel-8
	S1 connection release in the MME-initiated Detach procedure
	F
	8.3.0
	S2-088048
	SAES
	ZTE
	5.3.8.3


