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********************** start first change **********************************

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1], in TS 33.102 [4] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1]. 

Access Security Management Entity: entity which receives the top-level keys in an access network from the HSS. For E-UTRAN access networks, the role of the ASME is assumed by the MME

Activation of security context: the process of taking into use a security context. 

Authentication data: Data that is part of a security context or of authentication vectors. 

Cached security context: A security context that was created for a given system during prior access.

Chaining of KeNB: derivation of a new KeNB from another KeNB (i.e., at cell handover)

Current security context: The security context which has been taken into use by the network most recently.

EPS-Authentication Vector: KASME, RAND, AUTN, XRES
EPS security context: A state that is established between a user and a serving network domain. At both ends "EPS security context data" is stored, that consists of the EPS NAS security context and the EPS AS security context.

EPS AS security context:  the cryptographic keys at AS level with their identifiers, the identifiers of the selected AS level cryptographic algorithms and counters used for replay protection. Note that the EPS AS security context only exists when the UE is in ECM-CONNECTED state and is otherwise void.

EPS NAS security context: This context consists of KASME with the associated key set identifier, the keys KNASint and KNASenc, the UE security capabilities, the identifiers of the selected NAS integrity and encryption algorithms, and the uplink and downlink NAS COUNT values. The distinction between cached and mapped EPS security contexts also applies to EPS NAS security contexts. For EMM-ACTIVE mode UEs, the EPS NAS security context shall also include the Next Hop parameter NH, and the Next Hop Chaining Counter parameter NCC.

Legacy security context: A security context which has been established according to TS 33.102 [4].

Mapped security context: Security context created by converting the current security context for the target system in inter-system mobility, e.g., UMTS keys created from EPS keys.

Re-derivation of NAS keys: derivation of new NAS keys from the same KASME but including different algorithms (and no freshness parameter)

Refresh of KeNB: derivation of a new KeNB from the same KASME and including a freshness parameter

Re-keying of KeNB: derivation of a new KeNB from a new KASME (i.e., after an AKA has taken place)

Re-keying of NAS keys: derivation of new NAS keys from a new KASME
UE security capabilities: The set of identifiers corresponding to the ciphering and integrity algorithms implemented in the UE. This includes capabilities for EPS AS and NAS , and includes capabilities for UTRAN and GERAN if these access types are supported by the UE.
UE EPS security capabilities: The UE security capabilities for EPS AS and NAS. 
********************** end first change **********************************

********************** start second change *********************

6.2
EPS key hierarchy

Requirements on EPC and E-UTRAN related to keys:

a)
The EPC and E-UTRAN shall allow for use of encryption and integrity protection algorithms for AS and NAS protection having keys of length 128 and for future use the network interfaces shall be prepared to support 256 bit keys.

b)
The keys used for UP, NAS and AS protection shall be dependent on the algorithm with which they are used.

c)
As part of the initial attach request from the UE, ME shall signal the UE security capabilities to the MME.
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Figure 6.2-1: Key hierarchy in E-UTRAN 

The key hierarchy (see Figure 6.2-1) includes following keys: KeNB, KNASint, KNASenc, KUPenc, KRRCint and KRRCenc
· KeNB is a key derived by UE and MME from KASME when the UE goes to ECM-CONNECTED state or by UE and target eNB during eNB handover. 
Keys for NAS traffic: 

· KNASint is a key, which shall only be used for the protection of NAS traffic with a particular integrity algorithm This key is derived by UE and MME from KASME , as well as an identifier for the integrity algorithm using the KDF as specified in Annex A.

· KNASenc is a key, which shall only be used for the protection of NAS traffic with a particular encryption algorithm. This key is derived by UE and MME from KASME,,as well as an identifier for the encryption algorithm using the KDF as specified in Annex A. 

Keys for UP traffic: 

· KUPenc is a key, which shall only be used for the protection of UP traffic with a particular encryption algorithm. This key is derived by UE and eNB from KeNB, as well as an identifier for the encryption algorithm using the KDF as specified in Annex A. 

Keys for RRC traffic: 

· KRRCint is a key, which shall only be used for the protection of RRC traffic with a particular integrity algorithm. KRRCint is derived by UE and eNB from KeNB, as well as an identifier for the integrity algorithm using the KDF as specified in Annex A.

· KRRCenc is a key, which shall only be used for the protection of RRC traffic with a particular encryption algorithm. KRRCenc is derived by UE and eNB from KeNB as well as an identifier for the encryption algorithm using the KDF as specified in Annex A.

Intermediate keys: 

· NH is a key derived by UE and MME to provide forward security as described in clause 7.2.8. The NH is sent by the MME to the eNB using S1signalling.  

· KeNB* is a key derived by UE and eNB when performing an horizontal or vertical key derivation as specified in clause 7.2.8 using a KDF as specified in Annex A. 

Figure 6.2-2 shows the dependencies between the different keys, and how they are derived from the network nodes point of view. Figure 6.2-3 shows the corresponding relations and derivations as performed in the ME. 


[image: image2]
Figure 6.2-2: Key distribution and key derivation scheme for EPS (in particular E-UTRAN) for network nodes. The basic derivations are covered in the figure, but derivations performed at,
e.g. inter-RAT mobility is not shown
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Figure 6.2-3: Key derivation scheme for EPS (in particular E-UTRAN) for the ME.
The basic derivations are covered in the figure, but derivations performed at,
e.g. inter-RAT mobility is not shown

As the figures 6.2-2 and 6.2-3 show, the length of KASME and KeNB is 256 bits, and 256-bit NAS, UP and RRC keys are always derived from KASME and KeNB respectively. In case the encryption or integrity algorithm used to protect NAS, UP or RRC requires a 128-bit key as input, the key is truncated and the 128 least significant bits are used.

NOTE: Figures 6.2-2 and 6.2-3 do not include the key handling branches for forward security. This is described in clause 7.2.8 and Figure 7.2.8.1-1.

The function Trunc takes as input a 256-bit string, and returns the 128 least significant bits of that string as output. The input Ks, in the derivation of the KASME , is for a Rel8 or earlier USIMs, the concatenation of CK and IK.

********************** end second change ************************

********************** start third change ************************

7.2.4.2.1
Initial AS security context establishment

Each eNB shall be configured via network management with lists of algorithms which are allowed for usage. There shall be one list for integrity algorithms, and one for ciphering algorithms. These lists shall be ordered according to a priority decided by the operator. When AS security context is established in the eNB, the MME shall send the UE EPS security capabilities to the eNB. The eNB shall choose the ciphering algorithm which has the highest priority from its configured list and is also present in the UE EPS security capabilities. The eNB shall choose the integrity algorithm wich has the highest priority from its configured list and is also present in the UE security capabilities. The chosen algorithms shall be indicated to the UE in the AS SMC. The ciphering algorithm is used for ciphering of the user plane and RRC traffic. The integrity algorihtm is used for integrity protection of the RRC traffic.

********************** end third change ************************

********************** start fourth change ************************

7.2.4.4
NAS security mode command procedure

The NAS SMC procedure consists of a roundtrip of messages between MME and UE. The MME sends the NAS security mode command to the UE and the UE replies with the NAS security mode complete message. 

The NAS security mode command message from MME to UE shall contain the replayed UE security capabilities, the selected NAS algorithms, the eKSI for identifying KASME, and both NONCEue and NONCEmme in case as in section 9.1.2 specified.This message shall be integrity protected with NAS integrity key based on KASME indicated by the eKSI in the message. See figure 7.2.4.4-1. 

UE shall verify the integrity of the NAS security mode command message. If successfully verified, UE shall start NAS integrity protection and ciphering/deciphering and shall send the NAS security mode complete message to MME ciphered and integrity protected with the selected NAS algorithms indicated in the NAS security mode command message and NAS keys based on KASME indicated by the eKSI in the NAS security mode command message. 

NAS uplink and downlink ciphering at the MME shall start after sending the NAS security mode command message. NAS uplink and downlink ciphering at the UE shall start after receiving the NAS security mode command message. The NAS security mode complete message shall include IMEI in case MME requested it in the NAS SMC Command message.

If any verification of the NAS security mode command is not successful, the procedure shall end in the ME [see TS 33.102 section 6.4.5] and ME shall not send NAS security mode complete message.

Only after EPS AKA the NAS security mode command message shall reset NAS uplink and downlink COUNT values. Both the NAS security mode command and NAS security mode complete messages are protected based on reset COUNT values (zero). NAS SMC always changes the NAS keys (i.e. due to EPS AKA with new KASME and eKSI or due to the algorithms change).
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Figure 7.2.4.4-1: NAS security mode command procedure

********************** end fourth change ************************

********************** start fifth change ************************

9.2.2
From UTRAN to E-UTRAN

9.2.2.1
Procedure

The procedure for handover from UTRAN to E-UTRAN, as far as relevant for security, proceeds in the following two consecutive steps:

A) Handover signalling using the mapped security context (cf. also Figure 9.2.2.1-1);

B) Subsequent NAS signalling to determine whether a cached context is taken in use (not shown in Figure).

If UP ciphering in UTRAN is activated, then UP ciphering shall remain activated in E-UTRAN after handover as well.
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Figure 9.2.2.1-1: Handover from UTRAN to E-UTRAN

A) Handover signalling in case of successful handover

The RNC shall send a Relocation Request message to the SGSN. This message does not contain any security-relevant parameters. 

1. The SGSN shall transfer CK and IK to MME in the relocation request message, KSI and the UE security capabilities to MME in the relocation request message. The UE security capabilities, including the UE EPS security capabilities, were sent by the UE to the SGSN via the MS Network Capability IE that is extended to include also UE EPS security capabilities, in Attach Request and RAU Request. 

2. The MME shall create a NONCEMME to be used in the K'ASME derivation. MME shall derive K'ASME from CK and IK with the help of a one-way key derivation function as defined in Annex A and associate it with a Key Set Identifier KSISGSN. MME shall derive the NAS keys and KeNB from K'ASME.
3. MME shall select the NAS security algorithms and include KeNB key , KSISGSN, NONCEMME  , the selected NAS security algorithms, and the UE EPS security capabilities in the S1 HO Request message to the target eNB. In case the UE was already registered within same TA (i.e. the MME and UE share a security context) a TAU request is not needed after the Handover. In that case, the MME take the UE security capabilities, as stored within the MM context for the registered TA.

4. The target eNB shall select the RRC and UP algorithms. The target eNB shall create a transparent container (E-UTRAN HO CMD) including the selected NAS, RRC and UP algorithms, NONCEMME  and KSISGSN, and send it in the S1 HO Request Ack message towards the MME. 

NOTE 1: This transparent container is not protected by the target eNB.

5. MME shall include the transparent container received from the target eNB in the FW Relocation Response messgage sent to SGSN.

6. SGSN shall include the transparent container in the relocation command sent to the RNC.

7.  The RNC shall include the transparent container in the UTRAN HO command sent to the UE. 

NOTE 2: The UTRAN HO command is integrity and optionally ciphered as specified by TS 33.102 [4].

8. The UE shall derive K'ASME in the same way the MME did in step 2, associate it with KSISGSN and derive NAS, RRC and UP keys accordingly. The UE shall send a HO Complete messages to the eNB. 

9. The mapped EPS security context shall become the Current (cf. clause 3.1) EPS security context at AS and NAS level. If ciphering was active in the source sytem then the HO Complete messages and all following messages in E-UTRAN shall be ciphered and integrity protected.

Editor’s note: it is to be clarified by RAN2 whether an AS Security Mode Command procedure following the HO procedure is needed so that the mapped EPS security context can be taken into use, or whether the HO signalling is sufficient.

B) Subsequent NAS signalling

In order to prevent that successful bidding down on the UE security capabilities in a previous RAT have an effect on the selection of EPS security algorithm for NAS and AS, the UE security capabilities shall be included in the TAU request after IRAT-HO and be verified by the MME.

NOTE 3: Any TAU request following the handover will be integrity protected. Details are described in clause 9.2.2.1

In any case UE security capability information received from the UE overwrites any capabilities received with the context transfer as specified in TS 23.401 [2].

In case there is a mismatch on the UE security capabilities stored in the MME and those received in the TAU request, the connection shall be aborted.

1. If the MME has cached security context for the UE and does not receive a TAU request within a certain period after the HO it shall assume that UE and MME share a cached security context. 


NOTE 4: A TAU procedure following handover from UTRAN to E-UTRAN is mandatory if the Tracking Area has changed, but optional otherwise, cf. TS 23.401[2].

2. When the UE sends a TAU request it shall protect the request using the mapped EPS security context identified by KSISGSN. The UE shall also include KSIASME in the TAU request if and only if it has cached EPS security context. The KSIASME shall be accompanied by a GUTI. When the MME receives a TAU request with a KSIASME and GUTI corresponding to the EPS cached security context stored on that MME it knows that UE and MME share a cached security context. 

Editor’s note: it is to be clarified by CT1 whether a NAS Security Mode Command procedure following the HO procedure is needed so that the mapped EPS security context can be taken into use, or whether the HO signalling is sufficient.

3. When the MME receives a TAU request with a KSIASME and GUTI pointing to a previously visited MME it may fetch the cached EPS security context from this other MME. If the MME fetches the cached EPS security context from the other MME it shall do so before sending the TAU accept message. If this fetching is successful the MME knows that UE and MME share a cached EPS security context. If this fetching is unsuccessful the MME shall delete any cached EPS security context for any GUTI it may have for the user who sent the TAU request.


4. When the MME receives a TAU request without a KSIASME it shall delete any cached EPS security context for any GUTI it may have for the user who sent the TAU request.

5. The MME shall include KSIASME and a GUTI in the ciphered TAU Accept message if and only if it knows from step 2 or step 3 that it now shares a cached EPS security context indexed by this KSIASME and this GUTI with the UE. In case the GUTI received in the TAU Request message pointed to a different MME, the allocation of a new GUTI, replacing the received GUTI, and the association of this new GUTI with KSIASME is required.


6. When the UE receives a TAU Accept message without KSIASME it shall delete the cached EPS security context, if any.

NOTE 5: the TAU procedure is integrity protected with the mapped security context which has been derived from the active SGSN security context even if the UE and the MME share a cached security context.

7. When the MME knows, after having completed the preceding steps, that it shares a cached EPS security context with the UE, the MME may (depending on configured policy) activate this cached EPS security context. This activation may occur in two ways:

a. During ECM-CONNECTED state: the MME shall initiate a key change on the fly procedure according to clause 7.2.9 for the entire EPS key hierarchy.

b. After the next transition to ECM-IDLE state following the handover from UTRAN: Upon receiving the first message from the UE after the UE has gone to ECM-IDLE state the MME shall use the procedures defined in clauses 7.2.4.4 and 7.2.4.5 to activate the cached EPS security context.

8. The UE and the MME shall delete the mapped context and set the cached context to the current context after a successful completion of the NAS SMC procedure according to 7a. or 7b. 

NOTE 6: The run of an NAS SMC procedures ensures that the uplink NAS COUNT has increased since the last time a KeNB was derived from the cached KASME.

NOTE 7: For the handling of cached and mapped contexts after a state transition to EMM-DEREGISTERED cf. clause 7.2.5.1. 

9.2.2.2
Derivation of NAS keys and Kenb during Handover from UTRAN to E-UTRAN

MME and UE shall derive the NAS keys from the mapped keyK'ASME as specified in Annex A.

MME and UE shall derive KeNB from K'ASME as follows: 
The MME sets NAS COUNT equal to zero and uses it with the mapped key K'ASME to derive Kenb by applying the KDF defined in Annex A for IDLE to CONNECTED transition. 
If the USIM supports EMM parameters storage then the new cached EPS NAS security context shall be stored on the USIM.
********************** end fifth change ************************

********************** start sixth change ************************

14. SRVCC between E-UTRAN and Circuit Switched UTRAN/GERAN

14.1
From E-UTRAN to Circuit Switched UTRAN/GERAN

Single Radio Voice Call Continuity (SRVCC) is specified in 3GPP TS 23.216 [xy].

The MME and the UE shall derive a confidentiality key CKSRVCC, and an integrity key IKSRVCC from KASME and the NAS downlink COUNT with the help of a one-way key derivation function KDF as specified in Annex A.

The KDF returns a 256-bit output, where the 128 most significant bits are identified with CKSRVCC and the 128 least significant bits are identified with IKSRVCC.

The MME shall also provide the 4 LSB of the current NAS downlink COUNT value to the source eNB, which then shall include the bits to the HO Command to the UE.

The MME shall transfer the CKSRVCC, IKSRVCC, the value of eKSI and the UE security capabilities to the enhanced MSC server. The UE and the enhanced MSC Server shall assign the value of eKSI to KSI.

If the SRVCC is from E-UTRAN to GERAN, the enhanced MSC server and the UE shall derive Kc from CKSRVCC and IKSRVCC with the help of the key conversion function c3 as specified in TS 33.102 [4]. The UE and the enhanced MSC Server shall assign the value of eKSI to CKSN.
NOTE:
Non-voice bearers may be handed over during the SRVCC handover operation. Key derivation for non-voice bearers is specified in clause 9 of the present specification.
********************** end sixth change ************************
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NAS Security Mode Command (eKSI, UE sec capabilities, 
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