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	Reason for change:
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	SA1 has received an LS from SA4 in S4-080775 that clarified that SA4 have enhanced mobile TV service in PSS beyond existing SA1 requirements. This CR align stage 1 with what was standardized in stage 2/3. 

	
	

	Summary of change:
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	PSS mobile switching time is added.
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	Stage 1 will not accurately describe what PSS can do in Rel-7.
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	Other comments:
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	This revision is issued during SA#43 to change the category to "C" (the previous version was in SP-090078/S1-090322)


*****************  Start modification ******************
5.1
General

(
The Release 5 Transparent End-to-End Packet-switched Streaming Service (PSS) shall add enhanced capabilities to the existing Transparent End-to-End Packet-switched Streaming Service (PSS)[TS26.233 and 26.234] 
(
The PSS uses a Client / Server model. The client controls the server by sending requests to the server, which responds to these commands.

(
The PSS shall support downlink streaming.

(
The PSS shall maintain backwards compatibility (i.e. a Rel4 client should be able to interoperate with a Rel5 server and vice versa).

(
The PSS should consider interoperability with streaming elements (protocols, formats etc) already in use in other industries (e.g. the internet).   

(
The PSS shall support access to live content in addition to pre-authored content. E.g. ability to listen to domestic radio station whilst abroad.
(
It shall be possible for an operator to configure a PSS television service so that the typical channel switching time, from the end user's perspective, does not exceed 2 seconds. A PSS television service may include live content offering or video on-demand content offering.
(
The PSS should be able to support mechanisms  that allow for efficient usage of transport resources (e.g. by compression of data  in PSS ). 
Such mechanisms should have no or minimal impacts on the core network and access networks.

Note:
Such mechanisms may not be available for all streamed content.

(
The PSS shall:

(
use open standards where these are available for Streaming service requirements

(
use standard procedures and interfaces to avoid interoperability problems

(
use extensions to existing standards if needed
****************** End Modification *******************
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