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	The mapping principles in this appendix is used not only at IRAT HO but also at SGSN change for 2G/3G when moving to/from a Gn/Gp SGSN from to an S4-SGSN. In addition the principle of this appendix is used in 2G/3G at PDP-context establishement/modification by a S4-SGSN when mapping between parameters used over the S4 and Iu interfaces. 23.060 contains several references to this section in 23.401 and therfore it is proposed to update the terminology in this section to make it more generic.

In addition, the mapping between MBR for non-GBR PDP-contexts and APN-AMBR is currently exemplified in a way that prevents correct APN-AMBR enforcement in the PDN-GW. It is proposed to change this to set the MBR of each PDP-context/RAB equal to the negotiated APN-AMBR value. This would allow the PDN-GW to police the aggregated flow and provide a uniform end-user experience for non-GBR services independent of if EUTRAN or UTRAN/GERAN is used. It is also proposed to make this mapping mandatory.

Finally it is proposed to map the MBR in the Subscribed QoS profile to the subscribed APN-AMBR at handover from Gn/Gp SGSN to MME (and S4-SGSN). This would guarante that the subscribed APN-AMBR could always be provided to the PGW regardless of if the EPC (EUTRAN/UTRAN/GERAN) or GPRS CN is used (UTRAN/GERAN). If this is agreed then many of the existing mapping rules for local APN-AMBR can be removed as they would no longer be required.
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	· Occurances referencing directly to handover from/to EUTRAN from 2G/3G are replaced with a more generic expression for mapping between EPS Bearer QoS and pre-Rel-8 QoS parameters.

· It is clarified that the mapping applies not only to the MME.

· The example in NOTE 4 is changed to mandatory text and is now described so that the MBR for all PDP contexts to an APN is set equal to the negotiated APN-ABMR. It is also added that the P-GW shall enforce APN-AMBR also for the case of Gn/Gp.

· It is proposed that the subscribed APN-AMBR sent from MME/S4-SGSN to the SGW/PDN-GW is set equal to the MBR value in the Subscribed QoS Profile. This justifies the removal of the calcluation of local APN-AMBR value
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not approved:
	· Not clear that the mapping principle of Annex A applies to the general case and not only for IRAT HO.

· End-user in UTRAN/GERAN for non-GBR bearers/PDP-contexts will be different compared to EUTRAN.

· Provisioning of the real Subscribed APN-AMBR e.g. at HO from GN/Gp SGSN will not be possible in Rel-8.
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Begin Change
Annex E (normative):
Mapping between EPS and pre-Rel-8 QoS parameters

This annex specifies how the QoS parameter values of an EPS bearer  are mapped to/from the pre-Rel-8 QoS parameter values of a PDP context .

The following mapping rules hold:

-
There is a one-to-one mapping between an EPS bearer and a PDP context.

-
When EPS bearer QoS parameters are mapped to pre-Rel-8 QoS parameters the pre-emption capability and the pre-emption vulnerability information of the EPS bearer ARP are ignored and the priority of the EPS bearer parameter ARP is mapped to the pre-Rel-8 bearer parameter ARP, as described in table E.1.

Table E.1: Mapping of EPS bearer ARP to pre-Rel-8 ARP

	EPS

Bearer ARP Priority Value
	Pre-Rel-8

ARP Value

	1 to H
	1

	H+1 to M
	2

	M+1 to 15
	3


When pre-Rel-8 QoS parameters are mapped to EPS bearer QoS parameters  the pre-emption capability and the pre-emption vulnerability information of the EPS bearer ARP are set based on operator policy in the entity that performs the mapping. The pre-Rel‑8 bearer parameter ARP is mapped to the priority level information of the EPS bearer parameter ARP as described in table E.2.

Table E.2: Mapping of pre-Rel-8 ARP to EPS bearer ARP

	Pre-Rel-8

ARP Value
	EPS

Bearer ARP Priority Value

	1
	1

	2
	H+1

	3
	M+1


The values of H (high priority) and M (medium priority) can be set according to operator requirements to ensure proper treatment of users with higher priority level information. The minimum value of H is 1. The minimum value of M is H+1.

NOTE 1:
The setting of the values for H and M may be based on the SGSN mapping from the pre-Rel‑8 ARP parameter to the ARP parameter that is used for UTRAN/GERAN.

NOTE 2:
After a handover from UTRAN/GERAN to E-UTRAN the ARP parameter of the EPS bearer can be modified by the P‑GW to re-assign the appropriate priority level, pre-emption capability and pre-emption vulnerability setting.

NOTE 3:
A mapping from the EPS bearer parameter ARP to the pre-Rel‑8 bearer parameter ARP is not required for a P‑GW when connected to an SGSN via Gn/Gp as any change of the bearer ARP parameter may get overwritten by the SGSN due to subscription enforcement. However, the P‑GW should not combine services with different EPS bearer ARP values onto the same PDP context to enable a modification of the bearer ARP without impacting the assignment of services to bearers after a handover to E-UTRAN.

-
The EPS bearer parameters GBR and MBR of a GBR EPS bearer are mapped one-to-one to/from the pre-Rel-8 bearer parameters GBR and MBR of a PDP context associated with Traffic class 'conversational' or 'streaming'.

-
When EPS bearer QoS parameters are mapped to pre-Rel-8 QoS parameters the pre-Rel-8 bearer parameter MBR of PDP contexts associated with Traffic Class 'interactive' or 'background' is set equal to the value of the authorized APN-AMBR. The PGW shall enforce the APN-AMBR across all PDP contexts with Traffic Class ‘interactive’ and ‘background’ for that APN . 


· When pre-Rel-8 QoS parameters are mapped to EPS bearer QoS parameters the AMBR for the corresponding APN shall be set equal to the MBR value of the subscribed QoS profile. At handover from a Gn/Gp SGSN the MME or S4-SGSN shall provide this APN-AMBR value to the Serving GW and the PDN GW for each PDN connection. It is required that the subscribed MBR in the HLR/HSS is set to the desired APN-AMBR value for all subscribed APNs which may lead to a selection of a PGW.    
NOTE 5:
If the pre-Rel-8 UE with the updated subscribed MBR is connected to a GGSN, the GGSN can downgrade the MBR of the PDP contexts based on either local policy or PCC (where the MBR per QCI information is provided to the PCEF). 
· In case of handover from a Gn/Gp SGSN the MME provides a local UE-AMBR to the eNodeB until MME gets the EPS subscribed UE-AMBR. When the MME gets the subscribed UE‑AMBR value from the HSS, it calculates the UE-AMBR (UE-AMBR=MIN(subscribed UE-AMBR, sum APN-AMBR of all active APNs)). Then it compares this value with the local UE-AMBR and if the local UE-AMBRs is different from the corresponding derived UE-AMBR, the MME initiates HSS Initiated Subscribed QoS Modification procedure to notify the derived UE-AMBR to the eNodeB. .

NOTE 6:
The local UE-AMBR may be for example based on the summing up of the APN-AMBR values of all a active APNs of the UE or on internal configuration. 
-
A standardized value of the EPS bearer parameter QCI is mapped one-to-one to/from values of the pre-Rel-8 parameters Traffic Class, Traffic Handling Priority, Signalling Indication, and Source Statistics Descriptor as shown in Table E.1.

NOTE 7:
When mapping to QCI=2 or QCI=3, the pre‑Rel‑8 parameter Transfer Delay is used in addition to the four pre‑Rel‑8 parameters mentioned above.

-
When EPS bearer QoS parameters are mapped to pre-Rel-8 QoS parameters the setting of the values of the pre-Rel-8 parameters Transfer Delay and SDU Error Ratio is derived from the corresponding QCI's Packet Delay Budget and Packet Loss Rate, respectively. When pre-Rel-8 QoS parameters are mapped to EPS bearer QoS parameters the values of the pre-Rel-8 parameter SDU Error Ratio are ignored.

-
The setting of the values of all other pre-Rel-8 QoS is based on operator policy pre-configured in the MME and S4-SGSN.

Table E.1: Mapping between standardized QCIs and pre-Rel-8 QoS parameter values

	QCI
	Traffic
Class
	Traffic
Handling
Priority
	Signaling
Indication
	Source
Statistics
Descriptor

	1
	Conversational
	N/A
	N/A
	Speech

	2
	Conversational
	N/A
	N/A
	Unknown (NOTE°1)

	3
	Conversational
	N/A
	N/A
	Unknown (NOTE°2)

	4
	Streaming
	N/A
	N/A
	Unknown (NOTE°3)

	5
	Interactive
	1
	Yes
	N/A

	6
	Interactive
	1
	No
	N/A

	7
	Interactive
	2
	No
	N/A

	8
	Interactive
	3
	No
	N/A

	9
	Background
	N/A
	N/A
	N/A

	NOTE°1:
When QCI 2 is mapped to pre-Rel-8 QoS parameter values, the Transfer Delay parameter is set to 150 ms. When pre-Rel-8 QoS parameter values are mapped to a QCI, QCI 2 is used for conversational/unknown if the Transfer Delay parameter is greater or equal to 150 ms.

NOTE°2:
When QCI 3 is mapped to pre-Rel-8 QoS parameter values, the Transfer Delay parameter is set to 80 ms. When pre-Rel-8 QoS parameter values are mapped to a QCI, QCI 3 is used for conversational/unknown if the Transfer Delay parameter is lower than 150 ms.

NOTE 3:
When QCI 4 is mapped to pre-Rel-8 QoS parameter values, it is mapped to Streaming/Unknown. When pre-Rel-8 QoS parameter values are mapped to a QCI, Streaming/Unknown and Steraming/Speech are both mapped to QCI 4.
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