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	The current "Initial E-UTRAN Attach" procedure of 3GPP TS 23.402 does not explicitely state that the PDN GW provides the PCRF with the UE IPv4 address and/or IPv6 prefix allocated when the PDN GW initiates the "IP CAN Session Establishment" procedure, and does not mention that this can cause the QoS rules to be changed in case they need to include the UE IPv4 address and/or IPv6 prefix. There's also some left over of "IPv6 address" while it should be "IPv6 prefix"
Further, the current 3GPP TS 23.402 states that  the "GW Control Session Modification" procedure in step C.5 is only executed in case the QoS rules have changed, and notes that this may lead to establishment of dedicated bearers.
Because the S-GW has no way to figure out whether the the GW Control Session Modification procedure will be executed or not, the S-GW would have to wait with a time-out before proceeding with the remainder of the Initial E-UTRAN Attach procedure specified by 3GPP TS 23.401. This is both inneficient and inelegant. 
On the other hand, standalone "PCC Initiated Bearer Modification with Bearer QoS Update" and " Bearer Modification without Bearer QoS Update" procedures are already specified in subclause 5.4.3.1 and 5.4.4 and can be readily used to handle in asynchronous manner the case where the QoS rules are changed after step C.1.

Thus, a better way to handle the QoS rules change within the "Initial E-UTRAN Attach" procedure  is to let the S-GW complete the rest of the " Initial E-UTRAN Attach " procedure as specified by 3GPP TS 23.401 as soon as it receives a PBA in step C.4., and handle the case of QoS rules change via the existing standalone "PCC Initiated Bearer Modification with Bearer QoS Update" and "Bearer Modification without Bearer QoS Update" procedures.
Finaly, because the "UE requested PDN connectivity" procedures relies on step specified in the "Initial E-UTRAN Attach", the same applies and it should be aligned.
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- Clarify that during the "Initial E-UTRAN Attach" procedure the PDN GW provides the PCRF with the UE IPv4 address and/or IPv6 prefix allocated when the PDN GW initiates the IP CAN Session Establishment procedure and that this can cause the QoS rules to be changed in case they need to include the UE IPv4 address and/or IPv6 prefix.

- Specify that during the "Initial E-UTRAN Attach" procedure the S-GW proceeds with step in 23.401 straight after it receives the PBA in step C.4 by removing step C.5 and adding a Note pointing to the "PCC Initiated Bearer Modification with Bearer QoS Update" or "Bearer Modification without QoS Update" procedures.
- Align the "UE Requested PDN Connectivity" with the above. 
- Fix the occurences of "IPv6 Address"
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********************* 1st Change ************************

5.2
Initial E-UTRAN Attach with PMIP-based S5 or S8
This clause is related to the case when the UE powers-on in the LTE network with PMIP-based S5 or S8 interface and includes the case of roamers from a GTP network into a PMIPv6 network when PMIP-based S5 is used to connect the Serving GW and the PDN GW of the visited PLMN. Proxy Mobile IP version 6 is used on S5 or S8 interface. It is assumed that the MAG is collocated with the Serving GW for the PMIPv6 procedure between the Serving GW and the PDN GW.
When only GTP-based S5 or S8 connections are established for roamers from a GTP network into a PMIPv6 network the procedure as described in TS 23.401 [4] applies.
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Figure 5.2-1: Initial E-UTRAN attach with PMIP-based S5 or S8

This procedure applies to the Non-Roaming (Figure 4.2.1-1), Roaming (Figure 4.2.1-2) and Local Breakout (Figure 4.2.3-4) cases. For the Roaming and Local Breakout cases, the vPCRF forwards messages between the Serving GW and the hPCRF. In the Local Breakout case, the vPCRF forwards messages between the PDN GW and the hPCRF.

The optional interaction steps between the gateways and the PCRF in the procedures in figure 5.2-1 only occur if dynamic policy provisioning is deployed. Otherwise policy may be statically configured with the gateway.

A.1)
The Serving GW initiates the Gateway Control Session Termination Procedure with the PCRF, as specified in TS 23.203 [19]. The S‑GW provides information to enable the PCRF to uniquely identify the IP‑CAN session. This results in the removal of the Gateway Control session in S‑GW.

A.2)
The Serving GW sends a Proxy Binding Update (MN NAI, lifetime=0) message to the PDN GW. The MN NAI identifies the UE. The lifetime field indicates that the message is used to de-register the UE at the PDN-GW.

A.3)
The PDN GW initiates the IP CAN session Termination Procedure with the PDN GW as specified in TS 23.203 [19]. The PDN GW provides information to enable the PCRF to uniquely identify the IP‑CAN session. This results in the removal of IP‑CAN session related information in the PCRF and in the PDN‑GW.

A.4)
The PDN GW responds to the Serving GW with the result of the deregistration with Proxy Binding Update Acknowledgement message.

Steps between A.4 and B.1 and steps between B.4 and C.1 are described in TS 23.401 [4], clause 5.3.2.1.

Steps B.1 to B.4 are the same as Steps A.1 through A.4.

C.1)
The Serving GW initiates the Gateway Control Session Establishment Procedure with the PCRF, as specified in TS 23.203 [19]. The S‑GW provides the information to the PCRF to correctly associate it with the IP‑CAN session to be established in step C.3 and also to convey subscription related parameters to the PCRF that have been received between steps (B) and (C) from the MME, including the APN-AMBR and Default Bearer QoS.

C.2)
The Serving GW sends a Proxy Binding Update (MN NAI, Lifetime, Access Technology Type, Handover Indicator, APN, GRE key for downlink traffic, UE Address Info Additional Parameters) to the PDN GW in order to establish the new registration. The MN NAI identifies the UE for whom the message is being sent. The Lifetime field must be set to a nonzero value in the case of a registration. Access Technology Type is set to indicate the RAT type (E-UTRAN). Handover Indication option is set to indicate attachment over a new interface as no Handover indication is received from the MME. The APN may be necessary to differentiate the intended PDN from the other PDNs supported by the same PDN GW. The optional Additional Parameters may contain information, for example, protocol configuration options. The UE Address Info IE is used to request an IPv6 prefix, IPv4 address, or both IPv4 address and IPv6 prefix. Based on PDN Type parameter received in the Create Default Bearer Request, Serving GW includes request for IPv4 Home Address (PDN Type set to IPv4), or IPv6 Home Network Prefix (PDN type set to IPv6) or both IPv4 home address and IPv6 HNP (PDN type set to IPv4v6) in the PBU as specified in PMIPv6 specification, RFC 5213 [8]). In the case of a subscribed IPv4 address and/or IPv6 prefix provided by the MME in the PDN Address Allocation IE, the UE Address Info IE is set to the subscribed IPv4 address and/or IPv6 prefix.

C.3)
The PDN GW initiates the IP CAN Session Establishment Procedure with the PCRF, as specified in TS 23.203 [19]. The PDN GW provides information to the PCRF used to identify the session and associate Gateway Control Sessions established in step C.1 correctly. The PDN GW also provide the PCRF with the UE IPv4 address and/or IPv6 prefix newly assigned as a result of step C.2, which might lead the PCRF to update the QoS rules to include this IPv4 address and/or IPv6 prefix. The PCRF creates IP‑CAN session related information and responds to the PDN GW with PCC rules and event triggers.

C.4)
The PDN GW responds with a PMIPv6 Binding Acknowledgement (MN NAI, Lifetime, UE Address Info, GRE key for uplink traffic, Additional Parameters) message to the Serving GW. The MN NAI is identical to the MN NAI sent in the Proxy Binding Update. The Lifetime indicates the duration the binding will remain valid. The PDN GW takes into account the request from Serving GW and the policies of operator when the PDN GW allocates the UE Address Info. The UE address info returns the the newly assigned IPv4 address and/or IPv6 prefix assigned to the UE, if one was requested in the PMIPv6 Proxy Binding Update message. IP address allocation by the PDN-GW is as stated in clause 4.7.1. "IP Address Allocation with PMIP-based S5/S8". If the PDN GW sends a deferred IPv4 address allocation indicator in the Proxy Binding Acknowledgement message, the UE IPv4 address assigned by the PDN GW is not provided as part of the default bearer activation procedures to the UE. In this case, the Serving GW does not forward the IPv4 address assigned by the PDN GW to the MME, but sets the PDN Address to 0.0.0.0 in the message to the MME. If a valid IPv4 address and/or IPv6 prefix received in the Proxy Binding Update message, the PDN GW validates the addresses and returns it the UE Address Info IE of the Proxy Binding Acknowledge message. The optional Additional Parameter information element may contain other information, including for example Protocol Configuration Options.

NOTE 1:
In case the QoS rules have changed, the PCRF updates the QoS rules at the S‑GW by initiating the Control Session Modification Procedure, as specified in TS 23.203 [19].

NOTE 2:
QoS rules may lead to establishment of new dedicated bearers along with the default bearer.

After steps C.1-C.4 the procedure continues as it is defined in clause 5.3.2 in TS 23.401 [4] with the exception that the steps in block D are not performed.

********************* 2nd Change ************************
5.6.1
UE requested PDN connectivity

The UE requested PDN connectivity procedure for an E-UTRAN is depicted in figure 5.6.1-1. The procedure allows the UE to request for connectivity to a PDN including allocation of a default bearer. In this procedure, the UE is assumed to be in active mode. Proxy Mobile IP is used on S5 or S8 interface. It is assumed that the MAG is collocated with the Serving GW for the PMIPv6 procedure between the Serving GW and the PDN GW.

When only GTP-based S5 or S8 connections are established for roamers from a PMIP network into a GTP network the procedure as described in clause 5.10.2 of TS 23.401 [4] applies.

When PMIP-based S5/S8 is used, at most one PDN connection per APN is supported. If the UE requests a PDN connection for an APN for which the UE already has an active PDN connection, the MME shall reject the PDN connectivity request.

The procedure is also used for the re-establishment of existing PDN connectivity after the UE performed the handover from non-3GPP accesses for the first PDN connection by the Attach procedure. The UE triggers the re-establishment of existing PDN connectivity after the handover by providing a Request Type indicating "Handover" as specified in TS 23.401 [4].
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Figure 5.6.1-1: UE requested PDN connectivity with PMIP-based S5 or S8

This procedure applies to the Non-Roaming (Figure 4.2.1-1), Roaming (Figure 4.2.1-2) and Local Breakout (Figure 4.2.3-4) cases. For the Roaming and Local Breakout cases, the vPCRF forwards messages between the Serving GW and the hPCRF. In the Local Breakout case, the vPCRF forwards messages between the PDN GW and the hPCRF.

The optional interaction steps between the gateways and the PCRF in the procedures in figure 5.6.1-1 only occur if dynamic policy provisioning is deployed. Otherwise policy may be statically configured with the gateway.

For UE request additional PDN connectivities to PDNs when connected to 3GPP access network with PMIP-based S5 or S8, the IP address is not available after step A1, steps in (Alt A) are performed after step A.1, excluding steps in (Alt B). The step in (C) is performed only when the UE establishes additional PDN connectivity with a PDN it is not already connected to, excluding step (D).

For re-establishment of existing PDN connectivity after the UE performed the handover from non-3GPP accesses, the steps shown in (Alt A) and (Alt B) are mutually exclusive in this procedure, i.e. either steps A.2-A.4 are executed or steps B.1-B.3. In order to execute the alternative (Alt B), the IP addresss of the UE needs to be available after step A.1. The IP Address(es) of the UE is received in step A.1, if dynamic policy provisioning is deployed.

In case the IP address(es) of the UE is available after step A.1, (Alt B) provides lower jitter for dual radio handovers. In case the IP address(es) of the UE is not available after step A.1, (Alt A) shall be used.

For re-establishment of existing PDN connectivity after the UE performed the handover from non-3GPP accesses, the following also applies:

-
In step A.2/B.1 the Serving GW sets the Handover Indicator to "handover".

-
The step in (D) and step B.2 are performed only when the UE re-establishes PDN connectivity after a handover. The steps in (D) correspond to the PCEF-Initiated IP‑CAN Session Modification procedure specified in TS 23.203 [19].

-
In step A.4/B.3, the UE Address Info shall contain the IP address the UE obtained during PDN connectivity establishment for this PDN over the non-3GPP access.

The steps A.1‑A.4 correspond to steps C.1‑C.4 in clause 5.2-1.

The steps B.1-B.3 correspond to steps A.2, A.3b, A.4.

********************* End of Changes *******************
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