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**** BEGIN CHANGE 1 ****

5.2
Reference architecture

Figure 5.2-1 provides the reference architecture for IMS sessions established using CS bearers.




[image: image2.emf]U

E

ISC

I2

Mc

MSC Server  CS-MGW

SCC AS 

CSCF

Gm

CS Access

TAS

I3

 


Figure 5.2-1: IMS Service Centralization and Continuity Reference Architecture

The architecture introduces the following:

-
The SCC AS, which provides functions specific to IMS Service Centralization and Continuity.

-
Enhancements to the MSC Server for ICS.

-
Enhancements to the UE for ICS

Not all of the above are required in a network implementing ICS.

**** END CHANGE 1 *****

**** BEGIN CHANGE 2 ****

5.3.3
MSC Server enhancements for ICS

The MSC Server (e.g. as described in TS 23.002 [3]) may be enhanced for the support of ICS.

In addition to the standard MSC Server behaviour, an MSC Server which has been enhanced for ICS provides the following for an identified ICS user: -

-
It processes the user-network signalling received over the CS access (e.g. A/Iu and E interface) for interworking with IMS SIP and vice versa.

-
It controls the MGW functions described in TS 23.002 [3] to enable the interworking between CS access and RTP bearers.

-
It performs the interworking to support multimedia call in ICS.

-
It may implement a communication service setting conversion function between CS signalling (e.g. as described in TS 24.010 [30] for systems based on TS 24.008 [6]) and communication service setting procedures (as defined in TS 24.173 [8]).

For subscribers not identified as ICS users, the MSC Server functionality is unchanged.

MSC Server enhancements for ICS are not required for the support of an ICS UE.

**** END CHANGE 2 *****

**** BEGIN CHANGE 3 ****

5.4.4
Reference Point MSC Server – TAS (I3)

The I3 reference point shall be used between the MSC Server enhanced for ICS and the TAS to interwork CS signalling (e.g. as described in TS 24.010 [30] for systems based on TS 24.008 [6]) and communication service setting procedures (as defined in TS 24.173 [8]).
**** END CHANGE 3 *****
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