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**************** 1st CHANGE ***********************
6.2.2.2
Service data flow detection

This clause refers to the detection process that identifies the packets belonging to a service data flow:

-
Each PCC rule contains a service data flow template, which defines the data for the service data flow detection;

-
Each service data flow template may contain any number of service data flow filters;

-
Service data flow filters are unidirectional, so that the detection is applied independently for the downlink and uplink directions.

NOTE 1:
A service data flow template may include service data flow filters for one direction, or for both directions.
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Figure 6.3: Relationship of service data flow, packet flow, service data flow template and service data flow filter

Service data flow filters identifying the service data flow may:

-
be a pattern for matching the IP 5 tuple (source IP address, destination IP address, source port number, destination port number, protocol ID of the protocol above IP). In the pattern:

-
a value left unspecified in a filter matches any value of the corresponding information in a packet;

-
an IP address may be combined with a prefix mask;

-
port numbers may be specified as port ranges.

-
the pattern can be extended by the Type of Service (TOS) (IPv4) / Traffic class (IPv6) and Mask.

-
consist of the destination IP address, protocol ID of the protocol above IP, the Type of Service (TOS) (IPv4) / Traffic class (IPv6) and Mask and the IPSec Security Parameter Index (SPI);

-
consist of the destination IP address, the Type of Service (TOS) (IPv4) / Traffic class (IPv6) and Mask and the Flow Label (IPv6).

NOTE 2:
The details about the IPSec Security Parameter Index (SPI), the Type of Service (TOS) (IPv4) / Traffic class (IPv6) and Mask and the Flow Label (IPv6) are defined in TS 23.060 [12], clause 15.3.

-
extend the packet inspection beyond the possibilities described above and look further into the packet and/or define other operations (e.g. maintaining state). Such service data flow filters must be predefined in the PCEF.

NOTE 3:
Such filters may be used to support filtering with respect to a service data flow based on the transport and application protocols used above IP. This shall be possible for HTTP and WAP. This includes the ability to differentiate between TCP, Wireless-TCP according to WAP 2.0, WDP, etc, in addition to differentiation at the application level. Filtering for further application protocols and services may also be supported.

For downlink traffic, the downlink parts of all the service data flow templates associated with the IP-CAN session for the destination address are candidates for matching in the detection process.
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Figure 6.4: The service data flow template role in detecting the downlink part of a service data flow and mapping to IP-CAN bearers

For uplink traffic, the uplink parts of all the service data flow templates associated with the IP-CAN bearer (details according to clause A), are candidates for matching in the detection process.


[image: image3.emf] 

a  

d  

Service data flows  

a and d, uplink part  

(uplink part)  

High  

Low  

Precedence  

Uplink IP packets  

from the UE IP address  

Service data  flow templates    (uplink parts), associated with  

the IP - CAN bearer,  

applied in order of precedence  

d  

IP - CAN  bearers  

a  

IP packet of  

service data flow ”a”  

from the UE IP   

address      

to PDN      

IP packet of  

service data flow ”d”  

from the UE IP   

address  

to PDN  

discard  


Figure 6.5: The service data flow template role in detecting the uplink part of a service data flow

The PCEF shall discard a packet in case there is no service data flow filter of the same direction (i.e. of the IP-CAN session for the downlink or of the IP-CAN bearer for the uplink) detecting the packet.

NOTE 4:
To avoid the PCEF discarding packets due to no matching service data flow template, the operator may apply open PCC rules (with wild-carded service data flow filters) to allow for the passage of packets that do not match any other candidate service data flow template.

Service data flow filters shall be applied in the order of their precedence.

******************* END OF CHANGE **************************
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