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* * * First Change * * * *
4a.7.11
Service Centralization and Continuity Application Server (SCC AS)

The SCC AS is an IMS Application that can provide functionality required to enable IMS Centralized Services as defined in TS 23.292 [110], and can provide IMS-based mechanisms for enabling service continuity of multimedia sessions as defined in TS 23.237 [111].

* * * Next Change * * * *
4a.7.11a
Emergency Service Centralization and Continuity Application Server (E-SCC AS)

The E-SCC AS provides IMS-based mechanisms for enabling service continuity of IMS emergency sessions. It is an application server in the serving (visited if roaming) IMS network, providing the procedures for IMS emergency session anchoring and PS to CS access transfer as defined in TS 23.237 [111].

* * * Next Change * * * *
5.5.1
IM CN Subsystem functional entities

The configuration of IM CN Subsystem entities is presented in figure 6. In the figure, all the functions are considered implemented in different logical nodes. If two logical nodes are implemented in the same physical equipment, the relevant interfaces may become internal to that equipment.

Only the interfaces specifically linked to the IM subsystem are shown, i.e. all the SGSN, GGSN and HSS interfaces depicted in figure 1 are still supported by these entities even if not shown.
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Legend:

Bold lines:
interfaces supporting user traffic;

Dashed lines:
interfaces supporting only signalling.

NOTE:
The reference point CS (Circuit Switched) is not specified in this specification.

Figure 6: Configuration of IM Subsystem entities

* * * Next Change * * * *
6a.7.15a
Reference Point E‑CSCF - E-SCC AS (I4 Reference Point)

This is the interface between the Emergency CSCF and the Application Servers in serving network (i.e. E-SCC Application Server as defined in TS 23.237 [111]), it is used to provide services for emergency sessions.
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