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**** FIRST PROPOSED CHANGE ****
9.6
Mobile Originating Location

An UE may subscribe to any of the following classes of mobile originating location:

a)
Basic Self Location;

b)
Autonomous Self Location;

c)
Transfer to Third Party.

An MO-LR shall be allowed by the serving node (VMSC/MSC Server/SGSN/MME) if the type of request is supported by the appropriate subscription according to the following table.

Table 9.3: Required UE Subscription Options for MO-LR Requests
	Type of MO-LR Request
	Required UE Subscription

	UE requests own location
	Basic Self Location

	UE requests location assistance data
	Autonomous Self Location

	UE requests transfer of own location to another LCS Client
	Transfer to Third Party


9.7
CM Procedures

9.7.1
Location request for a mobile in idle-mode

When a request for location information is received at the serving node the LCS-layer shall order paging of the UE subscriber. In case of first unsuccessful paging, normal paging procedures should apply. After successful paging the LCS-layer shall invoke the location preparation procedure.

9.7.2
Location request for a mobile in dedicated-mode

When a request for location information is received at the serving node, if the UE is already busy on CM level, the LCS-layer shall attempt to establish a parallel transaction to the existing one. If successful, the LCS-layer shall invoke the location preparation procedure.
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