Page 1



3GPP TSG-SA3-LI Meeting #33 
(
SA3LI09_028r1
San Francisco, USA, 28-30 April 2009
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	33.108
	CR
	0114
	(

rev
	-
	(

Current version:
	8.6.1
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Clarification on the handover between 2G/3G access and E-UTRAN with Gn/Gp

	
	

	Source to WG:
(

	Ericsson

	Source to TSG:
(

	SA3

	
	

	Work item code:
(

	LI8
	
	Date: (

	28/04/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	It is needed to clarify how, in case of HO occurred in a PDN-GW providing Gn/Gp interface, the change from PDP context to EPS bearer (and vice versa) for the same communication is reported.

	
	

	Summary of change:
(

	This CRs clarifies how to handle reporting of different signalling before and after the handover in case Gn/Gp is used.  

	
	

	Consequences if 
(

not approved:
	It would be unclear how to report the handover from a PDN-GW when Gn/Gp is used. Possible misinterpretations and interoperability problems with LEMF.

	
	

	Clauses affected:
(

	10, 10.1.3

	
	

	
	Y
	N
	
	

	Other specs
(

	x
	
	 Other core specifications
(

	TS 33.107 

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


*** First Modification ***
10

Evolved Packet System

This chapter specifies requirements for the handover interface in the Evolved Packet System ([42], [44], [45]). 

In case the SGSN is used in the EPS and interworks with a S-GW by using S4/S12 interfaces, the SGSN and the HSS are subjected to the requirements applicable to these nodes for PS interception, as specified throughout this document. 

In case of untrusted non-3GPP IP access, the e-PDG and AAA server are subjected to all the requirements specified in this document for PDG and AAA server for the case of I-WLAN interworking.

When a PDN-GW provides a Gn/Gp interface for interworking with a SGSN, from LI perspective the PDN-GW acts as a GGSN towards the involved SGSN. In this case, in addition to the requirements specified in this chapter, all the requirements specified in this document for PS interception applicable the GGSN are applicable also to the PDN-GW. PDP contexts/EPS bearer modification signalling detected by the PDN-GW during a handover between different accesses involving a Gn/Gp interface (i.e. from E-UTRAN to 2G/3G and vice versa) is reported inside the IRI BEGIN- END transaction. The same correlation number shall be used before and after the handover during the same IRI transaction. After the handover, the events sent by the PDN-GW shall be mapped into IRIs according to the requirements for the new access.
*** Next Modification ***
10.1.3
Correlation number

The Correlation Number is unique per EPS bearer/tunnel and is used for the following purposes:

-
correlate CC with IRI,

-
correlate different IRI records within one EPS bearer/tunnel.

NOTE:
The Correlation Number is at a minimum unique for each concurrent communication (e.g. EPS bearer/tunnel) of a subject within a lawful authorization. However when different protocols (i.e. GTP and PMIP) are used in the networks, different values for the correlation number can be generated by different nodes for the same communication.
In case of handover between different accesses involving a Gn/Gp interface (i.e. from E-UTRAN to 2G/3G and vice versa), the same correlation number for the PDP context/bearer shall be used before and after the handover during the same IRI transaction.
*** End of modifications ***
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