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	TS
	CR
	Rev
	Release
	Title
	Cat
	Vsn
	SA WG2 TD
	Source to WG
	Work Item
	Clauses affected

	23.246
	208
	2
	Rel-9
	Clarify IP multicast capability for E-UTRAN and UTRAN in eMBMS architecture
	C
	9.0.0
	S2-093045
	China Mobile
	MBMS_EPS
	4.3.3, 5.9.x

	23.246
	210
	5
	Rel-9
	Updates for M1 reference point for eMBMS
	B
	9.0.0
	S2-094105
	Ericsson, China Mobile, CATT, ZTE
	MBMS_EPS
	2, 3, 5.1, 5.1.2, 5.1.3, 5.3, 5.3b, 5.4, 5.9.1, 6.2, 6.5, new 6.5

	23.246
	217
	3
	Rel-9
	Charging description for MBMS in EPS
	F
	9.0.0
	S2-093031
	ZTE, China Mobile
	MBMS_EPS
	10

	23.246
	218
	-
	Rel-9
	Reference point between MME and E-UTRAN
	F
	9.0.0
	S2-092447
	Nokia Siemens Networks
	MBMS_EPS
	4.2.2; 4.3.3

	23.246
	219
	4
	Rel-9
	Expansion about MBMS session start procedure descriptions for E-UTRAN
	B
	9.0.0
	S2-094014
	Ericsson, Hitachi, KDDI, CATT
	MBMS_EPS
	8.3

	23.246
	220
	1
	Rel-9
	Expansion about MBMS session stop procedure descriptions for E-UTRAN
	B
	9.0.0
	S2-092639
	Hitachi, KDDI
	MBMS_EPS
	8.5

	23.246
	223
	-
	Rel-9
	Usage of GTP-U for the IP multicast distribution on interface M1
	B
	9.0.0
	S2-093251
	Ericsson
	MBMS_EPS
	4.3.3

	23.246
	224
	2
	Rel-9
	EPS QoS additions
	B
	9.0.0
	S2-094106
	Ericsson
	MBMS_EPS
	2.2, 6.3

	23.246
	226
	1
	Rel-9
	Removal of GGSN IP Address from the MBMS Bearer context plus other minor corrections
	F
	9.0.0
	S2-094015
	Huawei
	MBMS_EPS
	6.2, 8.2

	23.246
	229
	1
	Rel-9
	eMBMS architecture clarification
	F
	9.0.0
	S2-094010
	Orange
	MBMS_EPS
	4.3.3

	23.246
	233
	-
	Rel-9
	Add MBMS update procedure for Rel-9 MBMS service in EPS.
	B
	9.0.0
	S2-093556
	China Mobile, Huawei, Ericsson
	MBMS_EPS
	8.8.x

	23.246
	237
	1
	Rel-9
	Gn support for eMBMS Gateway
	F
	9.0.0
	S2-094230
	Orange, China Mobile, Huawei, Ericsson, Nokia Siemens Networks, ZTE
	MBMS_EPS
	4.2.2


