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Specifications and Reports

NOTE 1:
The "for publication?"  column of the table below indicates whether or not the documents are intended for adoption by the partner Standards Development Organizations as their own publications.  Those marked "no" are internal working documents of the 3GPP TSGs.

NOTE 2:
"Type" indicates Technical Specification (TS) or Technical Report (TR).

Note 3:
The column "NGN R2 only" indicates which TSs/TRs have no application beyond NGN Release 2 and will not be propagated beyond 3GPP Release 8.  For further details, see annex A.
The table below contains all Common IMS specs pertaining to Release 8, including those created to replicate existing frozen publications in the ETSI Technical Committee TISPAN Next Generation Network (NGN) Release 2 document set. These latter were created as ready-frozen Release 8 specs.  Refer to annex A for their origin and future evolution.  

	Type
	Number
	Title
	Group
	For publication?

	TS
	21.111
	USIM and IC card requirements
	C6
	Yes

	TR
	21.905
	Vocabulary for 3GPP Specifications
	S1
	Yes

	TS
	22.030
	Man-Machine Interface (MMI) of the User Equipment (UE)
	S1
	Yes

	TS
	22.041
	Operator Determined Call Barring (ODB)
	S1
	Yes

	TS
	22.071
	Location Services (LCS); Service description; Stage 1
	S1
	Yes

	TS
	22.101
	Service aspects; Service principles
	S1
	Yes

	TS
	22.105
	Services and service capabilities
	S1
	Yes

	TS
	22.115
	Service aspects; Charging and billing
	S1
	Yes

	TS
	22.127
	Service requirement for the Open Services Access (OSA); Stage 1
	S1
	Yes

	TS
	22.140
	Multimedia Messaging Service (MMS); Stage 1
	S1
	Yes

	TS
	22.141
	Presence service; Stage 1
	S1
	Yes

	TS
	22.153
	Multimedia priority service
	S1
	Yes

	TS
	22.173
	IP Multimedia Core Network Subsystem (IMS) Multimedia Telephony Service and supplementary services; Stage 1
	S1
	Yes

	TS
	22.174
	Push service; Stage 1
	S1
	Yes

	TS
	22.182
	Customized Alerting Tone (CAT) requirements; Stage 1
	S1
	Yes

	TS
	22.228
	Service requirements for the Internet Protocol (IP) multimedia core network subsystem (IMS); Stage 1
	S1
	Yes

	TS
	22.250
	IP Multimedia Subsystem (IMS) Group Management; Stage 1
	S1
	Yes

	TS
	22.279
	Combined Circuit Switched (CS) and IP Multimedia Subsystem (IMS) sessions; Stage 1
	S1
	Yes

	TS
	22.340
	IP Multimedia Subsystem (IMS) messaging; Stage 1
	S1
	Yes

	TS
	22.401
	TISPAN; Videotelephony over NGN Service Description
	S1
	Yes

	TR
	22.979
	Feasibility study on combined Circuit Switched (CS) calls and IP Multimedia Subsystem (IMS) sessions
	S1
	Yes

	TS
	23.141
	Presence service; Architecture and functional description; Stage 2
	S2
	Yes

	TS
	23.167
	IP Multimedia Subsystem (IMS) emergency sessions
	S2
	Yes

	TS
	23.204
	Support of Short Message Service (SMS) over generic 3GPP Internet Protocol (IP) access; Stage 2
	S2
	Yes

	TS
	23.218
	IP Multimedia (IM) session handling; IM call model; Stage 2
	C1
	Yes

	TS
	23.228
	IP Multimedia Subsystem (IMS); Stage 2
	S2
	Yes

	TS
	23.506
	TISPAN; IP Multimedia Subsystem (IMS); Stage 2 description [3GPP TS 23.228 Release 7, modified]
	S2
	Yes

	TS
	23.507
	TISPAN; Voice Call Continuity (VCC); Stage 2 [3GPP TS 23.206 Release 7, modified]
	S2
	Yes

	TS
	23.508
	TISPAN; Presence Service; Architecture and functional description [Endorsement of 3GPP TS 23.141 and OMA-AD-Presence_SIMPLE-V1_0]
	S2
	Yes

	TS
	23.509
	TISPAN; NGN Architecture to support emergency communication from citizen to authority [Endorsed document 3GPP TS 23.167, Release 7]
	S2
	Yes

	TS
	23.511
	TISPAN; XML Document Management; Architecture and functional description [OMA-AD-XDM-V1_0-20051006-C modified]
	S2
	Yes

	TS
	23.517
	TISPAN; IP Multimedia Subsystem (IMS); Functional architecture
	S2
	Yes

	TS
	23.521
	Telecommunications and Internet converged Services and Protocols for Advanced Networks (TISPAN); Support of Short Message Service (SMS) over NGN IMS subsystem; Stage 2; [Endorsement of 3GPP TS 23.204 Release 7]
	S2
	Yes

	TS
	23.611
	TISPAN; XML Document Management; Architecture and functional description [OMA-AD-XDM-V1_0-20051006-C modified]
	S2
	Yes

	TS
	24.141
	Presence service using the IP Multimedia (IM) Core Network (CN) subsystem; Stage 3
	C1
	Yes

	TS
	24.147
	Conferencing using the IP Multimedia (IM) Core Network (CN) subsystem; Stage 3
	C1
	Yes

	TS
	24.173
	IMS Multimedia telephony service and supplementary services; Stage 3
	C1
	Yes

	TS
	24.182
	IP Multimedia Subsystem (IMS) Customized Alerting Tones (CAT); Protocol specification
	C1
	Yes

	TS
	24.229
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	C1
	Yes

	TS
	24.238
	Session Initiation Protocol (SIP) based user configuration; Stage 3
	C1
	Yes

	TS
	24.239
	Flexible Alerting (FA) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification
	C1
	Yes

	TS
	24.247
	Messaging service using the IP Multimedia (IM) Core Network (CN) subsystem; Stage 3
	C1
	Yes

	TS
	24.341
	Support of SMS over IP networks; Stage 3
	C1
	Yes

	TS
	24.406
	TISPAN; PSTN/ISDN simulation services; Message Waiting Indication (MWI): Protocol specification
	C1
	Yes

	TS
	24.407
	TISPAN; PSTN/ISDN simulation services; Originating Identification Presentation (OIP) and Originating Identification Restriction (OIR); Protocol specification
	C1
	Yes

	TS
	24.410
	TISPAN; NGN Signalling Control Protocol; Communication HOLD (HOLD) PSTN/ISDN simulation services; Protocol specification
	C1
	Yes

	TS
	24.411
	TISPAN; PSTN/ISDN simulation services: Anonymous Communication Rejection (ACR) and Communication Barring (CB); Protocol specification
	C1
	Yes

	TS
	24.423
	TISPAN; PSTN/ISDN simulation services; Extensible Markup Language (XML) Configuration Access Protocol (XCAP) over the Ut interface for Manipulating NGN PSTN/ISDN Simulation Services
	C1
	Yes

	TS
	24.430
	TISPAN; Presence Service Capability; Protocol Specification [3GPP TS 24.141 V7.0.0, modified and OMA-TS-Presence_SIMPLE-V1_0, modified]
	C1
	Yes

	TS
	24.441
	TISPAN; Messaging service using the IP Multimedia (IM) Core Network (CN) subsystem; Stage 3: Protocol specifications [Endorsement of 3GPP TS 24.247 Release 6]
	C1
	Yes

	TS
	24.447
	TISPAN; NGN IMS Supplementary Services; Advice Of Charge (AOC)
	C1
	Yes

	TS
	24.451
	TISPAN; Support of SMS and MMS over NGN IMS subsystem; Stage 3 [Endorsement of 3GPP TS 24.341 Release 7]
	C1
	Yes

	TS
	24.454
	TISPAN; PSTN/ISDN simulation services; Protocol specification Closed User Group (CUG)
	C1
	Yes

	TS
	24.503
	TISPAN; IP Multimedia Call Control Protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP) Stage 3 [3GPP TS 24.229 (Release 7), modified]
	C1
	Yes

	TS
	24.504
	TISPAN; PSTN/ISDN simulation services: Communication Diversion (CDIV); Protocol specification
	C1
	Yes

	TS
	24.505
	TISPAN; PSTN/ISDN simulation services: Conference (CONF); Protocol specification
	C1
	Yes

	TS
	24.508
	PSTN/ISDN simulation services Terminating Identification Presentation (TIP) and Terminating Identification Restriction (TIR); Protocol specification
	C1
	Yes

	TS
	24.516
	TISPAN; PSTN/ISDN simulation services; Malicious Communication Identification (MCID); Protocol specification
	C1
	Yes

	TS
	24.528
	TISPAN; Common Basic Communication procedures; Protocol specification
	C1
	Yes

	TS
	24.529
	TISPAN; PSTN/ISDN simulation services: Explicit Communication Transfer (ECT); Protocol specification
	C1
	Yes

	TS
	24.604
	Communication Diversion (CDIV) using IP Multimedia (IM)Core Network (CN) subsystem; Protocol specification
	C1
	Yes

	TS
	24.605
	Conference (CONF) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification
	C1
	Yes

	TS
	24.606
	Message Waiting Indication (MWI)using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification
	C1
	Yes

	TS
	24.607
	Originating Identification Presentation (OIP) and Originating Identification Restriction (OIR) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification
	C1
	Yes

	TS
	24.608
	Terminating Identification Presentation (TIP) and Terminating Identification Restriction (TIR)using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification
	C1
	Yes

	TS
	24.610
	Communication HOLD (HOLD) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification
	C1
	Yes

	TS
	24.611
	Anonymous Communication Rejection (ACR) and Communication Barring (CB)using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification
	C1
	Yes

	TS
	24.615
	Communication Waiting (CW) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol Specfication
	C1
	Yes

	TS
	24.616
	Malicious Communication Identification (MCID)using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification
	C1
	Yes

	TS
	24.628
	Common Basic Communication procedures using IP Multimedia (IM)Core Network (CN) subsystem; Protocol specification
	C1
	Yes

	TS
	24.629
	Explicit Communication Transfer (ECT) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification
	C1
	Yes

	TS
	24.642
	Completion of Communications to Busy Subscriber (CCBS) and Completion of Communications by No Reply (CCNR) using IP Multimedia (IM)Core Network (CN) subsystem; Protocol Specification
	C1
	Yes

	TS
	24.647
	Advice Of Charge (AOC) using IP Multimedia (IM)Core Network (CN) subsystem; Protocol Specification
	C1
	Yes

	TS
	24.654
	Closed User Group (CUG) using IP Multimedia (IM) Core Network (CN) subsystem, Protocol Specification
	C1
	Yes

	TR
	24.930
	Signalling flows for the session setup in the IP Multimedia core network Subsystem (IMS) based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	C1
	Yes

	TS
	29.162
	Interworking between the IM CN subsystem and IP networks
	C3
	Yes

	TS
	29.163
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	C3
	Yes

	TS
	29.165
	Inter-IMS Network to Network Interface (NNI)
	C3
	Yes

	TS
	29.212
	Policy and charging control over Gx reference point
	C3
	Yes

	TS
	29.213
	Policy and charging control signalling flows and Quality of Service (QoS) parameter mapping
	C3
	Yes

	TS
	29.214
	Policy and charging control over Rx reference point
	C3
	Yes

	TS
	29.215
	Policy and Charging Control (PCC) over S9 reference point
	C3
	Yes

	TS
	29.228
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	C4
	Yes

	TS
	29.229
	Cx and Dx interfaces based on the Diameter protocol; Protocol details
	C4
	Yes

	TS
	29.292
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem (IMS) and MSC Server for IMS Centralized Services (ICS)
	C3
	Yes

	TS
	29.311
	Service Level Interworking for Messaging Services
	C3
	Yes

	TS
	29.328
	IP Multimedia Subsystem (IMS) Sh interface; Signalling flows and message contents
	C4
	Yes

	TS
	29.329
	Sh interface based on the Diameter protocol; Protocol details
	C4
	Yes

	TS
	29.412
	TISPAN; Interworking; Trunking Gateway Control Procedures for interworking between NGN and external CS networks
	C3
	Yes

	TS
	29.421
	TISPAN; NGN Release 1; Endorsement of 3GPP TS 29.162 Interworking between IM CN Sub-system and IP networks
	C3
	Yes

	TS
	29.424
	TISPAN; H.248 Profile for controlling Trunking Media Gateways; Protocol specification
	C4
	Yes

	TS
	29.433
	TISPAN; IP Multimedia; Diameter based protocol for the interfaces between the Call Session Control Function and the User Profile Server Function/Subscription Locator Function; Signalling flows and protocol details [3GPP TS 29.228 and 29.229 modified]
	C4
	Yes

	TS
	29.458
	TISPAN; SIP Transfer of IP Multimedia Service Tariff Information; Protocol specification
	C3
	Yes

	TS
	29.527
	TISPAN; Endorsement of the SIP-ISUP Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks [3GPP TS 29.163 (Release 7), modified]
	C3
	Yes

	TS
	29.612
	TISPAN; Interworking; Trunking Gateway Control Procedures for interworking between NGN and external CS networks
	C3
	Yes

	TS
	29.624
	TISPAN; H.248 Profile for controlling Trunking Media Gateways; Protocol specification
	C4
	Yes

	TS
	29.658
	TISPAN; SIP Transfer of IP Multimedia Service Tariff Information; Protocol specification
	C3
	Yes

	TS
	31.101
	UICC-terminal interface; Physical and logical characteristics
	C6
	Yes

	TS
	31.103
	Characteristics of the IP Multimedia Services Identity Module (ISIM) application
	C6
	Yes

	TS
	31.115
	Secured packet structure for (Universal) Subscriber Identity Module (U)SIM Toolkit applications
	C6
	Yes

	TS
	31.116
	Remote APDU Structure for (Universal) Subscriber Identity Module (U)SIM Toolkit applications
	C6
	Yes

	TS
	31.133
	IP Multimedia Services Identity Module (ISIM) Application Programming Interface (API); ISIM API for Java Card™
	C6
	Yes

	TS
	32.240
	Telecommunication management; Charging management; Charging architecture and principles
	S5
	Yes

	TS
	32.260
	Telecommunication management; Charging management; IP Multimedia Subsystem (IMS) charging
	S5
	Yes

	TS
	32.299
	Telecommunication management; Charging management; Diameter charging applications
	S5
	Yes

	
	
	
	
	

	TS
	33.141
	Presence service; Security
	S3
	Yes

	TS
	33.178
	Security aspects of early IP Multimedia Subsystem (IMS)
	S3
	Yes

	TS
	33.203
	3G security; Access security for IP-based services
	S3
	Yes

	TS
	33.210
	3G security; Network Domain Security (NDS); IP network layer security
	S3
	Yes
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