Page 1



3GPP TSG-SA5 (Telecom Management)
S5-093460
Meeting SA5#67, 31 August – 4 September 2009, Vancouver, CANADA
revision of S5-09yx
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	32.753
	CR
	0003
	(

rev
	-
	(

Current version:
	8.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Removal of the Write Qualifier from the TACList attribute for the MMEPoolArea 

	
	

	Source to WG:
(

	Vodafone

	Source to TSG:
(

	SA5

	
	

	Work item code:
(

	OAM8
	
	Date: (

	03/07/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(
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	1st Modified Section


1 Scope

The present document is part of an Integration Reference Point (IRP) named EPC Network Resource Model (NRM) IRP, through which an IRPAgent can communicate configuration management information to one or several IRPManagers concerning EPC resources. The EPC NRM IRP comprises a set of specifications defining Requirements, a protocol neutral Information Service and one or more Solution Set(s).

The present document specifies the EPC Network Resources IRP: CORBA Solution Set, which defines the mapping of the IRP information model (see TS 32.752 [2]) to the protocol specific details necessary for implementation of this IRP in a CORBA/IDL environment.

This Solution Set is related to 3GPP TS 32.752 v8.2.X.

	End of modification


	2nd Modified Section


Information Object Class (IOC) mapping

5.2.1
IOC MMEFunction
	Attribute of IOC MMEFunction in 3GPP TS 32.752 [2]
	SS Attribute
	SS Type
	Support Qualifier
	Read Qualifier
	Write Qualifier

	id
	id
	string
	M
	M
	-

	pLMNIdList
	pLMNIdList
	genericEPCNRMAttributeTypes::
AttributeTypes:: plmnIdListType
	M
	M
	-

	mMEC
	mMEC
	long
	M
	M
	-

	sGWAddress
	sGWAddress
	string
	CM
	M
	M

	sGSNAddress
	sGSNAddress
	string
	CM
	M
	M

	mMEPool
	mMEPool
	GenericNetworkResourcesIRPSystem::
AttributeTypes::MOReference
	M
	M
	-


5.2.2
IOC MMEPool
	Attribute of IOC MMEPool in 3GPP TS 32.752 [2]
	SS Attribute
	SS Type
	Support Qualifier
	Read Qualifier
	Write Qualifier

	id
	id
	string
	M
	M
	-

	mMEGI
	mMEGI
	long
	M
	M
	-

	mMEPoolMemberList
	mMEPoolMemberList
	GenericNetworkResourcesIRPSystem::
AttributeTypes::MOReferenceSet
	M
	M
	M

	mMEPoolArea
	mMEPoolArea
	GenericNetworkResourcesIRPSystem::
AttributeTypes::MOReference
	M
	M
	M


5.2.3
IOC MMEPoolArea
	Attribute of IOC MMEPoolArea  in 3GPP TS 32.752 [2]
	SS Attribute
	SS Type
	Support Qualifier
	Read Qualifier
	Write Qualifier

	id
	id
	string
	M
	M
	-

	mMEPool
	mMEPool
	GenericNetworkResourcesIRPSystem::
AttributeTypes::MOReference
	M
	M
	M

	tACList
	tACList
	GenericNetworkResourcesIRPSystem::
AttributeTypes::LongSet
	M
	M
	

	pLMNIdList
	pLMNIdList
	genericEPCNRMAttributeTypes::
AttributeTypes:: plmnIdListType
	O
	M
	-
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