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	1st Modified Section


B.1
File naming convention

The following convention shall be applied for trace result file naming:

<Type><Startdate>.<Starttime>‑<SenderType>.<SenderName>.[<TraceReference>].[<TraceRecordingSessionRef>]

1)
The Type field indicates if the file contains trace data for single or multiple calls, where:

-
"A" means single Trace Recording Session, single sender NE

-
"B" means multiple Trace Recording Sessions, single sender NE

2)
The Startdate field indicates the date of the first record in the trace file. The Startdate field is of the form YYYYMMDD, where:

-
YYYY is the year in four-digit notation;

-
MM is the month in two digit notation (01 - 12);

-
DD is the day in two digit notation (01 - 31).

3)
The Starttime field indicates the time of the first record in the trace file. The Starttime field is of the form HHMMshhmm, where: 

-
HH is the two digit hour of the day (local time), based on 24 hour clock (00 - 23);

-
MM is the two digit minute of the hour (local time), 

-
s is the sign of the local time differential from UTC (+ or -), in case the time differential to UTC is 0 then the sign may be arbitrarily set to "+" or "-";

-
hh is the two digit number of hours of the local time differential from UTC (00-23);

-
mm is the two digit number of minutes of the local time differential from UTC (00-59).

4)
SenderType field is the type of NE defined by IOC attribute managedElementType in 3GPP TS 32.622 [12] that recorded and sent the trace file; SenderName field is the identifier of the NE that recorded and sent the trace file. 

5)
TraceRecordingSessionReference field is set only if the type field is A. 

6)
TraceReference field is set if the type field is A. For type B the Trace Reference is optional and will be used when one trace file is created per trace session with multiple trace recording session.
Some examples describing file naming convention:

1)
file name:
A20030225.2315+0200-RNC.RNC01.01.125, 


meaning:
file produced by RNC<RNC01> on February 25, 2003, first trace record at 23:15 local with a time differential of +2 hours against UTC. The file contains trace data for the Trace Session with the Trace reference 01 and for the Trace Recording Session with the reference 125.
2) file name:
B20030115.1700-0300-RNC.RNC02


meaning: file produced by RNC<RNC02> on January 15, 2003, first trace record at 17:00 local with a time differential of -3 hours against UTC. 
3)
file name:
B20030115.1700-0300-RNC.RNC02.01,


meaning: file produced by RNC<RNC02> on January 15, 2003, first trace record at 17:00 local with a time differential of -3 hours against UTC. The file contains trace data for Trace reference 01 and several Trace Recording Sessions.
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