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*******************************1st Modification*************************************

7.14
IMS Inter UE Transfer 

The IMS shall be able to provide IMS Inter UE Transfer between:

-
different UEs connected via the same IP-CAN,

-
different UEs connected via different 3GPP IP-CANs,

-
different UEs connected via a 3GPP IP-CAN and a non-3GPP IP-CAN (e.g. fixed line connectivity),

-
different UEs connected via different non-3GPP IP-CANs.

In addition the IMS shall be able to provide IMS Inter UE Transfer from UEs connected via an IP-CAN to ICS entities that provide interworking with UEs in the CS Domain.

Note 1. In this case it might not be possible to retrieve the session after it has been transferred.

Note 2. When interworking with the UEs in the CS domain, the available IUT features are limited by the UE’s capabilities. 
The following requirements are applicable for IMS Inter UE Transfer.

-
The IMS shall support the capability to transfer/retrieve some or all of the media components to/from different IMS UEs under the control of the same End-User and while providing continuous service experience to that user.  In order to provide continuous service experience to the user, the receiving IMS UE capabilities (e.g. display resolutions, codecs capabilities, and access network data rate, etc.) shall be taken into consideration and the transferred sessions adapted accordingly.

-
It shall be possible to provide continuous service experience when the session is transferred between IMS UEs of different capabilities. 
-
It shall be possible to transfer some or all media components to the target IMS UE.

-
It shall be possible to transfer service control related to some or all media components to the target IMS UE. 

NOTE: 
Transfer of service control and media components may be independent of each other. This means the above requirements include the case where certain media components are transferred to the target IMS UE whilst the related service control remains in the source IMS UE and other service control is transferred to the target IMS UE whilst the controlled media components remain in the source IMS UE. 

-
Inter UE Transfer shall be subject to operator policy.

IMS shall support the capability to add /delete media components across different UEs under the control of the same End-User and while providing continuous service experience to that user.

An IMS user shall be able to control media components of an IMS session between different UEs as following:

-
Add new media components to different UEs at session setup and session modification.

-
Remove media components of an ongoing multimedia session from different UEs.

7.15
Prevention of Unsolicited Communication in IMS (PUCI) 

*******************************End Modification*************************************
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