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/* start of 1st change */ 
L

Local Service: Services, which are provided by current roamed to network that are not HE services. The same service can be provided by a network as a local service to inbound roamers and as a HE service to the subscribers of this network.
Local IP Access (LIPA): Allows an IP-capable UE connected via a H(e)NB direct access to other IP-capable devices in the local residential/corporate IP network.
Localised Service Area (LSA): A LSA is an operator-defined group of cells, for which specific access conditions apply. This may correspond to an area in which the Core Network offers specific services. A LSA may be defined within a PLMN or globally. Therefore, a LSA may offer a non-contiguous radio coverage.
/* start of 2nd change */ 
Seed: Deployed ODMA relay node with or without a display/keypad.
Selected IP Traffic Offload (SIPTO): Offload of selected types of IP traffic (e.g. internet traffic) towards a defined IP network close to the UE's point of attachment to the access network. SIPTO is applicable to traffic offload for the macro-cellular access network and for the H(e)NB subsystem.
Selected PLMN: This is the PLMN that has been selected by the non-access stratum, either manually or automatically.
/* start of 3rd change */ 
LI
Language Indication 


Length Indicator


Line Identity
LIPA
Local IP Access
LLC
Logical Link Control


Low Layer Compatibility

/* start of 4th change */ 
SIC
Service Implementation Capabilities
SID
SIlence Descriptor

SIM
GSM Subscriber Identity Module

SIP
Session Initiated Protocol
SIPTO
Selected IP Traffic Offload
SIR
Signal-to-Interference Ratio

SLA
Service Level Agreement

/* no more changes */ 
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