Page 1



3GPP TSG-SA2 Meeting #74 
(
S2-094413
Sophia Antipolis, France, 06-10 July, 2009
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	23.060
	CR
	0897
	(

rev
	-
	(

Current version:
	9.1.1
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	X
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	CSG access control during detach procedure

	
	

	Source to WG:
(

	Huawei, Motorola

	Source to TSG:
(

	S2

	
	

	Work item code:
(

	EHNB
	
	Date: (

	30/06/2009

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	CSG access control is performed during NAS procedures including Detach procedures. CT1 has specified how CSG access control is performed during Detach procedures. Stage2 specification needs to be aligned with stage3 specification. More details can be found in stage 3 NAS specifications TS 24.008.

	
	

	Summary of change:
(

	Detach procedures are updated:

-    If the SGSN receives a Detach Request via a CSG cell with Switch Off parameter indicating that detach is not due to a switch off situation, and the CSG subscription for this CSG ID is absent or expired, the SGSN shall trigger a new Detach procedure. 

-    If the MS receives Detach Request via a CSG cell from the SGSN with the cause indicating the MS is not allowed to access this CSG, the MS shall remove this CSG ID from its Allowed CSG List.

	
	

	Consequences if 
(

not approved:
	There is no CSG access control during detach procedure and stage 2 does not align with stage 3 decision.

	
	

	Clauses affected:
(

	6.6.1, 6.6.2.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other coSGSNnts:
(

	


***************************************Begin of Change***********************************
6.6.1
MS-Initiated Detach Procedure

The MS-Initiated Detach procedure when initiated by the MS is illustrated in Figure 23.
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Figure 23: MS-Initiated Combined GPRS / IMSI Detach Procedure

NOTE:
All steps except step 2 are common for architecture variants using Gn/Gp based interaction with GGSN and using S4 based interaction with S‑GW and P‑GW. For an S4 based interaction with S‑GW and P‑GW, procedure steps (A) are defined in clause 6.6.3.

1)
The MS detaches by sending Detach Request (Detach Type, P‑TMSI, P‑TMSI Signature, Switch Off) to the SGSN. Detach Type indicates which type of detach is to be performed, i.e., GPRS Detach only, IMSI Detach only or combined GPRS and IMSI Detach. Switch Off indicates whether detach is due to a switch off situation or not. The Detach Request message includes P‑TMSI and P‑TMSI Signature. P‑TMSI Signature is used to check the validity of the Detach Request message. If P‑TMSI Signature is not valid or is not included, the authentication procedure should be performed.
If the SGSN receives a Detach Request via a CSG cell with Switch Off parameter indicating that detach is not due to a switch off situation, and the CSG subscription for this CSG ID is absent or expired, the SGSN shall trigger a SGSN-initiated Detach procedure as specified in section 6.6.2.1.

2)
If GPRS detach, the active PDP contexts in the GGSNs regarding this particular MS are deactivated by the SGSN sending Delete PDP Context Request (TEID) to the GGSNs. The GGSNs acknowledge with Delete PDP Context Response (TEID).

3)
If IMSI detach, the SGSN sends an IMSI Detach Indication (IMSI) message to the VLR.

4)
If the MS wants to remain IMSI-attached and is doing a GPRS detach, the SGSN sends a GPRS Detach Indication (IMSI) message to the VLR. The VLR removes the association with the SGSN and handles paging and location update without going via the SGSN.

5)
If Switch Off indicates that detach is not due to a switch off situation, the SGSN sends a Detach Accept to the MS.
6)
If the MS was GPRS detached, then the 3G‑SGSN releases the PS signalling connection.

The CAMEL procedure calls shall be performed; see referenced procedures in TS 23.078 [8b]:

C1)
CAMEL_GPRS_PDP_Context_Disconnection.
This procedure is called several times: once per PDP context. The procedure returns as result "Continue".

C2)
CAMEL_GPRS_Detach and CAMEL_PS_Notification.
They are called in the following order:

-
The procedure CAMEL_GPRS_Detach is called. The procedure returns as result "Continue".

-
Then the procedure CAMEL_PS_Notification is called. The procedure returns as result "Continue".
6.6.2
Network-Initiated Detach Procedure

6.6.2.1
SGSN-Initiated Detach Procedure

The SGSN-Initiated Detach procedure when initiated by the SGSN is illustrated in Figure 24.
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Figure 24: SGSN-Initiated GPRS Detach Procedure

NOTE:
All steps except step 2 are common for architecture variants using Gn/Gp based interaction with GGSN and using S4 based interaction with S‑GW and P‑GW. For an S4 based interaction with S‑GW and P‑GW, procedure steps (A) are defined in clause 6.6.3.

1)
The SGSN informs the MS that it has been detached, by sending Detach Request (Detach Type) to the MS. Detach Type indicates if the MS is requested to make a new attach and PDP context activation for the previously activated PDP contexts. If so, the attach procedure shall be initiated when the detach procedure is completed.
If this Detach procedure is due to the MS's Detach Request via a CSG cell which the MS is not allowed to access, i.e. the CSG subscription for this CSG ID is absent or expired, the SGSN shall send a Detach Request to MS with an appropriate cause indicating the MS is not allowed to access this CSG.
2)
The active PDP contexts in the GGSNs regarding this particular MS are deactivated by the SGSN sending Delete PDP Context Request (TEID) messages to the GGSNs. The GGSNs acknowledge with Delete PDP Context Response (TEID) messages.

3)
If the MS was both IMSI- and GPRS-attached, the SGSN sends a GPRS Detach Indication (IMSI) message to the VLR. The VLR removes the association with the SGSN and handles paging and location update without going via the SGSN.

4)
The MS sends a Detach Accept message to the SGSN any time after step 1. If the MS receives Detach Request from the SGSN via a CSG cell with the cause indicating the MS is not allowed to access this CSG, the MS shall remove this CSG ID from its Allowed CSG List.
5)
After receiving the Detach Accept message, if Detach Type did not request the MS to make a new attach, then the 3G SGSN releases the PS signalling connection.

The CAMEL procedure calls shall be performed, see referenced procedure in TS 23.078 [8b]:

C1)
CAMEL_GPRS_PDP_Context_Disconnection.
This procedure is called several times: once per PDP context. The procedure returns as result "Continue".

C2)
CAMEL_GPRS_Detach and CAMEL_PS_Notification.
They are called in the following order:

-
The procedure CAMEL_GPRS_Detach is called. The procedure returns as result "Continue".

-
Then the procedure CAMEL_PS_Notification is called. The procedure returns as result "Continue".
*****************************************End of Change***********************************
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