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The following CRs were agreed by SA WG2 and are provided to TSG SA#45 for approval:

	TS
	CR
	Rev
	Release
	Title
	Cat
	Vsn
	SA WG2 TD
	Source to WG
	Work Item
	Clauses affected

	23.401
	1087
	-
	Rel-9
	Delete obsolete notes regarding lack of emergency support
	F
	9.1.0
	S2-094277
	Alcatel-Lucent
	IMS_EMER_GPRS_EPS
	4.3.7.4, 5.9

	23.401
	1088
	2
	Rel-9
	Preventing handover to GERAN during an emergency session
	F
	9.1.0
	S2-094745R
(MCC revision to correct CR number)
	Alcatel-Lucent, Nokia Siemens Networks, Samsung, Rogers Wireless
	IMS_EMER_GPRS_EPS
	5.5.2.1.2, 5.5.2.3.2, D.3.7.2

	23.401
	1089
	1
	Rel-9
	Remove editor's notes regarding release of non-emergency bearers
	D
	9.1.0
	S2-094699R
(MCC revision to correct CR number)
	Alcatel-Lucent, Samsung, Rogers Wireless
	IMS_EMER_GPRS_EPS
	5.5.1.1.1, 5.5.1.2.1

	23.401
	1090
	3
	Rel-9
	Clarification on use of Emergency Attach
	F
	9.1.0
	S2-094883R
(MCC revision to correct CR number)
	Alcatel-Lucent, Nokia Siemens Networks, Rogers Wireless
	IMS_EMER_GPRS_EPS
	4.3.12.1, 5.3.2.1

	23.401
	1091
	1
	Rel-9
	Move emergency detach handling to emergency section
	D
	9.1.0
	S2-094749R
(MCC revision to correct CR number)
	Alcatel-Lucent
	IMS_EMER_GPRS_EPS
	4.3.5.2, 4.3.12.3x

	23.401
	1094
	1
	Rel-9
	MME Emergency Configuration Data
	F
	9.1.0
	S2-094759
	Motorola
	IMS_EMER_GPRS_EPS
	5.7.2

	23.401
	1105
	1
	Rel-9
	Emergency attach in normal service
	F
	9.1.0
	S2-094750
	Ericsson, ST-Ericsson
	IMS_EMER_GPRS_EPS
	5.3.2.1

	23.401
	1110
	1
	Rel-9
	Deactivating the non-emergency bearer in limited service mode
	B
	9.1.0
	S2-094872
	ZTE
	IMS_EMER_GPRS_EPS
	5.3.3.1, 5.3.3.2

	23.401
	1134
	1
	Rel-9
	Clarification for the service request procedure with support for emergency calls
	F
	9.1.0
	S2-094757
	Huawei
	IMS_EMER_GPRS_EPS
	4.3.12.1

	23.401
	1143
	1
	Rel-9
	The PDN connection request procedure for the UE handover to a restricted cell
	F
	9.1.0
	S2-094756
	CATT
	IMS_EMER_GPRS_EPS
	5.10.2

	23.401
	1144
	5
	Rel-9
	Mobility restriction for emergency service
	F
	9.1.0
	S2-095975
	Alcatel-Lucent
	IMS_EMER_GPRS_EPS
	4.3.12.3

	23.401
	1166
	1
	Rel-9
	Emergency related corrections to TAU and S1 Handover Procedure
	F
	9.1.0
	S2-094754
	Samsung
	IMS_EMER_GPRS_EPS
	5.3.3.1, 5.3.3.2,  5.3.3.3, 5.3.3.6, 5.5.1.2.2

	23.401
	1195
	1
	Rel-9
	Information storage correction for emergency
	F
	9.1.0
	S2-094888
	Samsung
	IMS_EMER_GPRS_EPS
	5.7.3, 5.7.4

	23.401
	1207
	1
	Rel-9
	Remove all the non-Emergency Service Bearers during the TAU/RAU procedure
	F
	9.1.0
	S2-095743
	CATT
	IMS_EMER_GPRS_EPS
	5.3.3.1, 5.3.3.2, 5.3.3.3, 5.3.3.6

	23.401
	1228
	2
	Rel-9
	Registration of the PGW and APN pair for EMC PDN connection
	F
	9.1.0
	S2-096059
	Huawei
	IMS_EMER_GPRS_EPS
	4.3.12.4, 5.3.2.1

	23.401
	1229
	2
	Rel-9
	Clarification for MME emergency support in one PLMN
	F
	9.1.0
	S2-095974
	Huawei
	IMS_EMER_GPRS_EPS
	4.3.12.1

	23.401
	1256
	3
	Rel-9
	IMEI for session co-relation for dynamic PCC
	F
	9.1.0
	S2-096093
	Samsung
	IMS_EMER_GPRS_EPS
	5.3.2.1

	23.401
	1287
	1
	Rel-9
	Bearer resource modification procedure for emergency PDN connection
	F
	9.1.0
	S2-095759
	CATT
	IMS_EMER_GPRS_EPS
	4.3.12.9

	23.401
	1289
	2
	Rel-9
	Clarifications about the network entities providing IMS emergency service
	F
	9.1.0
	S2-096064
	ZTE
	IMS_EMER_GPRS_EPS
	4.3.12.9


