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Annex E:
List of Change Requests and their status after TSG SA Meeting #44

E.1
CRs from SA WG1

	CRs from SA WG1

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-090373
	21.905
	0095
	1
	9.1.0
	Rel-9
	Allign definition of Allowed CSG list
	approved
	F
	9.2.0
	TEI9

	SP-090370
	22.011
	0152
	-
	8.7.0
	Rel-8
	Temporary CSG Membership Time Period
	approved
	F
	8.8.0
	HomeNB

	SP-090369
	22.101
	0308
	3
	8.11.0
	Rel-8
	eCall - PSAP acknowledgement to the IVS
	approved
	C
	8.12.0
	Edata

	SP-090377
	22.101
	0312
	4
	9.3.0
	Rel-9
	Domain selection for emergency call
	approved
	F
	9.4.0
	IMS_EMER_GPRS_EPS_EPS

	SP-090369
	22.101
	0313
	-
	9.3.0
	Rel-9
	eCall - PSAP acknowledgement to the IVS
	approved
	A
	9.4.0
	Edata

	SP-090376
	22.142
	0001
	1
	9.0.0
	Rel-9
	Limiting the maximum number of times the SM is forwarded
	approved
	C
	9.1.0
	VAS4SMS

	SP-090376
	22.142
	0002
	1
	9.0.0
	Rel-9
	To prevent auto reply to auto reply loop
	approved
	C
	9.1.0
	VAS4SMS

	SP-090376
	22.142
	0003
	1
	9.0.0
	Rel-9
	Independent provisioning of VAS-SMS
	approved
	B
	9.1.0
	VAS4SMS

	SP-090372
	22.173
	0053
	2
	8.6.0
	Rel-8
	Alignment CR: Completion of Communications on No Reply
	approved
	B
	8.7.0
	TEI8

	SP-090372
	22.173
	0054
	2
	9.1.0
	Rel-9
	Alignment CR: Completion of Communications on No Reply
	approved
	A
	9.2.0
	TEI9

	SP-090368
	22.182
	0021
	-
	8.4.0
	Rel-8
	Clarification on the interaction with CAT and OIR
	approved
	F
	8.5.0
	CAT

	SP-090368
	22.182
	0022
	-
	9.1.0
	Rel-9
	Clarification on the interaction with CAT and OIR
	approved
	A
	9.2.0
	CAT

	SP-090373
	22.220
	0002
	1
	9.0.0
	Rel-9
	Clarification on the displaying of the H(e)NB name during manual CSG selection
	approved
	F
	9.1.0
	EHNB

	SP-090373
	22.220
	0004
	4
	9.0.0
	Rel-9
	Optional USIM support in H(e)NB
	approved
	B
	9.1.0
	EHNB

	SP-090374
	22.220
	0005
	1
	9.0.0
	Rel-9
	Rel 8 Rel 9 CSG lists alignement
	approved
	F
	9.1.0
	EHNB

	SP-090373
	22.220
	0011
	3
	9.0.0
	Rel-9
	Clarification on Local IP Access Requirements
	approved
	F
	9.1.0
	EHNB

	SP-090373
	22.220
	0015
	-
	9.0.0
	Rel-9
	Remove VPLMN CSG support for Rel9
	approved
	F
	9.1.0
	EHNB

	SP-090373
	22.220
	0016
	2
	9.0.0
	Rel-9
	Clarification on the requirement of session diversion.
	approved
	F
	9.1.0
	EHNB

	SP-090412
	22.220
	0018
	1
	9.0.0
	Rel-9
	Alignment of H(e)NB requirements with SA plenary (SP#43) guidance for Rel-9
	revised
	F
	
	EHNB

	SP-090437
	22.220
	0018
	2
	9.0.0
	Rel-9
	Alignment of H(e)NB requirements with SA plenary (SP#43) guidance for Rel-9
	rejected
	F
	
	EHNB

	SP-090373
	22.220
	0019
	2
	9.0.0
	Rel-9
	Allowed CSG list management for hybrid cells
	approved
	F
	9.1.0
	EHNB

	SP-090373
	22.220
	0023
	3
	9.0.0
	Rel-9
	Clarification of H(e)NB Owner / Hosting Party
	approved
	D
	9.1.0
	EHNB

	SP-090373
	22.220
	0024
	2
	9.0.0
	Rel-9
	H(e)NB Operator Change
	approved
	D
	9.1.0
	EHNB

	SP-090373
	22.220
	0025
	2
	9.0.0
	Rel-9
	Clarification of the terminology about H(e)NB access modes
	approved
	F
	9.1.0
	EHNB

	SP-090373
	22.220
	0026
	1
	9.0.0
	Rel-9
	Minor corrections for clarification
	approved
	F
	9.1.0
	EHNB

	SP-090378
	22.228
	0089
	2
	10.0.0
	Rel-10
	Add the feature of completing dialed number to global form
	postponed
	B
	
	TEI10

	SP-090375
	22.268
	0006
	1
	9.1.0
	Rel-9
	Update Reference [4]
	approved
	F
	9.2.0
	PWS

	SP-090375
	22.268
	0007
	1
	9.1.0
	Rel-9
	CR 22.268 Clarify Requirements for Handling of Concurrent PWS Warning Notifications
	approved
	F
	9.2.0
	PWS

	SP-090371
	22.278
	0061
	1
	8.7.0
	Rel-8
	Access Technology Selection across PLMNs
	approved
	F
	8.8.0
	SAES

	SP-090371
	22.278
	0062
	1
	9.2.0
	Rel-9
	Access Technology Selection across PLMNs
	revised
	A
	
	SAES

	SP-090417
	22.278
	0062
	2
	9.2.0
	Rel-9
	Access Technology Selection across PLMNs
	approved
	A
	9.3.0
	SAES

	SP-090371
	22.278
	0064
	1
	8.7.0
	Rel-8
	Move sentence about non-3GPP access
	approved
	D
	8.8.0
	SAES

	SP-090371
	22.278
	0065
	-
	8.7.0
	Rel-8
	Frequency of Scanning for Different Access Technologies
	approved
	F
	8.8.0
	SAES

	SP-090371
	22.278
	0066
	-
	9.2.0
	Rel-9
	Move sentence about non-3GPP access
	approved
	A
	9.3.0
	SAES

	SP-090371
	22.278
	0067
	-
	9.2.0
	Rel-9
	Frequency of Scanning for Different Access Technologies
	approved
	A
	9.3.0
	SAES


35 CRs

E.2
CRs from SA WG2

	CRs from SA WG2

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-090322
	23.002
	0201
	-
	8.4.0
	Rel-8
	Correcting usage of I3 for ICS
	approved
	F
	8.5.0
	ICSRA-St2

	SP-090353
	23.002
	0202
	1
	8.4.0
	Rel-9
	Stage 2 alignment of E-CSCF - AS interface
	approved
	F
	9.0.0
	IMS_EMER_GPRS_EPS-SRVCC

	SP-090345
	23.002
	0203
	1
	8.4.0
	Rel-8
	Update the misalignment in 23.002 related with SRVCC and CSFB
	approved
	F
	8.5.0
	TEI8

	SP-090346
	23.002
	0204
	3
	8.4.0
	Rel-9
	Introduction of the H(e)NB architecture into 3GPP TS 23.002
	approved
	B
	9.0.0
	EHNB

	SP-090349
	23.002
	0205
	2
	8.4.0
	Rel-9
	Add I1 interface for ICS
	approved
	B
	9.0.0
	IMS_SCC-ICS

	SP-090346
	23.060
	0757
	4
	9.0.0
	Rel-9
	Include Allowed CSG List in Subscription Data
	approved
	B
	9.1.0
	EHNB

	SP-090326
	23.060
	0772
	2
	8.4.0
	Rel-8
	Removal of EPS Bearer QoS at inter system change
	approved
	F
	8.5.0
	SAES

	SP-090353
	23.060
	0784
	1
	9.0.0
	Rel-9
	Clarification of the handling of emergency PDN connection
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS

	SP-090353
	23.060
	0785
	4
	9.0.0
	Rel-9
	Network Emergency support indication
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS

	SP-090353
	23.060
	0786
	1
	9.0.0
	Rel-9
	GPRS Emergency PDP Context Activation
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS

	SP-090325
	23.060
	0787
	2
	8.4.0
	Rel-8
	IPv6 prefix allocation corrections
	approved
	F
	8.5.0
	SAES

	SP-090324
	23.060
	0788
	3
	9.0.0
	Rel-9
	PTI in Secondary PDP Context Activation Procedure
	approved
	A
	9.1.0
	SAES

	SP-090324
	23.060
	0789
	2
	8.4.0
	Rel-8
	PTI in Secondary PDP Context Activation Procedure
	approved
	F
	8.5.0
	SAES

	SP-090324
	23.060
	0790
	2
	9.0.0
	Rel-9
	GTPv2-C message alignment in Section 8
	approved
	A
	9.1.0
	SAES

	SP-090324
	23.060
	0791
	2
	8.4.0
	Rel-8
	GTPv2-C message alignment in Section 8
	approved
	F
	8.5.0
	SAES

	SP-090324
	23.060
	0792
	3
	9.0.0
	Rel-9
	GTPv2-C message alignment in Section 9.2.2
	approved
	A
	9.1.0
	SAES

	SP-090324
	23.060
	0793
	3
	8.4.0
	Rel-8
	GTPv2-C message alignment in Section 9.2.2
	approved
	F
	8.5.0
	SAES

	SP-090328
	23.060
	0794
	3
	9.0.0
	Rel-9
	GTPv2-C message alignment in Section 9.2.3
	approved
	A
	9.1.0
	SAES

	SP-090328
	23.060
	0795
	3
	8.4.0
	Rel-8
	GTPv2-C message alignment in Section 9.2.3
	approved
	F
	8.5.0
	SAES

	SP-090324
	23.060
	0796
	3
	9.0.0
	Rel-9
	GTPv2-C message alignment in Section 9.2.4
	approved
	A
	9.1.0
	SAES

	SP-090324
	23.060
	0797
	3
	8.4.0
	Rel-8
	GTPv2-C message alignment in Section 9.2.4
	approved
	F
	8.5.0
	SAES

	SP-090324
	23.060
	0798
	2
	9.0.0
	Rel-9
	GTPv2-C message alignment in Section 12
	approved
	A
	9.1.0
	SAES

	SP-090324
	23.060
	0799
	2
	8.4.0
	Rel-8
	GTPv2-C message alignment in Section 12
	approved
	F
	8.5.0
	SAES

	SP-090353
	23.060
	0801
	1
	9.0.0
	Rel-9
	Enhancing service request procedure with support for emergency calls
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS

	SP-090325
	23.060
	0802
	-
	8.4.0
	Rel-8
	Correction for mapping between PDP contexts and EPS bearers.
	approved
	F
	8.5.0
	SAES

	SP-090324
	23.060
	0803
	-
	8.4.0
	Rel-8
	Prioritization of the PDP Contexts during RAU
	approved
	F
	8.5.0
	SAES

	SP-090324
	23.060
	0804
	1
	9.0.0
	Rel-9
	Prioritization of the PDP Contexts during RAU
	approved
	A
	9.1.0
	SAES

	SP-090353
	23.060
	0805
	2
	9.0.0
	Rel-9
	SGSN Emergency Configuration Data
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS

	SP-090324
	23.060
	0807
	2
	8.4.0
	Rel-8
	Compatibility issues
	approved
	F
	8.5.0
	SAES

	SP-090324
	23.060
	0808
	2
	9.0.0
	Rel-9
	Compatibility issues
	approved
	A
	9.1.0
	SAES

	SP-090324
	23.060
	0809
	1
	8.4.0
	Rel-8
	Clarification of data forwarding during RAU for S4 Gb mode SGSN
	approved
	F
	8.5.0
	SAES

	SP-090324
	23.060
	0810
	1
	9.0.0
	Rel-9
	Clarification of data forwarding during RAU for S4 Gb mode SGSN
	approved
	A
	9.1.0
	SAES

	SP-090325
	23.060
	0811
	1
	8.4.0
	Rel-8
	Clarification of data forwarding during RAU for S4 Iu mode SGSN
	approved
	F
	8.5.0
	SAES

	SP-090325
	23.060
	0812
	1
	9.0.0
	Rel-9
	Clarification of data forwarding during RAU for S4 Iu mode SGSN
	approved
	A
	9.1.0
	SAES

	SP-090325
	23.060
	0813
	1
	8.4.0
	Rel-8
	Correction of context removal during SGSN change
	approved
	F
	8.5.0
	SAES

	SP-090325
	23.060
	0814
	1
	9.0.0
	Rel-9
	Correction of context removal during SGSN change
	approved
	A
	9.1.0
	SAES

	SP-090325
	23.060
	0815
	3
	8.4.0
	Rel-8
	Correction for subscription data description
	approved
	F
	8.5.0
	SAES

	SP-090325
	23.060
	0816
	3
	9.0.0
	Rel-9
	Correction for subscription data description
	approved
	A
	9.1.0
	SAES

	SP-090328
	23.060
	0817
	3
	8.4.0
	Rel-8
	GTPv2-C message name alignment in Section 6
	approved
	F
	8.5.0
	SAES

	SP-090328
	23.060
	0818
	2
	9.0.0
	Rel-9
	GTPv2-C message name alignment in Section 6
	approved
	A
	9.1.0
	SAES

	SP-090325
	23.060
	0820
	2
	8.4.0
	Rel-8
	Update of Annex A to cover P-GW selection
	approved
	F
	8.5.0
	SAES

	SP-090325
	23.060
	0821
	2
	9.0.0
	Rel-9
	Update of Annex A to cover P-GW selection
	approved
	A
	9.1.0
	SAES

	SP-090325
	23.060
	0822
	2
	9.0.0
	Rel-9
	IPv6 prefix allocation corrections
	approved
	A
	9.1.0
	SAES

	SP-090325
	23.060
	0823
	-
	9.0.0
	Rel-9
	Correction for mapping between PDP contexts and EPS bearers.
	approved
	A
	9.1.0
	SAES

	SP-090325
	23.060
	0824
	5
	8.4.0
	Rel-8
	IMS Voice Session Supported Indication
	approved
	F
	8.5.0
	SAES

	SP-090325
	23.060
	0825
	5
	9.0.0
	Rel-9
	IMS Voice Session Supported Indication
	approved
	A
	9.1.0
	SAES

	SP-090326
	23.060
	0826
	-
	8.4.0
	Rel-8
	Correction on the MS- and SGSN initiated bearer deactivation procedure
	approved
	F
	8.5.0
	SAES

	SP-090326
	23.060
	0827
	1
	9.0.0
	Rel-9
	Removal of EPS Bearer QoS at inter system change
	approved
	A
	9.1.0
	SAES

	SP-090326
	23.060
	0830
	2
	8.4.0
	Rel-8
	Clarifications to PCRF interactions for MS-initiated EPS bearer modification
	approved
	F
	8.5.0
	SAES

	SP-090326
	23.060
	0831
	3
	9.0.0
	Rel-9
	Clarifications to PCRF interactions for MS-initiated EPS bearer modification
	approved
	A
	9.1.0
	SAES

	SP-090326
	23.060
	0832
	1
	8.4.0
	Rel-8
	Clarification that S4-SGSN accepts QoS in default PDP-context
	approved
	F
	8.5.0
	SAES

	SP-090326
	23.060
	0833
	1
	9.0.0
	Rel-9
	Clarification that S4-SGSN accepts QoS in default PDP-context
	approved
	A
	9.1.0
	SAES

	SP-090353
	23.060
	0834
	2
	9.0.0
	Rel-9
	Update of Emergency functionality in Relocation and RAU procedures
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS

	SP-090353
	23.060
	0835
	1
	9.0.0
	Rel-9
	Restricting emergency access
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS

	SP-090346
	23.060
	0836
	1
	9.0.0
	Rel-9
	Adding reference to the RAN protocol stacks for HNB interfaces
	approved
	B
	9.1.0
	EHNB

	SP-090326
	23.060
	0837
	3
	8.4.0
	Rel-8
	Clarify when the HSS deletes the APN and PDN GW identity pairs
	approved
	F
	8.5.0
	SAES

	SP-090326
	23.060
	0838
	3
	9.0.0
	Rel-9
	Clarify when the HSS deletes the APN and PDN GW identity pairs
	approved
	A
	9.1.0
	SAES

	SP-090326
	23.060
	0839
	-
	8.4.0
	Rel-8
	Clarification about SGSN-Initiated PDP Context Modification
	approved
	F
	8.5.0
	SAES

	SP-090326
	23.060
	0840
	-
	9.0.0
	Rel-9
	Clarification about SGSN-Initiated PDP Context Modification
	approved
	A
	9.1.0
	SAES

	SP-090353
	23.060
	0843
	1
	9.0.0
	Rel-9
	Enhanced EMC attach and Routeing area update with EMC indication in the RRC layer
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS

	SP-090346
	23.060
	0844
	2
	9.0.0
	Rel-9
	High-level function description of HNB subsystem
	approved
	B
	9.1.0
	EHNB

	SP-090346
	23.060
	0845
	2
	9.0.0
	Rel-9
	CSG access control on the Service Request procedure
	approved
	B
	9.1.0
	EHNB

	SP-090346
	23.060
	0847
	3
	9.0.0
	Rel-9
	Basic CSG access control
	approved
	B
	9.1.0
	EHNB

	SP-090346
	23.060
	0849
	2
	9.0.0
	Rel-9
	CSG ID concept
	approved
	B
	9.1.0
	EHNB

	SP-090346
	23.060
	0850
	3
	9.0.0
	Rel-9
	CSG access control for hybrid mode
	approved
	B
	9.1.0
	EHNB

	SP-090326
	23.060
	0852
	-
	8.4.0
	Rel-8
	Removal of erroneous text on GUTI storage
	approved
	F
	8.5.0
	SAES

	SP-090326
	23.060
	0853
	2
	8.4.0
	Rel-8
	Add the missing parameter to the information storage
	approved
	F
	8.5.0
	SAES

	SP-090326
	23.060
	0854
	2
	9.0.0
	Rel-9
	Add the missing parameter to the information storage
	approved
	A
	9.1.0
	SAES

	SP-090358
	23.060
	0858
	1
	9.0.0
	Rel-9
	Enabling dual stack PDP contexts for Gn/Gp SGSNs and GGSNs
	approved
	C
	9.1.0
	TEI9

	SP-090358
	23.060
	0859
	1
	9.0.0
	Rel-9
	Addition of UE-AMBR to Gn/Gp SGSNs
	approved
	C
	9.1.0
	TEI9

	SP-090327
	23.060
	0863
	2
	8.4.0
	Rel-8
	Misalignment in default bearer QoS treatment
	approved
	F
	8.5.0
	SAES

	SP-090327
	23.060
	0864
	2
	9.0.0
	Rel-9
	Misalignment in default bearer QoS treatment
	approved
	A
	9.1.0
	SAES

	SP-090327
	23.060
	0865
	1
	8.4.0
	Rel-8
	Missing details in secondary PDP context activation procedure using S4
	approved
	F
	8.5.0
	SAES

	SP-090327
	23.060
	0866
	2
	9.0.0
	Rel-9
	Missing details in secondary PDP context activation procedure using S4
	approved
	A
	9.1.0
	SAES

	SP-090327
	23.060
	0867
	-
	8.4.0
	Rel-8
	Removal of NRSN and BCM from S4-SGSN
	approved
	F
	8.5.0
	SAES

	SP-090327
	23.060
	0868
	-
	9.0.0
	Rel-9
	Removal of NRSN and BCM from S4-SGSN
	approved
	A
	9.1.0
	SAES

	SP-090327
	23.060
	0869
	1
	8.4.0
	Rel-8
	Correction of GGSN derivation for PDP type v4v6
	approved
	F
	8.5.0
	SAES

	SP-090327
	23.060
	0870
	1
	9.0.0
	Rel-9
	Correction of GGSN derivation for PDP type v4v6
	approved
	A
	9.1.0
	SAES

	SP-090346
	23.060
	0871
	2
	9.0.0
	Rel-9
	Insert Subscriber data for CSG
	approved
	B
	9.1.0
	EHNB

	SP-090346
	23.060
	0873
	2
	9.0.0
	Rel-9
	Iu Release for CSG ID Expiration
	approved
	F
	9.1.0
	EHNB

	SP-090327
	23.060
	0874
	1
	8.4.0
	Rel-8
	LTE Access Restriction based on RAN WG3 LS (R3-091490)
	approved
	F
	8.5.0
	SAES

	SP-090327
	23.060
	0875
	1
	9.0.0
	Rel-9
	LTE Access Restriction based on RAN WG3 LS (R3-091490)
	approved
	A
	9.1.0
	SAES

	SP-090326
	23.060
	0876
	-
	9.0.0
	Rel-9
	Correction on the MS- and SGSN initiated bearer deactivation procedure
	approved
	A
	9.1.0
	SAES

	SP-090353
	23.167
	0130
	-
	9.0.0
	Rel-9
	Change for SR VCC Emergency
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS-SRVCC

	SP-090358
	23.167
	0131
	-
	9.0.0
	Rel-9
	Removal of CR0119 changes from Release 9
	approved
	F
	9.1.0
	TEI9

	SP-090345
	23.167
	0132
	2
	8.3.0
	Rel-8
	Use of a 380 Response for an undetected IMS Emergency Call
	approved
	F
	8.4.0
	TEI8

	SP-090345
	23.167
	0133
	2
	9.0.0
	Rel-9
	Use of a 380 Response for an undetected IMS Emergency Call
	approved
	A
	9.1.0
	TEI8

	SP-090353
	23.167
	0134
	1
	9.0.0
	Rel-9
	E-CSCF enhanced to support triggering the AS for anchoring
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS-SRVCC

	SP-090353
	23.167
	0135
	1
	9.0.0
	Rel-9
	IMS emergency services using EPS and GPRS Network
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS

	SP-090345
	23.167
	0140
	1
	8.3.0
	Rel-8
	Stage 3 alignment of non-UE detectable emergency call notification behaviour
	approved
	F
	8.4.0
	TEI8

	SP-090345
	23.167
	0141
	1
	9.0.0
	Rel-9
	Stage 3 alignment of non-UE detectable emergency call notification behaviour
	approved
	A
	9.1.0
	TEI8

	SP-090358
	23.167
	0147
	2
	9.0.0
	Rel-9
	Alignment with stage 1: enable call-back from a PSAP subject to regulations
	approved
	F
	9.1.0
	TEI9

	SP-090358
	23.203
	0273
	4
	9.0.0
	Rel-9
	Usage notification and reporting to PCRF
	approved
	B
	9.1.0
	TEI9

	SP-090353
	23.203
	0293
	2
	9.0.0
	Rel-9
	Clarification to usage of dynamic PCC rule authorization for emergency calls
	approved
	F
	9.1.0
	IMS_EMER_GPRS_EPS

	SP-090329
	23.203
	0295
	2
	8.5.0
	Rel-8
	APR values for intra-domain usage
	approved
	F
	8.6.0
	SAES

	SP-090329
	23.203
	0296
	2
	9.0.0
	Rel-9
	APR values for intra-domain usage
	approved
	A
	9.1.0
	SAES

	SP-090329
	23.203
	0302
	1
	8.5.0
	Rel-8
	Correction to function of Gx reference point
	approved
	F
	8.6.0
	SAES

	SP-090329
	23.203
	0303
	2
	9.0.0
	Rel-9
	Correction to function of Gx reference point
	approved
	A
	9.1.0
	SAES

	SP-090329
	23.203
	0304
	3
	8.5.0
	Rel-8
	H-PCRF informs the AF limited PCC deployment
	approved
	F
	8.6.0
	SAES

	SP-090358
	23.203
	0305
	3
	9.0.0
	Rel-9
	H-PCRF informs the AF limited PCC deployment
	approved
	C
	9.1.0
	TEI9

	SP-090329
	23.203
	0306
	1
	8.5.0
	Rel-8
	Delete the Editor's not in Gateway control session termination procedure
	approved
	F
	8.6.0
	SAES

	SP-090329
	23.203
	0307
	1
	9.0.0
	Rel-9
	Delete the Editor's not in Gateway control session termination procedure
	approved
	A
	9.1.0
	SAES

	SP-090329
	23.203
	0308
	1
	8.5.0
	Rel-8
	Delete the related Editor's not for DRA roles
	approved
	F
	8.6.0
	SAES

	SP-090329
	23.203
	0309
	1
	8.5.0
	Rel-8
	Delete the related Editor's not for DRA roles
	approved
	A
	8.6.0
	SAES

	SP-090329
	23.203
	0312
	1
	8.5.0
	Rel-8
	Deferred leg linking
	approved
	F
	8.6.0
	SAES

	SP-090329
	23.203
	0313
	1
	9.0.0
	Rel-9
	Deferred leg linking
	approved
	A
	9.1.0
	SAES

	SP-090353
	23.203
	0314
	1
	9.0.0
	Rel-9
	Emergency service and PCC interactions
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS

	SP-090329
	23.203
	0316
	1
	8.5.0
	Rel-8
	Charging ID support in PCC
	approved
	F
	8.6.0
	SAES

	SP-090329
	23.203
	0317
	2
	9.0.0
	Rel-9
	Charging ID support in PCC
	approved
	A
	9.1.0
	SAES

	SP-090329
	23.203
	0318
	-
	8.5.0
	Rel-8
	Subscription data usage during GCS establishment
	approved
	F
	8.6.0
	SAES

	SP-090329
	23.203
	0319
	-
	9.0.0
	Rel-9
	Subscription data usage during GCS establishment
	approved
	A
	9.1.0
	SAES

	SP-090357
	23.203
	0329
	2
	9.0.0
	Rel-9
	Supporting multiple PDN connectivity to same APN in PCC
	approved
	B
	9.1.0
	MUPSAP

	SP-090329
	23.203
	0331
	1
	8.5.0
	Rel-8
	PCRF Override of Default Charging Method & Charging Information in the PCEF
	approved
	F
	8.6.0
	SAES

	SP-090358
	23.203
	0335
	1
	9.0.0
	Rel-9
	Limitations for usage of pre-defined PCC rules for QoS control
	approved
	F
	9.1.0
	TEI9

	SP-090329
	23.203
	0338
	1
	9.0.0
	Rel-9
	PCRF Override of Default Charging Method & Charging Information in the PCEF
	approved
	A
	9.1.0
	SAES

	SP-090320
	23.203
	0339
	1
	7.10.0
	Rel-7
	Alignment of TFT and PCC packet filters
	approved
	F
	7.11.0
	PCC

	SP-090330
	23.216
	0059
	4
	8.3.0
	Rel-8
	Correction to voice bearer handling in PS HO / DTM scenarios
	approved
	F
	8.4.0
	SAES

	SP-090330
	23.216
	0063
	3
	8.3.0
	Rel-8
	Correction to Target ID usage
	approved
	F
	8.4.0
	SAES

	SP-090344
	23.216
	0067
	2
	8.3.0
	Rel-8
	Source ID for GERAN SRVCC
	approved
	F
	8.4.0
	SAES-SRVCC

	SP-090344
	23.216
	0069
	2
	8.3.0
	Rel-8
	Clarification of STN-SR download and including HSPA to failure scenario
	approved
	F
	8.4.0
	SAES-SRVCC

	SP-090344
	23.216
	0070
	4
	8.3.0
	Rel-8
	Classmark and Codec list handling in SRVCC
	approved
	F
	8.4.0
	SAES-SRVCC

	SP-090344
	23.216
	0074
	1
	8.3.0
	Rel-8
	Corrections regarding the use of transparent containers in HSPA SRVCC
	approved
	F
	8.4.0
	SAES-SRVCC

	SP-090344
	23.216
	0078
	3
	8.3.0
	Rel-8
	ICS subscription information delivery in SRVCC
	approved
	F
	8.4.0
	SAES-SRVCC

	SP-090344
	23.216
	0079
	2
	8.3.0
	Rel-8
	On SRVCC from E-UTRAN to 3GPP2 1xCS :Cut and paste error in section 6.1.3
	approved
	F
	8.4.0
	SAES-SRVCC

	SP-090353
	23.216
	0082
	2
	8.3.0
	Rel-9
	SRVCC functionality for emergency calls
	approved
	B
	9.0.0
	IMS_EMER_GPRS_EPS-SRVCC

	SP-090353
	23.216
	0083
	1
	8.3.0
	Rel-9
	Emergency SRVCC UE procedures
	approved
	B
	9.0.0
	IMS_EMER_GPRS_EPS-SRVCC

	SP-090344
	23.216
	0084
	-
	8.3.0
	Rel-8
	Clarification of IMSI and Gr interface in SRVCC
	approved
	F
	8.4.0
	SAES-SRVCC

	SP-090330
	23.216
	0086
	1
	8.3.0
	Rel-8
	Clarification of UE-TADS for SRVCC UEs
	approved
	F
	8.4.0
	SAES

	SP-090330
	23.216
	0087
	1
	8.3.0
	Rel-8
	Support for multiple simultaneous voice bearers
	approved
	F
	8.4.0
	SAES

	SP-090344
	23.216
	0089
	2
	8.3.0
	Rel-8
	SRVCC indicator alignment
	approved
	F
	8.4.0
	SAES-SRVCC

	SP-090330
	23.221
	0065
	8
	8.3.0
	Rel-8
	CS domain and IM CN Subsystem selection principles
	approved
	F
	8.4.0
	SAES

	SP-090354
	23.221
	0066
	1
	8.3.0
	Rel-9
	CS domain and IM CN Subsystem selection principles
	approved
	F
	9.0.0
	IMS_EMER_GPRS_EPS

	SP-090358
	23.228
	0841
	5
	8.8.0
	Rel-9
	Addition of reactive transcoding invocation support
	approved
	B
	9.0.0
	TEI9

	SP-090321
	23.228
	0842
	2
	7.14.0
	Rel-7
	Corrections to Figure 4.0 for alignment with TS 23.002
	approved
	F
	7.15.0
	IMS_Comm_Mtce7

	SP-090321
	23.228
	0843
	1
	8.8.0
	Rel-8
	Corrections to Figure 4.0 for alignment with TS 23.002
	approved
	A
	8.9.0
	IMS_Comm_Mtce7

	SP-090358
	23.228
	0844
	1
	8.8.0
	Rel-9
	Clarification of IMS-ALG functionality
	approved
	B
	9.0.0
	TEI9

	SP-090358
	23.228
	0851
	1
	8.8.0
	Rel-9
	Correction of proactive transcoding invocation support
	approved
	F
	9.0.0
	TEI9

	SP-090330
	23.228
	0852
	2
	8.8.0
	Rel-8
	Clarification on the support for ISR
	approved
	F
	8.9.0
	SAES

	SP-090350
	23.237
	0105
	4
	9.0.0
	Rel-9
	Addition of IUT call flow for controller initiated release collaborative session
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090350
	23.237
	0106
	1
	9.0.0
	Rel-9
	Addition of IUT call flow for Controller Initiated Release Media- on a controller
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090350
	23.237
	0107
	2
	9.0.0
	Rel-9
	Addition of IUT call flow for Controller Initiated Release Media- on a controlee UE
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090354
	23.237
	0112
	1
	9.0.0
	Rel-9
	Add support of IMS emergency
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS

	SP-090350
	23.237
	0113
	4
	9.0.0
	Rel-9
	Enhance Scope for support of IUT scenarios
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090350
	23.237
	0114
	2
	9.0.0
	Rel-9
	Addition of IUT definitions and abbreviations
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090350
	23.237
	0115
	5
	9.0.0
	Rel-9
	IUT Architectural Requirements
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090350
	23.237
	0116
	2
	9.0.0
	Rel-9
	IUT architecture model and reference points
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090350
	23.237
	0117
	3
	9.0.0
	Rel-9
	Information flow for IUT - Remote Party initiated Collaborative Session termination procedure
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090323
	23.237
	0118
	2
	8.3.0
	Rel-8
	Interaction of session transfer and supplementary services
	approved
	F
	8.4.0
	IMS-Cont

	SP-090358
	23.237
	0119
	6
	9.0.0
	Rel-9
	Interaction of session transfer and supplementary services
	approved
	B
	9.1.0
	TEI9

	SP-090323
	23.237
	0120
	2
	8.3.0
	Rel-8
	Correlation CS anchored call with IMS Registration
	approved
	F
	8.4.0
	IMS-Cont

	SP-090350
	23.237
	0121
	5
	9.0.0
	Rel-9
	Information flow for IUT - Remote Party initiated media addition for a Collaborative Session
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090350
	23.237
	0122
	5
	9.0.0
	Rel-9
	Information flow for IUT - Remote Party initiated release media for a Collaborative Session
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090350
	23.237
	0124
	5
	9.0.0
	Rel-9
	Procedure for Collaborative Session.
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090350
	23.237
	0125
	5
	9.0.0
	Rel-9
	Information flow of Controller Initiated Transfer Media: Controller to Controllee
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090350
	23.237
	0126
	5
	9.0.0
	Rel-9
	Information flow of Controller Initiated Transfer Media: Controllee to Controllee
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090350
	23.237
	0127
	5
	9.0.0
	Rel-9
	Information flow of Controller Initiated Add New Media: On Controllee
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090354
	23.237
	0130
	4
	9.0.0
	Rel-9
	Change for SR VCC Emergency
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS-SRVCC

	SP-090350
	23.237
	0131
	5
	9.0.0
	Rel-9
	IUT transfer control mode flow
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090323
	23.237
	0132
	2
	9.0.0
	Rel-9
	Clarify terminology regarding Access Transfer and Session Transfer
	approved
	A
	9.1.0
	IMS-Cont

	SP-090351
	23.237
	0136
	5
	9.0.0
	Rel-9
	Information flow for Controllee Initiated Modify Media
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090351
	23.237
	0137
	1
	9.0.0
	Rel-9
	Controller/Controllee UE operations on a Collaborative Session
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090351
	23.237
	0138
	5
	9.0.0
	Rel-9
	Collaborative Session establishment with new media on another UE
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090323
	23.237
	0141
	1
	8.3.0
	Rel-8
	Mid-call service support for Single Radio VCC where the Gm reference point is retained in the source PS access upon PS-level handover.
	approved
	F
	8.4.0
	IMS-Cont

	SP-090323
	23.237
	0142
	1
	9.0.0
	Rel-9
	Mid-call service support for Single Radio VCC where the Gm reference point is retained in the source PS access upon PS-level handover.
	approved
	A
	9.1.0
	IMS-Cont

	SP-090323
	23.237
	0143
	-
	9.0.0
	Rel-9
	Put I1 content back into Release 9 version of TS 23.237
	approved
	F
	9.1.0
	IMS-Cont

	SP-090323
	23.237
	0144
	-
	8.3.0
	Rel-8
	Clarify terminology regarding Access Transfer and Session Transfer
	approved
	F
	8.4.0
	IMS-Cont

	SP-090323
	23.237
	0145
	-
	9.0.0
	Rel-9
	Correlation CS anchored call with IMS Registration
	approved
	A
	9.1.0
	IMS-Cont

	SP-090351
	23.237
	0146
	2
	9.0.0
	Rel-9
	Editorial corrections related to the use of 'Service Control'
	approved
	D
	9.1.0
	IMS_SCC-SPI

	SP-090351
	23.237
	0147
	2
	9.0.0
	Rel-9
	Information flow for Controllee Initiated Release Media
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090351
	23.237
	0149
	2
	9.0.0
	Rel-9
	SCC AS and UE functions for IUT
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090351
	23.237
	0155
	2
	9.0.0
	Rel-9
	IUT interaction with MMTEL
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090351
	23.237
	0156
	1
	9.0.0
	Rel-9
	Controller & Controllee UE operations
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090351
	23.237
	0157
	1
	9.0.0
	Rel-9
	Access Domain Selection for Inter-UE Transfer
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090351
	23.237
	0159
	2
	9.0.0
	Rel-9
	Mid-call services with speech and video session during session transfer
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090351
	23.237
	0164
	1
	9.0.0
	Rel-9
	Information flow of Establish Collaborative Session by transferring media
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090351
	23.237
	0165
	-
	9.0.0
	Rel-9
	Information flow of Controller Initiated Transfer Media Controllee to Controller
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090351
	23.237
	0166
	2
	9.0.0
	Rel-9
	Add Origination, termination, registration subsection for IUT
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090351
	23.237
	0167
	1
	9.0.0
	Rel-9
	Changes for section 6 and 6.3 to make it specific to Access transfer
	approved
	F
	9.1.0
	IMS_SCC-SPI

	SP-090349
	23.237
	0170
	2
	9.0.0
	Rel-9
	Contents of User Preferences for T-ADS
	approved
	C
	9.1.0
	IMS_SCC-ICS

	SP-090351
	23.237
	0171
	2
	9.0.0
	Rel-9
	Information flow for IUT - Remote Party initiated media modification for a Collaborative Session
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090352
	23.237
	0173
	1
	9.0.0
	Rel-9
	User preferences and IMS SC
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090352
	23.237
	0174
	1
	9.0.0
	Rel-9
	MSC Server enhancement to support mid-call services during access transfer
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090352
	23.237
	0177
	2
	9.0.0
	Rel-9
	Emergency calls out of scope for Inter UE Transfer scenarios
	approved
	F
	9.1.0
	IMS_SCC-SPI

	SP-090354
	23.237
	0178
	1
	9.0.0
	Rel-9
	Session Correlation for SRVCC
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS-SRVCC

	SP-090352
	23.237
	0179
	1
	9.0.0
	Rel-9
	Adding Inter-UE Transfer related basic assumptions
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090352
	23.237
	0180
	-
	9.0.0
	Rel-9
	Clarification of Session Transfer concepts to cover Inter-UE Transfer
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090352
	23.237
	0181
	1
	9.0.0
	Rel-9
	Modify information for Service Continuity to cover IUT
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090352
	23.237
	0184
	1
	9.0.0
	Rel-9
	IUT target discovery
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090352
	23.237
	0186
	2
	9.0.0
	Rel-9
	IUT flow- new media on Controller
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090352
	23.237
	0187
	2
	9.0.0
	Rel-9
	Remote Modification of media
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090354
	23.237
	0188
	2
	9.0.0
	Rel-9
	Domain transfer procedure for SR-VCC Emergency
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS-SRVCC

	SP-090354
	23.237
	0189
	-
	9.0.0
	Rel-9
	Support Limited Service Mode for SR-VCC Emergency
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS-SRVCC

	SP-090352
	23.237
	0191
	2
	9.0.0
	Rel-9
	Mid-Call Services for SR-VCC session transfer using I1
	approved
	B
	9.1.0
	IMS_SCC-SPI

	SP-090410
	23.246
	0202
	4
	8.3.0
	Rel-8
	MBMS improvements for HSPA Evolution
	approved
	B
	8.4.0
	TEI8

	SP-090356
	23.246
	0208
	2
	9.0.0
	Rel-9
	Clarify IP multicast capability for E-UTRAN and UTRAN in eMBMS architecture
	approved
	C
	9.1.0
	MBMS_EPS

	SP-090356
	23.246
	0210
	5
	9.0.0
	Rel-9
	Updates for M1 reference point for eMBMS
	approved
	B
	9.1.0
	MBMS_EPS

	SP-090345
	23.246
	0213
	1
	8.3.0
	Rel-8
	Add clarification for MBMS session stop procedure and typo correction
	approved
	F
	8.4.0
	TEI8

	SP-090356
	23.246
	0217
	3
	9.0.0
	Rel-9
	Charging description for MBMS in EPS
	approved
	F
	9.1.0
	MBMS_EPS

	SP-090356
	23.246
	0218
	-
	9.0.0
	Rel-9
	Reference point between MME and E-UTRAN
	approved
	F
	9.1.0
	MBMS_EPS

	SP-090356
	23.246
	0219
	4
	9.0.0
	Rel-9
	Expansion about MBMS session start procedure descriptions for E-UTRAN
	approved
	B
	9.1.0
	MBMS_EPS

	SP-090356
	23.246
	0220
	1
	9.0.0
	Rel-9
	Expansion about MBMS session stop procedure descriptions for E-UTRAN
	approved
	B
	9.1.0
	MBMS_EPS

	SP-090345
	23.246
	0221
	-
	9.0.0
	Rel-9
	Add clarification for MBMS session stop procedure and typo correction
	approved
	A
	9.1.0
	TEI8

	SP-090356
	23.246
	0223
	-
	9.0.0
	Rel-9
	Usage of GTP-U for the IP multicast distribution on interface M1
	approved
	B
	9.1.0
	MBMS_EPS

	SP-090356
	23.246
	0224
	2
	9.0.0
	Rel-9
	EPS QoS additions
	approved
	B
	9.1.0
	MBMS_EPS

	SP-090356
	23.246
	0226
	1
	9.0.0
	Rel-9
	Removal of GGSN IP Address from the MBMS Bearer context plus other minor corrections
	approved
	F
	9.1.0
	MBMS_EPS

	SP-090356
	23.246
	0229
	1
	9.0.0
	Rel-9
	eMBMS architecture clarification
	approved
	F
	9.1.0
	MBMS_EPS

	SP-090356
	23.246
	0233
	-
	9.0.0
	Rel-9
	Add MBMS update procedure for Rel-9 MBMS service in EPS.
	approved
	B
	9.1.0
	MBMS_EPS

	SP-090356
	23.246
	0237
	1
	9.0.0
	Rel-9
	Gn support for eMBMS architecture
	approved
	F
	9.1.0
	MBMS_EPS

	SP-090360
	23.271
	0337
	7
	8.0.0
	Rel-9
	LCS Control Plane Solution for EPS - Common Impacts
	approved
	B
	9.0.0
	LCS_EPS-CPS

	SP-090360
	23.271
	0338
	4
	8.0.0
	Rel-9
	LCS Control Plane Solution for EPS - Emergency Call Support
	approved
	B
	9.0.0
	LCS_EPS-CPS

	SP-090360
	23.271
	0339
	2
	8.0.0
	Rel-9
	LCS Control Plane Solution for EPS - MT-LR Support
	approved
	B
	9.0.0
	LCS_EPS-CPS

	SP-090360
	23.271
	0340
	3
	8.0.0
	Rel-9
	LCS Control Plane Solution for EPS - MO-LR Support
	approved
	B
	9.0.0
	LCS_EPS-CPS

	SP-090360
	23.271
	0341
	3
	8.0.0
	Rel-9
	Definition of SLg and SLs interfaces
	approved
	C
	9.0.0
	LCS_EPS-CPS

	SP-090360
	23.271
	0345
	2
	8.0.0
	Rel-9
	Location Continuity for Handover of IMS Emergency Calls
	approved
	B
	9.0.0
	LCS_EPS-CPS

	SP-090360
	23.271
	0347
	2
	8.0.0
	Rel-9
	Miscellaneous Corrections to support LCS Control Plane for EPS
	approved
	B
	9.0.0
	LCS_EPS-CPS

	SP-090360
	23.271
	0348
	1
	8.0.0
	Rel-9
	Correction of several references
	approved
	F
	9.0.0
	LCS_EPS-CPS

	SP-090360
	23.271
	0350
	1
	8.0.0
	Rel-9
	Update to the GMLC State description
	approved
	F
	9.0.0
	LCS_EPS-CPS

	SP-090360
	23.271
	0351
	1
	8.0.0
	Rel-9
	Signalling connection for the S1 interface
	approved
	B
	9.0.0
	LCS_EPS-CPS

	SP-090360
	23.271
	0352
	1
	8.0.0
	Rel-9
	EPC-related LCS data in the GMLC
	approved
	B
	9.0.0
	LCS_EPS-CPS

	SP-090360
	23.271
	0354
	1
	8.0.0
	Rel-9
	LCS CP for EPS, IMS Interworking
	approved
	C
	9.0.0
	LCS_EPS-CPS

	SP-090360
	23.271
	0355
	1
	8.0.0
	Rel-9
	LCS CP for EPS, MO-LR and CM procedures
	approved
	C
	9.0.0
	LCS_EPS-CPS

	SP-090360
	23.271
	0356
	1
	8.0.0
	Rel-9
	LCS CP for EPS, Privacy
	approved
	C
	9.0.0
	LCS_EPS-CPS

	SP-090342
	23.272
	0074
	1
	8.3.0
	Rel-8
	Iu Release Procedure Clarification
	approved
	F
	8.4.0
	SAES-CSFB

	SP-090342
	23.272
	0077
	1
	8.3.0
	Rel-8
	Erroneous Text on UE deactivates ISR at combined attach.
	approved
	F
	8.4.0
	SAES-CSFB

	SP-090342
	23.272
	0079
	2
	8.3.0
	Rel-8
	Clarification to the SGSN in CS fallback configuration.
	approved
	F
	8.4.0
	SAES-CSFB

	SP-090342
	23.272
	0080
	3
	8.3.0
	Rel-8
	CS Fallback and ICS coexistence
	approved
	F
	8.4.0
	SAES-CSFB

	SP-090330
	23.272
	0081
	2
	8.3.0
	Rel-8
	Add LTE-1xRTT MO call procedure in Idle Mode.
	approved
	F
	8.4.0
	SAES

	SP-090342
	23.272
	0086
	1
	8.3.0
	Rel-8
	Correction to the UE behaviour in CSFB
	approved
	F
	8.4.0
	SAES-CSFB

	SP-090330
	23.272
	0088
	2
	8.3.0
	Rel-8
	CS Fallback and IMS coexistence section 4.5 clarifications
	approved
	F
	8.4.0
	SAES

	SP-090358
	23.272
	0091
	1
	8.3.0
	Rel-9
	1xRTT CSFB with PS handover
	approved
	B
	9.0.0
	TEI9

	SP-090342
	23.272
	0094
	2
	8.3.0
	Rel-8
	CSFB based on redirection by RRC connection release
	approved
	F
	8.4.0
	SAES-CSFB

	SP-090342
	23.272
	0095
	1
	8.3.0
	Rel-8
	Cleanup of some CSFB procedures
	approved
	F
	8.4.0
	SAES-CSFB

	SP-090342
	23.272
	0096
	-
	8.3.0
	Rel-8
	Corrections in B.2.1.2 and B.2.3
	approved
	F
	8.4.0
	SAES-CSFB

	SP-090349
	23.292
	0099
	2
	9.1.0
	Rel-9
	Conclusion on Supplementary Service Data Synchronisation
	approved
	C
	9.2.0
	IMS_SCC-ICS

	SP-090349
	23.292
	0100
	-
	8.3.0
	Rel-8
	Removal of obsolete paragraph in section 7.4.2.1.1
	approved
	F
	8.4.0
	ICSRA, TEI8

	SP-090349
	23.292
	0101
	1
	9.1.0
	Rel-9
	Removal of obsolete paragraph in section 7.4.2.1.1
	approved
	A
	9.2.0
	ICSRA, TEI8

	SP-090359
	23.292
	0102
	-
	9.1.0
	Rel-9
	Adding missing interface in ICS architecture
	approved
	C
	9.2.0
	IMS_SCC-ICS

	SP-090349
	23.292
	0103
	1
	9.1.0
	Rel-9
	MSC Registration of CS video capability
	approved
	F
	9.2.0
	IMS_SCC-ICS

	SP-090322
	23.292
	0104
	1
	8.3.0
	Rel-8
	Corrections to Session scenarios and UE T-ADS
	approved
	F
	8.4.0
	ICSRA-St2

	SP-090322
	23.292
	0105
	1
	9.1.0
	Rel-9
	Corrections to Session scenarios and UE T-ADS
	approved
	A
	9.2.0
	ICSRA-St2

	SP-090322
	23.292
	0106
	1
	8.3.0
	Rel-8
	Remove Service Continuity concepts from IMS Centralized Services specification.
	approved
	F
	8.4.0
	ICSRA-St2

	SP-090322
	23.292
	0107
	1
	9.1.0
	Rel-9
	Remove Service Continuity concepts from IMS Centralized Services specification.
	approved
	A
	9.2.0
	ICSRA-St2

	SP-090345
	23.292
	0108
	-
	8.3.0
	Rel-8
	Minor correction to the registration procedure for an MSC Server enhanced for ICS using the I2 reference point
	approved
	F
	8.4.0
	TEI8

	SP-090345
	23.292
	0109
	-
	9.1.0
	Rel-9
	Minor correction to the registration procedure for an MSC Server enhanced for ICS using the I2 reference point
	approved
	A
	9.2.0
	TEI8

	SP-090349
	23.292
	0110
	2
	9.1.0
	Rel-9
	Clarifications to the support of I1
	approved
	F
	9.2.0
	IMS_SCC-ICS

	SP-090349
	23.292
	0111
	2
	9.1.0
	Rel-9
	Additional requirements for the support of the I1 interface
	approved
	C
	9.2.0
	IMS_SCC-ICS

	SP-090349
	23.292
	0112
	1
	9.1.0
	Rel-9
	Common IMS Changes
	approved
	F
	9.2.0
	IMS_SCC-ICS

	SP-090349
	23.292
	0113
	1
	9.1.0
	Rel-9
	ICS and user preferences
	approved
	B
	9.2.0
	IMS_SCC-ICS

	SP-090349
	23.292
	0114
	-
	9.1.0
	Rel-9
	Correction to transfer of Service Control Signalling Path from Gm to I1
	approved
	F
	9.2.0
	IMS_SCC-ICS

	SP-090349
	23.292
	0115
	1
	9.1.0
	Rel-9
	Clarification of requirements related to data synchronization
	approved
	B
	9.2.0
	IMS_SCC-ICS

	SP-090347
	23.401
	0727
	4
	9.0.0
	Rel-9
	Include Allowed CSG List in Subscription Data
	approved
	B
	9.1.0
	EHNB

	SP-090331
	23.401
	0790
	3
	8.5.0
	Rel-8
	Correction of standalone Insert Subscriber Data procedure
	approved
	F
	8.6.0
	SAES

	SP-090331
	23.401
	0791
	4
	8.5.0
	Rel-8
	Use and assignment of PTI.
	approved
	F
	8.6.0
	SAES

	SP-090331
	23.401
	0838
	2
	8.5.0
	Rel-8
	Warning system: accuracy of internal clock
	approved
	F
	8.6.0
	SAES

	SP-090331
	23.401
	0840
	2
	8.5.0
	Rel-8
	Additional GUTI in TAU procedures
	approved
	F
	8.6.0
	SAES

	SP-090331
	23.401
	0841
	2
	8.5.0
	Rel-8
	Corrections to ISR description
	approved
	F
	8.6.0
	SAES

	SP-090331
	23.401
	0844
	2
	9.0.0
	Rel-9
	Correction of standalone Insert Subscriber Data procedure
	approved
	A
	9.1.0
	SAES

	SP-090331
	23.401
	0845
	3
	9.0.0
	Rel-9
	Use and assignment of PTI.
	approved
	A
	9.1.0
	SAES

	SP-090331
	23.401
	0849
	2
	8.5.0
	Rel-8
	Same Serving GW UP TEID(s)
	approved
	F
	8.6.0
	SAES

	SP-090331
	23.401
	0850
	2
	9.0.0
	Rel-9
	Same Serving GW IP Address and UP TEID for S1-u, S12 and S4 UP
	approved
	A
	9.1.0
	SAES

	SP-090354
	23.401
	0851
	2
	9.0.0
	Rel-9
	Emergency PDN Connectivity Request
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS

	SP-090332
	23.401
	0854
	-
	8.5.0
	Rel-8
	Some typo corrections in the handover procedures
	approved
	F
	8.6.0
	SAES

	SP-090332
	23.401
	0855
	2
	8.5.0
	Rel-8
	IPv6 prefix allocation corrections
	approved
	F
	8.6.0
	SAES

	SP-090354
	23.401
	0857
	2
	9.0.0
	Rel-9
	Emergency Attached UE detaching from network
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS

	SP-090354
	23.401
	0858
	2
	9.0.0
	Rel-9
	IP address support in VPLMN
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS

	SP-090354
	23.401
	0860
	2
	9.0.0
	Rel-9
	Emergency attach - check for allowed UEs in limited service mode
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS

	SP-090331
	23.401
	0861
	2
	9.0.0
	Rel-9
	Clarification of the ISR capability
	approved
	A
	9.1.0
	SAES

	SP-090331
	23.401
	0862
	2
	8.5.0
	Rel-8
	Clarification of the ISR capability
	approved
	F
	8.6.0
	SAES

	SP-090331
	23.401
	0863
	2
	9.0.0
	Rel-9
	GTPv2-C message alignment in Section 5.3.5
	approved
	A
	9.1.0
	SAES

	SP-090331
	23.401
	0864
	2
	8.5.0
	Rel-8
	GTPv2-C message alignment in Section 5.3.5
	approved
	F
	8.6.0
	SAES

	SP-090331
	23.401
	0865
	2
	9.0.0
	Rel-9
	Clarification of the SMC procedure
	approved
	A
	9.1.0
	SAES

	SP-090331
	23.401
	0866
	2
	8.5.0
	Rel-8
	Clarification of the SMC procedure
	approved
	F
	8.6.0
	SAES

	SP-090332
	23.401
	0869
	2
	9.0.0
	Rel-9
	Clarification of the trigger of TAU in EMM-REGISTERED and ECM-IDLE state
	approved
	A
	9.1.0
	SAES

	SP-090332
	23.401
	0870
	-
	8.5.0
	Rel-8
	Clarification of the trigger of TAU in EMM-REGISTERED and ECM-IDLE state
	approved
	F
	8.6.0
	SAES

	SP-090332
	23.401
	0875
	2
	9.0.0
	Rel-9
	Clarification on PDN Type
	approved
	A
	9.1.0
	SAES

	SP-090332
	23.401
	0876
	3
	8.5.0
	Rel-8
	Clarification on PDN Type
	approved
	F
	8.6.0
	SAES

	SP-090332
	23.401
	0879
	3
	8.5.0
	Rel-8
	Charging identity and characteristics for EPS
	approved
	F
	8.6.0
	SAES

	SP-090332
	23.401
	0886
	1
	8.5.0
	Rel-8
	GTPv2 message name alignment - clauses 5.4 to 5.5.1
	approved
	F
	8.6.0
	SAES

	SP-090332
	23.401
	0887
	1
	9.0.0
	Rel-9
	GTPv2 message name alignment - clauses 5.4 to 5.5.1
	approved
	A
	9.1.0
	SAES

	SP-090332
	23.401
	0888
	4
	8.5.0
	Rel-8
	EPS Bearer Release function in the attach Procedure
	approved
	F
	8.6.0
	SAES

	SP-090332
	23.401
	0889
	2
	8.5.0
	Rel-8
	Add the PDN Type to UE Context in Information Storage clause
	approved
	F
	8.6.0
	SAES

	SP-090354
	23.401
	0891
	2
	9.0.0
	Rel-9
	UE requested PDN connectivity for the Emergency Session
	approved
	F
	9.1.0
	IMS_EMER_GPRS_EPS

	SP-090335
	23.401
	0894
	2
	8.5.0
	Rel-8
	Adding interaction with HSS/AAA in PDN GW initiated bearer deactivation procedure
	approved
	F
	8.6.0
	SAES

	SP-090335
	23.401
	0895
	2
	9.0.0
	Rel-9
	Adding interaction with HSS/AAA in PDN GW initiated bearer deactivation procedure
	approved
	A
	9.1.0
	SAES

	SP-090333
	23.401
	0896
	2
	8.5.0
	Rel-8
	PDN GW Information Storage
	approved
	F
	8.6.0
	SAES

	SP-090333
	23.401
	0897
	2
	9.0.0
	Rel-9
	PDN GW Information Storage
	approved
	A
	9.1.0
	SAES

	SP-090335
	23.401
	0903
	2
	8.5.0
	Rel-8
	Data Forwarding Path between RNC and S4-SGSN
	approved
	F
	8.6.0
	SAES

	SP-090335
	23.401
	0904
	2
	9.0.0
	Rel-9
	Data Forwarding Path between RNC and S4-SGSN
	approved
	A
	9.1.0
	SAES

	SP-090358
	23.401
	0908
	2
	9.0.0
	Rel-9
	Clarification for the TI(s) IE in the handover procedure
	approved
	F
	9.1.0
	TEI9

	SP-090335
	23.401
	0911
	2
	8.5.0
	Rel-8
	GTPv2 message name alignment in clauses 5.5.2 and 5.10
	approved
	F
	8.6.0
	SAES

	SP-090335
	23.401
	0912
	2
	9.0.0
	Rel-9
	GTPv2 message name alignment in clauses 5.5.2 and 5.10
	approved
	A
	9.1.0
	SAES

	SP-090354
	23.401
	0913
	2
	9.0.0
	Rel-9
	Clean-up: PCC for Emergency Services
	approved
	F
	9.1.0
	IMS_EMER_GPRS_EPS

	SP-090354
	23.401
	0914
	5
	9.0.0
	Rel-9
	Restriction indication in TAU
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS

	SP-090333
	23.401
	0916
	2
	8.5.0
	Rel-8
	Align E-UTRAN Initial Attach with GTPv2 message names
	approved
	F
	8.6.0
	SAES

	SP-090333
	23.401
	0917
	2
	8.5.0
	Rel-8
	Align RAU procedures with GTPv2 message names
	approved
	F
	8.6.0
	SAES

	SP-090333
	23.401
	0918
	2
	8.5.0
	Rel-8
	Align TAU procedures with GTPv2 message names
	approved
	F
	8.6.0
	SAES

	SP-090333
	23.401
	0919
	2
	8.5.0
	Rel-8
	Align UE triggered Service Request procedure with GTPv2 message names
	approved
	F
	8.6.0
	SAES

	SP-090333
	23.401
	0921
	2
	9.0.0
	Rel-9
	Align E-UTRAN Initial Attach with GTPv2 message names
	approved
	A
	9.1.0
	SAES

	SP-090333
	23.401
	0922
	2
	9.0.0
	Rel-9
	Align RAU procedures with GTPv2 message names
	approved
	A
	9.1.0
	SAES

	SP-090333
	23.401
	0923
	2
	9.0.0
	Rel-9
	Align TAU procedures with GTPv2 message names
	approved
	A
	9.1.0
	SAES

	SP-090333
	23.401
	0924
	2
	9.0.0
	Rel-9
	Align UE triggered Service Request procedure with GTPv2 message names
	approved
	A
	9.1.0
	SAES

	SP-090354
	23.401
	0928
	2
	9.0.0
	Rel-9
	Statically configured PDN GW for limited service mode UE
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS

	SP-090333
	23.401
	0931
	2
	8.5.0
	Rel-8
	Alignments between Stage 3 and Stage 2 - Section D 3.7
	approved
	F
	8.6.0
	SAES

	SP-090335
	23.401
	0932
	3
	8.5.0
	Rel-8
	Alignments between Stage 2 and Stage 3 for GTPv2-C for Section 5.3.8
	approved
	F
	8.6.0
	SAES

	SP-090333
	23.401
	0933
	2
	8.5.0
	Rel-8
	Alignments between Stage 2 and Stage 3 for GTPv2-C for Section D.3.8
	approved
	F
	8.6.0
	SAES

	SP-090334
	23.401
	0934
	-
	8.5.0
	Rel-8
	Removal of eMBMS from Rel-8
	approved
	F
	8.6.0
	SAES

	SP-090333
	23.401
	0937
	2
	8.5.0
	Rel-8
	Removal of FFS from 'Packet Routeing and Transfer Function'
	approved
	F
	8.6.0
	SAES

	SP-090333
	23.401
	0938
	3
	9.0.0
	Rel-9
	Removal of FFS from 'Packet Routeing and Transfer Function'
	approved
	A
	9.1.0
	SAES

	SP-090358
	23.401
	0940
	3
	9.0.0
	Rel-9
	Removal of duplicated clause 'security functions'
	approved
	F
	9.1.0
	TEI9

	SP-090331
	23.401
	0941
	1
	9.0.0
	Rel-9
	Warning system: accuracy of internal clock
	approved
	A
	9.1.0
	SAES

	SP-090334
	23.401
	0942
	1
	8.5.0
	Rel-8
	Resolution of editor's note in clause 5.3.3.2
	approved
	F
	8.6.0
	SAES

	SP-090334
	23.401
	0943
	1
	9.0.0
	Rel-9
	Resolution of editor's note in clause 5.3.3.2
	approved
	A
	9.1.0
	SAES

	SP-090334
	23.401
	0946
	3
	8.5.0
	Rel-8
	Annex-D3.3 Message Alignment to Stage 3
	approved
	F
	8.6.0
	SAES

	SP-090334
	23.401
	0947
	3
	8.5.0
	Rel-8
	Annex-D3.4 Message Alignment to Stage 3
	approved
	F
	8.6.0
	SAES

	SP-090335
	23.401
	0948
	4
	8.5.0
	Rel-8
	Annex-D3.5 Message Alignment to Stage 3
	approved
	F
	8.6.0
	SAES

	SP-090335
	23.401
	0949
	4
	8.5.0
	Rel-8
	Annex-D3.6 Message Alignment to Stage 3
	approved
	F
	8.6.0
	SAES

	SP-090334
	23.401
	0950
	3
	9.0.0
	Rel-9
	Annex-D3.3 Message Alignment to Stage 3
	approved
	A
	9.1.0
	SAES

	SP-090334
	23.401
	0951
	3
	9.0.0
	Rel-9
	Annex D.3.4 Message Alignment to Stage 3
	approved
	A
	9.1.0
	SAES

	SP-090335
	23.401
	0952
	4
	9.0.0
	Rel-9
	Annex-D3.5 Message Alignment to Stage 3
	approved
	A
	9.1.0
	SAES

	SP-090335
	23.401
	0953
	4
	9.0.0
	Rel-9
	Annex-D3.6 Message Alignment to Stage 3
	approved
	A
	9.1.0
	SAES

	SP-090354
	23.401
	0955
	2
	9.0.0
	Rel-9
	QoS handling for Emergency default bearer
	approved
	F
	9.1.0
	IMS_EMER_GPRS_EPS

	SP-090334
	23.401
	0958
	1
	8.5.0
	Rel-8
	Clarification on QoS of Default bearer
	approved
	F
	8.6.0
	SAES

	SP-090334
	23.401
	0959
	1
	9.0.0
	Rel-9
	Clarification on QoS of Default bearer
	approved
	A
	9.1.0
	SAES

	SP-090334
	23.401
	0963
	2
	8.5.0
	Rel-8
	Handling of TFT
	approved
	F
	8.6.0
	SAES

	SP-090343
	23.401
	0966
	1
	8.5.0
	Rel-8
	E-UTRAN to UTRAN handover clarification
	approved
	F
	8.6.0
	SAES-LTE

	SP-090343
	23.401
	0967
	1
	9.0.0
	Rel-9
	E-UTRAN to UTRAN handover clarification
	approved
	A
	9.1.0
	SAES-LTE

	SP-090334
	23.401
	0968
	1
	8.5.0
	Rel-8
	Compatibility issues
	approved
	F
	8.6.0
	SAES

	SP-090334
	23.401
	0969
	1
	9.0.0
	Rel-9
	Compatibility issues
	approved
	A
	9.1.0
	SAES

	SP-090334
	23.401
	0970
	2
	8.5.0
	Rel-8
	Clarification of data forwarding during RAU/TAU
	approved
	F
	8.6.0
	SAES

	SP-090334
	23.401
	0971
	2
	9.0.0
	Rel-9
	Clarification of data forwarding during RAU/TAU
	approved
	A
	9.1.0
	SAES

	SP-090335
	23.401
	0972
	3
	8.5.0
	Rel-8
	Clarification of data forwarding during RAU/TAU with Gn/Gp SGSNs
	approved
	F
	8.6.0
	SAES

	SP-090335
	23.401
	0973
	3
	9.0.0
	Rel-9
	Clarification of data forwarding during RAU/TAU with Gn/Gp SGSNs
	approved
	A
	9.1.0
	SAES

	SP-090334
	23.401
	0976
	2
	8.5.0
	Rel-8
	UE reachability procedure correction
	approved
	F
	8.6.0
	SAES

	SP-090334
	23.401
	0977
	2
	9.0.0
	Rel-9
	UE reachability procedure correction
	approved
	A
	9.1.0
	SAES

	SP-090354
	23.401
	0978
	1
	9.0.0
	Rel-9
	Updates for Emergency Attach
	approved
	F
	9.1.0
	IMS_EMER_GPRS_EPS-SRVCC

	SP-090333
	23.401
	0980
	2
	9.0.0
	Rel-9
	Alignments between Stage 3 and Stage 2 - Section D 3.7
	approved
	A
	9.1.0
	SAES

	SP-090335
	23.401
	0981
	3
	9.0.0
	Rel-9
	Alignments between Stage 2 and Stage 3 for GTPv2-C for Section 5.3.8
	approved
	A
	9.1.0
	SAES

	SP-090333
	23.401
	0982
	2
	9.0.0
	Rel-9
	Alignments between Stage 2 and Stage 3 for GTPv2-C for Section D.3.8
	approved
	A
	9.1.0
	SAES

	SP-090336
	23.401
	0983
	1
	9.0.0
	Rel-9
	Additional GUTI in TAU procedures
	approved
	A
	9.1.0
	SAES

	SP-090336
	23.401
	0984
	1
	9.0.0
	Rel-9
	Corrections to ISR description
	approved
	A
	9.1.0
	SAES

	SP-090336
	23.401
	0985
	1
	8.5.0
	Rel-8
	Annex F Correction of GTPv2 terminology
	approved
	F
	8.6.0
	SAES

	SP-090336
	23.401
	0986
	2
	9.0.0
	Rel-9
	Annex F Correction of GTPv2 terminology
	approved
	A
	9.1.0
	SAES

	SP-090343
	23.401
	0987
	1
	8.5.0
	Rel-8
	GERAN/UTRAN to E-UTRAN handover clarification
	approved
	F
	8.6.0
	SAES-LTE

	SP-090343
	23.401
	0988
	1
	9.0.0
	Rel-9
	GERAN/UTRAN to E-UTRAN handover clarification
	approved
	A
	9.1.0
	SAES-LTE

	SP-090332
	23.401
	0989
	1
	9.0.0
	Rel-9
	IPv6 prefix allocation corrections
	approved
	A
	9.1.0
	SAES

	SP-090332
	23.401
	0990
	-
	9.0.0
	Rel-9
	Some typo corrections in the handover procedures
	approved
	A
	9.1.0
	SAES

	SP-090332
	23.401
	0992
	3
	9.0.0
	Rel-9
	EPS Bearer Release function in the attach Procedure
	approved
	A
	9.1.0
	SAES

	SP-090332
	23.401
	0993
	-
	9.0.0
	Rel-9
	Add the PDN Type to UE Context in Information Storage clause
	approved
	A
	9.1.0
	SAES

	SP-090334
	23.401
	0995
	1
	9.0.0
	Rel-9
	Handling of TFT
	approved
	A
	9.1.0
	SAES

	SP-090336
	23.401
	0996
	4
	8.5.0
	Rel-8
	IMS Voice Indication
	approved
	F
	8.6.0
	SAES

	SP-090336
	23.401
	0997
	4
	9.0.0
	Rel-9
	IMS Voice Indication
	approved
	A
	9.1.0
	SAES

	SP-090347
	23.401
	0998
	2
	9.0.0
	Rel-9
	Closed mode CSG Control (Attach)
	approved
	B
	9.1.0
	EHNB

	SP-090347
	23.401
	0999
	1
	9.0.0
	Rel-9
	Paging Optimization for CSG-eNB
	approved
	B
	9.1.0
	EHNB

	SP-090347
	23.401
	1000
	2
	9.0.0
	Rel-9
	Flex support for HeNB in the case HeNB GW is deployed
	approved
	B
	9.1.0
	EHNB

	SP-090336
	23.401
	1007
	3
	8.5.0
	Rel-8
	Some corrections to the references
	approved
	F
	8.6.0
	SAES

	SP-090336
	23.401
	1008
	3
	9.0.0
	Rel-9
	Some corrections to the references
	approved
	A
	9.1.0
	SAES

	SP-090336
	23.401
	1009
	2
	8.5.0
	Rel-8
	Handling of APN-AMBR when UE support UTRAN/GERAN
	approved
	F
	8.6.0
	SAES

	SP-090336
	23.401
	1010
	1
	9.0.0
	Rel-9
	Handling of APN-AMBR when UE supports UTRAN/GERAN
	approved
	A
	9.1.0
	SAES

	SP-090332
	23.401
	1011
	3
	9.0.0
	Rel-9
	Charging identity and characteristics for EPS
	approved
	A
	9.1.0
	SAES

	SP-090355
	23.401
	1012
	5
	9.0.0
	Rel-9
	Update of Emergency functionality in Handover and TAU and RAU procedures
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS

	SP-090336
	23.401
	1013
	-
	8.5.0
	Rel-8
	'Charging Characteristics' receipt in PGW in PMIP based S5/S8 systems
	approved
	F
	8.6.0
	SAES

	SP-090347
	23.401
	1014
	1
	9.0.0
	Rel-9
	Adding reference to the RAN protocol stacks for HeNB interfaces
	approved
	B
	9.1.0
	EHNB

	SP-090336
	23.401
	1015
	1
	8.5.0
	Rel-8
	Network Triggered Service Request for UE in ECM-CONNECTED State
	approved
	F
	8.6.0
	SAES

	SP-090336
	23.401
	1016
	1
	9.0.0
	Rel-9
	Network Triggered Service Request for UE in ECM-CONNECTED State
	approved
	A
	9.1.0
	SAES

	SP-090337
	23.401
	1018
	1
	8.5.0
	Rel-8
	Clarification on IP address notification during IP-CAN session establishment
	approved
	F
	8.6.0
	SAES

	SP-090337
	23.401
	1019
	1
	9.0.0
	Rel-9
	Clarification on IP address notification during IP-CAN session establishment
	approved
	A
	9.1.0
	SAES

	SP-090337
	23.401
	1020
	2
	8.5.0
	Rel-8
	Correction of the PDN connectivity procedure
	approved
	F
	8.6.0
	SAES

	SP-090337
	23.401
	1021
	2
	9.0.0
	Rel-9
	Correction of the PDN connectivity procedure
	approved
	A
	9.1.0
	SAES

	SP-090355
	23.401
	1024
	2
	9.0.0
	Rel-9
	Clarification of the handling of emergency PDN connection
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS

	SP-090337
	23.401
	1027
	1
	8.5.0
	Rel-8
	NAS message not optional in Delete Bearer Request Command to eNB
	approved
	F
	8.6.0
	SAES

	SP-090337
	23.401
	1028
	1
	9.0.0
	Rel-9
	NAS message not optional in Delete Bearer Request Command to eNB
	approved
	A
	9.1.0
	SAES

	SP-090335
	23.401
	1029
	4
	8.5.0
	Rel-8
	Handling of last PDN disconnection by PDN GW
	approved
	F
	8.6.0
	SAES

	SP-090335
	23.401
	1030
	3
	9.0.0
	Rel-9
	Handling of last PDN disconnection by PDN GW
	approved
	A
	9.1.0
	SAES

	SP-090355
	23.401
	1031
	1
	9.0.0
	Rel-9
	UE Requested PDN Connectivity during emergency handover
	approved
	F
	9.1.0
	IMS_EMER_GPRS_EPS

	SP-090337
	23.401
	1034
	2
	8.5.0
	Rel-8
	Editorial correction in Detach and Deactivation procedure
	approved
	F
	8.6.0
	SAES

	SP-090337
	23.401
	1035
	3
	9.0.0
	Rel-9
	Editorial correction in Detach and Deactivation procedure
	approved
	A
	9.1.0
	SAES

	SP-090355
	23.401
	1037
	2
	9.0.0
	Rel-9
	EMC handle in the HSS initial detach procedure
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS

	SP-090347
	23.401
	1038
	2
	9.0.0
	Rel-9
	High-level function description of HeNB subsystem
	approved
	B
	9.1.0
	EHNB

	SP-090347
	23.401
	1039
	2
	9.0.0
	Rel-9
	CSG access control on the Service Request procedure
	approved
	B
	9.1.0
	EHNB

	SP-090337
	23.401
	1043
	2
	8.5.0
	Rel-8
	Description of Configuration Transfer procedure
	approved
	F
	8.6.0
	SAES

	SP-090337
	23.401
	1044
	2
	9.0.0
	Rel-9
	Description of Configuration Transfer procedure
	approved
	A
	9.1.0
	SAES

	SP-090337
	23.401
	1047
	1
	8.5.0
	Rel-8
	Correction the UE identity in the service request procedure
	approved
	F
	8.6.0
	SAES

	SP-090337
	23.401
	1054
	1
	9.0.0
	Rel-9
	Correction the UE identity in the service request procedure
	approved
	A
	9.1.0
	SAES

	SP-090347
	23.401
	1056
	1
	9.0.0
	Rel-9
	Basic CSG access control
	approved
	B
	9.1.0
	EHNB

	SP-090347
	23.401
	1058
	2
	9.0.0
	Rel-9
	CSG ID concept update
	approved
	B
	9.1.0
	EHNB

	SP-090347
	23.401
	1059
	3
	9.0.0
	Rel-9
	CSG access control for hybrid mode
	approved
	B
	9.1.0
	EHNB

	SP-090357
	23.401
	1061
	-
	9.0.0
	Rel-9
	Context information changes due to multiple PDN connections to the same APN over PMIP based S5/S8
	approved
	B
	9.1.0
	MUPSAP

	SP-090355
	23.401
	1062
	2
	9.0.0
	Rel-9
	Network Emergency support indication
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS

	SP-090337
	23.401
	1069
	1
	8.5.0
	Rel-8
	Add the missing parameter to the information storage
	approved
	F
	8.6.0
	SAES

	SP-090337
	23.401
	1070
	1
	9.0.0
	Rel-9
	Add the missing parameter to the information storage
	approved
	A
	9.1.0
	SAES

	SP-090355
	23.401
	1071
	1
	9.0.0
	Rel-9
	Information storage for Emergency Support of limited-mode UEs
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS

	SP-090358
	23.401
	1073
	1
	9.0.0
	Rel-9
	Alignment of UE resource requests
	approved
	B
	9.1.0
	TEI9

	SP-090337
	23.401
	1074
	2
	8.5.0
	Rel-8
	Change of subscribed ARP affecting whole PDN connection
	approved
	F
	8.6.0
	SAES

	SP-090337
	23.401
	1075
	2
	9.0.0
	Rel-9
	Change of subscribed ARP affecting whole PDN connection
	approved
	A
	9.1.0
	SAES

	SP-090337
	23.401
	1076
	1
	8.5.0
	Rel-8
	BCM support of E-UTRAN capable UE
	approved
	F
	8.6.0
	SAES

	SP-090358
	23.401
	1077
	2
	9.0.0
	Rel-9
	BCM support of E-UTRAN capable UE
	approved
	C
	9.1.0
	TEI9

	SP-090355
	23.401
	1078
	2
	9.0.0
	Rel-9
	Bearer deactivation and detach after emergency call
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS-SRVCC

	SP-090347
	23.401
	1079
	2
	9.0.0
	Rel-9
	Insert Subscriber data for CSG
	approved
	B
	9.1.0
	EHNB

	SP-090347
	23.401
	1080
	1
	9.0.0
	Rel-9
	S1 Release for CSG ID Expiration
	approved
	B
	9.1.0
	EHNB

	SP-090336
	23.401
	1084
	-
	9.0.0
	Rel-9
	'Charging Characteristics' receipt in PGW in PMIP based S5/S8 systems
	approved
	A
	9.1.0
	SAES

	SP-090336
	23.401
	1085
	2
	8.5.0
	Rel-8
	Alignment of procedure to the storage of APN-AMBR in the UE
	approved
	F
	8.6.0
	SAES

	SP-090336
	23.401
	1086
	2
	9.0.0
	Rel-9
	Alignment of procedure to the storage of APN-AMBR in the UE
	approved
	A
	9.1.0
	SAES

	SP-090338
	23.402
	0618
	3
	8.5.0
	Rel-8
	On the charging Id in PMIP based S5/S8 core
	approved
	F
	8.6.0
	SAES

	SP-090338
	23.402
	0630
	3
	8.5.0
	Rel-8
	'Charging Characteristics' receipt in PGW via PMIP
	approved
	F
	8.6.0
	SAES

	SP-090355
	23.402
	0635
	2
	9.0.0
	Rel-9
	IMS emergency call support - introduction and EPC capabilities
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS

	SP-090355
	23.402
	0636
	4
	9.0.0
	Rel-9
	Support for HO of IMS Emergency Sessions for Limited-mode UEs between LTE and HRPD
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS

	SP-090338
	23.402
	0640
	1
	8.5.0
	Rel-8
	Correction to the PCC/QoS Principles
	approved
	F
	8.6.0
	SAES

	SP-090338
	23.402
	0641
	2
	9.0.0
	Rel-9
	Correction to the PCC/QoS Principles
	approved
	A
	9.1.0
	SAES

	SP-090338
	23.402
	0642
	1
	8.5.0
	Rel-8
	Access network information in HSS
	approved
	F
	8.6.0
	SAES

	SP-090338
	23.402
	0643
	1
	9.0.0
	Rel-9
	Access network information in HSS
	approved
	A
	9.1.0
	SAES

	SP-090338
	23.402
	0646
	1
	8.5.0
	Rel-8
	S2a initial attach cleanup
	approved
	F
	8.6.0
	SAES

	SP-090338
	23.402
	0647
	2
	9.0.0
	Rel-9
	S2a initial attach cleanup
	approved
	A
	9.1.0
	SAES

	SP-090338
	23.402
	0648
	1
	8.5.0
	Rel-8
	Cleanup for IPv4 only indication on S2c
	approved
	F
	8.6.0
	SAES

	SP-090338
	23.402
	0649
	2
	9.0.0
	Rel-9
	Cleanup for IPv4 only indication on S2c
	approved
	A
	9.1.0
	SAES

	SP-090338
	23.402
	0657
	-
	8.5.0
	Rel-8
	Alignment to CT4 3GPP PMIPv6 Information Element name
	approved
	F
	8.6.0
	SAES

	SP-090338
	23.402
	0658
	-
	9.0.0
	Rel-9
	Alignment to CT4 3GPP PMIPv6 Information Element name
	approved
	A
	9.1.0
	SAES

	SP-090338
	23.402
	0659
	1
	8.5.0
	Rel-8
	Align the ATT value in PBU with the latest CT4 decision
	approved
	F
	8.6.0
	SAES

	SP-090338
	23.402
	0660
	2
	9.0.0
	Rel-9
	Align the ATT value in PBU with the latest CT4 decision
	approved
	A
	9.1.0
	SAES

	SP-090339
	23.402
	0661
	-
	8.5.0
	Rel-8
	The corrections on the handover call fows from 3GPP to non-3GPP access
	approved
	F
	8.6.0
	SAES

	SP-090339
	23.402
	0662
	1
	9.0.0
	Rel-9
	The corrections on the handover call fows from 3GPP to non-3GPP access
	approved
	A
	9.1.0
	SAES

	SP-090339
	23.402
	0665
	-
	8.5.0
	Rel-8
	Usage of FQDN for PDN GW reallocation
	approved
	F
	8.6.0
	SAES

	SP-090339
	23.402
	0668
	2
	8.5.0
	Rel-8
	PMIP-based S5/S8 support for Clarification on the SGSN initiated bearer deactivation procedure
	approved
	F
	8.6.0
	SAES

	SP-090339
	23.402
	0669
	3
	9.0.0
	Rel-9
	PMIP-based S5/S8 support for Clarification on the SGSN initiated bearer deactivation procedure
	approved
	A
	9.1.0
	SAES

	SP-090339
	23.402
	0670
	3
	8.5.0
	Rel-8
	Alignment to CT4 GTPv2 Message Naming Conventions
	approved
	F
	8.6.0
	SAES

	SP-090339
	23.402
	0671
	3
	9.0.0
	Rel-9
	Alignment to CT4 GTPv2 Message Naming Conventions
	approved
	A
	9.1.0
	SAES

	SP-090348
	23.402
	0676
	3
	9.0.0
	Rel-9
	Subscription specific inter-system mobility policies and access network discovery information
	approved
	B
	9.1.0
	eANDSF

	SP-090339
	23.402
	0677
	1
	8.5.0
	Rel-8
	Gateway Control Session establishment when IPMS capability is not known
	approved
	F
	8.6.0
	SAES

	SP-090339
	23.402
	0678
	1
	9.0.0
	Rel-9
	Gateway Control Session establishment when IPMS capability is not known
	approved
	A
	9.1.0
	SAES

	SP-090339
	23.402
	0679
	-
	8.5.0
	Rel-8
	Modification on the figure 5.2-1 in clause 5.2
	approved
	F
	8.6.0
	SAES

	SP-090339
	23.402
	0680
	1
	8.5.0
	Rel-8
	The revision of IP Address Allocation clause
	approved
	F
	8.6.0
	SAES

	SP-090339
	23.402
	0681
	1
	8.5.0
	Rel-8
	Correct the wording in 8.2.3 and 8.4.2 and 8.4.3
	approved
	F
	8.6.0
	SAES

	SP-090340
	23.402
	0682
	1
	8.5.0
	Rel-8
	Modification of the error in Figure 9.3.2-1 E-UTRAN to HRPD handover
	approved
	F
	8.6.0
	SAES

	SP-090340
	23.402
	0684
	-
	8.5.0
	Rel-8
	Alignment of S101 Redirection Procedure
	approved
	F
	8.6.0
	SAES

	SP-090340
	23.402
	0685
	1
	8.5.0
	Rel-8
	Clarify the usage of AMBR for Trusted non-3GPP access
	approved
	F
	8.6.0
	SAES

	SP-090340
	23.402
	0686
	1
	8.5.0
	Rel-8
	Clarification for PDN GW information Transmission
	approved
	F
	8.6.0
	SAES

	SP-090340
	23.402
	0692
	1
	8.5.0
	Rel-8
	Removal of DHCP Client function from MAG in non-3GPP access
	approved
	F
	8.6.0
	SAES

	SP-090340
	23.402
	0694
	1
	8.5.0
	Rel-8
	IPv4 address allocation for S2a
	approved
	F
	8.6.0
	SAES

	SP-090340
	23.402
	0695
	1
	9.0.0
	Rel-9
	IPv4 address allocation for S2a
	approved
	A
	9.1.0
	SAES

	SP-090340
	23.402
	0696
	1
	9.0.0
	Rel-9
	Clarification for PDN GW information Transmission
	approved
	A
	9.1.0
	SAES

	SP-090340
	23.402
	0697
	-
	9.0.0
	Rel-9
	Alignment of S101 Redirection Procedure
	approved
	A
	9.1.0
	SAES

	SP-090340
	23.402
	0698
	1
	9.0.0
	Rel-9
	Clarify the usage of AMBR for Trusted non-3GPP access
	approved
	A
	9.1.0
	SAES

	SP-090340
	23.402
	0705
	-
	8.5.0
	Rel-8
	Handling of TFT
	approved
	F
	8.6.0
	SAES

	SP-090341
	23.402
	0706
	-
	8.5.0
	Rel-8
	Update of IETF References
	approved
	F
	8.6.0
	SAES

	SP-090341
	23.402
	0707
	-
	9.0.0
	Rel-9
	Update of IETF References
	approved
	A
	9.1.0
	SAES

	SP-090341
	23.402
	0708
	1
	8.5.0
	Rel-8
	Editorial Correction in Figure 4.2.3-2 (Rel-8)
	approved
	F
	8.6.0
	SAES

	SP-090341
	23.402
	0709
	1
	8.5.0
	Rel-8
	Editorial Correction in section 6.8.1.2 (Rel-8)
	approved
	F
	8.6.0
	SAES

	SP-090341
	23.402
	0710
	1
	9.0.0
	Rel-9
	Editorial Correction in Figure 4.2.3-2 (Rel-9)
	approved
	A
	9.1.0
	SAES

	SP-090341
	23.402
	0711
	1
	9.0.0
	Rel-9
	Editorial Correction in section 6.8.1.2 (Rel-9)
	approved
	A
	9.1.0
	SAES

	SP-090339
	23.402
	0713
	-
	9.0.0
	Rel-9
	Modification on the figure 5.2-1 in clause 5.2
	approved
	A
	9.1.0
	SAES

	SP-090339
	23.402
	0714
	-
	9.0.0
	Rel-9
	The revision of IP Address Allocation clause
	approved
	A
	9.1.0
	SAES

	SP-090340
	23.402
	0715
	-
	9.0.0
	Rel-9
	Correct the wording in 8.2.3 and 8.4.2 and 8.4.3
	approved
	A
	9.1.0
	SAES

	SP-090338
	23.402
	0717
	1
	9.0.0
	Rel-9
	On the charging Id in PMIP based S5/S8 core
	approved
	A
	9.1.0
	SAES

	SP-090340
	23.402
	0718
	-
	9.0.0
	Rel-9
	Removal of DHCP Client function from MAG in non-3GPP access
	approved
	A
	9.1.0
	SAES

	SP-090340
	23.402
	0719
	-
	9.0.0
	Rel-9
	Handling of TFT
	approved
	A
	9.1.0
	SAES

	SP-090339
	23.402
	0720
	1
	9.0.0
	Rel-9
	Usage of FQDN for PDN GW reallocation
	approved
	A
	9.1.0
	SAES

	SP-090355
	23.402
	0723
	2
	9.0.0
	Rel-9
	Emergency Attach Impacts for PMIP based S5/S8
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS

	SP-090357
	23.402
	0728
	1
	9.0.0
	Rel-9
	Multiple PDN connection to the same APN
	approved
	B
	9.1.0
	MUPSAP

	SP-090357
	23.402
	0729
	2
	9.0.0
	Rel-9
	Multiple PDN connection to the same APN over PMIP based S5/S8
	approved
	B
	9.1.0
	MUPSAP

	SP-090357
	23.402
	0730
	2
	9.0.0
	Rel-9
	Multiple PDN connection to the same APN over S2a and S2b
	approved
	B
	9.1.0
	MUPSAP

	SP-090357
	23.402
	0731
	2
	9.0.0
	Rel-9
	Intersystem handover with multiple PDN connections to the same APN
	approved
	B
	9.1.0
	MUPSAP

	SP-090355
	23.402
	0733
	1
	9.0.0
	Rel-9
	IMEI based NAI support for emergency services
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS

	SP-090348
	23.402
	0742
	1
	9.0.0
	Rel-9
	Clarifications on UE scanning and ANDSF
	approved
	F
	9.1.0
	eANDSF

	SP-090338
	23.402
	0745
	1
	9.0.0
	Rel-9
	'Charging Characteristics' receipt in PGW via PMIP
	approved
	A
	9.1.0
	SAES

	SP-090341
	23.402
	0746
	-
	8.5.0
	Rel-8
	Clarification on the APN-AMBR usage on P-GW
	approved
	F
	8.6.0
	SAES

	SP-090341
	23.402
	0747
	-
	9.0.0
	Rel-9
	Clarification on the APN-AMBR usage on P-GW
	approved
	A
	9.1.0
	SAES
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	SP-090278
	33.102
	0229
	1
	8.2.0
	Rel-8
	Correction of security procedure of HSPA SRVCC
	approved
	F
	8.3.0
	TEI8

	SP-090272
	33.107
	0079
	-
	8.7.1
	Rel-8
	Correction on UE requested bearer resource modification - Alignment with SAE stage 2 specification
	approved
	F
	8.8.0
	LI8

	SP-090272
	33.107
	0080
	-
	8.7.1
	Rel-8
	Clarification on parameter APN
	approved
	F
	8.8.0
	LI8

	SP-090272
	33.107
	0081
	-
	8.7.1
	Rel-8
	Clarification on the handover between 2G/3G access and E-UTRAN with Gn/Gp
	approved
	F
	8.8.0
	LI8

	SP-090272
	33.107
	0082
	-
	8.7.1
	Rel-8
	Clarification on parameter PDN type
	approved
	F
	8.8.0
	LI8

	SP-090272
	33.108
	0112
	-
	8.6.1
	Rel-8
	Correction on UE requested bearer resource modification - Alignment with SAE stage 2 specification
	approved
	F
	8.7.0
	LI8

	SP-090272
	33.108
	0113
	-
	8.6.1
	Rel-8
	Clarification on parameter APN for EPS
	approved
	F
	8.7.0
	LI8

	SP-090272
	33.108
	0114
	-
	8.6.1
	Rel-8
	Clarification on the handover between 2G/3G access and E-UTRAN with Gn/Gp
	approved
	F
	8.7.0
	LI8

	SP-090272
	33.108
	0115
	-
	8.6.1
	Rel-8
	Clarification on parameter PDN type
	approved
	F
	8.7.0
	LI8

	SP-090272
	33.108
	0116
	-
	8.6.1
	Rel-8
	Correction on GTPv2 instance in ASN.1 module for EPS
	approved
	F
	8.7.0
	LI8

	SP-090272
	33.108
	0117
	-
	8.6.1
	Rel-8
	Correction on the coding of Protocol Configuration Options coding in ASN.1 for EPS
	approved
	F
	8.7.0
	LI8

	SP-090272
	33.108
	0118
	-
	8.6.1
	Rel-8
	Correction on references in ASN.1 for EPS
	approved
	F
	8.7.0
	LI8

	SP-090272
	33.108
	0119
	-
	8.6.1
	Rel-8
	33.108 Conference Typo
	approved
	F
	8.7.0
	LI8

	SP-090272
	33.108
	0120
	-
	8.6.1
	Rel-8
	33.108 Annex H CR
	approved
	F
	8.7.0
	LI8

	SP-090271
	33.203
	0157
	-
	8.5.0
	Rel-8
	Correction of wrong message name in annex N (Rel-8)
	approved
	F
	8.6.0
	SEC-IMS

	SP-090271
	33.203
	0158
	-
	9.0.0
	Rel-9
	Correction of wrong message name in annex N (Rel-9)
	approved
	A
	9.1.0
	IMS-Sec

	SP-090271
	33.203
	0159
	1
	8.5.0
	Rel-8
	Removing EditorÆs note from Annex T
	approved
	F
	8.6.0
	IMS-Sec

	SP-090271
	33.203
	0161
	-
	9.0.0
	Rel-9
	Removing EditorÆs note from Annex T
	approved
	A
	9.1.0
	IMS-Sec

	SP-090273
	33.210
	0027
	-
	8.2.0
	Rel-8
	Clarification about the encryption on Za reference point
	approved
	F
	8.3.0
	TEI8

	SP-090420
	33.220
	0142
	-
	8.6.0
	Rel-9
	Modification of References
	approved
	C
	9.0.0
	TEI9

	SP-090276
	33.220
	0142
	1
	8.6.0
	Rel-8
	Ua security protocol identifiers for IMS based MBMS
	approved
	F
	8.7.0
	TEI8

	SP-090276
	33.220
	0143
	1
	8.6.0
	Rel-8
	Clarify sending of MSISDN in Zn
	approved
	F
	8.7.0
	TEI8

	SP-090420
	33.220
	0144
	1
	8.6.0
	Rel-9
	GBA  DIAMETER based Zn reference point to support TLS
	approved
	B
	9.0.0
	TEI9

	SP-090277
	33.223
	0010
	1
	8.3.0
	Rel-8
	Clarification of GUSS usage in case of HLR
	approved
	F
	8.4.0
	GBAPush

	SP-090277
	33.223
	0012
	-
	8.3.0
	Rel-8
	Editorial corrections on 33.223
	approved
	F
	8.4.0
	GBAPush

	SP-090275
	33.246
	0152
	-
	8.3.0
	Rel-8
	Add reference to IMS based MBMS TS
	approved
	F
	8.4.0
	TEI8

	SP-090275
	33.246
	0153
	-
	8.3.0
	Rel-8
	Clarification of Service Protection Description
	approved
	F
	8.4.0
	TEI8

	SP-090421
	33.310
	0019
	2
	8.2.1
	Rel-9
	Update of referenced RFCs and hash algorithm
	approved
	C
	9.0.0
	TEI9

	SP-090274
	33.310
	0020
	-
	8.2.1
	Rel-8
	Corrections for TS 33.310
	approved
	F
	8.3.0
	TEI8

	SP-090274
	33.310
	0021
	-
	8.2.1
	Rel-8
	Correction for TS 33.310: when a SEG may fetch a CRL for peer SEG
	approved
	F
	8.3.0
	TEI8

	SP-090274
	33.310
	0022
	-
	8.2.1
	Rel-8
	Miscellaneous corrections to specification
	approved
	F
	8.3.0
	TEI8

	SP-090268
	33.401
	0167
	1
	8.3.1
	Rel-8
	Storage and handling of EPS NAS security context
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0168
	1
	8.3.1
	Rel-8
	UE security capability handling at S1 HO
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0172
	1
	8.3.1
	Rel-8
	Correction of TAU procedure after IRAT Handover to E-UTRAN
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0173
	-
	8.3.1
	Rel-8
	Correction of UE EPS security capability default set
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0174
	1
	8.3.1
	Rel-8
	Resolving ed note on PLMN ID encoding and correction of KDF
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0176
	1
	8.3.1
	Rel-8
	Update of abbreviations list
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0177
	1
	8.3.1
	Rel-8
	Definition of forward security
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0178
	2
	8.3.1
	Rel-8
	Removal of NAS keys storage
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0181
	1
	8.3.1
	Rel-8
	Corrections for idle mode procedure in EUTRAN
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0184
	-
	8.3.1
	Rel-8
	Corrections for Attach procedure
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0188
	-
	8.3.1
	Rel-8
	The correction on input key of Null ciphering algorithm
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0190
	-
	8.3.1
	Rel-8
	Clarification on Multiple KeNB*s Preparation in Section 7.4.3
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0191
	2
	8.3.1
	Rel-8
	The definition of eKSI format
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0196
	5
	8.3.1
	Rel-9
	Addition of EC Clauses to the Rel-9 TS 33.401
	approved
	B
	9.0.0
	IMS_EMER_GPRS_EPS

	SP-090268
	33.401
	0197
	-
	8.3.1
	Rel-8
	Forward security chaining modificarion
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0200
	-
	8.3.1
	Rel-8
	Changing SGSN to the enhanced MSC server in SRVCC
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0202
	2
	8.3.1
	Rel-8
	Correction of KeNB derivations
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0203
	1
	8.3.1
	Rel-8
	Correction of EPS AS Security Mode Command Procedure
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0204
	4
	8.3.1
	Rel-8
	Correction of EPS AS/NAS Security Context definition
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0205
	-
	8.3.1
	Rel-8
	Keys to be used in HO from E-UTRAN to UTRAN and GERAN
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0206
	1
	8.3.1
	Rel-8
	Editorial corrections
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0207
	1
	8.3.1
	Rel-8
	Correction on KeNB refresh
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0208
	1
	8.3.1
	Rel-8
	Correction on Key Identification
	approved
	F
	8.4.0
	SAES

	SP-090279
	33.401
	0209
	-
	8.3.1
	Rel-8
	Keys to be used in HO from UTRAN and GERAN to E-UTRAN
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0210
	1
	8.3.1
	Rel-8
	NH derivation rules for re-keying
	approved
	F
	8.4.0
	SAES

	SP-090419
	33.401
	0211
	1
	8.3.1
	Rel-8
	RRC Connection Re-establishment - security corrections
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0212
	2
	8.3.1
	Rel-8
	Clarification of LTE USIM requirement
	revised
	F
	
	SAES

	SP-090446
	33.401
	0212
	3
	8.3.1
	Rel-8
	Clarification of LTE USIM requirement
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0214
	2
	8.3.1
	Rel-8
	Clarifications to calculating the initial K_eNB
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0216
	1
	8.3.1
	Rel-8
	Randomness requirements on nonces for LTE
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0217
	1
	8.3.1
	Rel-8
	Additional security requirement on eNB(revision of 796)
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0218
	1
	8.3.1
	Rel-8
	Modification of the title of 8.1.1
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0219
	1
	8.3.1
	Rel-8
	Clarification on the requirement of AS algorithm selection procedure during intra-eNB handover
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0220
	2
	8.3.1
	Rel-8
	SAE: Clarification on eNodeB management plane protection
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0224
	-
	8.3.1
	Rel-8
	Correction of distribution of authentication data
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0225
	-
	8.3.1
	Rel-8
	Correction of key setting during AKA
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0227
	-
	8.3.1
	Rel-8
	Resolution of an EditorÆs note on signaling messages, which are not confidentiality protected
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0228
	1
	8.3.1
	Rel-8
	Rules on concurrent runs of security procedures
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0230
	3
	8.3.1
	Rel-9
	TS 33.401 - Addition of NULL Integrity Protection Algorithm in the Annex B
	approved
	B
	9.0.0
	TEI9

	SP-090419
	33.401
	0231
	1
	8.3.1
	Rel-8
	Update of NAS SMC figure
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0232
	1
	8.3.1
	Rel-8
	An operator option to use NAS signalling confidentialty protection
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0233
	-
	8.3.1
	Rel-8
	Inconsistent text in section 9.2.2.2 related to HO from UTRAN to E-UTRAN
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0252
	-
	8.3.1
	Rel-8
	Clarification on key identification and KeNB derivation
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0253
	-
	8.3.1
	Rel-9
	Addition of the NULL algorithm for Integrity Protection, mechanisms of limit EIA0 usage for emergency call purpose only and Selection of NULL integrity protection
	approved
	B
	9.0.0
	TEI9

	SP-090268
	33.401
	0254
	1
	8.3.1
	Rel-8
	Correction of eKSI usage in AS and other corrections of 33.401
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0255
	-
	8.3.1
	Rel-8
	Correction of security context transfer over S10
	approved
	F
	8.4.0
	SAES

	SP-090268
	33.401
	0256
	-
	8.3.1
	Rel-8
	Test vectors for 128-EEA2 and 128-EIA2
	approved
	F
	8.4.0
	SAES

	SP-090269
	33.402
	0052
	-
	8.3.1
	Rel-8
	Editorial corrections to security context establishment clause
	approved
	F
	8.4.0
	SAES

	SP-090279
	33.402
	0054
	1
	8.3.1
	Rel-8
	Clarification on use of USIM/UICC in non-3GPP accesses
	approved
	F
	8.4.0
	SAES

	SP-090269
	33.402
	0055
	1
	8.3.1
	Rel-8
	Authorization for ANDSF
	approved
	F
	8.4.0
	SAES

	SP-090269
	33.402
	0055
	3
	8.3.1
	Rel-9
	Authorization for ANDSF
	approved
	C
	9.0.0
	eANDSF

	SP-090269
	33.402
	0056
	2
	8.3.1
	Rel-8
	Change in the Clause 6.2. Removal of explicit CKÆ/IKÆ function.
	approved
	F
	8.4.0
	SAES

	SP-090269
	33.402
	0057
	2
	8.3.1
	Rel-8
	Clarifications for Annex A and References
	approved
	F
	8.4.0
	SAES

	SP-090269
	33.402
	0058
	1
	8.3.0
	Rel-9
	Addition of the Emergency Calling Clause
	approved
	B
	9.0.0
	IMS_EMER_GPRS_EPS

	SP-090269
	33.402
	0062
	-
	8.3.1
	Rel-8
	Combination of authentication and authorization procedures
	approved
	F
	8.4.0
	SAES

	SP-090269
	33.402
	0064
	1
	8.3.1
	Rel-8
	Generation of pseudonyms and re-authentication identities
	approved
	F
	8.4.0
	SAES

	SP-090418
	33.402
	0065
	-
	8.3.1
	Rel-8
	Correction of KDF definition
	approved
	F
	8.4.0
	SAES

	SP-090269
	33.402
	0067
	-
	8.3.1
	Rel-8
	Clarification of order for identity request , identity for EAP-AKAÆ and AVs fetching
	approved
	F
	8.4.0
	SAES

	SP-090269
	33.402
	0071
	1
	8.3.1
	Rel-8
	Add a NOTE to clarify the security for S101
	approved
	F
	8.4.0
	SAES

	SP-090269
	33.402
	0074
	-
	8.3.1
	Rel-8
	Clarification for network domain security and PMIP security
	approved
	F
	8.4.0
	SAES

	SP-090269
	33.402
	0075
	-
	8.3.1
	Rel-8
	Corrections to clause 7
	approved
	F
	8.4.0
	SAES

	SP-090269
	33.402
	0078
	2
	8.3.1
	Rel-8
	HA switch consideration for DSMIPv6 bootstrap
	approved
	F
	8.4.0
	SAES

	SP-090431
	33.820
	0001
	1
	8.0.0
	Rel-8
	Correction of text on autonomous validation
	approved
	F
	8.1.0
	FS_HNB_Sec

	SP-090270
	33.820
	0001
	1
	8.0.0
	Rel-8
	Correction of text on autonomous validation
	reissued
	F
	
	FS_HNB_Sec

	SP-090431
	33.820
	0002
	2
	8.0.0
	Rel-8
	Introducing semi-autonomous validation
	approved
	F
	8.1.0
	FS_HNB_Sec

	SP-090270
	33.820
	0002
	2
	8.0.0
	Rel-8
	Introducing semi-autonomous validation
	reissued
	F
	
	FS_HNB_Sec

	SP-090270
	33.820
	0003
	-
	1.3.0
	Rel-8
	Further description of Semi-Autonomous validation
	revised
	C
	
	FS_HNB_Sec

	SP-090431
	33.820
	0003
	1
	8.0.0
	Rel-8
	Further description of Semi-Autonomous validation
	approved
	C
	8.1.0
	FS_HNB_Sec

	SP-090270
	33.820
	0007
	-
	8.0.0
	Rel-8
	Update to H(e)NB system architecture
	reissued
	F
	
	FS_HNB_Sec

	SP-090431
	33.820
	0007
	-
	8.0.0
	Rel-8
	Update to H(e)NB system architecture
	approved
	F
	8.1.0
	FS_HNB_Sec

	SP-090431
	33.820
	0008
	-
	8.0.0
	Rel-8
	Update of Access Control Mechanisms for H(e)NB
	approved
	F
	8.1.0
	FS_HNB_Sec

	SP-090270
	33.820
	0008
	-
	8.0.0
	Rel-8
	Update of Access Control Mechanisms for H(e)NB
	reissued
	F
	
	FS_HNB_Sec

	SP-090431
	33.820
	0009
	-
	8.0.0
	Rel-8
	Clarification of Section 7.4 Authentication Method Selection
	approved
	F
	8.1.0
	FS_HNB_Sec

	SP-090270
	33.820
	0009
	-
	8.0.0
	Rel-8
	Clarification of Section 7.4 Authentication Method Selection
	reissued
	F
	
	FS_HNB_Sec

	SP-090270
	33.820
	0011
	-
	8.0.0
	Rel-8
	Conclusions on Location Security
	reissued
	D
	
	FS_HNB_Sec

	SP-090431
	33.820
	0011
	-
	8.0.0
	Rel-8
	Conclusions on Location Security
	approved
	D
	8.1.0
	FS_HNB_Sec

	SP-090270
	33.820
	0012
	-
	8.0.0
	Rel-8
	Clarification of Certificate Profile
	reissued
	F
	
	FS_HNB_Sec

	SP-090431
	33.820
	0012
	-
	8.0.0
	Rel-8
	Clarification of Certificate Profile
	approved
	F
	8.1.0
	FS_HNB_Sec

	SP-090270
	33.820
	0013
	-
	8.0.0
	Rel-8
	CR to H(e)NB validation
	reissued
	C
	
	FS_HNB_Sec

	SP-090431
	33.820
	0013
	-
	8.0.0
	Rel-8
	CR to H(e)NB validation
	approved
	C
	8.1.0
	FS_HNB_Sec

	SP-090270
	33.820
	0014
	-
	8.0.0
	Rel-8
	CR to section 7.2.2.3 H(e)NB Authentication
	reissued
	F
	
	FS_HNB_Sec

	SP-090431
	33.820
	0014
	-
	8.0.0
	Rel-8
	CR to section 7.2.2.3 H(e)NB Authentication
	approved
	F
	8.1.0
	FS_HNB_Sec

	SP-090270
	33.820
	0021
	2
	8.0.0
	Rel-8
	H(e)NB handover threat
	reissued
	F
	
	FS_HNB_Sec

	SP-090431
	33.820
	0021
	2
	8.0.0
	Rel-8
	H(e)NB handover threat
	approved
	F
	8.1.0
	FS_HNB_Sec

	SP-090270
	33.820
	0024
	-
	8.0.0
	Rel-8
	Complement of section 7.2.2.3 H(e)NB Authentication
	reissued
	F
	
	FS_HNB_Sec

	SP-090431
	33.820
	0024
	-
	8.0.0
	Rel-8
	Complement of section 7.2.2.3 H(e)NB Authentication
	approved
	F
	8.1.0
	FS_HNB_Sec

	SP-090270
	33.820
	0025
	1
	8.0.0
	Rel-8
	Clarification of the text on Hosting Party authentication in the conclusion section
	reissued
	F
	
	FS_HNB_sec

	SP-090431
	33.820
	0025
	1
	8.0.0
	Rel-8
	Clarification of the text on Hosting Party authentication in the conclusion section
	approved
	F
	8.1.0
	FS_HNB_sec

	SP-090270
	33.820
	0026
	-
	8.0.0
	Rel-8
	Remove Duplicate Section Number in 7.6.1.3.3
	reissued
	D
	
	FS_HNB_Sec

	SP-090431
	33.820
	0026
	-
	8.0.0
	Rel-8
	Remove Duplicate Section Number in 7.6.1.3.3
	approved
	D
	8.1.0
	FS_HNB_Sec

	SP-090279
	33.821
	0001
	3
	8.0.0
	Rel-9
	Emergency call aspects
	approved
	B
	9.0.0
	IMS_EMER_GPRS_EPS


122 CRs

E.4
CRs from SA WG4

	CRs from SA WG3

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-090249
	26.090
	0002
	1
	8.0.0
	Rel-8
	Corrections to Quantization of codebook gains in sub-clause 5.8.2
	approved
	A
	8.1.0
	TEI7

	SP-090249
	26.090
	0003
	1
	8.0.0
	Rel-8
	Correction to recursive equation for the past filtered excitation in sub-clause 5.6.1
	approved
	A
	8.1.0
	TEI7

	SP-090249
	26.090
	0004
	-
	7.0.0
	Rel-7
	Corrections to Quantization of codebook gains in sub-clause 5.8.2
	approved
	F
	7.1.0
	TEI7

	SP-090249
	26.090
	0005
	-
	7.0.0
	Rel-7
	Correction to recursive equation for the past filtered excitation in sub-clause 5.6.1
	approved
	F
	7.1.0
	TEI7

	SP-090255
	26.114
	0059
	-
	8.2.1
	Rel-8
	MTSI QoE Correction
	approved
	F
	8.3.0
	MTSI_eMHI

	SP-090255
	26.114
	0060
	-
	8.2.1
	Rel-8
	Cross reference correction
	approved
	F
	8.3.0
	MTSI_eMHI

	SP-090258
	26.114
	0061
	2
	8.2.1
	Rel-8
	Packetization for E-UTRAN
	approved
	F
	8.3.0
	TEI8

	SP-090246
	26.114
	0062
	-
	7.8.1
	Rel-7
	Correction of unclear packetization recommendation for unknown RAT
	approved
	F
	7.9.0
	MTSI-MHI

	SP-090246
	26.114
	0063
	-
	8.2.1
	Rel-8
	Correction of unclear packetization recommendation for unknown RAT
	approved
	A
	8.3.0
	MTSI-MHI

	SP-090246
	26.114
	0064
	-
	7.8.1
	Rel-7
	Corrections to example in clause A.6
	approved
	F
	7.9.0
	MTSI-MHI

	SP-090246
	26.114
	0065
	1
	8.2.1
	Rel-8
	Corrections to example in clause A.6
	approved
	A
	8.3.0
	MTSI-MHI

	SP-090246
	26.114
	0066
	1
	7.8.1
	Rel-7
	Correction to comments in sub-clause A.3.1a
	approved
	F
	7.9.0
	MTSI-MHI

	SP-090246
	26.114
	0067
	1
	8.2.1
	Rel-8
	Correction to comments in sub-clause A.3.1a
	approved
	A
	8.3.0
	MTSI-MHI

	SP-090246
	26.114
	0068
	1
	7.8.1
	Rel-7
	Correction of inconsistent packetization requirements
	approved
	F
	7.9.0
	MTSI-MHI

	SP-090246
	26.114
	0069
	1
	8.2.1
	Rel-8
	Correction of inconsistent packetization requirements
	approved
	A
	8.3.0
	MTSI-MHI

	SP-090246
	26.114
	0070
	-
	7.8.1
	Rel-7
	Corrections to examples in clauses A.7 and A.8
	approved
	F
	7.9.0
	MTSI-MHI

	SP-090246
	26.114
	0071
	1
	8.2.1
	Rel-8
	Corrections to examples in clauses A.7 and A.8
	approved
	A
	8.3.0
	MTSI-MHI

	SP-090246
	26.114
	0072
	1
	7.8.1
	Rel-7
	Correction to CTM Interworking
	approved
	F
	7.9.0
	MTSI-MHI

	SP-090246
	26.114
	0073
	1
	8.2.1
	Rel-8
	Correction to CTM Interworking
	approved
	A
	8.3.0
	MTSI-MHI

	SP-090257
	26.131
	0032
	-
	8.0.0
	Rel-8
	Receiving sensitivity/frequency mask correction
	approved
	F
	8.1.0
	RETEM_WB_T

	SP-090257
	26.131
	0033
	-
	9.0.0
	Rel-9
	Receiving sensitivity/frequency mask correction
	approved
	A
	9.1.0
	RETEM_WB_T

	SP-090247
	26.142
	0008
	2
	8.0.0
	Rel-8
	DIMS Mobile profile level 10 review and clarification
	approved
	A
	8.1.0
	DIMS

	SP-090247
	26.142
	0009
	1
	7.2.0
	Rel-7
	DIMS Mobile profile level 10 review and clarification
	approved
	F
	7.3.0
	DIMS

	SP-090248
	26.234
	0135
	2
	7.7.0
	Rel-7
	Corrections to Fast Content Switching  and QoE
	approved
	F
	7.8.0
	PSSe

	SP-090248
	26.234
	0136
	2
	8.2.0
	Rel-8
	Corrections to Fast Content Switching and QoE
	approved
	A
	8.3.0
	PSSe

	SP-090250
	26.237
	0008
	1
	8.1.1
	Rel-8
	Selection of MBMS security option
	approved
	F
	8.2.0
	IMS_PSS_MBMS_US

	SP-090250
	26.237
	0009
	-
	8.1.1
	Rel-8
	Corrections and clarifications to SIP based MBMS security procedures
	approved
	F
	8.2.0
	IMS_PSS_MBMS_US

	SP-090250
	26.237
	0010
	-
	8.1.1
	Rel-8
	Corrections and clarifications to security related clauses
	approved
	F
	8.2.0
	IMS_PSS_MBMS_US

	SP-090256
	26.244
	0025
	-
	8.0.0
	Rel-8
	Correction of signaling of sample_type in key message tracks
	approved
	F
	8.1.0
	PSS_MBMS_OMTV

	SP-090248
	26.244
	0027
	-
	8.0.0
	Rel-8
	Correction to ABNF syntax
	approved
	F
	8.1.0
	PSSrel6-Stage3

	SP-090251
	26.267
	0001
	1
	8.0.0
	Rel-8
	Correction of the required number of transmitted ACK messages
	approved
	F
	8.1.0
	eCall_Phase2

	SP-090251
	26.268
	0001
	1
	8.0.0
	Rel-8
	Correction of a mismatch with 3GPP TS 26.267 concerning synchronization
	approved
	F
	8.1.0
	eCall_Phase2

	SP-090251
	26.268
	0002
	1
	8.0.0
	Rel-8
	Correction concerning modulator initialization
	approved
	F
	8.1.0
	eCall_Phase2

	SP-090251
	26.268
	0003
	1
	8.0.0
	Rel-8
	Correction of a mismatch with 3GPP TS 26.267 concerning ACK transmission
	approved
	F
	8.1.0
	eCall_Phase2

	SP-090251
	26.268
	0004
	1
	8.0.0
	Rel-8
	Extension of eCall test setup to allow conformance testing of ACK messages
	approved
	F
	8.1.0
	eCall_Phase2

	SP-090251
	26.268
	0005
	2
	8.0.0
	Rel-8
	Separation of IVS and PSAP transmitter and receiver functions in the C-code
	approved
	F
	8.1.0
	eCall_Phase2

	SP-090259
	26.346
	0153
	-
	8.2.0
	Rel-8
	Corrections for MBMS HSPA evolution
	approved
	B
	8.3.0
	TEI8

	SP-090256
	26.346
	0154
	-
	8.2.0
	Rel-8
	Correction of the MBMS User Service registration procedure
	approved
	F
	8.3.0
	PSS_MBMS_OMTV
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	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-090289
	32.111-7
	0001
	-
	8.0.0
	Rel-8
	Correction of Port Mapping of AlarmIRPService
	approved
	F
	8.1.0
	OAM8

	SP-090290
	32.151
	0014
	-
	8.2.1
	Rel-9
	Introduce Information Type in IS template
	approved
	C
	9.0.0
	OAM9

	SP-090289
	32.175
	0004
	-
	8.0.0
	Rel-8
	Add Missing Namespace Prefix to XML Schema
	approved
	F
	8.1.0
	OAM8

	SP-090432
	32.251
	0099
	-
	8.5.0
	Rel-8
	Correction on Serving Node Address
	approved
	F
	8.6.0
	CH8

	SP-090293
	32.251
	0099
	-
	8.5.0
	Rel-8
	Correction on Serving Node Address
	reissued
	F
	
	CH8

	SP-090432
	32.251
	0100
	-
	8.5.0
	Rel-8
	Add missing symbols and abbreviations for EPC
	approved
	F
	8.6.0
	CH8

	SP-090293
	32.251
	0100
	-
	8.5.0
	Rel-8
	Add missing symbols and abbreviations for EPC
	reissued
	F
	
	CH8

	SP-090432
	32.251
	0101
	-
	8.5.0
	Rel-8
	Remove generic  ôNon 3GPP specific informationö parameter
	approved
	F
	8.6.0
	CH8

	SP-090293
	32.251
	0101
	-
	8.5.0
	Rel-8
	Remove generic  ôNon 3GPP specific informationö parameter
	reissued
	F
	
	CH8

	SP-090432
	32.251
	0102
	-
	8.5.0
	Rel-8
	Clarify ôIP-CAN bearer Chargingö is achieved by ôFlow Based Chargingö in P-GW
	approved
	F
	8.6.0
	CH8

	SP-090293
	32.251
	0102
	-
	8.5.0
	Rel-8
	Clarify ôIP-CAN bearer Chargingö is achieved by ôFlow Based Chargingö in P-GW
	reissued
	F
	
	CH8

	SP-090432
	32.251
	0103
	-
	8.5.0
	Rel-8
	Clarify the SGSN Charging description applies to SGSN with Gn/Gp connectivity only
	approved
	F
	8.6.0
	CH8

	SP-090293
	32.251
	0103
	-
	8.5.0
	Rel-8
	Clarify the SGSN Charging description applies to SGSN with Gn/Gp connectivity only
	reissued
	F
	
	CH8

	SP-090293
	32.251
	0104
	-
	8.5.0
	Rel-8
	ôMobile Node Identifierö used for PMIP S5/S8 and S2a/S2b
	reissued
	F
	
	CH8

	SP-090432
	32.251
	0104
	-
	8.5.0
	Rel-8
	ôMobile Node Identifierö used for PMIP S5/S8 and S2a/S2b
	approved
	F
	8.6.0
	CH8

	SP-090432
	32.251
	0105
	-
	8.5.0
	Rel-8
	Alignment between PS-information used for offline charging and SGW / PGW CDRs
	approved
	F
	8.6.0
	CH8

	SP-090293
	32.251
	0105
	-
	8.5.0
	Rel-8
	Alignment between PS-information used for offline charging and SGW / PGW CDRs
	reissued
	F
	
	CH8

	SP-090432
	32.251
	0106
	-
	8.5.0
	Rel-8
	Correction on EPC Charging
	approved
	F
	8.6.0
	CH8

	SP-090293
	32.251
	0106
	-
	8.5.0
	Rel-8
	Correction on EPC Charging
	reissued
	F
	
	CH8

	SP-090296
	32.251
	0107
	-
	8.5.0
	Rel-9
	TS 32.251 MBMS charging in EPS allignment in MBMS context charging principle
	approved
	B
	9.0.0
	MBMS_EPS

	SP-090296
	32.251
	0108
	-
	8.5.0
	Rel-9
	CR 32.251 MBMS charging in EPS allignment in MBMS bearer context charging data
	approved
	B
	9.0.0
	MBMS_EPS

	SP-090293
	32.260
	0068
	-
	8.6.0
	Rel-8
	Rel-8 CR correction of SIP request/response timestamps category
	reissued
	F
	
	CH8

	SP-090432
	32.260
	0068
	-
	8.6.0
	Rel-8
	Rel-8 CR correction of SIP request/response timestamps category
	approved
	F
	8.7.0
	CH8

	SP-090292
	32.260
	0069
	-
	8.6.0
	Rel-9
	Rel-8 CR 32.260 correction of timestamp granularity
	approved
	B
	9.0.0
	CH9

	SP-090292
	32.260
	0070
	-
	8.6.0
	Rel-9
	Add the requirement of deletion the useless CDR files of AS in CGF
	approved
	C
	9.0.0
	CH9

	SP-090292
	32.260
	0071
	-
	8.6.0
	Rel-9
	Rel-9 CR 32.260 addition of online charging flag
	approved
	B
	9.0.0
	CH9

	SP-090296
	32.273
	0013
	-
	8.0.0
	Rel-9
	TS 32.273 MBMS charging in EPS allignment in CDR description
	approved
	B
	9.0.0
	MBMS_EPS

	SP-090296
	32.273
	0014
	-
	8.0.0
	Rel-9
	TS 32.273 MBMS charging in EPS allignment in Abbreviations and charging principle
	approved
	B
	9.0.0
	MBMS_EPS

	SP-090296
	32.273
	0015
	-
	8.0.0
	Rel-9
	R9 CR 32273 add message flow for UTRAN access in eMBMS charging
	approved
	B
	9.0.0
	MBMS_EPS

	SP-090293
	32.274
	0010
	-
	8.5.0
	Rel-8
	"Clarification of ""Termination charge"" and application addressing"
	reissued
	F
	
	CH8

	SP-090432
	32.274
	0010
	-
	8.5.0
	Rel-8
	"Clarification of ""Termination charge"" and application addressing"
	approved
	F
	8.6.0
	CH8

	SP-090294
	32.275
	0001
	-
	8.0.0
	Rel-9
	Add ôFlexible Alertingö MMTel supplementary service Charging description
	approved
	B
	9.0.0
	eMMTel-SS-CH

	SP-090294
	32.275
	0002
	-
	8.0.0
	Rel-9
	Basic principles description for MMTel online charging
	approved
	B
	9.0.0
	eMMTel-SS-CH

	SP-090294
	32.275
	0003
	-
	8.0.0
	Rel-9
	R9 CR Add CCNR in MMTel Charging
	approved
	B
	9.0.0
	eMMTel-SS-CH

	SP-090294
	32.275
	0004
	-
	8.0.0
	Rel-9
	R9 CR Add CCNR in MMTel Charging
	approved
	B
	9.0.0
	eMMTel-SS-CH

	SP-090293
	32.275
	0005
	-
	8.0.0
	Rel-8
	Correction of offline charging message flow of Communications Diversion (CDIV) service
	reissued
	F
	
	CH8

	SP-090432
	32.275
	0005
	-
	8.0.0
	Rel-8
	Correction of offline charging message flow of Communications Diversion (CDIV) service
	approved
	F
	8.1.0
	CH8

	SP-090294
	32.275
	0006
	-
	8.0.0
	Rel-9
	Add MMTel CDIV online charging scenario
	approved
	B
	9.0.0
	eMMTel-SS-CH

	SP-090432
	32.275
	0007
	-
	8.0.0
	Rel-8
	Correction of offline charging message flow of Explicit Communication Transfer (ECT) service
	approved
	F
	8.1.0
	CH8

	SP-090293
	32.275
	0007
	-
	8.0.0
	Rel-8
	Correction of offline charging message flow of Explicit Communication Transfer (ECT) service
	reissued
	F
	
	CH8

	SP-090294
	32.275
	0008
	-
	8.0.0
	Rel-9
	Add CCBS and CCNR MMTel supplementary services in Scope chapter. Small cleanups
	approved
	B
	9.0.0
	eMMTel-SS-CH

	SP-090294
	32.275
	0009
	-
	8.0.0
	Rel-9
	Add ôMalicious Communication Identification (MCID)ö MMTel supplementary service Charging description
	approved
	B
	9.0.0
	eMMTel-SS-CH

	SP-090294
	32.275
	0010
	-
	8.0.0
	Rel-9
	Add ôCustomized Alerting Tone (CAT)ö MMTel supplementary service Charging description
	approved
	B
	9.0.0
	eMMTel-SS-CH

	SP-090294
	32.275
	0011
	-
	8.0.0
	Rel-9
	Add ôClosed User Group (CUG)ö MMTel supplementary service Charging description
	approved
	B
	9.0.0
	eMMTel-SS-CH

	SP-090293
	32.275
	0012
	-
	8.0.0
	Rel-8
	Clarification on MMTel charging architecture
	reissued
	F
	
	CH8

	SP-090432
	32.275
	0012
	-
	8.0.0
	Rel-8
	Clarification on MMTel charging architecture
	approved
	F
	8.1.0
	CH8

	SP-090294
	32.275
	0013
	-
	8.0.0
	Rel-9
	Add ôFlexible Alertingö MMTel supplementary service Online Charging scenario
	approved
	B
	9.0.0
	eMMTel-SS-CH

	SP-090294
	32.275
	0014
	-
	8.0.0
	Rel-9
	Add ôClosed User Group (CUG)ö MMTel supplementary service Online Charging scenario
	approved
	B
	9.0.0
	eMMTel-SS-CH

	SP-090293
	32.280
	0001
	-
	8.0.0
	Rel-8
	Rel-8 CR correction of AoC Message Flows
	reissued
	F
	
	CH8

	SP-090432
	32.280
	0001
	-
	8.0.0
	Rel-8
	Rel-8 CR correction of AoC Message Flows
	approved
	F
	8.1.0
	CH8

	SP-090293
	32.297
	0009
	-
	8.0.0
	Rel-8
	Correction on length of Node IP Address
	reissued
	F
	
	CH8

	SP-090432
	32.297
	0009
	1
	8.1.0
	Rel-8
	Correction on length of Node IP Address
	approved
	F
	8.2.0
	CH8

	SP-090293
	32.298
	0096
	-
	8.4.0
	Rel-8
	SGW and PGW CDRs description alignement with TS 32.251
	reissued
	F
	
	CH8

	SP-090432
	32.298
	0096
	-
	8.4.0
	Rel-8
	SGW and PGW CDRs description alignement with TS 32.251
	approved
	F
	8.5.0
	CH8

	SP-090292
	32.298
	0097
	-
	8.4.0
	Rel-9
	Rel-8 CR 32.298 correction of timestamp granularity
	approved
	B
	9.0.0
	CH9

	SP-090294
	32.298
	0098
	-
	8.4.0
	Rel-9
	Add MMTel supplementary services FA, CCBS&CCNR, MCID, CAT for MMTel Charging
	approved
	B
	9.0.0
	eMMTel-SS-CH

	SP-090293
	32.298
	0099
	-
	8.4.0
	Rel-8
	ôMobile Node Identifierö used for PMIP S5/S8 and S2a/S2b in PGW CDR
	reissued
	F
	
	CH8

	SP-090432
	32.298
	0099
	-
	8.4.0
	Rel-8
	ôMobile Node Identifierö used for PMIP S5/S8 and S2a/S2b in PGW CDR
	approved
	F
	8.5.0
	CH8

	SP-090293
	32.298
	0100
	-
	8.4.0
	Rel-8
	Correction on Serving Node Address
	reissued
	F
	
	CH8

	SP-090432
	32.298
	0100
	-
	8.4.0
	Rel-8
	Correction on Serving Node Address
	approved
	F
	8.5.0
	CH8

	SP-090292
	32.298
	0101
	-
	8.4.0
	Rel-9
	Rel-9 CR 32.298 addition of online charging flag
	approved
	B
	9.0.0
	CH9

	SP-090432
	32.298
	0102
	-
	8.4.0
	Rel-8
	Correction on EPC Charging
	approved
	F
	8.5.0
	CH8

	SP-090293
	32.298
	0102
	-
	8.4.0
	Rel-8
	Correction on EPC Charging
	reissued
	F
	
	CH8

	SP-090432
	32.299
	0243
	-
	8.6.0
	Rel-8
	Correction of Recipient-Info AVP
	approved
	F
	8.7.0
	CH8

	SP-090293
	32.299
	0243
	-
	8.6.0
	Rel-8
	Correction of Recipient-Info AVP
	reissued
	F
	
	CH8

	SP-090432
	32.299
	0244
	-
	8.6.0
	Rel-8
	AVP code allocation for DCD Charging
	approved
	F
	8.7.0
	CH8

	SP-090293
	32.299
	0244
	-
	8.6.0
	Rel-8
	AVP code allocation for DCD Charging
	reissued
	F
	
	CH8

	SP-090432
	32.299
	0245
	-
	8.6.0
	Rel-8
	Rel-8 CR 32.299 alignment with RFC 4006
	approved
	F
	8.7.0
	CH8

	SP-090293
	32.299
	0245
	-
	8.6.0
	Rel-8
	Rel-8 CR 32.299 alignment with RFC 4006
	reissued
	F
	
	CH8

	SP-090432
	32.299
	0246
	-
	8.6.0
	Rel-8
	Rel-8 CR 32.299 clarification of ICID
	approved
	F
	8.7.0
	CH8

	SP-090293
	32.299
	0246
	-
	8.6.0
	Rel-8
	Rel-8 CR 32.299 clarification of ICID
	reissued
	F
	
	CH8

	SP-090432
	32.299
	0247
	-
	8.6.0
	Rel-8
	Remove generic  ôNon 3GPP specific informationö parameter
	approved
	F
	8.7.0
	CH8

	SP-090293
	32.299
	0247
	-
	8.6.0
	Rel-8
	Remove generic  ôNon 3GPP specific informationö parameter
	reissued
	F
	
	CH8

	SP-090432
	32.299
	0248
	-
	8.6.0
	Rel-8
	Correction on PDP context usage
	approved
	F
	8.7.0
	CH8

	SP-090432
	32.299
	0249
	-
	8.6.0
	Rel-8
	Correction on AoC-Information AVP
	approved
	F
	8.7.0
	CH8

	SP-090293
	32.299
	0249
	-
	8.6.0
	Rel-8
	Correction on AoC-Information AVP
	reissued
	F
	
	CH8

	SP-090294
	32.299
	0251
	-
	8.6.0
	Rel-9
	Add MMTel supplementary services FA, CCBS&CCNR, MCID, CAT for MMTel Charging
	approved
	B
	9.0.0
	eMMTel-SS-CH

	SP-090432
	32.299
	0252
	-
	8.6.0
	Rel-8
	Correction on Refund Information
	approved
	F
	8.7.0
	CH8

	SP-090293
	32.299
	0252
	-
	8.6.0
	Rel-8
	Correction on Refund Information
	reissued
	F
	
	CH8

	SP-090432
	32.299
	0253
	-
	8.6.0
	Rel-8
	LCS-information AVP not complete
	approved
	F
	8.7.0
	CH8

	SP-090293
	32.299
	0253
	-
	8.6.0
	Rel-8
	LCS-information AVP not complete
	reissued
	F
	
	CH8

	SP-090432
	32.299
	0254
	-
	8.6.0
	Rel-8
	PS-information AVP description alignement with 32.251 definition
	approved
	F
	8.7.0
	CH8

	SP-090293
	32.299
	0254
	-
	8.6.0
	Rel-8
	PS-information AVP description alignement with 32.251 definition
	reissued
	F
	
	CH8

	SP-090292
	32.299
	0255
	-
	8.6.0
	Rel-9
	Rel-9 CR 32.299 addition of online charging flag
	approved
	B
	9.0.0
	CH9

	SP-090292
	32.299
	0256
	-
	8.6.0
	Rel-9
	Rel-9 CR 32.299 correction of timestamp granularity
	approved
	B
	9.0.0
	CH9

	SP-090432
	32.299
	0257
	-
	8.6.0
	Rel-8
	Correction on EPC Charging
	approved
	F
	8.7.0
	CH8

	SP-090293
	32.299
	0257
	-
	8.6.0
	Rel-8
	Correction on EPC Charging
	reissued
	F
	
	CH8

	SP-090290
	32.405
	0054
	-
	8.5.0
	Rel-9
	Addition of MBMS session related measurements
	approved
	B
	9.0.0
	OAM9-PM

	SP-090289
	32.421
	0022
	-
	8.4.0
	Rel-8
	Add missing Trace Interface for SGSN and HSS list
	approved
	F
	8.5.0
	OAM8

	SP-090289
	32.422
	0054
	-
	8.4.0
	Rel-8
	Corrections on XML file format of the trace failure notifications
	approved
	F
	8.5.0
	OAM8

	SP-090289
	32.422
	0055
	-
	8.4.0
	Rel-8
	Correcting Trace activation/deactivation flow to P-GW in case of PMIP based S5 interface
	approved
	F
	8.5.0
	OAM8

	SP-090289
	32.422
	0056
	-
	8.4.0
	Rel-8
	Add missing Trace Interface list
	approved
	F
	8.5.0
	OAM8

	SP-090289
	32.423
	0024
	-
	8.0.0
	Rel-8
	Alignment with 32.421 and 32.422 - Introduction medium and minimum trace depth IEs in MME.
	approved
	F
	8.1.0
	OAM8

	SP-090289
	32.423
	0025
	-
	8.0.0
	Rel-8
	Add missing SGW Trace Record content
	approved
	F
	8.1.0
	OAM8

	SP-090289
	32.423
	0026
	-
	8.0.0
	Rel-8
	Add missing PGW Trace Record content for Gx and S6b interfaces
	approved
	F
	8.1.0
	OAM8

	SP-090289
	32.423
	0027
	-
	8.0.0
	Rel-8
	Alignment with 32.421 and 32.422 - Introduction medium and minimum trace dept IEs for NAS in MME.
	approved
	F
	8.1.0
	OAM8

	SP-090290
	32.425
	0001
	-
	8.0.0
	Rel-9
	Addition of eNodeB processor usage related measurements
	approved
	B
	9.0.0
	OAM9-PM

	SP-090408
	32.425
	0002
	-
	8.0.0
	Rel-8
	Add missing E-UTRAN measurement for paging discards at the eNodeB - Align with 36.304 and 32.426
	approved
	F
	8.1.0
	E-UTRAN-OAM

	SP-090290
	32.426
	0001
	-
	8.0.0
	Rel-9
	Addition of use case of GTP S5/S8 data volume related measurements
	approved
	B
	9.0.0
	OAM9-PM

	SP-090290
	32.426
	0002
	-
	8.0.0
	Rel-9
	Addition of GTP S5/S8 data volume related measurements
	approved
	B
	9.0.0
	OAM9-PM

	SP-090290
	32.426
	0003
	-
	8.0.0
	Rel-9
	Addition of use case of S1-U data volume related measurements
	approved
	B
	9.0.0
	OAM9-PM

	SP-090290
	32.426
	0004
	-
	8.0.0
	Rel-9
	Addition of S1U data volume related measurements
	approved
	B
	9.0.0
	OAM9-PM

	SP-090290
	32.426
	0005
	-
	8.0.0
	Rel-9
	Addition of use case of SGi related measurements
	approved
	B
	9.0.0
	OAM9-PM

	SP-090290
	32.426
	0006
	-
	8.0.0
	Rel-9
	Addition of use case of subscriber management for MME related measurements
	approved
	B
	9.0.0
	OAM9-PM

	SP-090290
	32.426
	0007
	-
	8.0.0
	Rel-9
	Addition of subscriber management for MME related measurements
	approved
	B
	9.0.0
	OAM9-PM

	SP-090290
	32.426
	0008
	-
	8.0.0
	Rel-9
	Addition of use case of S1-MME data volume related measurements
	approved
	B
	9.0.0
	OAM9-PM

	SP-090290
	32.426
	0009
	-
	8.0.0
	Rel-9
	Addition of Active EPS Bearers related measurements for EPC
	approved
	B
	9.0.0
	OAM9-PM

	SP-090290
	32.426
	0010
	-
	8.0.0
	Rel-9
	Addition of MME control of overload for EPC
	approved
	B
	9.0.0
	OAM9-PM

	SP-090290
	32.426
	0011
	-
	8.0.0
	Rel-9
	Addition of UE requested bearer resource modification related measurements for EPC
	approved
	B
	9.0.0
	OAM9-PM

	SP-090290
	32.426
	0012
	-
	8.0.0
	Rel-9
	Use case for registered subscribers related measurements for EPC
	approved
	B
	9.0.0
	OAM9-PM

	SP-090290
	32.426
	0013
	-
	8.0.0
	Rel-9
	proposal of registered subscriber related measurements for EPC
	approved
	B
	9.0.0
	OAM9-PM

	SP-090290
	32.426
	0014
	-
	8.0.0
	Rel-9
	Addition of PDN Connections related measurements for EPC
	approved
	B
	9.0.0
	OAM9-PM

	SP-090290
	32.426
	0015
	-
	8.0.0
	Rel-9
	Addition of S1-MME data volume related measurements
	approved
	B
	9.0.0
	OAM9-PM

	SP-090290
	32.426
	0016
	-
	8.0.0
	Rel-9
	Addition of inter RAT handover related measurements
	approved
	B
	9.0.0
	OAM9-PM

	SP-090290
	32.426
	0017
	-
	8.0.0
	Rel-9
	Addition of SGi related measurements
	approved
	B
	9.0.0
	OAM9-PM

	SP-090290
	32.426
	0018
	-
	8.0.0
	Rel-9
	Addition of MME processor usage related measurements
	approved
	B
	9.0.0
	OAM9-PM

	SP-090289
	32.450
	0001
	-
	8.0.0
	Rel-8
	Correction of extended definition for Mobility KPI
	approved
	F
	8.1.0
	OAM8

	SP-090289
	32.511
	0002
	-
	8.1.0
	Rel-8
	Clarify requirement REQ-ANR-FUN-18
	approved
	F
	8.2.0
	OAM8

	SP-090290
	32.531
	0005
	2
	9.0.0
	Rel-9
	Requirements for Non-Automated Software Management
	approved
	B
	9.1.0
	OAM9-NE_SWM

	SP-090290
	32.531
	0006
	-
	9.0.0
	Rel-9
	To include the definitions of Non-Automated Software Management activities
	approved
	B
	9.1.0
	OAM9-NE_SWM

	SP-090408
	32.532
	0001
	-
	8.0.0
	Rel-8
	Correction of naming errors
	approved
	F
	8.1.0
	LTE_SON-OAM

	SP-090408
	32.532
	0002
	-
	8.0.0
	Rel-8
	Add missing start step parameter for resume operation
	approved
	F
	8.1.0
	LTE_SON-OAM

	SP-090290
	32.532
	0003
	-
	8.0.0
	Rel-9
	To add a Non-Automated Software Management operation, downloadNESw
	approved
	B
	9.0.0
	OAM9-NE_SWM

	SP-090290
	32.532
	0004
	-
	8.0.0
	Rel-9
	To add a Non-Automated Software Management operation, activateNESw
	approved
	B
	9.0.0
	OAM9-NE_SWM

	SP-090290
	32.532
	0005
	-
	8.0.0
	Rel-9
	To add a Non-Automated Software Management operation, installNESw
	approved
	B
	9.0.0
	OAM9-NE_SWM

	SP-090290
	32.532
	0006
	-
	8.0.0
	Rel-9
	Editorial cleanup and correction of various qualifiers for TS 32.532
	approved
	F
	9.0.0
	OAM9-NE_SWM

	SP-090290
	32.532
	0007
	-
	8.0.0
	Rel-9
	To update SWM Class diagram to include Non-Automated Software Management interfaces
	approved
	B
	9.0.0
	OAM9-NE_SWM

	SP-090408
	32.533
	0001
	-
	8.0.0
	Rel-8
	Add missing start step parameter for resume operation
	approved
	F
	8.1.0
	LTE_SON-OAM

	SP-090290
	32.533
	0002
	-
	8.0.0
	Rel-9
	To add downloadNESw functionality to the Software Management CORBA Solution Set
	approved
	B
	9.0.0
	OAM9-NE_SWM

	SP-090290
	32.533
	0003
	-
	8.0.0
	Rel-9
	To add installNESw functionality to the Software Management CORBA Solution Set
	approved
	B
	9.0.0
	OAM9-NE_SWM

	SP-090290
	32.533
	0004
	-
	8.0.0
	Rel-9
	To add activateNESw functionality to the Software Management CORBA Solution Set
	approved
	B
	9.0.0
	OAM9-NE_SWM

	SP-090295
	32.581
	0001
	-
	8.0.0
	Rel-9
	Add requirements for HNB informing the HMS of the changes in radio environment
	approved
	B
	9.0.0
	HNB_eHNB-OAM_Type1

	SP-090295
	32.583
	0001
	-
	8.0.0
	Rel-9
	Clarify the HNB Configuration Management (CM) procedure flow via file download
	approved
	F
	9.0.0
	HNB_eHNB-OAM_Type1

	SP-090289
	32.615
	0030
	-
	8.0.0
	Rel-8
	Include EUTRAN and EPC NRMs in configData.xsd
	approved
	F
	8.1.0
	OAM8

	SP-090289
	32.622
	0032
	-
	8.1.0
	Rel-8
	Correction of multiplicities
	approved
	F
	8.2.0
	OAM8

	SP-090289
	32.752
	0001
	-
	8.0.0
	Rel-8
	Add ExternalMMEFunction and relations for MMEPools
	approved
	F
	8.1.0
	OAM8

	SP-090289
	32.752
	0002
	-
	8.0.0
	Rel-8
	Add ExternalSGWFunction and attributes for SGWFunction
	approved
	F
	8.1.0
	OAM8

	SP-090291
	32.753
	0001
	-
	8.0.0
	Rel-8
	Add the missing ExternalMmeFunction IOC
	approved
	F
	8.1.0
	EPC-OAM

	SP-090291
	32.753
	0002
	-
	8.0.0
	Rel-8
	Add the missing ExternalSGWFunction IOC and attributes for SGWFunction
	approved
	F
	8.1.0
	EPC-OAM

	SP-090291
	32.755
	0001
	-
	8.0.0
	Rel-8
	Add the missing ExternalMmeFunction IOC
	approved
	F
	8.1.0
	EPC-OAM

	SP-090291
	32.755
	0002
	-
	8.0.0
	Rel-8
	Add the missing ExternalSGWFunction IOC and attributes for SGWFunction
	approved
	F
	8.1.0
	EPC-OAM

	SP-090408
	32.762
	0001
	-
	8.0.0
	Rel-8
	Cleanup, updated figures and improved definitions
	approved
	F
	8.1.0
	E-UTRAN-OAM

	SP-090289
	32.762
	0002
	-
	8.0.0
	Rel-8
	Clarify x2Whitelist definition
	approved
	F
	8.1.0
	OAM8

	SP-090289
	32.762
	0003
	-
	8.0.0
	Rel-8
	Add downlink power related attributes for EUTRAN Cell
	approved
	F
	8.1.0
	OAM8

	SP-090408
	32.762
	0004
	-
	8.0.0
	Rel-8
	Add the missing cellSize attribute in EUtranGenericCell IOC - align with 36.423
	approved
	F
	8.1.0
	E-UTRAN-OAM

	SP-090290
	32.762
	0005
	-
	8.0.0
	Rel-9
	Add ICIC management attribute in EUtranRelation
	approved
	B
	9.0.0
	OAM9

	SP-090408
	32.762
	0006
	-
	8.0.0
	Rel-8
	IOC Relations and UML updates
	approved
	F
	8.1.0
	E-UTRAN-OAM

	SP-090408
	32.762
	0007
	-
	8.0.0
	Rel-8
	Add missing IOCs in the Class Diagram
	approved
	F
	8.1.0
	E-UTRAN-OAM

	SP-090408
	32.762
	0008
	-
	8.0.0
	Rel-8
	Add the missing downlink power related attributes for EUTRAN Cell - align with 36.213 and 36.331
	approved
	F
	8.1.0
	E-UTRAN-OAM

	SP-090408
	32.762
	0009
	-
	8.0.0
	Rel-9
	Add the missing downlink power related attributes for EUTRAN Cell - align with 36.213 and 36.331
	approved
	A
	9.0.0
	E-UTRAN-OAM

	SP-090443
	32.762
	0009
	1
	8.0.0
	Rel-9
	Add missing downlink power related attributes for EUTRAN Cell - Align with 36.213 and 36.331
	rejected
	B
	
	E-UTRAN-OAM

	SP-090408
	32.763
	0001
	-
	8.0.0
	Rel-8
	Add the missing cellSize attribute in EUTRANGenericCell - align with 36.423
	approved
	F
	8.1.0
	E-UTRAN-OAM

	SP-090290
	32.763
	0002
	-
	8.0.0
	Rel-9
	Add ICIC management attribute in EUtranRelation
	approved
	B
	9.0.0
	OAM9

	SP-090408
	32.763
	0003
	-
	8.0.0
	Rel-8
	Add the missing downlink power related attributes for EUTRAN Cell - align with 36.213 and 36.331
	approved
	F
	8.1.0
	E-UTRAN-OAM

	SP-090408
	32.763
	0004
	-
	8.0.0
	Rel-9
	Add the missing downlink power related attributes for EUTRAN Cell - align with 36.213 and 36.331
	approved
	A
	9.0.0
	E-UTRAN-OAM

	SP-090444
	32.763
	0004
	1
	8.0.0
	Rel-9
	Add the missing downlink power related attributes for EUTRAN Cell - Align with 36.213, 36.331 and 32.762
	rejected
	B
	
	E-UTRAN-OAM

	SP-090408
	32.765
	0001
	-
	8.0.0
	Rel-8
	Add the missing cellSize attribute in EUtranGenericCell IOC - align with 36.423
	approved
	F
	8.1.0
	E-UTRAN-OAM

	SP-090290
	32.765
	0002
	-
	8.0.0
	Rel-9
	Add ICIC management attribute in EUtranRelation
	approved
	B
	9.0.0
	OAM9

	SP-090408
	32.765
	0003
	-
	8.0.0
	Rel-8
	Add the missing downlink power related attributes for EUTRAN Cell - align with 36.213 and 36.331
	approved
	F
	8.1.0
	E-UTRAN-OAM

	SP-090408
	32.765
	0004
	-
	8.0.0
	Rel-9
	Add the missing downlink power related attributes for EUTRAN Cell - align with 36.213 and 36.331
	approved
	A
	9.0.0
	E-UTRAN-OAM
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	SP-090382
	21.101
	0058
	1
	8.0.0
	Rel-8
	Corrections to list of specifications
	approved
	F
	8.1.0
	TEI8

	SP-090383
	21.201
	0001
	1
	8.0.0
	Rel-8
	Update list of Specs
	rejected
	F
	
	TEI8

	SP-090383
	21.201
	0002
	-
	8.0.0
	Rel-8
	Clarification of scope
	rejected
	F
	
	TEI8

	SP-090384
	21.202
	0001
	1
	8.0.0
	Rel-8
	Update to list of Common IMS specs
	withdrawn
	F
	
	TEI8

	SP-090384
	21.202
	0002
	1
	8.0.0
	Rel-8
	Annex mapping 3GPP2 specs to 3GPP common IMS specs
	revised
	F
	
	TEI8

	SP-090463
	21.202
	0002
	2
	8.0.0
	Rel-8
	Annex mapping 3GPP2 specs to 3GPP common IMS specs
	approved
	F
	8.1.0
	TEI8

	SP-090464
	21.202
	0003
	-
	8.0.0
	Rel-8
	Revise scope
	approved
	F
	8.1.0
	TEI8

	SP-090382
	41.101
	0039
	1
	8.0.0
	Rel-8
	Correction to list of specs
	approved
	F
	8.1.0
	TEI8
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