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	1st Modified Section


5.3.2.1.4.6
CONF (3PTY) – successful establishment
The following figures show the Diameter transactions that are required between Application Server implementing the CONF (3PTY) service and OCS, when online charging is applied to a successful 3PTY conference scenario.  


[image: image1]
Figure 5.3.2.1.4.6-1:  Message Sequence Chart for online charging of CONF (3PTY) service - establishment 
1) UE-A and UE-B have established communication. UE-A puts UE-B on hold.Before invoking the 3-Way Calling UE-A establishes a communication with UE-C. 
2) UE-A sends an INVITE request to the AS (CONF) to establish a 3PTY session. 
3-4) As “online charging” is activated, the AS (CONF) sends a Credit-Control-Request (INITIAL_REQUEST, service CONF (3PTY)) to the OCS for requesting units for the service.The OCS grants units in the Credit-Control-Answer response for this request.

5-6) The AS (CONF) sends a 200 OK response replied by ACK from UE-A. 
7) UE-A sends a REFER request to UE-B with the Refer-To header set to the address of the AS (CONF).

8) Sequence for 3PTY establishment:

· REFER sequence (accept, NOTIFY...) between UE-B and UE-A.
· INVITE from UE-B sequence for joining
· Original communication UE-A UE-B sequence termination

· REFER sequence (accept, NOTIFY...) between UE-A and UE-C.
9-11) INVITE from UE-C sequence for joining the CONF (3PTY)
12-13) In case ECUR mode applies to CONF (3PTY) Charging, on ACK receipt , AS (CONF) sends Credit-Control-Request (TERMINATION_REQUEST, USU) for ending credit control, with granted units used for 3PTYcreation.

           In case SCUR mode applies to CONF (3PTY) Charging (charging to be based on duration or other parameters), from ACK receipt, new units are subsequently requested by sending Credit-Control-Request (UPDATE, USU) with already used units, for continuing the service when new CONF parameters or values have are provided.  
14) Original communication UE-A UE-C sequence termination, occuring at any time from step 11.
	End of modifications
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