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	The IMS core network between the originating UE and the originating S-CSCF currently only allows SIP requests with Request-URIs containing schemes based on E.164/TELURI or SIP URI. Whilst not required for routing between terminals within the IMS, it is also possible for the network to recognise and treat URIs, containing 'IM' or 'Pres' prefixes, received from other networks supporting such prefixes.

The OMA MWG-CPM group asks 3GPP in an LS to support mailto scheme in IMS for their work on the Converged IP Messaging (CPM) Enabler. This request was sent to SA1 from CT1 in LS S1-094207/C1-094732.
MWG-CPM group is developing the Converged IP Messaging (CPM) Enabler. One function of this enabler is to allow interworking between CPM users and users of other messaging systems such as email.

To support this effort by OMA MWG-CPM group this CR therefore adds support for the mailto scheme to 3GPP TS 22.228.
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*****************    Start Modification *********************

7.5.1
Identification of entities

Both telecom and internet numbering and addressing schemes shall be supported as public identities. IP multimedia communication establishment (both originating and terminating) depending on originator shall be able to be based on E.164/TELURI (e.g. tel:+4412345678) [15]or SIP URI (sip:my.name@company.org) [9].  It shall be possible to assign several public identities for one subscription. 
Whilst not required for routing between terminals within the IMS, it should be possible for the network to recognise and treat URIs, containing 'IM' or 'Pres' prefixes, received from other networks supporting such prefixes. 

Whilst not required for routing between terminals within the IMS, it should be possible to append an 'IM', 'Pres' or 'mailto' prefix to an outgoing URI to enable routing to the correct addressee in external networks supporting such prefixes.

Public identities shall be administered by the network operator and shall not be changeable by the user.

It shall be possible for the network operator to guarantee the authenticity of a public identity presented for an incoming session to a user where the communication is wholly across trusted network.  This is equivalent to the situation for CLIP with today’s telephony networks.

It shall be possible for the network operator to use 

- the same E.164 number for IP multimedia sessions and CS speech telephony (TS11) [1]

- a different E.164 number if desired for IP multimedia sessions

This allows customers who originally had only an E164 MSISDN to retain the same number for receiving communications in the IM domain and also in the CS domain when outside IM coverage.
It shall be possible for the terminating entity to receive the original destination identity provided by the originating entity, as an optional service.

Note: this enables the original E.164/TEL URI or SIP URI to be available at the destination even when it has been translated e.g. from a free phone or premium rate service identifier.
*****************    End Modification *********************
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