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**** START CHANGE 1 ****

6a.3.4
Controller UE Initiated Modify Media (media flow on the Controllee UE)

The information flow shows a Controller UE modifying a Media Flow that is originated from the Controllee UE. As a pre-requisite, there exists a Collaborative Session with two media flows, Media Flow–A on the Controller UE (UE-1) and Media Flow–B on the Controllee UE (UE-2).
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Figure 6a.3.4-1: Controller UE Initiated media modify on a Controllee UE

1.
UE-1 sends a Modify media request to modify Media Flow-B on UE-2. The request includes media modification information pertaining to Media Flow-B. The IUT media modification request shall include enough information for the SCC AS to:

-
identify that the modified media is Media Flow-B;

-
identify that the modified media is on UE-2;

-
identify the modification to Media Flow-B;

-
keep the control of Collaborative Session in UE-1.

2.
The SCC identifies Media Flow-B as associated with UE-2 and sends the Modify Media Request to UE-2. The request identifies the Media Flow–B that needs to be modified.UE-2 modifies the Media Flow. The SCC AS updates the Remote Leg with Media Flow–B modified.

3.
The SCC AS sends Modify media response to UE-1.
**** START CHANGE 2 ****
6a.7.7
Communication Hold (HOLD)

If the Controller UE wants to invoke the HOLD service on one or more media component(s), the Controller UE shall invoke the HOLD procedures, as defined in TS 24.610 [16]. The SCC AS shall act on the HOLD requests by updating all the Controllee UEs whose media status are changed and shall update the remote Access Leg using the procedures defined in TS 24.610 [16].
6a.7.7.1
Controller UE invoking the HOLD service on the media flow on a Controllee UE
The information flow shows a Controller UE invoking the HOLD service on the media flow that is originated from the Controllee UE. As a pre-requisite, there exists a Collaborative Session with two media flows, Media Flow–A on the Controller UE (UE-1) and Media Flow–B on the Controllee UE (UE-2). Only supplementary service execution for hold and resume is allowed for Controller UE on the media flow that is originated from the Controllee UE.
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Figure 6a.7.7.1-1: Controller UE invoking the HOLD service on the media flow on a Controllee UE

1.
UE-1 sends a Supplementary Service Execution request to invoke the HOLD service on Media Flow-B on UE-2. The IUT supplementary service execution request shall include enough information for the SCC AS to:

-
identify that the media to be held is Media Flow-B;

-
identify that the media to be held is on UE-2;

-
identify that the supplementary service to be executed on Media Flow-B is the HOLD service.
2.
The SCC identifies Media Flow-B as associated with UE-2 and sends the Supplementary Service Execution request to UE-2. The request identifies the Media Flow–B that needs to be held.UE-2 holds the Media Flow-B. The SCC AS updates the Remote Leg with Media Flow–B held.

3.
The SCC AS sends a Supplementary Service Execution response to UE-1.
**** START CHANGE 3 ****
Annex A (informative):
Controller UE and Controllee UE operations
A.1
General

Table A.1-1 provides an overview of Controller UE and Controllee UE operations.

Table A.1-1: Controller UE and Controllee UE operations

	Operations
	Controller UE
	Controller UE Comment
	Controllee UE
	Controllee UE Comment

	
	Add media flow by creating a new Access Leg on the same UE
	Yes
	Standard SC procedures.
	No
	

	
	Add media flow  by creating a new Access Leg on a different UE
	Yes
	New capability of Inter‑UE.
	No
	The Controllee UE can accept/reject media flow addition using Standard IMS procedures.

	
	Add media flow to an  existing Access Leg on the same UE
	Yes
	Standard IMS procedures.
	No
	

	Add Media flow (local end initiating case)
	Add media flow  to an existing Access Leg  on a different UE
	Yes
	New capability of Inter‑UE.
	No
	The Controllee UE can accept/reject media flow addition using Standard IMS procedures.

	Remove
	Remove media flow from an Access Leg on the same UE.
	yes
	Standard IMS procedures.


	Yes
	If all the media flows are removed from the Access Leg, the Access Leg is released.

	Media flow

(local end initiating case)
	Remove media flow  an Access Leg  on a different UE
	Yes
	New capability of Inter‑UE.
	No
	

	
	MMTEL service control with media on same UE (22.173)
	Yes
	Standard IMS procedures.
	No
	

	Invoke

Supp

Services


	MMTEL service control with media on different UE (TS 22.173)
	Yes
	New capability of Inter‑UE.
	No
	

	Collaborative Session Release
	
	Yes
	New capability of Inter‑UE.
	No
	

	
	
	
	
	
	


	

	
	
	
	
	

	Transfer  Media flow
	Transfer (in/out) of the media flow
	Yes
	
	No
	Only Controller UE can initiate the transfer.


**** END CHANGE  ****
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