TSG SA Meeting #48
SP-100356

07 - 10 June 2010,

Seoul, Korea

3GPP TSG SA WG2 Meeting #79
TD S2-103016

10 - 14 May 2010, Kyoto, Japan

Source:
SA WG2

Title:
TR 23.860 v2.0.0: Enabling Coder Selection and Rate Adaptation for UTRAN and E-UTRAN for Load Adaptive Applications; Stage 2 (Release 10)

Document for:
Approval

Agenda Item:
11.6

Work Item / Release:
ECSRA_LAA / Rel-10

Presentation of Specification to TSG

Presentation to:
TSG SA Meeting #48

Document for presentation:
TR 23.860, Version 2.0.0: Enabling Coder Selection and Rate Adaptation for UTRAN and E-UTRAN for Load Adaptive Applications; Stage 2 (Release 10)

Presented for:
Approval

Abstract of document:

The system enhancements to enable codec rate selection at voice call setup over E-UTRA was standardized in Rel-9 in TS 23.401. The objective of TR 23.860 is to study and describe agreed enhancements to existing codec selection and codec rate adaptation based on network loading conditions and operator policies over UTRA and E-UTRA.

Changes since last presentation to SA:

The following two open issues were addressed in this version of the specification: 

1)  Support of codec rate adaptation by IMS Core Network entities

2)  Setting of Maximum Bit Rate (MBR) to be greater than the Guaranteed Bit Rate (GBR) when connected to EPC via E-UTRA.

Outstanding Issues:

None.

Contentious Issues:

None.

