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**************************** Start Change **************************
6a.4a.4  Transfer of Collaborative Session Control with media flows upon loss of Controller UE
If the Collaborative Session Control is lost in the Controller UE and there was/were media flow(s) as part of the Collaborative Session in the old Controller UE, the media flow(s) may be transferred together with the Collaborative Session Control to the new Controller UE based on user preferences.  

Figure 6a.4a.3a-1 shows an information flow of transferring the Collaborative Session Control with the media flows upon loss of the Controller UE. A Collaborative Session is established between UE-1, UE-2, UE-3 and the remote party. UE-1 is the Controller UE, and UE-2 and UE-3 are Controllee UEs. Media Flow-A, Media Flow-B and Media Flow-C are established respectively between UE-1, UE-2, UE-3 and the Remote Party. 
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Figure 6a.4a.3a-1: Transfer of Collaborative Session Control with media flow(s) upon loss of Collaborative Session control
1.  The SCC AS detects the loss of Controller UE-1.

2.  Based on user preferences, The SCC AS sends a Collaborative Session Control transfer with media transfer request to Controllee UE-2, which is capable of being a Controller UE and has a Public User Identity sharing the same service profile with UE-1. The request indicates the Collaborative Session Control and Media Flow-A are to be transferred to UE-2 due to loss of Controller UE-1. 
Steps 3a - 4a are for the case of UE-2 accepting both the Collaborative Session Control and media transfer: 
3a. UE-2 accepts the role of Collaborative Session Controller UE as well as the transfer of Media Flow-A, and sends a Collaborative Session Control transfer and media transfer confirmation to the SCC AS.
4a. The SCC AS performs Remote Leg Update procedure towards the remote party as specified in subclause 6a.1.2.
Steps 3b – 5b are for the case of UE-2 accepting only the Collaborative Session Control transfer: 
3b. UE-2 only accepts the role of Collaborative Session Controller UE, and sends a Collaborative Session Control transfer confirmation to the SCC AS.
4b. UE-2, the new Controller UE, initiates one of the following procedures, in order to transfer Media Flow-A to another UE, or to remove it from the Collaborative Session:

-
Controller UE initiated media transfer from Controllee UE to another Controllee UE, specified in subclause 6a.3.3;

-

Controller UE initiated release media (media flow on the Controllee UE), specified in subclause 6a.4.4;

-
Controller UE initiated release Collaborative Session, specified in subclause 6a.5.1.

5b. The SCC AS performs Remote Leg Update procedure towards the remote party as specified in subclause 6a.1.2.
**************************** End Change **************************
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