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	CR
	Rev
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	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected

	32.111-2
	0063
	2
	Rel-10
	Add alarmChangedTime to the output parameters of getAlarmList operation.
	C
	9.1.0
	SA5#74
	S5-103288
	ZTE
	OAM10
	6.3.2.3

	32.111-6
	0002
	2
	Rel-10
	Add alarmChangedTime parameter to the definition of a Structured Event of AlarmInformationSeq - Align with 32.111-2 IS
	C
	10.1.0
	SA5#74
	MCC update of S5-103289
	ZTE
	OAM10
	Table A.2.2.4, Table A.2.2.5,  A.3.2,  B.3.4

	32.176
	0004
	-
	Rel-10
	Correcting the IOC PSSubscribedService name in XML definition - Align with 32.172 IS
	F
	10.1.0
	SA5#74
	S5e100138
	ZTE
	OAM10
	A.3.3

	32.326
	0001
	1
	Rel-10
	Correcting the definition of parameter MORT in XML schema - Align with 32.322 IS
	F
	10.0.0
	SA5#74
	S5e100154
	ZTE
	OAM10
	B.3.3

	32.376
	0001
	-
	Rel-10
	Correcting IDL syntax errors
	F
	10.0.0
	SA5#74
	S5e100083
	ZTE
	OAM10
	A.4.2;A.4.3

	32.409
	0021
	-
	Rel-10
	Adding Gateway Control session establishment related measurements
	B
	10.1.0
	SA5#74
	S5e100102
	ZTE
	OAM10
	4.8,5(new), A.7(new)

	32.421
	0026
	1
	Rel-10
	Add requirements for trace data of S13, S13' interfaces
	C
	10.0.0
	SA5#74
	S5-103224
	ZTE
	OAM10
	5.2

	32.421
	0027
	1
	Rel-10
	Correcting the Identification of IMS Subscriber Tracing - Align with 32.422
	F
	10.0.0
	SA5#74
	S5e100184
	ZTE
	OAM10
	1, 5.3.1, 5.3.2

	32.422
	0074
	3
	Rel-10
	Add interfaces S13 (MME trace) and S13' (SGSN trace) - Align with 32.421
	C
	10.1.0
	SA5#74
	S5-103290
	ZTE
	OAM10
	5.5

	32.423
	0040
	1
	Rel-10
	Add trace Record Content in MME trace and SGSN trace - Align with 32.421 and 32.422
	C
	10.0.0
	SA5#74
	S5-103226
	ZTE
	OAM10
	4.4    4.9    4.12

	32.423
	0043
	-
	Rel-10
	Adding the S6a trace interface for HSS
	B
	10.0.0
	SA5#74
	S5e100194
	Alcatel-Lucent
	OAM10
	4.9

	32.423
	0044
	-
	Rel-10
	Correcting the Identification of IMS Subscriber Tracing - Align with 32.421
	F
	10.0.0
	SA5#74
	S5e100177
	ZTE
	OAM10
	A.1

	32.426
	0031
	1
	Rel-10
	Changing measurement object class SGWFunction to ServingGWFunction - Align with 32.752 EPC NRM definition
	F
	10.1.0
	SA5#74
	S5e100189
	Nokia Siemens Networks
	OAM10
	6.3

	32.442
	0003
	1
	Rel-10
	Correcting the Identification of IMS Subscriber Tracing - Align with 32.421
	F
	9.0.1
	SA5#74
	S5e100185
	ZTE
	OAM10
	5.5.1

	32.446
	0001
	1
	Rel-10
	Correcting the Identification of IMS Subscriber Tracing - Align with 32.421 and 32.442
	F
	10.0.0
	SA5#74
	S5e100186
	ZTE
	OAM10
	5.5.1

	32.522
	0002
	3
	Rel-10
	Allow EM centralized architecture for Hand-over parameter optimization - Align with 32.500
	C
	9.1.0
	SA5#74
	S5-103284
	Nokia Siemens Networks
	OAM10
	3.2, 4.3.4.2

	32.532
	0024
	2
	Rel-10
	Modify the input parameters of notifyActivateNESwStatusChanged
	B
	10.0.0
	SA5#74
	S5e100159
	ZTE
	OAM10
	5.9.2.2

	32.532
	0027
	1
	Rel-10
	Add NE health check step in automatic software management - Align with NGMN
	B
	10.0.0
	SA5#74
	S5e100191
	Huawei
	OAM10
	4.5.1

	32.536
	0002
	1
	Rel-10
	Modify the input parameters of notifyActivateNESwStatusChanged - Align with 32.532 IS
	B
	10.0.0
	SA5#74
	S5e100160
	ZTE
	OAM10
	A.2.3, A.3.2, A.3.4, B.3.2, B.3.3

	32.536
	0003
	1
	Rel-10
	Add NE health check step in automatic software management - Align with 32.532 IS
	B
	10.0.0
	SA5#74
	S5e100192
	Huawei
	OAM10
	1, Annex A.3.2, Annex B.3.4

	32.592
	0008
	-
	Rel-10
	Adding RSSI parameter to HeNB configuration parameters
	B
	10.1.0
	SA5#74
	S5-103281
	NEC, DoCoMo, Alcatel-Lucent, Qualcomm, Technicolor
	OAM10
	6.1.16,  6.1.16.1,  6.1.16.3 (NEW)

	32.616
	0001
	-
	Rel-10
	Correcting Bulk CM IRP SS - Align with 32.612 IS
	F
	10.0.0
	SA5#74
	S5-103193
	Huawei
	OAM10
	2, 3.1, B.1, B.2.4.1, B.4.3

	32.636
	0004
	1
	Rel-10
	Correcting XML schema of Core network resources - Align with 32.632 IS
	F
	10.1.0
	SA5#74
	S5e100149
	ZTE
	OAM10
	A.2.2.30, A.2.2.36, A.2.2.38, B.3.2

	32.642
	0059
	1
	Rel-10
	Add the missing value range of maximumAllowedUlTxPower and referenceTimeDifferenceToCell - Align with RAN2 TS 25.331
	F
	10.0.0
	SA5#74
	S5e100190
	ZTE
	OAM10
	6.5.1

	32.642
	0061
	2
	Rel-10
	Correcting the definition of AssociatedWith1
	F
	10.0.0
	SA5#74
	S5-103327
	ZTE
	OAM10
	6.4.5

	32.646
	0003
	1
	Rel-10
	Add the missing value range of maximumAllowedUlTxPower and referenceTimeDifferenceToCell - Align with 32.642 IS
	F
	10.10
	SA5#74
	MCC update of S5e100181
	ZTE
	OAM10
	B.3.3

	32.656
	0002
	1
	Rel-10
	Correcting XML schema of GERAN NRM - Align with 32.652 IS
	F
	10.1.0
	SA5#74
	S5e100145
	ZTE
	OAM10
	B.3.3.

	32.712
	0002
	-
	Rel-10
	Correcting the association between ATMChannelTerminationPoint and IubLink
	F
	9.0.0
	SA5#74
	S5e100087
	ZTE
	OAM10
	4.2.1

	32.712
	0003
	-
	Rel-10
	Correcting the name of AssociatedWith1 - Align with 32.642
	F
	9.0.0
	SA5#74
	S5-103150
	ZTE
	OAM10
	4.2.1, 4.4.1

	32.716
	0002
	2
	Rel-10
	Correcting the attribute type and schema definition - Align with 32.712 IS
	F
	10.1.0
	SA5#74
	S5-103151
	ZTE
	OAM10
	A.2.2.2, A.2.2.3, B.3.3

	32.726
	0001
	1
	Rel-10
	Correcting XML schema of Repeater network resources IRP - Align with 32.722 IS
	F
	10.0.0
	SA5#74
	S5e100146
	ZTE
	OAM10
	B.3.2

	32.736
	0001
	1
	Rel-10
	Correcting XML schema of IMS Network Resource Model - Align with 32.622
	F
	10.0.0
	SA5#74
	S5e100150
	ZTE
	OAM10
	B.3.2

	32.752
	0013
	-
	Rel-10
	Add missing inheritance relationship of Link_MBMSGW_ENB
	F
	10.0.0
	SA5#74
	S5e100096
	ZTE
	OAM10
	Figure 6.2.2.2

	32.761
	0002
	-
	Rel-10
	Adding Relay and Donor eNodeB NRM Requirements - Align with RAN2 TS 36.300
	B
	9.0.0
	SA5#74
	S5-103218
	China Mobile, Ericsson
	OAM10
	4

	32.761
	0003
	-
	Rel-10
	Add requirement to restrict access to cells
	B
	9.0.0
	SA5#74
	S5-103323
	Orange, AT&T, Alcatel-Lucent
	OAM10
	4

	32.762
	0036
	-
	Rel 10
	Correcting pci and pciList attributes definition - Align with 32.500 SON architecture definition
	F
	10.1.0
	SA5#74
	S5e100195
	Orange, Alcatel-Lucent
	OAM10
	6.3.3.3, 6.5.1

	32.762
	0041
	1
	Rel-10
	Adding Relay and Donor eNodeB NRM - Align with RAN2 TS 36.300
	B
	10.1.0
	SA5#74
	S5-103366
	China Mobile; Ericsson
	OAM10
	6.2, New (6.3.x , 6.3.y, 6.3.z, 6.3.w), 6.5.1

	32.762
	0043
	-
	Rel-10
	Add an attribute to IOC EUtranGenericCell to set allowed access class per cell
	B
	10.1.0
	SA5#74
	S5-103324
	Orange, Alcatel-Lucent, AT&T
	OAM10
	2,  6.3.3.2,  6.5.1

	32.766
	0006
	1
	Rel-10
	Correcting the PLMNID definition of XML schema - Align with 23.003 and 32.762 IS
	F
	10.1.0
	SA5#74
	S5e100188
	ZTE
	OAM10
	B.3.3

	32.766
	0007
	-
	Rel-10
	Adding Relay and Donor eNodeB NRM SS - Align with RAN2 TS 36.300
	B
	10.1.0
	SA5#74
	MCC update of S5-103220
	China Mobile; Ericsson
	OAM10
	New (A.2.2.x, A.2.2.y, A.2.2.z, A.2.2.w, A.3.2, B.3.3

	32.766
	0008
	1
	Rel-10
	Add an attribute to SS EUtranGenericCell to set allowed access class per cell
	B
	10.1.0
	SA5#74
	MCC update of S5-103365
	Orange, Alcatel-Lucent, AT&T
	OAM10
	A.2.2.2,  A.3.2,  B.3.3

	32.776
	0002
	1
	Rel-10
	Correcting XML schema of Home Node B Subsystem (HNS) Network Resource Model - Align with 32.772 IS
	F
	10.0.0
	SA5#74
	S5e100193
	ZTE
	OAM10
	B.3.3


