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*** FIRST CHANGE (includes a replacement to Figure 11.1***
11.2.1
X3-interface

In addition to the intercepted content of communications, the following information may need to be transferred from the MRFP to the DF3 in order to allow the DF3 to perform its functionality:

-
identity used for interception;

-
correlation number;

NOTE 1:
Information passed between the MRFC and MRFP for correlation has to uniquely identify the mixing of associated media streams for a conference distinct from any other mixing or media handling.  An example is how H.248 uses a context identifier to do this. 

-
the identity of source (i.e., conference party identity) of a media stream;

-
time stamp - optional;

-
direction (incoming or outgoing stream) – optional.

NOTE 2:
When the media is delivered in a mixed format, the identity of the media stream source may be unknown.

*** NEXT CHANGE ***
11.3
Provision of Intercept Related Information for IMS Conference Service

Figure 11.2 shows the transfer of intercept related information to the DF2. If an event for / from or associated with a conference server occurs, the AS/MRFC sends the relevant data to the DF2.

NOTE:
Reporting of non-transmission related actions of a target’s subscriber controlled input (e.g., signalling “mute” commands) is not supported in this release.

 SHAPE  \* MERGEFORMAT 



Figure 11.2: Provision of Intercept Related Information for IMS Conferencing

*** END CHANGE ***
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