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Annex E:
List of Change Requests and their status after TSG SA Meeting #50

E.1
CRs under SA WG1 responsibility
	CRs from SA WG1

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-100887
	22.011
	0168
	10
	10.1.0
	Rel‑10
	Access Control for Machine Type Communications
	revised
	B
	
	NIMTC

	SP-100892
	22.011
	0168
	11
	10.1.0
	Rel‑10
	Access Control for Machine Type Communications
	revised
	B
	
	NIMTC

	SP-100893
	22.011
	0168
	12
	10.1.0
	Rel‑10
	Access Control for Machine Type Communications
	approved
	B
	10.2.0
	NIMTC

	SP-100798
	22.011
	0168
	6
	10.1.0
	Rel‑10
	Access Control for Machine Type Communications
	revised
	B
	
	NIMTC

	SP-100862
	22.011
	0168
	7
	10.1.0
	Rel‑10
	Access Control for Machine Type Communications
	revised
	B
	
	NIMTC

	SP-100879
	22.011
	0168
	9
	10.1.0
	Rel‑10
	Access Control for Machine Type Communications
	revised
	B
	
	NIMTC

	SP-100805
	22.011
	0171
	-
	10.1.0
	Rel‑10
	Clarification of Access Class Barring for CSFB
	approved
	F
	10.2.0
	TEI10

	SP-100805
	22.038
	0037
	1
	9.0.0
	Rel‑10
	Correction of USAT requirements
	approved
	F
	10.0.0
	TEI10

	SP-100796
	22.101
	0355
	-
	10.4.0
	Rel‑10
	Alignment of SIPTO for H(e)NB SubSystem requirements in TS 22.101 release 10
	approved
	F
	10.5.0
	LIPA_SIPTO

	SP-100805
	22.101
	0357
	2
	10.4.0
	Rel‑10
	Solving user comprehension of network name in foreign language
	approved
	F
	10.5.0
	TEI10

	SP-100800
	22.115
	0055
	1
	11.0.0
	Rel‑11
	Clarification of Subscriber Spending Limit
	approved
	B
	11.1.0
	Qos_SSL

	SP-100804
	22.115
	0056
	3
	11.0.0
	Rel‑11
	Clarification of location requirement
	approved
	B
	11.1.0
	NWK-PL2IMS

	SP-100806
	22.220
	0114
	1
	10.4.0
	Rel‑11
	SIPTO for H(e)NB subsystem Policy Clarification
	postponed
	F
	
	TEI11

	SP-100816
	22.220
	0114
	2
	10.4.0
	Rel‑11
	SIPTO for H(e)NB subsystem Policy Clarification
	postponed
	F
	
	TEI11

	SP-100818
	22.220
	0114
	2
	10.4.0
	Rel‑11
	SIPTO for H(e)NB subsystem Policy Clarification
	postponed
	F
	
	TEI11

	SP-100796
	22.220
	0115
	-
	10.4.0
	Rel‑10
	Alignment of SIPTO for H(e)NB SubSystem requirements in TS 22.220 release 10
	approved
	F
	10.5.0
	LIPA_SIPTO

	SP-100796
	22.220
	0116
	-
	10.4.0
	Rel‑10
	Alignment of mobility support for LIPA
	approved
	F
	10.5.0
	LIPA_SIPTO

	SP-100796
	22.220
	0117
	1
	10.4.0
	Rel‑10
	Requirement on conditional LIPA
	approved
	F
	10.5.0
	LIPA_SIPTO

	SP-100796
	22.220
	0118
	3
	10.4.0
	Rel‑10
	Clarification on ôenable/disable LIPAö
	approved
	F
	10.5.0
	LIPA_SIPTO

	SP-100803
	22.228
	0133
	-
	11.0.0
	Rel‑11
	Conferencing Support in a VPLMN
	approved
	B
	11.1.0
	OSCAR

	SP-100799
	22.228
	0135
	2
	11.0.0
	Rel‑11
	Additions to IMS application services across IMS-NNI
	approved
	B
	11.1.0
	IPXS

	SP-100797
	22.228
	0136
	1
	10.3.0
	Rel‑10
	Alignment of shared control of media components requirements
	approved
	C
	10.4.0
	IMS_SC_eIDT

	SP-100806
	22.268
	0009
	1
	9.2.1
	Rel‑11
	EU-ALERT specific requirements
	approved
	B
	11.0.0
	TEI11

	SP-100802
	22.278
	0090
	1
	11.0.0
	Rel‑11
	Clarifying the scenarios supported by FMC interworking, including building block II
	approved
	F
	11.1.0
	BBAI

	SP-100802
	22.278
	0091
	2
	11.0.0
	Rel‑11
	New Requirements for Enterprise Interworking scenario
	approved
	B
	11.1.0
	BBAI

	SP-100802
	22.278
	0093
	3
	11.0.0
	Rel‑11
	3GPP EPC based FMC
	approved
	B
	11.1.0
	BBAI

	SP-100802
	22.278
	0095
	1
	11.0.0
	Rel‑11
	Use cases for BBAI Building Block 3 - Converged scenario
	approved
	B
	11.1.0
	BBAI

	SP-100802
	22.278
	0097
	-
	11.0.0
	Rel‑11
	Evolved Packet Core support for fixed access
	approved
	B
	11.1.0
	BBAI

	SP-100801
	22.368
	0045
	1
	10.2.0
	Rel‑11
	Clarification on the requirements of Low Mobility MTC Feature
	approved
	C
	11.0.0
	SIMTC

	SP-100798
	22.368
	0046
	1
	10.2.0
	Rel‑10
	Alignment with Stage 2
	revised
	F
	
	NIMTC

	SP-100861
	22.368
	0046
	2
	10.2.0
	Rel‑10
	Alignment with Stage 2
	approved
	F
	10.3.0
	NIMTC

	SP-100798
	22.368
	0049
	2
	10.2.0
	Rel‑10
	NIMTC Terminology
	approved
	F
	10.3.0
	NIMTC

	SP-100798
	22.368
	0051
	2
	10.2.0
	Rel‑10
	Clarification of data delay in case of Overload
	approved
	B
	10.3.0
	NIMTC


33 CRs (24 approved)

E.2
CRs under SA WG2 responsibility
	CRs from SA WG2

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-100674
	23.002
	0229
	-
	8.6.0
	Rel‑8
	Correction of MGCF definition to make it consistent with TS 29.235
	approved
	F
	8.7.0
	TEI8

	SP-100674
	23.002
	0230
	-
	9.4.0
	Rel‑9
	Correction of MGCF definition to make it consistent with TS 29.235
	approved
	A
	9.5.0
	TEI8

	SP-100674
	23.002
	0231
	-
	10.0.0
	Rel‑10
	Correction of MGCF definition to make it consistent with TS 29.235
	approved
	A
	10.1.0
	TEI8

	SP-100688
	23.060
	1117
	4
	10.1.0
	Rel‑10
	SGSN overload control by throttling of DL low priority traffic
	approved
	F
	10.2.0
	NIMTC

	SP-100690
	23.060
	1142
	3
	10.1.0
	Rel‑10
	Correction of text about ISR handling
	approved
	F
	10.2.0
	TEI10

	SP-100685
	23.060
	1197
	1
	10.1.0
	Rel‑10
	LIPA L-GW clarification on static GW and VPLMN LIPA roaming
	approved
	F
	10.2.0
	LIPA_SIPTO

	SP-100687
	23.060
	1205
	12
	10.1.0
	Rel‑10
	Correction and clarification of usage of low priority and MTC indicators
	approved
	F
	10.2.0
	NIMTC

	SP-100687
	23.060
	1206
	6
	10.1.0
	Rel‑10
	OTA configuration for MTC
	approved
	F
	10.2.0
	NIMTC

	SP-100687
	23.060
	1207
	3
	10.1.0
	Rel‑10
	Include session management back-off timer for priority users/emergency services during APN based congestion control
	approved
	F
	10.2.0
	NIMTC

	SP-100671
	23.060
	1209
	1
	8.10.0
	Rel‑8
	Modifying and rejecting bearer level QoS parameter for default bearer
	approved
	F
	8.11.0
	SAES

	SP-100671
	23.060
	1210
	1
	9.6.0
	Rel‑9
	Modifying and rejecting bearer level QoS parameter for default bearer
	approved
	A
	9.7.0
	SAES

	SP-100671
	23.060
	1211
	1
	10.1.0
	Rel‑10
	Modifying and rejecting bearer level QoS parameter for default bearer
	approved
	A
	10.2.0
	SAES

	SP-100688
	23.060
	1213
	5
	10.1.0
	Rel‑10
	NMO=I for MTC devices and NMO=II for other mobiles
	approved
	F
	10.2.0
	NIMTC

	SP-100689
	23.060
	1217
	1
	10.1.0
	Rel‑10
	Correction of Reference
	approved
	D
	10.2.0
	TEI10

	SP-100679
	23.060
	1221
	1
	9.6.0
	Rel‑9
	Alignment of selective camping procedures with Stage 3
	revised
	F
	
	TEI9

	SP-100851
	23.060
	1221
	2
	9.6.0
	Rel‑9
	Alignment of selective camping procedures with Stage 3
	approved
	F
	9.7.0
	TEI9

	SP-100679
	23.060
	1222
	1
	10.1.0
	Rel‑10
	Alignment of selective camping procedures with Stage 3
	revised
	A
	
	TEI9

	SP-100851
	23.060
	1222
	2
	10.1.0
	Rel‑10
	Alignment of selective camping procedures with Stage 3
	approved
	A
	10.2.0
	TEI9

	SP-100692
	23.060
	1225
	2
	10.1.0
	Rel‑10
	Restricting IPv6 interface identifier generation to protect usage patterns
	approved
	F
	10.2.0
	TEI10

	SP-100687
	23.060
	1226
	6
	10.1.0
	Rel‑10
	Corrections and additions to the MTC specific ACB and RR(C) connection reject functions
	approved
	F
	10.2.0
	NIMTC

	SP-100690
	23.060
	1233
	3
	10.1.0
	Rel‑10
	Handling of preservation with network initiated bearers
	approved
	F
	10.2.0
	TEI10

	SP-100680
	23.060
	1234
	1
	10.1.0
	Rel‑10
	Handling of E-ARP if HLR/HSS does not provide subscribed E-ARP
	approved
	A
	10.2.0
	TEI9

	SP-100685
	23.060
	1236
	1
	10.1.0
	Rel‑10
	Trigger for providing LGW address
	revised
	F
	
	LIPA_SIPTO

	SP-100856
	23.060
	1236
	2
	10.1.0
	Rel‑10
	Trigger for providing LGW address
	approved
	F
	10.2.0
	LIPA_SIPTO

	SP-100686
	23.060
	1237
	1
	10.1.0
	Rel‑10
	Sending the LIPA correlation id during Service Request
	approved
	F
	10.2.0
	LIPA_SIPTO

	SP-100686
	23.060
	1241
	1
	10.1.0
	Rel‑10
	Clarification of LIPA function for HNBs (UMTS)
	approved
	F
	10.2.0
	LIPA_SIPTO

	SP-100687
	23.060
	1246
	3
	10.1.0
	Rel‑10
	Clarifying the condition for a MS configured for MTC to perform Attach procedure
	approved
	F
	10.2.0
	NIMTC

	SP-100685
	23.060
	1249
	2
	10.1.0
	Rel‑10
	Efficient SIPTO GW re-selection
	revised
	F
	
	LIPA_SIPTO

	SP-100856
	23.060
	1249
	3
	10.1.0
	Rel‑10
	Efficient SIPTO GW re-selection
	approved
	F
	10.2.0
	LIPA_SIPTO

	SP-100685
	23.060
	1252
	1
	10.1.0
	Rel‑10
	LIPA corrections in Service Request procedures
	approved
	F
	10.2.0
	LIPA_SIPTO

	SP-100680
	23.060
	1254
	2
	9.6.0
	Rel‑9
	Handling of E-ARP if HLR/HSS does not provide subscribed E-ARP
	approved
	F
	9.7.0
	TEI9

	SP-100708
	23.060
	1256
	2
	10.1.0
	Rel‑10
	Clarification of term MS configured for MTC
	rejected
	F
	
	NIMTC

	SP-100685
	23.060
	1260
	-
	10.1.0
	Rel‑10
	Clarification on Correlation ID
	approved
	F
	10.2.0
	LIPA_SIPTO

	SP-100680
	23.060
	1261
	2
	9.6.0
	Rel‑9
	PDP Type Ipv4v6 in pre-rel 8 SGSN, aligning with CT1
	approved
	F
	9.7.0
	TEI9

	SP-100680
	23.060
	1262
	2
	10.1.0
	Rel‑10
	PDP Type Ipv4v6 in pre-rel 8 SGSN, aligning with CT1
	approved
	A
	10.2.0
	TEI9

	SP-100680
	23.060
	1263
	5
	9.6.0
	Rel‑9
	Correction for AMBR handling
	approved
	F
	9.7.0
	TEI9

	SP-100680
	23.060
	1264
	4
	10.1.0
	Rel‑10
	Correction for AMBR handling
	approved
	A
	10.2.0
	TEI9

	SP-100710
	23.060
	1266
	11
	10.1.0
	Rel‑10
	NAS level reject of attach
	approved
	F
	10.2.0
	NIMTC

	SP-100686
	23.060
	1267
	1
	10.1.0
	Rel‑10
	LIPA PDP Context Activation Procedure
	approved
	F
	10.2.0
	LIPA_SIPTO

	SP-100680
	23.060
	1268
	2
	9.6.0
	Rel‑9
	R7 QoS subscription for pre R7 UE
	approved
	F
	9.7.0
	TEI9

	SP-100680
	23.060
	1269
	-
	10.1.0
	Rel‑10
	R7 QoS subscription for pre R7 UE
	approved
	A
	10.2.0
	TEI9

	SP-100690
	23.060
	1271
	1
	10.1.0
	Rel‑10
	Clarification of Iu Release Procedure in UTRAN to E-UTRAN Inter RAT handover
	rejected
	F
	
	TEI10

	SP-100687
	23.060
	1273
	1
	10.1.0
	Rel‑10
	Clarifications of MTC overload protection overview
	approved
	F
	10.2.0
	NIMTC

	SP-100685
	23.060
	1286
	1
	10.1.0
	Rel‑10
	LIPA PDN management
	approved
	F
	10.2.0
	LIPA_SIPTO

	SP-100685
	23.060
	1294
	3
	10.1.0
	Rel‑10
	Correction to LIPA deactivation via SGSN
	approved
	F
	10.2.0
	LIPA_SIPTO

	SP-100686
	23.060
	1307
	1
	10.1.0
	Rel‑10
	The correlation id for tunnel in Gn/Gp SGSN architecture
	approved
	F
	10.2.0
	LIPA_SIPTO

	SP-100689
	23.060
	1310
	4
	10.1.0
	Rel‑10
	Clarification on MTU size
	approved
	F
	10.2.0
	TEI10

	SP-100689
	23.060
	1312
	1
	10.1.0
	Rel‑10
	Prefix Exclusion within the Prefix Delegation Procedure
	approved
	C
	10.2.0
	TEI10

	SP-100676
	23.167
	0180
	1
	9.4.0
	Rel‑9
	Adding IMS Emergency support for HRPD with EPC IP-CAN
	approved
	F
	9.5.0
	IMS_EMER_GPRS_EPS

	SP-100676
	23.167
	0181
	1
	10.1.0
	Rel‑10
	Adding IMS Emergency support for HRPD with EPC IP-CAN
	approved
	A
	10.2.0
	IMS_EMER_GPRS_EPS

	SP-100694
	23.167
	0182
	3
	10.1.0
	Rel‑11
	Retrieval of reference location for emergency session routed via the S-CSCF
	approved
	B
	11.0.0
	TEI11

	SP-100691
	23.167
	0183
	1
	10.1.0
	Rel‑10
	Terminology correction
	approved
	F
	10.2.0
	TEI10

	SP-100691
	23.203
	0459
	1
	10.1.0
	Rel‑10
	Correction of QoS change Event trigger
	approved
	F
	10.2.0
	TEI10

	SP-100683
	23.203
	0461
	4
	10.1.0
	Rel‑10
	Setting IP-CAN priority status for eMPS
	approved
	F
	10.2.0
	eMPS

	SP-100681
	23.203
	0473
	-
	9.6.0
	Rel‑9
	Corrections to bearer binding function in PCEF in Annex A.1
	approved
	F
	9.7.0
	TEI9

	SP-100681
	23.203
	0474
	-
	10.1.0
	Rel‑10
	Corrections to bearer binding function in PCEF in Annex A.1
	approved
	A
	10.2.0
	TEI9

	SP-100683
	23.203
	0477
	1
	10.1.0
	Rel‑10
	Inclusion of IMS Signalling Priority in input to PCC decisions
	approved
	F
	10.2.0
	eMPS

	SP-100683
	23.203
	0478
	1
	10.1.0
	Rel‑10
	ARP/QCI Value after EPS Bearer Service Deactivation
	approved
	F
	10.2.0
	eMPS

	SP-100695
	23.203
	0485
	2
	10.1.0
	Rel‑11
	TDF: TS 23.203 Clause 3 and Clause 4 modifications
	approved
	B
	11.0.0
	TEI11; SAPP

	SP-100695
	23.203
	0486
	2
	10.1.0
	Rel‑11
	TDF: TS 23.203 Clause 5 modifications
	approved
	B
	11.0.0
	TEI11; SAPP

	SP-100695
	23.203
	0487
	2
	10.1.0
	Rel‑11
	TDF: TS 23.203 Clause 6 modifications
	approved
	B
	11.0.0
	TEI11; SAPP

	SP-100695
	23.203
	0488
	2
	10.1.0
	Rel‑11
	TDF: TS 23.203 Clause 7 modifications
	approved
	B
	11.0.0
	TEI11; SAPP

	SP-100691
	23.203
	0489
	2
	10.1.0
	Rel‑10
	Removal of time interval for Sponsored connectivity
	approved
	F
	10.2.0
	TEI10

	SP-100681
	23.216
	0155
	1
	9.5.0
	Rel‑9
	TMSI relocation in SRVCC
	approved
	F
	9.6.0
	TEI9

	SP-100681
	23.216
	0157
	3
	9.5.0
	Rel‑9
	Correction on SRVCC procedure for voice bearer deactivation
	approved
	F
	9.6.0
	TEI9

	SP-100681
	23.216
	0158
	2
	9.5.0
	Rel‑9
	Stage 2-stage 3 alignment of the GPRS Attach procedure for SRVCC
	approved
	F
	9.6.0
	TEI9

	SP-100691
	23.228
	0950
	2
	10.2.0
	Rel‑10
	UE behaviour upon revocation of dedicated bearer(s) for an ongoing IMS session
	approved
	F
	10.3.0
	TEI10

	SP-100691
	23.228
	0951
	1
	10.2.0
	Rel‑10
	Solving the issue of inaccurate information presented to ENUM servers
	approved
	F
	10.3.0
	TEI10

	SP-100691
	23.228
	0954
	1
	10.2.0
	Rel‑10
	P-CSCF subscriber policy alignment CR
	approved
	F
	10.3.0
	TEI10

	SP-100688
	23.236
	0042
	1
	10.1.0
	Rel‑10
	Extra text on NNSF for MTC
	approved
	F
	10.2.0
	NIMTC

	SP-100691
	23.236
	0046
	2
	10.1.0
	Rel‑10
	Iu/A Flex - Subsequent Inter-MSC Handover Interactions
	approved
	F
	10.2.0
	TEI10

	SP-100814
	23.237
	0320
	2
	10.3.0
	Rel‑10
	Introduction of PS-PS access transfer in early dialog phase
	approved
	B
	10.4.0
	TEI10

	SP-100677
	23.237
	0332
	-
	9.6.0
	Rel‑9
	Removing a note that is no long valid according to stage 3.
	approved
	F
	9.7.0
	IMS_SCC-SPI

	SP-100677
	23.237
	0333
	-
	10.3.0
	Rel‑10
	Removing a note that is no long valid according to stage 3.
	approved
	A
	10.4.0
	IMS_SCC-SPI

	SP-100691
	23.237
	0335
	-
	10.3.0
	Rel‑10
	Cleanup of PS - CS Access Transfer: Conferencing - for UEs not using ICS capabilities
	approved
	F
	10.4.0
	TEI10

	SP-100691
	23.237
	0336
	1
	10.3.0
	Rel‑10
	eSRVCC clarifications
	approved
	F
	10.4.0
	TEI10

	SP-100682
	23.237
	0337
	1
	10.3.0
	Rel‑10
	Corrections to IUT media flow replication by network clauses
	approved
	F
	10.4.0
	IMS_SC_eIDT

	SP-100682
	23.237
	0339
	1
	10.3.0
	Rel‑10
	Option 2: Session information is sent by SCC AS to target Controller UE in Collaborative Session Control transfer request
	approved
	F
	10.4.0
	IMS_SC_eIDT

	SP-100682
	23.237
	0342
	1
	10.3.0
	Rel‑10
	IUT: Adding descriptions related to the roles of Controller UE and Controllee UE
	approved
	F
	10.4.0
	IMS_SC_eIDT

	SP-100682
	23.237
	0343
	1
	10.3.0
	Rel‑10
	IUT: Transfer of Collaborative Session Control initiated by the target UE
	approved
	F
	10.4.0
	IMS_SC_eIDT

	SP-100682
	23.237
	0344
	-
	10.3.0
	Rel‑10
	IUT: Restructuring and Clarifying clause for Controller UE initiated modify media
	approved
	F
	10.4.0
	IMS_SC_eIDT

	SP-100693
	23.251
	0023
	2
	9.2.0
	Rel‑10
	Introduction of MOCN GERAN
	approved
	B
	10.0.0
	MOCN-GERAN

	SP-100681
	23.251
	0024
	1
	9.2.0
	Rel‑9
	Network sharing update in case of multiple PLMNs for CSFB
	approved
	F
	9.3.0
	TEI9

	SP-100678
	23.271
	0387
	2
	9.4.0
	Rel‑9
	Clarification on Cell ID notification to E-SMLC
	approved
	F
	9.5.0
	LCS_LTE_EPS

	SP-100678
	23.271
	0390
	-
	10.0.0
	Rel‑10
	Clarification on Cell ID notification to E-SMLC
	approved
	A
	10.1.0
	LCS_LTE_EPS

	SP-100681
	23.272
	0586
	8
	9.5.0
	Rel‑9
	Multiple PLMNs selection in eNodeB
	approved
	F
	9.6.0
	TEI9

	SP-100681
	23.272
	0587
	7
	10.1.0
	Rel‑10
	Multiple PLMNs selection in eNodeB
	approved
	A
	10.2.0
	TEI9

	SP-100691
	23.272
	0591
	2
	10.1.0
	Rel‑10
	Clarification of CSFB indication in Extended Service Request
	approved
	F
	10.2.0
	TEI10

	SP-100673
	23.272
	0602
	4
	8.9.0
	Rel‑8
	Use of ICS procedures with CSFB
	approved
	F
	8.10.0
	SAES-CSFB

	SP-100691
	23.272
	0614
	2
	10.1.0
	Rel‑10
	UE behaviour with ISR active after CSFB with suspended PS bearers
	approved
	F
	10.2.0
	TEI10

	SP-100691
	23.272
	0618
	6
	10.1.0
	Rel‑10
	Correction to CSFB MO flow
	approved
	C
	10.2.0
	TEI10

	SP-100681
	23.272
	0619
	1
	9.5.0
	Rel‑9
	Clarification on CSFB in idle mode
	approved
	F
	9.6.0
	TEI9

	SP-100681
	23.272
	0620
	1
	10.1.0
	Rel‑10
	Clarification on CSFB in idle mode
	approved
	A
	10.2.0
	TEI9

	SP-100681
	23.272
	0621
	2
	9.5.0
	Rel‑9
	Clarification on PLMN selection for CSFB
	approved
	F
	9.6.0
	TEI9

	SP-100681
	23.272
	0622
	2
	10.1.0
	Rel‑10
	Clarification on PLMN selection for CSFB
	approved
	A
	10.2.0
	TEI9

	SP-100709
	23.272
	0629
	1
	10.1.0
	Rel‑10
	MTC related NNSF in MME for SMS over SGs
	approved
	F
	10.2.0
	NIMTC

	SP-100681
	23.272
	0635
	2
	9.5.0
	Rel‑9
	Correction to Abnormal Service Reject Procedure
	approved
	F
	9.6.0
	TEI9

	SP-100681
	23.272
	0636
	2
	10.1.0
	Rel‑10
	Correction to Abnormal Service Reject Procedure
	approved
	A
	10.2.0
	TEI9

	SP-100681
	23.272
	0641
	1
	9.5.0
	Rel‑9
	CSFB with Release with Redirection to UMTS and 'deferred SIB reading'
	approved
	F
	9.6.0
	TEI9

	SP-100681
	23.272
	0642
	-
	10.1.0
	Rel‑10
	CSFB with Release with Redirection to UMTS and 'deferred SIB reading'
	approved
	A
	10.2.0
	TEI9

	SP-100688
	23.401
	1642
	4
	10.1.0
	Rel‑10
	MME overload control by throttling of DL low priority traffic
	approved
	F
	10.2.0
	NIMTC

	SP-100690
	23.401
	1729
	3
	10.1.0
	Rel‑10
	Clarification of Delete Session request information elements
	approved
	F
	10.2.0
	TEI10

	SP-100685
	23.401
	1753
	1
	10.1.0
	Rel‑10
	LIPA L-GW clarification on static GW and VPLMN LIPA roaming
	approved
	F
	10.2.0
	LIPA_SIPTO

	SP-100687
	23.401
	1760
	12
	10.1.0
	Rel‑10
	Correction and clarification of usage of low priority and MTC indicators
	approved
	F
	10.2.0
	NIMTC

	SP-100687
	23.401
	1761
	5
	10.1.0
	Rel‑10
	OTA configuration for MTC
	approved
	F
	10.2.0
	NIMTC

	SP-100687
	23.401
	1767
	3
	10.1.0
	Rel‑10
	Include session management back-off timer for priority users/emergency services during APN based congestion control
	approved
	F
	10.2.0
	NIMTC

	SP-100683
	23.401
	1770
	1
	10.1.0
	Rel‑10
	Alignment of Network Triggered Service Request procedure
	approved
	F
	10.2.0
	eMPS

	SP-100690
	23.401
	1778
	1
	10.1.0
	Rel‑10
	Correction of HSS Initiated Subscribed QoS Modification
	approved
	F
	10.2.0
	TEI10

	SP-100689
	23.401
	1779
	1
	10.1.0
	Rel‑10
	Correction of Reference
	approved
	D
	10.2.0
	TEI10

	SP-100679
	23.401
	1782
	-
	9.6.0
	Rel‑9
	Alignment of selective camping procedures with Stage 3
	approved
	F
	9.7.0
	TEI9

	SP-100679
	23.401
	1783
	-
	10.1.0
	Rel‑10
	Alignment of selective camping procedures with Stage 3
	approved
	A
	10.2.0
	TEI9

	SP-100692
	23.401
	1794
	1
	10.1.0
	Rel‑10
	Restricting IPv6 interface identifier generation to protect usage patterns
	revised
	F
	
	TEI10

	SP-100832
	23.401
	1794
	2
	10.1.0
	Rel‑10
	Restricting IPv6 interface identifier generation to protect usage patterns
	approved
	F
	10.2.0
	TEI10

	SP-100687
	23.401
	1795
	7
	10.1.0
	Rel‑10
	Corrections and additions to the MTC specific ACB and RRC connection reject functions
	revised
	F
	
	NIMTC

	SP-100864
	23.401
	1795
	8
	10.1.0
	Rel‑10
	Corrections and additions to the MTC specific ACB and RRC connection reject functions
	approved
	F
	10.2.0
	NIMTC

	SP-100683
	23.401
	1806
	-
	10.1.0
	Rel‑10
	Correction of network triggered service request.
	approved
	F
	10.2.0
	eMPS

	SP-100685
	23.401
	1808
	3
	10.1.0
	Rel‑10
	Trigger for providing LGW address
	approved
	F
	10.2.0
	LIPA_SIPTO

	SP-100680
	23.401
	1812
	6
	9.6.0
	Rel‑9
	Handling of dedicated bearer related procedures during handover
	approved
	F
	9.7.0
	TEI9

	SP-100680
	23.401
	1813
	6
	10.1.0
	Rel‑10
	Handling of dedicated bearer related procedures during handover
	approved
	A
	10.2.0
	TEI9

	SP-100672
	23.401
	1814
	3
	8.11.0
	Rel‑8
	Correction to the PDN GW initiated QoS update
	approved
	F
	8.12.0
	SAES

	SP-100672
	23.401
	1815
	1
	9.6.0
	Rel‑9
	Correction to the PDN GW initiated QoS update
	approved
	A
	9.7.0
	SAES

	SP-100680
	23.401
	1822
	3
	9.6.0
	Rel‑9
	Missed corrections for time zone reporting
	approved
	F
	9.7.0
	TEI9

	SP-100680
	23.401
	1823
	2
	10.1.0
	Rel‑10
	Missed corrections for time zone reporting
	approved
	A
	10.2.0
	TEI9

	SP-100686
	23.401
	1824
	1
	10.1.0
	Rel‑10
	Deactivating direct path during S1 Release for LIPA
	approved
	F
	10.2.0
	LIPA_SIPTO

	SP-100687
	23.401
	1831
	4
	10.1.0
	Rel‑10
	Clarifying the condition for a UE configured for MTC to perform Attach procedure
	approved
	F
	10.2.0
	NIMTC

	SP-100686
	23.401
	1838
	2
	10.1.0
	Rel‑10
	Addition of correlation identifier for LIPA in service request procedure
	approved
	F
	10.2.0
	LIPA_SIPTO

	SP-100685
	23.401
	1851
	3
	10.1.0
	Rel‑10
	Efficient SIPTO GW re-selection
	approved
	F
	10.2.0
	LIPA_SIPTO

	SP-100685
	23.401
	1853
	3
	10.1.0
	Rel‑10
	LIPA corrections in Service Request procedures
	approved
	F
	10.2.0
	LIPA_SIPTO

	SP-100708
	23.401
	1859
	2
	10.1.0
	Rel‑10
	Clarification of the term UE configured for MTC
	rejected
	F
	
	NIMTC

	SP-100686
	23.401
	1862
	3
	10.1.0
	Rel‑10
	Optimised paging for Local IP Access
	approved
	F
	10.2.0
	LIPA_SIPTO

	SP-100685
	23.401
	1863
	2
	10.1.0
	Rel‑10
	Clarification on Correlation ID
	approved
	F
	10.2.0
	LIPA_SIPTO

	SP-100690
	23.401
	1865
	1
	10.1.0
	Rel‑10
	TAU Triggers correction
	approved
	F
	10.2.0
	TEI10

	SP-100680
	23.401
	1866
	1
	9.6.0
	Rel‑9
	Correction on MME overload condition
	approved
	F
	9.7.0
	TEI9

	SP-100680
	23.401
	1867
	1
	10.1.0
	Rel‑10
	Correction on MME overload condition
	approved
	A
	10.2.0
	TEI9

	SP-100683
	23.401
	1868
	1
	10.1.0
	Rel‑10
	Clarification on the use of ARP and EPS bearer ID in Downlink Data Notification
	approved
	F
	10.2.0
	eMPS

	SP-100687
	23.401
	1871
	1
	10.1.0
	Rel‑10
	Clarifications of MTC overload protection overview
	approved
	F
	10.2.0
	NIMTC

	SP-100686
	23.401
	1886
	2
	10.1.0
	Rel‑10
	No S-GW impact for LIPA solution
	approved
	F
	10.2.0
	LIPA_SIPTO

	SP-100686
	23.401
	1887
	-
	10.1.0
	Rel‑10
	Correction of NOTE placement.
	approved
	F
	10.2.0
	LIPA_SIPTO

	SP-100685
	23.401
	1897
	1
	10.1.0
	Rel‑10
	LIPA PDN management
	approved
	F
	10.2.0
	LIPA_SIPTO

	SP-100683
	23.401
	1907
	1
	10.1.0
	Rel‑10
	eMPS subscription data clarification
	revised
	F
	
	eMPS

	SP-100855
	23.401
	1907
	2
	10.1.0
	Rel‑10
	eMPS subscription data clarification
	approved
	F
	10.2.0
	eMPS

	SP-100685
	23.401
	1911
	5
	10.1.0
	Rel‑10
	Correction to LIPA deactivation
	approved
	F
	10.2.0
	LIPA_SIPTO

	SP-100710
	23.401
	1914
	5
	10.1.0
	Rel‑10
	APN based congestion control: Update Stage 2 text based on CT1's feedback
	approved
	F
	10.2.0
	NIMTC

	SP-100680
	23.401
	1920
	2
	9.6.0
	Rel‑9
	Update to TAU regarding selective camping
	approved
	F
	9.7.0
	TEI9

	SP-100680
	23.401
	1921
	1
	10.1.0
	Rel‑10
	Update to TAU regarding selective camping
	approved
	A
	10.2.0
	TEI9

	SP-100689
	23.401
	1928
	1
	10.1.0
	Rel‑10
	Prefix Exclusion within the Prefix Delegation Procedure
	approved
	C
	10.2.0
	TEI10

	SP-100689
	23.401
	1936
	-
	10.1.0
	Rel‑10
	Clarification on MTU size
	approved
	F
	10.2.0
	TEI10

	SP-100690
	23.401
	1937
	1
	10.1.0
	Rel‑10
	Core Network selection function
	approved
	F
	10.2.0
	TEI10

	SP-100680
	23.401
	1938
	-
	9.6.0
	Rel‑9
	Restriction that an eNB serves a Single Time Zone
	approved
	F
	9.7.0
	TEI9

	SP-100680
	23.401
	1939
	-
	10.1.0
	Rel‑10
	Restriction that an eNB serves a Single Time Zone
	approved
	A
	10.2.0
	TEI9

	SP-100789
	23.401
	1940
	-
	10.1.0
	Rel‑10
	Clarification of Iu Release in UTRAN to E-UTRAN Inter RAT handover
	revised
	F
	
	TEI10

	SP-100789
	23.401
	1940
	-
	10.1.0
	Rel‑10
	Clarification of Iu Release in UTRAN to E-UTRAN Inter RAT handover
	revised
	F
	
	TEI10

	SP-100790
	23.401
	1940
	1
	10.1.0
	Rel‑10
	Clarification of Iu Release in UTRAN to E-UTRAN Inter RAT handover
	approved
	F
	10.2.0
	TEI10

	SP-100684
	23.402
	0937
	2
	10.1.0
	Rel‑10
	UE behaviour when receiving ISRP from VPLMN and HPLMN
	approved
	F
	10.2.0
	IFOM; TEI10

	SP-100675
	23.402
	0938
	2
	9.6.0
	Rel‑9
	UE behaviour when receiving ISMP from VPLMN and HPLMN
	approved
	F
	9.7.0
	eANDSF

	SP-100688
	23.402
	0941
	2
	10.1.0
	Rel‑10
	Support for MTC for 3GPP Access with PMIP-based S5/S8
	approved
	F
	10.2.0
	NIMTC

	SP-100684
	23.402
	0944
	1
	10.1.0
	Rel‑10
	Correction on non-seamless WLAN offload procedure
	approved
	F
	10.2.0
	IFOM

	SP-100681
	23.402
	0950
	1
	10.1.0
	Rel‑10
	Correction in handovers between E-UTRAN and HRPD
	approved
	A
	10.2.0
	TEI9

	SP-100681
	23.402
	0961
	-
	9.6.0
	Rel‑9
	Correction in handovers between E-UTRAN and HRPD
	approved
	F
	9.7.0
	TEI9


159 CRs (147 approved)

E.3
CRs under SA WG3 responsibility
	CRs from SA WG3

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-100712
	33.102
	0237
	1
	9.3.0
	Rel‑10
	Note regarding GERAN security functions, e.g., the usage of Kc128, can be found in the TS 43.020
	approved
	F
	10.0.0
	TEI10

	SP-100713
	33.102
	0238
	-
	9.3.0
	Rel‑9
	Authentication Failure Handling
	approved
	F
	9.4.0
	TEI9

	SP-100727
	33.107
	0097
	-
	10.1.1
	Rel‑10
	IMSI based activation
	revised
	A
	
	LI8

	SP-100845
	33.107
	0097
	1
	10.1.1
	Rel‑10
	IMSI based activation
	approved
	A
	10.2.0
	LI8

	SP-100729
	33.107
	0098
	-
	10.1.1
	Rel‑10
	MME start of interception with bearer active
	revised
	B
	
	LI10

	SP-100865
	33.107
	0098
	1
	10.1.1
	Rel‑10
	MME start of interception with bearer active
	approved
	B
	10.2.0
	LI10

	SP-100727
	33.107
	0099
	-
	8.10.0
	Rel‑8
	IMSI based activation
	revised
	F
	
	LI8

	SP-100845
	33.107
	0099
	1
	8.10.0
	Rel‑8
	IMSI based activation
	approved
	F
	8.11.0
	LI8

	SP-100727
	33.107
	0100
	-
	9.2.0
	Rel‑9
	IMSI based activation
	revised
	A
	
	LI8

	SP-100845
	33.107
	0100
	1
	9.2.0
	Rel‑9
	IMSI based activation
	approved
	A
	9.3.0
	LI8

	SP-100727
	33.107
	0101
	-
	8.10.0
	Rel‑8
	Corrections and Alignment for IMS Conferencing
	revised
	F
	
	LI8

	SP-100845
	33.107
	0101
	1
	8.10.0
	Rel‑8
	Corrections and Alignment for IMS Conferencing
	approved
	F
	8.11.0
	LI8

	SP-100727
	33.107
	0102
	-
	9.2.0
	Rel‑9
	Corrections and Alignment for IMS Conferencing
	revised
	A
	
	LI8

	SP-100845
	33.107
	0102
	1
	9.2.0
	Rel‑9
	Corrections and Alignment for IMS Conferencing
	approved
	A
	9.3.0
	LI8

	SP-100729
	33.107
	0103
	-
	10.1.1
	Rel‑10
	Corrections and Alignment for IMS Conferencing
	revised
	C
	
	LI10

	SP-100865
	33.107
	0103
	1
	10.1.1
	Rel‑10
	Corrections and Alignment for IMS Conferencing
	approved
	C
	10.2.0
	LI10

	SP-100727
	33.108
	0146
	-
	10.1.0
	Rel‑10
	IMSI in event records
	revised
	A
	
	LI8

	SP-100845
	33.108
	0146
	1
	10.1.0
	Rel‑10
	IMSI in event records
	approved
	A
	10.2.0
	LI8

	SP-100729
	33.108
	0147
	-
	10.1.0
	Rel‑10
	start of interception event at the EPS HI2
	approved
	B
	10.2.0
	LI10

	SP-100729
	33.108
	0148
	-
	10.1.0
	Rel‑10
	LI Handover Interface for KMS based IMS Media Security
	approved
	B
	10.2.0
	LI10

	SP-100727
	33.108
	0149
	-
	8.11.0
	Rel‑8
	IMSI in event records
	revised
	F
	
	LI8

	SP-100845
	33.108
	0149
	1
	8.11.0
	Rel‑8
	IMSI in event records
	approved
	F
	8.12.0
	LI8

	SP-100727
	33.108
	0150
	-
	9.4.0
	Rel‑9
	IMSI in event records
	revised
	A
	
	LI8

	SP-100845
	33.108
	0150
	1
	9.4.0
	Rel‑9
	IMSI in event records
	approved
	A
	9.5.0
	LI8

	SP-100728
	33.108
	0151
	-
	9.4.0
	Rel‑9
	Add a Reference to the ATIS LI VoIP specification for US regulatory requirements
	approved
	F
	9.5.0
	TEI9

	SP-100728
	33.108
	0152
	-
	10.1.0
	Rel‑10
	Add a Reference to the ATIS LI VoIP specification for US regulatory requirements
	approved
	A
	10.2.0
	TEI9

	SP-100726
	33.108
	0153
	-
	7.9.0
	Rel‑7
	Corrections to NEID and Serving System Report Message Required to meet US regulatory requirements
	approved
	F
	7.10.0
	LI-7A

	SP-100726
	33.108
	0154
	-
	8.11.0
	Rel‑8
	Corrections to Serving System Report Message Required to meet US regulatory requirements
	approved
	A
	8.12.0
	LI-7A

	SP-100726
	33.108
	0156
	-
	10.1.0
	Rel‑10
	Corrections to Serving System Report Message Required to meet US regulatory requirements
	approved
	A
	10.2.0
	LI-7A

	SP-100726
	33.108
	0157
	-
	7.9.0
	Rel‑7
	Clarification added in the US Annex H on the requirement for UMTS LI Correlation Header (ULIC) version
	approved
	F
	7.10.0
	LI-7A

	SP-100726
	33.108
	0158
	-
	8.11.0
	Rel‑8
	Clarification added in the US Annex H on the requirement for UMTS LI Correlation Header (ULIC) version
	approved
	A
	8.12.0
	LI-7A

	SP-100726
	33.108
	0159
	-
	9.4.0
	Rel‑9
	Clarification added in the US Annex H on the requirement for UMTS LI Correlation Header (ULIC) version
	approved
	A
	9.5.0
	LI-7A

	SP-100726
	33.108
	0160
	-
	10.1.0
	Rel‑10
	Clarification added in the US Annex H on the requirement for UMTS LI Correlation Header (ULIC) version
	approved
	A
	10.2.0
	LI-7A

	SP-100727
	33.108
	0161
	-
	8.11.0
	Rel‑8
	Corrections and Alignment for IMS Conferencing
	revised
	F
	
	LI8

	SP-100845
	33.108
	0161
	1
	8.11.0
	Rel‑8
	Corrections and Alignment for IMS Conferencing
	approved
	F
	8.12.0
	LI8

	SP-100727
	33.108
	0162
	-
	9.4.0
	Rel‑9
	Corrections and Alignment for IMS Conferencing
	revised
	A
	
	LI8

	SP-100845
	33.108
	0162
	1
	9.4.0
	Rel‑9
	Corrections and Alignment for IMS Conferencing
	approved
	A
	9.5.0
	LI8

	SP-100727
	33.108
	0163
	-
	10.1.0
	Rel‑10
	Corrections and Alignment for IMS Conferencing
	revised
	A
	
	LI8

	SP-100845
	33.108
	0163
	1
	10.1.0
	Rel‑10
	Corrections and Alignment for IMS Conferencing
	approved
	A
	10.2.0
	LI8

	SP-100726
	33.108
	0164
	-
	9.4.0
	Rel‑9
	Corrections to Serving System Report Message Required to meet US regulatory requirements
	approved
	A
	9.5.0
	LI-7A

	SP-100714
	33.203
	0187
	1
	10.1.0
	Rel‑10
	Clarification of GIBA restrictions
	approved
	F
	10.2.0
	TEI10

	SP-100725
	33.203
	0188
	1
	10.1.0
	Rel‑11
	IPsec alignment
	approved
	C
	11.0.0
	TEI11

	SP-100731
	33.210
	0033
	-
	10.0.0
	Rel‑10
	NDS corrections
	approved
	F
	10.1.0
	TEI10

	SP-100725
	33.210
	0034
	1
	10.0.0
	Rel‑11
	Correction of IKEv2 references and IKE usage
	revised
	C
	
	TEI11

	SP-100883
	33.210
	0034
	2
	10.0.0
	Rel‑11
	Correction of IKEv2 references and IKE usage
	approved
	C
	11.0.0
	TEI11

	SP-100715
	33.246
	0155
	-
	9.0.0
	Rel‑10
	Correction of references
	approved
	F
	10.0.0
	TEI10

	SP-100731
	33.310
	0045
	1
	10.1.0
	Rel‑10
	NDS corrections
	approved
	F
	10.2.0
	TEI10

	SP-100732
	33.310
	0046
	1
	9.4.0
	Rel‑9
	NDS corrections
	approved
	F
	9.5.0
	NDS_Backhaul

	SP-100732
	33.310
	0047
	1
	10.1.0
	Rel‑10
	NDS corrections
	approved
	A
	10.2.0
	NDS_Backhaul

	SP-100718
	33.320
	0044
	1
	10.0.0
	Rel‑10
	Fixing the Clause 4.2.5.
	approved
	F
	10.1.0
	EHNBF-Sec

	SP-100719
	33.320
	0045
	-
	9.3.0
	Rel‑9
	Correction of Figure A.2
	approved
	F
	9.4.0
	EHNB-Sec

	SP-100719
	33.320
	0046
	-
	10.0.0
	Rel‑10
	Correction of Figure A.2
	approved
	A
	10.1.0
	EHNB-Sec

	SP-100718
	33.320
	0047
	2
	10.0.0
	Rel‑10
	H(e)NB CSG list management
	revised
	F
	
	EHNBF-Sec

	SP-100854
	33.320
	0047
	3
	10.0.0
	Rel‑10
	H(e)NB CSG list management
	approved
	F
	10.1.0
	EHNBF-Sec

	SP-100719
	33.320
	0048
	-
	9.3.0
	Rel‑9
	Certificate Renewal Clarification
	approved
	F
	9.4.0
	EHNB-Sec

	SP-100719
	33.320
	0049
	-
	10.0.0
	Rel‑10
	Certificate Renewal Clarification
	approved
	A
	10.1.0
	EHNB-Sec

	SP-100717
	33.320
	0050
	-
	10.0.0
	Rel‑11
	Correction of IKEv2 reference to point to TS 33.210
	approved
	C
	11.0.0
	TEI11

	SP-100719
	33.320
	0051
	-
	9.3.0
	Rel‑9
	H(e)NB correction
	approved
	F
	9.4.0
	EHNB-Sec

	SP-100719
	33.320
	0052
	-
	10.0.0
	Rel‑10
	H(e)NB correction
	approved
	A
	10.1.0
	EHNB-Sec

	SP-100716
	33.320
	0053
	-
	10.0.0
	Rel‑10
	LIPA Security
	approved
	F
	10.1.0
	LIPA_SIPTO

	SP-100730
	33.328
	0034
	-
	9.2.0
	Rel‑9
	Correction to SDES profile
	approved
	F
	9.3.0
	MEDIASEC

	SP-100730
	33.328
	0035
	1
	9.2.0
	Rel‑9
	MIKEY-TICKET RFC 6043 reference
	approved
	F
	9.3.0
	MEDIASEC

	SP-100720
	33.401
	0425
	-
	9.5.0
	Rel‑9
	Emergency call corrections
	revised
	F
	
	IMS_EMER_GPRS_EPS-Sec

	SP-100850
	33.401
	0425
	1
	9.5.0
	Rel‑9
	Emergency call corrections
	approved
	F
	9.6.0
	IMS_EMER_GPRS_EPS-Sec

	SP-100721
	33.401
	0426
	1
	9.5.0
	Rel‑9
	Authentication Failure Handling
	approved
	F
	9.6.0
	TEI9

	SP-100721
	33.401
	0427
	-
	9.5.0
	Rel‑9
	Correction of algorithm selection
	approved
	F
	9.6.0
	TEI9

	SP-100721
	33.401
	0429
	-
	9.5.0
	Rel‑9
	Clarification for EIA0 selection during IRAT handover to EUTRAN
	revised
	F
	
	TEI9

	SP-100852
	33.401
	0429
	1
	9.5.0
	Rel‑9
	Clarification for EIA0 selection during IRAT handover to EUTRAN
	approved
	F
	9.6.0
	TEI9

	SP-100723
	33.402
	0093
	-
	9.5.0
	Rel‑9
	Correction of reference draft-ietf-dime-mip6-split to point to RFC 5778
	approved
	F
	9.6.0
	TEI9

	SP-100722
	33.402
	0094
	1
	9.5.0
	Rel‑10
	Enhanced Security support for DS-MIPv6
	revised
	F
	
	TEI10

	SP-100867
	33.402
	0094
	2
	9.5.0
	Rel‑10
	Enhanced Security support for DS-MIPv6
	approved
	F
	10.0.0
	TEI10

	SP-100724
	35.216
	0001
	2
	9.0.0
	Rel‑9
	Correction of reference
	approved
	F
	9.1.0
	TEI9

	SP-100724
	35.919
	0001
	1
	9.0.0
	Rel‑9
	Correction of reference
	approved
	F
	9.1.0
	TEI9


73 CRs (55 approved)

E.4
CRs under SA WG4 responsibility

	CRs from SA WG4

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-100782
	26.114
	0109
	4
	7.12.0
	Rel‑7
	Clarification on AMR and AMR-WB codec mode adaptation in the beginning of the session
	approved
	F
	7.13.0
	MTSI-MHI

	SP-100782
	26.114
	0110
	4
	8.6.0
	Rel‑8
	Clarification on AMR and AMR-WB codec mode adaptation in the beginning of the session
	approved
	A
	8.7.0
	MTSI-MHI

	SP-100784
	26.114
	0111
	3
	9.3.0
	Rel‑9
	Correction of AMR and AMR-WB codec mode adaptation in the beginning of the session
	approved
	F
	9.4.0
	LTEimp-Vocoder

	SP-100784
	26.114
	0113
	-
	9.3.0
	Rel‑9
	Removal of ECN Nonce
	approved
	F
	9.4.0
	LTEimp-Vocoder

	SP-100785
	26.234
	0187
	1
	9.4.0
	Rel‑9
	Minor Bugfixes and Clarifications for Adaptive HTTP Streaming
	approved
	F
	9.5.0
	PMA-MBS_Ext

	SP-100783
	26.267
	0010
	-
	8.4.0
	Rel‑8
	Correction of synchronization procedures in the eCall in-band modem
	approved
	F
	8.5.0
	eCall_Phase2

	SP-100783
	26.267
	0011
	1
	9.1.0
	Rel‑9
	Correction of synchronization procedures in the eCall in-band modem
	approved
	A
	9.2.0
	eCall_Phase2

	SP-100783
	26.267
	0012
	1
	8.4.0
	Rel‑8
	State machine corrections in the eCall in-band modem
	approved
	F
	8.5.0
	eCall_Phase2

	SP-100783
	26.267
	0013
	1
	9.1.0
	Rel‑9
	State machine corrections in the eCall in-band modem
	approved
	A
	9.2.0
	eCall_Phase2

	SP-100783
	26.268
	0021
	-
	8.4.0
	Rel‑8
	Correction of synchronization procedures in the eCall in-band modem
	approved
	F
	8.5.0
	eCall_Phase2

	SP-100783
	26.268
	0022
	1
	9.2.0
	Rel‑9
	Correction of synchronization procedures in the eCall in-band modem
	approved
	A
	9.3.0
	eCall_Phase2

	SP-100783
	26.268
	0023
	-
	8.4.0
	Rel‑8
	State machine corrections in the eCall in-band modem
	approved
	F
	8.5.0
	eCall_Phase2

	SP-100783
	26.268
	0024
	1
	9.2.0
	Rel‑9
	State machine corrections in the eCall in-band modem
	approved
	A
	9.3.0
	eCall_Phase2

	SP-100783
	26.268
	0025
	-
	8.4.0
	Rel‑8
	Correction of the inversion detector
	approved
	F
	8.5.0
	eCall_Phase2

	SP-100783
	26.268
	0026
	1
	9.2.0
	Rel‑9
	Correction of the inversion detector
	approved
	A
	9.3.0
	eCall_Phase2

	SP-100783
	26.269
	0006
	-
	8.2.0
	Rel‑8
	Correction of eCall conformance test sequences
	revised
	F
	
	eCall_Phase2

	SP-100783
	26.269
	0006
	1
	8.2.0
	Rel‑8
	Correction of eCall conformance test sequences
	approved
	F
	8.3.0
	eCall_Phase2

	SP-100783
	26.269
	0007
	1
	9.1.0
	Rel‑9
	Correction of eCall conformance test sequences
	revised
	A
	
	eCall_Phase2

	SP-100783
	26.269
	0007
	2
	9.1.0
	Rel‑9
	Correction of eCall conformance test sequences
	approved
	A
	9.2.0
	eCall_Phase2


19 CRs (17 approved)

E.5
CRs under SA WG5 responsibility

	CRs from SA WG5

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-100833
	32.111-2
	0063
	2
	9.1.0
	Rel‑10
	Add alarmChangedTime to the output parameters of getAlarmList operation.
	approved
	C
	10.0.0
	OAM10

	SP-100746
	32.111-2
	0063
	2
	9.1.0
	Rel‑10
	Add alarmChangedTime to the output parameters of getAlarmList operation.
	reissued
	C
	
	OAM10

	SP-100828
	32.111-2
	0063
	2
	9.1.0
	Rel‑10
	Add alarmChangedTime to the output parameters of getAlarmList operation.
	revised
	C
	
	OAM10

	SP-100828
	32.111-6
	0002
	1
	10.0.0
	Rel‑10
	Add alarmChangedTime parameter to the definition of a Structured Event of AlarmInformationSeq - Align with 32.111-2 IS
	revised
	C
	
	OAM10

	SP-100746
	32.111-6
	0002
	2
	10.1.0
	Rel‑10
	Add alarmChangedTime parameter to the definition of a Structured Event of AlarmInformationSeq - Align with 32.111-2 IS
	revised
	C
	
	OAM10

	SP-100833
	32.111-6
	0002
	3
	10.1.0
	Rel‑10
	Add alarmChangedTime parameter to the definition of a Structured Event of AlarmInformationSeq - Align with 32.111-2 IS
	approved
	C
	10.2.0
	OAM10

	SP-100791
	32.172
	0024
	1
	9.2.0
	Rel‑9
	Correct misalignment and fault introduced by CR#0020 SP-47 SP-100035/S5-100983
	approved
	F
	9.3.0
	OAM9-SuM

	SP-100755
	32.172
	0025
	-
	10.0.0
	Rel‑10
	Correcting errors from release 9.X.0 and undoing error introduced by 32172_CR0022_(Rel‑10)_S5-102471
	approved
	F
	10.1.0
	OAM10-SuM

	SP-100791
	32.175
	0012
	1
	9.2.0
	Rel‑9
	Correct misalignment and fault introduced by CR#0020 SP-47 SP-100035/S5-100983 - Align with 32.172
	approved
	F
	9.3.0
	OAM9-SuM

	SP-100828
	32.176
	0004
	-
	10.1.0
	Rel‑10
	Correcting the IOC PSSubscribedService name in XML definition - Align with 32.172 IS
	revised
	F
	
	OAM10

	SP-100833
	32.176
	0004
	-
	10.1.0
	Rel‑10
	Correcting the IOC PSSubscribedService name in XML definition - Align with 32.172 IS
	approved
	F
	10.2.0
	OAM10

	SP-100746
	32.176
	0004
	-
	10.1.0
	Rel‑10
	Correcting the IOC PSSubscribedService name in XML definition - Align with 32.172 IS
	reissued
	F
	
	OAM10

	SP-100755
	32.176
	0006
	-
	10.1.0
	Rel‑10
	Correcting faults in schema definition
	approved
	F
	10.2.0
	OAM10-SuM

	SP-100755
	32.176
	0007
	-
	10.1.0
	Rel‑10
	Add the missing MobileUserData attribute in SuMSubscriberProfile - Align with 32.172 SuM NRM IS
	approved
	F
	10.2.0
	OAM10-SuM

	SP-100761
	32.240
	0026
	2
	9.1.0
	Rel‑10
	Clarification on Rc reference point - Align with TS 32.296
	approved
	F
	10.0.0
	CH-Rc

	SP-100759
	32.251
	0153
	2
	10.2.0
	Rel‑10
	Clarifications on Charging Characteristics
	approved
	F
	10.3.0
	CH10

	SP-100760
	32.251
	0154
	2
	10.2.0
	Rel‑10
	Adding PGW Charging description for Non-3GPP access via GTP based ePDG/S2b - Align with TS 23.402
	approved
	B
	10.3.0
	IFOM

	SP-100760
	32.251
	0155
	2
	10.2.0
	Rel‑10
	Adding IP Flow Mobility (IFOM) Charging principle description - Align with SA2 TS 23.261
	approved
	B
	10.3.0
	IFOM

	SP-100763
	32.252
	0006
	2
	9.0.0
	Rel‑10
	Add Packet Data Gateway (PDG) charging when re-using GGSN functionality - Align with SA2 TS 23.234
	approved
	B
	10.0.0
	eIWLAN_Mob

	SP-100759
	32.260
	0108
	1
	10.1.0
	Rel‑10
	Replace the Authorized-QoS AVP name with Authorised-QoS AVP
	approved
	F
	10.2.0
	CH10

	SP-100758
	32.260
	0109
	2
	9.5.0
	Rel‑9
	Add missing timestamp granularity
	approved
	F
	9.6.0
	CH9

	SP-100758
	32.260
	0110
	2
	10.1.0
	Rel‑10
	Add missing timestamp granularity
	approved
	A
	10.2.0
	CH9

	SP-100759
	32.260
	0111
	2
	10.1.0
	Rel‑10
	"Replace the non-existing ""MRCF"" by ""MRFC"" (Media Resource Function Controller) in Figure 4.3: IMS online charging Architecture"
	approved
	F
	10.2.0
	CH10

	SP-100757
	32.260
	0112
	-
	8.11.0
	Rel‑8
	Correction of Operation Interval in the Charging Data Request and Response messages - Align with IETF RFC 3588
	approved
	F
	8.12.0
	CH8

	SP-100757
	32.260
	0113
	-
	9.5.0
	Rel‑9
	Correction of Operation Interval in the Charging Data Request and Response messages - Align with IETF RFC 3588
	approved
	A
	9.6.0
	CH8

	SP-100757
	32.260
	0114
	-
	10.1.0
	Rel‑10
	Correction of Operation Interval in the Charging Data Request and Response messages - Align with IETF RFC 3588
	approved
	A
	10.2.0
	CH8

	SP-100759
	32.271
	0006
	2
	9.0.0
	Rel‑10
	"Change the Title of Clause 6.1.1 to ""Rf message contents"""
	approved
	F
	10.0.0
	CH10

	SP-100762
	32.275
	0038
	2
	9.4.0
	Rel‑9
	Correction of Communication session Barring (CB) to support MMTel Information in MMTel Offline Charging
	approved
	F
	9.5.0
	eMMTel-SS-CH

	SP-100758
	32.275
	0039
	2
	9.4.0
	Rel‑9
	Correction of Communication Waiting (CW) Charging Flow
	approved
	F
	9.5.0
	CH9

	SP-100758
	32.280
	0012
	1
	10.1.0
	Rel‑10
	Correction of AoC Cost Information
	approved
	A
	10.2.0
	CH9

	SP-100758
	32.280
	0013
	-
	9.2.0
	Rel‑9
	Correction of Reason-Code in the AoC Tariff Information - Align with 32.299
	approved
	F
	9.3.0
	CH9

	SP-100758
	32.280
	0014
	1
	10.1.0
	Rel‑10
	Correction of Reason-Code in the AoC Tariff Information - Align with 32.299
	approved
	A
	10.2.0
	CH9

	SP-100758
	32.280
	0015
	1
	9.2.0
	Rel‑9
	Correction of AoC Cost Information
	approved
	F
	9.3.0
	CH9

	SP-100758
	32.296
	0013
	2
	9.1.0
	Rel‑9
	Correction of price and tariff request scenarios
	approved
	F
	9.2.0
	CH9

	SP-100758
	32.296
	0014
	2
	10.1.0
	Rel‑10
	Correction of price and tariff request scenarios
	approved
	A
	10.2.0
	CH9

	SP-100761
	32.296
	0015
	2
	10.1.0
	Rel‑10
	Completion of informative Annex on Rc Reference Point Operator Guidance
	approved
	F
	10.2.0
	CH-Rc

	SP-100754
	32.298
	0160
	2
	9.5.0
	Rel‑9
	Add the missing RecordType for GWMBMSRecord
	approved
	F
	9.6.0
	MBMS_EPS

	SP-100754
	32.298
	0161
	2
	10.2.0
	Rel‑10
	Add the missing RecordType for GWMBMSRecord
	approved
	A
	10.3.0
	MBMS_EPS

	SP-100757
	32.298
	0162
	-
	8.9.0
	Rel‑8
	Add missing Charging Data Record (CDR) tag for MMTelRecord
	approved
	F
	8.10.0
	CH8

	SP-100757
	32.298
	0163
	2
	9.5.0
	Rel‑9
	Add missing Charging Data Record (CDR) tag for MMTelRecord
	approved
	A
	9.6.0
	CH8

	SP-100757
	32.298
	0164
	2
	10.2.0
	Rel‑10
	Add missing Charging Data Record (CDR) tag for MMTelRecord
	approved
	A
	10.3.0
	CH8

	SP-100758
	32.298
	0165
	2
	9.5.0
	Rel‑9
	Add missing timestamp granularity
	approved
	F
	9.6.0
	CH9

	SP-100758
	32.298
	0166
	2
	10.2.0
	Rel‑10
	Add missing timestamp granularity
	approved
	A
	10.3.0
	CH9

	SP-100758
	32.298
	0169
	1
	9.5.0
	Rel‑9
	Correction of Data Volume Uplink & Downlink in the "List of Service Data" parameter
	approved
	F
	9.6.0
	CH9

	SP-100758
	32.298
	0170
	-
	10.2.0
	Rel‑10
	Correction of Data Volume Uplink & Downlink in the "List of Service Data" parameter
	approved
	A
	10.3.0
	CH9

	SP-100758
	32.299
	0322
	-
	9.5.0
	Rel‑9
	Correction of Trigger-Type AVP
	approved
	F
	9.6.0
	CH9

	SP-100758
	32.299
	0324
	2
	9.5.0
	Rel‑9
	"Add missing LCS-Format-Indicator AVP value for ""SIP_URL"""
	approved
	F
	9.6.0
	CH9

	SP-100759
	32.299
	0325
	2
	9.5.0
	Rel‑10
	Replace the Authorized-QoS AVP name with Authorised-QoS AVP
	approved
	F
	10.0.0
	CH10

	SP-100756
	32.299
	0326
	-
	7.8.0
	Rel‑7
	Correction of Inter-Operator-Identifier AVP - Align with TS 32.260
	approved
	F
	7.9.0
	CH7

	SP-100756
	32.299
	0327
	-
	8.12.0
	Rel‑8
	Correction of Inter-Operator-Identifier AVP - Align with TS 32.260
	approved
	A
	8.13.0
	CH7

	SP-100756
	32.299
	0328
	-
	9.5.0
	Rel‑9
	Correction of Inter-Operator-Identifier AVP - Align with TS 32.260
	approved
	A
	9.6.0
	CH7

	SP-100833
	32.326
	0001
	1
	10.0.0
	Rel‑10
	Correcting the definition of parameter MORT in XML schema - Align with 32.322 IS
	approved
	F
	10.1.0
	OAM10

	SP-100828
	32.326
	0001
	1
	10.0.0
	Rel‑10
	Correcting the definition of parameter MORT in XML schema - Align with 32.322 IS
	revised
	F
	
	OAM10

	SP-100746
	32.326
	0001
	1
	10.0.0
	Rel‑10
	Correcting the definition of parameter MORT in XML schema - Align with 32.322 IS
	reissued
	F
	
	OAM10

	SP-100833
	32.376
	0001
	-
	10.0.0
	Rel‑10
	Correcting IDL syntax errors
	approved
	F
	10.1.0
	OAM10

	SP-100828
	32.376
	0001
	-
	10.0.0
	Rel‑10
	Correcting IDL syntax errors
	revised
	F
	
	OAM10

	SP-100746
	32.376
	0001
	-
	10.0.0
	Rel‑10
	Correcting IDL syntax errors
	reissued
	F
	
	OAM10

	SP-100831
	32.393
	0003
	-
	8.0.0
	Rel‑8
	Correcting IDL syntax errors
	approved
	F
	8.1.0
	OAM8

	SP-100744
	32.393
	0003
	-
	8.0.0
	Rel‑8
	Correcting IDL syntax errors
	reissued
	F
	
	OAM8

	SP-100831
	32.393
	0004
	-
	9.0.0
	Rel‑9
	Correcting IDL syntax errors
	approved
	A
	9.1.0
	OAM8

	SP-100744
	32.393
	0004
	-
	9.0.0
	Rel‑9
	Correcting IDL syntax errors
	reissued
	A
	
	OAM8

	SP-100831
	32.396
	0001
	1
	10.0.0
	Rel‑10
	Correcting IDL syntax errors
	approved
	F
	10.1.0
	OAM8

	SP-100744
	32.396
	0001
	1
	10.0.0
	Rel‑10
	Correcting IDL syntax errors
	reissued
	F
	
	OAM8

	SP-100833
	32.409
	0021
	-
	10.1.0
	Rel‑10
	Adding Gateway Control session establishment related measurements
	approved
	B
	10.2.0
	OAM10

	SP-100828
	32.409
	0021
	-
	10.1.0
	Rel‑10
	Adding Gateway Control session establishment related measurements
	revised
	B
	
	OAM10

	SP-100746
	32.409
	0021
	-
	10.1.0
	Rel‑10
	Adding Gateway Control session establishment related measurements
	reissued
	B
	
	OAM10

	SP-100752
	32.409
	0025
	2
	10.1.0
	Rel‑10
	Adding mean number of simultaneous online and answered sessions
	approved
	B
	10.2.0
	OAM-PM-KPI_IMS

	SP-100746
	32.421
	0026
	1
	10.0.0
	Rel‑10
	Add requirements for trace data of S13, S13' interfaces
	reissued
	C
	
	OAM10

	SP-100833
	32.421
	0026
	1
	10.0.0
	Rel‑10
	Add requirements for trace data of S13, S13Æ interfaces
	approved
	C
	10.1.0
	OAM10

	SP-100828
	32.421
	0026
	1
	10.0.0
	Rel‑10
	Add requirements for trace data of S13, S13' interfaces
	revised
	C
	
	OAM10

	SP-100833
	32.421
	0027
	1
	10.0.0
	Rel‑10
	Correcting the Identification of IMS Subscriber Tracing - Align with 32.422
	approved
	F
	10.1.0
	OAM10

	SP-100828
	32.421
	0027
	1
	10.0.0
	Rel‑10
	Correcting the Identification of IMS Subscriber Tracing - Align with 32.422
	revised
	F
	
	OAM10

	SP-100746
	32.421
	0027
	1
	10.0.0
	Rel‑10
	Correcting the Identification of IMS Subscriber Tracing - Align with 32.422
	reissued
	F
	
	OAM10

	SP-100746
	32.422
	0074
	3
	10.1.0
	Rel‑10
	Add interfaces S13 (MME trace) and S13' (SGSN trace) - Align with 32.421
	reissued
	C
	
	OAM10

	SP-100833
	32.422
	0074
	3
	10.1.0
	Rel‑10
	Add interfaces S13 (MME trace) and S13' (SGSN trace) - Align with 32.421
	approved
	C
	10.2.0
	OAM10

	SP-100828
	32.422
	0074
	3
	10.1.0
	Rel‑10
	Add interfaces S13 (MME trace) and S13' (SGSN trace) - Align with 32.421
	revised
	C
	
	OAM10

	SP-100831
	32.422
	0075
	-
	8.6.0
	Rel‑8
	Add missing interfaces S3, S4 and S6d in the interface table of SGSN
	approved
	F
	8.7.0
	OAM8

	SP-100744
	32.422
	0075
	-
	8.6.0
	Rel‑8
	Add missing interfaces S3, S4 and S6d in the interface table of SGSN
	reissued
	F
	
	OAM8

	SP-100831
	32.422
	0076
	-
	9.2.1
	Rel‑9
	Add missing interfaces S3, S4 and S6d in the interface table of SGSN
	approved
	A
	9.3.0
	OAM8

	SP-100744
	32.422
	0076
	-
	9.2.1
	Rel‑9
	Add missing interfaces S3, S4 and S6d in the interface table of SGSN
	reissued
	A
	
	OAM8

	SP-100831
	32.422
	0077
	-
	10.1.0
	Rel‑10
	Add missing interfaces S3, S4 and S6d in the interface table of SGSN
	approved
	A
	10.2.0
	OAM8

	SP-100744
	32.422
	0077
	-
	10.1.0
	Rel‑10
	Add missing interfaces S3, S4 and S6d in the interface table of SGSN
	reissued
	A
	
	OAM8

	SP-100745
	32.422
	0078
	-
	9.2.1
	Rel‑9
	Refine Trace conflict resolution to restrict no parallel TRSRs under one TR
	revised
	F
	
	OAM9

	SP-100858
	32.422
	0078
	-
	9.2.1
	Rel‑9
	Refine Trace conflict resolution to restrict no parallel TRSRs under one TR
	approved
	F
	9.3.0
	OAM9

	SP-100745
	32.422
	0079
	-
	10.1.0
	Rel‑10
	Refine Trace conflict resolution to restrict no parallel TRSRs under one TR
	revised
	A
	
	OAM9

	SP-100858
	32.422
	0079
	-
	10.1.0
	Rel‑10
	Refine Trace conflict resolution to restrict no parallel TRSRs under one TR
	approved
	A
	10.2.0
	OAM9

	SP-100753
	32.422
	0080
	1
	10.1.0
	Rel‑10
	Adding the procedures for managing Minimization of Drive Tests (MDT) functionality
	approved
	B
	10.2.0
	OAM-PM-UE

	SP-100833
	32.423
	0040
	1
	10.0.0
	Rel‑10
	Add trace Record Content in MME trace and SGSN trace - Align with 32.421 and 32.422
	approved
	C
	10.1.0
	OAM10

	SP-100746
	32.423
	0040
	1
	10.0.0
	Rel‑10
	Add trace Record Content in MME trace and SGSN trace - Align with 32.421 and 32.422
	reissued
	C
	
	OAM10

	SP-100828
	32.423
	0040
	1
	10.0.0
	Rel‑10
	Add trace Record Content in MME trace and SGSN trace - Align with 32.421 and 32.422
	revised
	C
	
	OAM10

	SP-100745
	32.423
	0041
	-
	9.3.0
	Rel‑9
	Correcting the Trace Reference definition - Align with RAN3 TS 36.423, 36.413
	revised
	F
	
	OAM9

	SP-100858
	32.423
	0041
	-
	9.3.0
	Rel‑9
	Correcting the Trace Reference definition - Align with RAN3 TS 36.423, 36.413
	approved
	F
	9.4.0
	OAM9

	SP-100745
	32.423
	0042
	-
	10.0.0
	Rel‑10
	Correcting the Trace Reference definition - Align with RAN3 TS 36.423, 36.413
	revised
	A
	
	OAM9

	SP-100858
	32.423
	0042
	-
	10.0.0
	Rel‑10
	Correcting the Trace Reference definition - Align with RAN3 TS 36.423, 36.413
	approved
	A
	10.1.0
	OAM9

	SP-100746
	32.423
	0043
	-
	10.0.0
	Rel‑10
	Adding the S6a trace interface for HSS
	reissued
	B
	
	OAM10

	SP-100833
	32.423
	0043
	-
	10.0.0
	Rel‑10
	Adding the S6a trace interface for HSS
	approved
	B
	10.1.0
	OAM10

	SP-100828
	32.423
	0043
	-
	10.0.0
	Rel‑10
	Adding the S6a trace interface for HSS
	revised
	B
	
	OAM10

	SP-100746
	32.423
	0044
	-
	10.0.0
	Rel‑10
	Correcting the Identification of IMS Subscriber Tracing - Align with 32.421
	reissued
	F
	
	OAM10

	SP-100833
	32.423
	0044
	-
	10.0.0
	Rel‑10
	Correcting the Identification of IMS Subscriber Tracing - Align with 32.421
	approved
	F
	10.1.0
	OAM10

	SP-100828
	32.423
	0044
	-
	10.0.0
	Rel‑10
	Correcting the Identification of IMS Subscriber Tracing - Align with 32.421
	revised
	F
	
	OAM10

	SP-100744
	32.423
	0045
	-
	8.4.0
	Rel‑8
	Add missing interfaces S3, S4 and S6d trace record contents of SGSN - Align with 32.422
	reissued
	F
	
	OAM8

	SP-100831
	32.423
	0045
	-
	8.4.0
	Rel‑8
	Add missing interfaces S3, S4 and S6d trace record contents of SGSN - Align with 32.422
	approved
	F
	8.5.0
	OAM8

	SP-100831
	32.423
	0046
	-
	9.3.0
	Rel‑9
	Add missing interfaces S3, S4 and S6d trace record contents of SGSN - Align with 32.422
	approved
	A
	9.4.0
	OAM8

	SP-100744
	32.423
	0046
	-
	9.3.0
	Rel‑9
	Add missing interfaces S3, S4 and S6d trace record contents of SGSN - Align with 32.422
	reissued
	A
	
	OAM8

	SP-100744
	32.423
	0047
	-
	10.0.0
	Rel‑10
	Add missing interfaces S3, S4 and S6d trace record contents of SGSN - Align with 32.422
	reissued
	A
	
	OAM8

	SP-100831
	32.423
	0047
	-
	10.0.0
	Rel‑10
	Add missing interfaces S3, S4 and S6d trace record contents of SGSN - Align with 32.422
	approved
	A
	10.1.0
	OAM8

	SP-100831
	32.425
	0028
	-
	8.3.0
	Rel‑8
	Correcting L3 messages and cleanup
	approved
	F
	8.4.0
	OAM8

	SP-100744
	32.425
	0028
	-
	8.3.0
	Rel‑8
	Correcting L3 messages and cleanup
	reissued
	F
	
	OAM8

	SP-100878
	32.425
	0028
	1
	8.3.0
	Rel‑8
	Correcting L3 messages and cleanup
	approved
	F
	8.4.0
	OAM8

	SP-100744
	32.425
	0029
	-
	9.4.0
	Rel‑9
	Correcting L3 messages and cleanup
	reissued
	A
	
	OAM8

	SP-100831
	32.425
	0029
	-
	9.4.0
	Rel‑9
	Correcting L3 messages and cleanup
	approved
	A
	9.5.0
	OAM8

	SP-100878
	32.425
	0029
	1
	9.4.0
	Rel‑9
	Correcting L3 messages and cleanup
	approved
	A
	9.5.0
	OAM8

	SP-100744
	32.425
	0030
	-
	10.2.0
	Rel‑10
	Correcting L3 messages and cleanup
	reissued
	A
	
	OAM8

	SP-100831
	32.425
	0030
	-
	10.2.0
	Rel‑10
	Correcting L3 messages and cleanup
	approved
	A
	10.3.0
	OAM8

	SP-100878
	32.425
	0030
	1
	10.2.0
	Rel‑10
	Correcting L3 messages and cleanup
	approved
	A
	10.3.0
	OAM8

	SP-100833
	32.426
	0031
	1
	10.1.0
	Rel‑10
	Changing measurement object class SGWFunction to ServingGWFunction - Align with 32.752 EPC NRM definition
	approved
	F
	10.2.0
	OAM10

	SP-100828
	32.426
	0031
	1
	10.1.0
	Rel‑10
	Changing measurement object class SGWFunction to ServingGWFunction - Align with 32.752 EPC NRM definition
	revised
	F
	
	OAM10

	SP-100746
	32.426
	0031
	1
	10.1.0
	Rel‑10
	Changing measurement object class SGWFunction to ServingGWFunction - Align with 32.752 EPC NRM definition
	reissued
	F
	
	OAM10

	SP-100858
	32.426
	0032
	1
	9.2.0
	Rel‑9
	Changing the number of GTP data packets on the S5/S8 interface (without the GTP header)
	approved
	F
	9.3.0
	OAM9

	SP-100745
	32.426
	0032
	1
	9.2.0
	Rel‑9
	Changing the number of GTP data packets on the S5/S8 interface (without the GTP header)
	revised
	F
	
	OAM9

	SP-100745
	32.426
	0033
	1
	10.1.0
	Rel‑10
	Changing the number of GTP data packets on the S5/S8 interface (without the GTP header)
	revised
	A
	
	OAM9

	SP-100858
	32.426
	0033
	1
	10.1.0
	Rel‑10
	Changing the number of GTP data packets on the S5/S8 interface (without the GTP header)
	approved
	A
	10.2.0
	OAM9

	SP-100752
	32.426
	0035
	1
	10.1.0
	Rel‑10
	Modify trigger message of total successful EPS service request measurement
	approved
	F
	10.2.0
	OAM-PM-KPI_EPC

	SP-100752
	32.426
	0036
	2
	10.1.0
	Rel‑10
	Modify subcounters of EPS attach related measurements
	approved
	F
	10.2.0
	OAM-PM-KPI_EPC

	SP-100828
	32.442
	0003
	1
	9.0.1
	Rel‑10
	Correcting the Identification of IMS Subscriber Tracing - Align with 32.421
	revised
	F
	
	OAM10

	SP-100746
	32.442
	0003
	1
	9.0.1
	Rel‑10
	Correcting the Identification of IMS Subscriber Tracing - Align with 32.421
	reissued
	F
	
	OAM10

	SP-100833
	32.442
	0003
	1
	9.0.1
	Rel‑10
	Correcting the Identification of IMS Subscriber Tracing - Align with 32.421
	approved
	F
	10.0.0
	OAM10

	SP-100746
	32.446
	0001
	1
	10.0.0
	Rel‑10
	Correcting the Identification of IMS Subscriber Tracing - Align with 32.421 and 32.442
	reissued
	F
	
	OAM10

	SP-100828
	32.446
	0001
	1
	10.0.0
	Rel‑10
	Correcting the Identification of IMS Subscriber Tracing - Align with 32.421 and 32.442
	revised
	F
	
	OAM10

	SP-100833
	32.446
	0001
	1
	10.0.0
	Rel‑10
	Correcting the Identification of IMS Subscriber Tracing - Align with 32.421 and 32.442
	approved
	F
	10.1.0
	OAM10

	SP-100748
	32.521
	0003
	1
	10.0.0
	Rel‑10
	Add requirements for Capacity and Coverage Optimization (CCO)
	approved
	B
	10.1.0
	LTE-SON-OAM_SO

	SP-100833
	32.522
	0002
	3
	9.1.0
	Rel‑10
	Allow EM centralized architecture for Hand-over parameter optimization - Align with 32.500
	approved
	C
	10.0.0
	OAM10

	SP-100746
	32.522
	0002
	3
	9.1.0
	Rel‑10
	Allow EM centralized architecture for Hand-over parameter optimization - Align with 32.500
	reissued
	C
	
	OAM10

	SP-100828
	32.522
	0002
	3
	9.1.0
	Rel‑10
	Allow EM centralized architecture for Hand-over parameter optimization - Align with 32.500
	revised
	C
	
	OAM10

	SP-100858
	32.522
	0003
	1
	9.1.0
	Rel‑9
	Correcting the support qualifiers of SONControl attributes
	approved
	F
	9.2.0
	OAM9

	SP-100745
	32.522
	0003
	1
	9.1.0
	Rel‑9
	Correcting the support qualifiers of SONControl attributes
	revised
	F
	
	OAM9

	SP-100751
	32.522
	0004
	2
	9.1.0
	Rel‑10
	Adding NRM for Energy Saving Management policies and ESM switch
	revised
	B
	
	OAM-ES

	SP-100866
	32.522
	0004
	3
	9.1.0
	Rel‑10
	Adding NRM for Energy Saving Management policies and ESM switch
	approved
	B
	10.0.0
	OAM-ES

	SP-100749
	32.522
	0005
	-
	9.1.0
	Rel‑9
	Disambiguate and correct the description of SON Targets hierarchy
	approved
	F
	9.2.0
	LTE_SON-OAM

	SP-100858
	32.523
	0002
	1
	9.1.0
	Rel‑9
	Correcting the support qualifiers of SONControl attributes - Align with 32.522 IS
	approved
	F
	9.2.0
	OAM9

	SP-100745
	32.523
	0002
	1
	9.1.0
	Rel‑9
	Correcting the support qualifiers of SONControl attributes - Align with 32.522 IS
	revised
	F
	
	OAM9

	SP-100831
	32.531
	0012
	-
	8.1.0
	Rel‑8
	Add missing requirement to indicate availability of new SW
	approved
	F
	8.2.0
	OAM8

	SP-100744
	32.531
	0012
	-
	8.1.0
	Rel‑8
	Add missing requirement to indicate availability of new SW
	reissued
	F
	
	OAM8

	SP-100744
	32.531
	0013
	-
	9.3.0
	Rel‑9
	Add missing requirement to indicate availability of new SW
	reissued
	A
	
	OAM8

	SP-100831
	32.531
	0013
	-
	9.3.0
	Rel‑9
	Add missing requirement to indicate availability of new SW
	approved
	A
	9.4.0
	OAM8

	SP-100744
	32.531
	0014
	-
	10.0.0
	Rel‑10
	Add missing requirement to indicate availability of new SW
	reissued
	A
	
	OAM8

	SP-100831
	32.531
	0014
	-
	10.0.0
	Rel‑10
	Add missing requirement to indicate availability of new SW
	approved
	A
	10.1.0
	OAM8

	SP-100833
	32.532
	0024
	2
	10.0.0
	Rel‑10
	Modify the input parameters of notifyActivateNESwStatusChanged
	approved
	B
	10.1.0
	OAM10

	SP-100746
	32.532
	0024
	2
	10.0.0
	Rel‑10
	Modify the input parameters of notifyActivateNESwStatusChanged
	reissued
	B
	
	OAM10

	SP-100828
	32.532
	0024
	2
	10.0.0
	Rel‑10
	Modify the input parameters of notifyActivateNESwStatusChanged
	revised
	B
	
	OAM10

	SP-100833
	32.532
	0027
	1
	10.0.0
	Rel‑10
	Add NE health check step in automatic software management - Align with NGMN
	approved
	B
	10.1.0
	OAM10

	SP-100746
	32.532
	0027
	1
	10.0.0
	Rel‑10
	Add NE health check step in automatic software management - Align with NGMN
	reissued
	B
	
	OAM10

	SP-100828
	32.532
	0027
	1
	10.0.0
	Rel‑10
	Add NE health check step in automatic software management - Align with NGMN
	revised
	B
	
	OAM10

	SP-100846
	32.532
	0028
	1
	8.1.0
	Rel‑8
	Correcting requirements traceability and presence qualifier of notifyNewSwAvailability
	reissued
	F
	
	OAM8

	SP-100831
	32.532
	0028
	1
	8.1.0
	Rel‑8
	Correcting requirements traceability and presence qualifier of notifyNewSwAvailability
	revised
	F
	
	OAM8

	SP-100744
	32.532
	0028
	1
	8.1.0
	Rel‑8
	Correcting requirements traceability and presence qualifier of notifyNewSwAvailability
	reissued
	F
	
	OAM8

	SP-100846
	32.532
	0029
	1
	9.3.0
	Rel‑9
	Correcting requirements traceability and presence qualifier of notifyNewSwAvailability
	reissued
	A
	
	OAM8

	SP-100831
	32.532
	0029
	1
	9.3.0
	Rel‑9
	Correcting requirements traceability and presence qualifier of notifyNewSwAvailability
	revised
	A
	
	OAM8

	SP-100744
	32.532
	0029
	1
	9.3.0
	Rel‑9
	Correcting requirements traceability and presence qualifier of notifyNewSwAvailability
	reissued
	A
	
	OAM8

	SP-100744
	32.532
	0030
	1
	10.0.0
	Rel‑10
	Correcting requirements traceability and presence qualifier of notifyNewSwAvailability
	reissued
	A
	
	OAM8

	SP-100846
	32.532
	0030
	1
	10.0.0
	Rel‑10
	Correcting requirements traceability and presence qualifier of notifyNewSwAvailability
	reissued
	A
	
	OAM8

	SP-100831
	32.532
	0030
	1
	10.0.0
	Rel‑10
	Correcting requirements traceability and presence qualifier of notifyNewSwAvailability
	revised
	A
	
	OAM8

	SP-100744
	32.533
	0016
	-
	8.2.0
	Rel‑8
	Align support qualifier of notifyNewSwAvailability with 32.532
	reissued
	F
	
	OAM8

	SP-100831
	32.533
	0016
	-
	8.2.0
	Rel‑8
	Align support qualifier of notifyNewSwAvailability with 32.532
	approved
	F
	8.3.0
	OAM8

	SP-100744
	32.533
	0017
	-
	9.4.0
	Rel‑9
	Align support qualifier of notifyNewSwAvailability with 32.532
	reissued
	A
	
	OAM8

	SP-100831
	32.533
	0017
	-
	9.4.0
	Rel‑9
	Align support qualifier of notifyNewSwAvailability with 32.532
	approved
	A
	9.5.0
	OAM8

	SP-100828
	32.536
	0002
	1
	10.0.0
	Rel‑10
	Modify the input parameters of notifyActivateNESwStatusChanged - Align with 32.532 IS
	revised
	B
	
	OAM10

	SP-100746
	32.536
	0002
	1
	10.0.0
	Rel‑10
	Modify the input parameters of notifyActivateNESwStatusChanged - Align with 32.532 IS
	reissued
	B
	
	OAM10

	SP-100833
	32.536
	0002
	1
	10.0.0
	Rel‑10
	Modify the input parameters of notifyActivateNESwStatusChanged - Align with 32.532 IS
	approved
	B
	10.1.0
	OAM10

	SP-100746
	32.536
	0003
	1
	10.0.0
	Rel‑10
	Add NE health check step in automatic software management - Align with 32.532 IS
	reissued
	B
	
	OAM10

	SP-100833
	32.536
	0003
	1
	10.0.0
	Rel‑10
	Add NE health check step in automatic software management - Align with 32.532 IS
	approved
	B
	10.1.0
	OAM10

	SP-100828
	32.536
	0003
	1
	10.0.0
	Rel‑10
	Add NE health check step in automatic software management - Align with 32.532 IS
	revised
	B
	
	OAM10

	SP-100831
	32.536
	0004
	-
	10.0.0
	Rel‑10
	Align support qualifier of notifyNewSwAvailability with 32.532
	approved
	F
	10.1.0
	OAM8

	SP-100744
	32.536
	0004
	-
	10.0.0
	Rel‑10
	Align support qualifier of notifyNewSwAvailability with 32.532
	reissued
	F
	
	OAM8

	SP-100744
	32.537
	0002
	-
	9.0.0
	Rel‑9
	Align support qualifier of notifyNewSwAvailability with 32.532
	reissued
	F
	
	OAM8

	SP-100831
	32.537
	0002
	-
	9.0.0
	Rel‑9
	Align support qualifier of notifyNewSwAvailability with 32.532
	approved
	F
	9.1.0
	OAM8

	SP-100747
	32.582
	0004
	-
	9.1.0
	Rel‑9
	Adding Service Area For Broadcast parameter - Align with RAN3 TS 25.469
	approved
	F
	9.2.0
	HNB_eHNB-OAM_Type1

	SP-100747
	32.582
	0005
	-
	10.0.0
	Rel‑10
	Adding Service Area For Broadcast parameter - Align with RAN3 TS 25.469
	approved
	A
	10.1.0
	HNB_eHNB-OAM_Type1

	SP-100747
	32.592
	0004
	1
	9.0.0
	Rel‑9
	Correct errors in spec references, table number references, valid values
	approved
	F
	9.1.0
	HNB_eHNB-OAM_Type1

	SP-100747
	32.592
	0005
	1
	10.1.0
	Rel‑10
	Correct errors in spec references, table number references, valid values
	approved
	A
	10.2.0
	HNB_eHNB-OAM_Type1

	SP-100747
	32.592
	0006
	-
	9.0.0
	Rel‑9
	Adding Emergency Area ID parameter - Align with RAN3 TS 36.413
	approved
	F
	9.1.0
	HNB_eHNB-OAM_Type1

	SP-100747
	32.592
	0007
	-
	10.1.0
	Rel‑10
	Adding Emergency Area ID parameter - Align with RAN3 TS 36.413
	approved
	A
	10.2.0
	HNB_eHNB-OAM_Type1

	SP-100828
	32.592
	0008
	-
	10.1.0
	Rel‑10
	Adding RSSI parameter to HeNB configuration parameters
	revised
	B
	
	OAM10

	SP-100833
	32.592
	0008
	-
	10.1.0
	Rel‑10
	Adding RSSI parameter to HeNB configuration parameters
	approved
	B
	10.2.0
	OAM10

	SP-100746
	32.592
	0008
	-
	10.1.0
	Rel‑10
	Adding RSSI parameter to HeNB configuration parameters
	reissued
	B
	
	OAM10

	SP-100745
	32.612
	0027
	2
	9.0.0
	Rel‑9
	Clarify the scope of Bulk Configuration Management (CM)
	revised
	F
	
	OAM9

	SP-100858
	32.612
	0027
	2
	9.0.0
	Rel‑9
	Clarify the scope of Bulk Configuration Management (CM)
	approved
	F
	9.1.0
	OAM9

	SP-100745
	32.613
	0018
	-
	9.0.0
	Rel‑9
	Correcting the Bulk CM IRP CORBA SS - Align with 32.612 IS
	revised
	F
	
	OAM9

	SP-100858
	32.613
	0018
	-
	9.0.0
	Rel‑9
	Correcting the Bulk CM IRP CORBA SS - Align with 32.612 IS
	approved
	F
	9.1.0
	OAM9

	SP-100858
	32.615
	0034
	1
	9.1.0
	Rel‑9
	Correcting the Bulk CM IRP XML schema - Align with 32.612 IS
	approved
	F
	9.2.0
	OAM9

	SP-100745
	32.615
	0034
	1
	9.1.0
	Rel‑9
	Correcting the Bulk CM IRP XML schema - Align with 32.612 IS
	revised
	F
	
	OAM9

	SP-100833
	32.616
	0001
	-
	10.0.0
	Rel‑10
	Correcting Bulk CM IRP SS - Align with 32.612 IS
	approved
	F
	10.1.0
	OAM10

	SP-100828
	32.616
	0001
	-
	10.0.0
	Rel‑10
	Correcting Bulk CM IRP SS - Align with 32.612 IS
	revised
	F
	
	OAM10

	SP-100746
	32.616
	0001
	-
	10.0.0
	Rel‑10
	Correcting Bulk CM IRP SS - Align with 32.612 IS
	reissued
	F
	
	OAM10

	SP-100746
	32.636
	0004
	1
	10.1.0
	Rel‑10
	Correcting XML schema of Core network resources - Align with 32.632 IS
	reissued
	F
	
	OAM10

	SP-100828
	32.636
	0004
	1
	10.1.0
	Rel‑10
	Correcting XML schema of Core network resources - Align with 32.632 IS
	revised
	F
	
	OAM10

	SP-100833
	32.636
	0004
	1
	10.1.0
	Rel‑10
	Correcting XML schema of Core network resources - Align with 32.632 IS
	approved
	F
	10.2.0
	OAM10

	SP-100744
	32.642
	0056
	-
	8.2.0
	Rel‑8
	Correcting the inconsistent support qualifier of userLabel
	revised
	F
	
	OAM8

	SP-100831
	32.642
	0056
	1
	8.3.0
	Rel‑8
	Correcting the inconsistent support qualifier of userLabel
	revised
	F
	
	OAM8

	SP-100878
	32.642
	0056
	2
	8.3.0
	Rel‑8
	Correcting the inconsistent support qualifier of userLabel
	approved
	F
	8.4.0
	OAM8

	SP-100846
	32.642
	0056
	2
	8.3.0
	Rel‑8
	Correcting the inconsistent support qualifier of userLabel
	reissued
	F
	
	OAM8

	SP-100744
	32.642
	0057
	-
	9.1.0
	Rel‑9
	Correcting the inconsistent support qualifier of userLabel
	reissued
	A
	
	OAM8

	SP-100831
	32.642
	0057
	-
	9.1.0
	Rel‑9
	Correcting the inconsistent support qualifier of userLabel
	approved
	A
	9.2.0
	OAM8

	SP-100744
	32.642
	0058
	-
	10.0.0
	Rel‑10
	Correcting the inconsistent support qualifier of userLabel
	reissued
	A
	
	OAM8

	SP-100831
	32.642
	0058
	-
	10.0.0
	Rel‑10
	Correcting the inconsistent support qualifier of userLabel
	approved
	A
	10.1.0
	OAM8

	SP-100828
	32.642
	0059
	1
	10.0.0
	Rel‑10
	Add the missing value range of maximumAllowedUlTxPower and referenceTimeDifferenceToCell - Align with RAN2 TS 25.331
	revised
	F
	
	OAM10

	SP-100833
	32.642
	0059
	1
	10.0.0
	Rel‑10
	Add the missing value range of maximumAllowedUlTxPower and referenceTimeDifferenceToCell - Align with RAN2 TS 25.331
	approved
	F
	10.1.0
	OAM10

	SP-100746
	32.642
	0059
	1
	10.0.0
	Rel‑10
	Add the missing value range of maximumAllowedUlTxPower and referenceTimeDifferenceToCell - Align with RAN2 TS 25.331
	reissued
	F
	
	OAM10

	SP-100750
	32.642
	0060
	1
	10.0.0
	Rel‑10
	Add siptoSupported attribute to RNCFunction
	approved
	B
	10.1.0
	LIPA_SIPTO

	SP-100828
	32.642
	0061
	2
	10.0.0
	Rel‑10
	Correcting the definition of AssociatedWith1
	revised
	F
	
	OAM10

	SP-100746
	32.642
	0061
	2
	10.0.0
	Rel‑10
	Correcting the definition of AssociatedWith1
	reissued
	F
	
	OAM10

	SP-100833
	32.642
	0061
	2
	10.0.0
	Rel‑10
	Correcting the definition of AssociatedWith1
	approved
	F
	10.1.0
	OAM10

	SP-100744
	32.643
	0037
	-
	8.0.0
	Rel‑8
	Correcting the inconsistent support qualifier of userLabel - Align with 32.642 IS
	reissued
	F
	
	OAM8

	SP-100831
	32.643
	0037
	-
	8.0.0
	Rel‑8
	Correcting the inconsistent support qualifier of userLabel - Align with 32.642 IS
	approved
	F
	8.1.0
	OAM8

	SP-100744
	32.643
	0038
	-
	9.0.0
	Rel‑9
	Correcting the inconsistent support qualifier of userLabel - Align with 32.642 IS
	reissued
	A
	
	OAM8

	SP-100831
	32.643
	0038
	-
	9.0.0
	Rel‑9
	Correcting the inconsistent support qualifier of userLabel - Align with 32.642 IS
	approved
	A
	9.1.0
	OAM8

	SP-100746
	32.646
	0003
	1
	10.0.0
	Rel‑10
	Add the missing value range of maximumAllowedUlTxPower and referenceTimeDifferenceToCell - Align with 32.642 IS
	reissued
	F
	
	OAM10

	SP-100828
	32.646
	0003
	1
	10.0.0
	Rel‑10
	Add the missing value range of maximumAllowedUlTxPower and referenceTimeDifferenceToCell - Align with 32.642 IS
	revised
	F
	
	OAM10

	SP-100833
	32.646
	0003
	2
	10.1.0
	Rel‑10
	Add the missing value range of maximumAllowedUlTxPower and referenceTimeDifferenceToCell - Align with 32.642 IS
	approved
	F
	10.2.0
	OAM10

	SP-100744
	32.646
	0004
	1
	10.0.0
	Rel‑10
	Correcting the inconsistent support qualifier of userLabel - Align with 32.642 IS
	reissued
	F
	
	OAM8

	SP-100831
	32.646
	0004
	2
	10.1.0
	Rel‑10
	Correcting the inconsistent support qualifier of userLabel - Align with 32.642 IS
	approved
	F
	10.2.0
	OAM8

	SP-100750
	32.646
	0007
	1
	10.1.0
	Rel‑10
	Add siptoSupported attribute to RNCFunction - Align with 32.642 IS
	approved
	B
	10.2.0
	LIPA_SIPTO

	SP-100746
	32.656
	0002
	1
	10.1.0
	Rel‑10
	Correcting XML schema of GERAN NRM - Align with 32.652 IS
	reissued
	F
	
	OAM10

	SP-100828
	32.656
	0002
	1
	10.1.0
	Rel‑10
	Correcting XML schema of GERAN NRM - Align with 32.652 IS
	revised
	F
	
	OAM10

	SP-100833
	32.656
	0002
	1
	10.1.0
	Rel‑10
	Correcting XML schema of GERAN NRM - Align with 32.652 IS
	approved
	F
	10.2.0
	OAM10

	SP-100833
	32.712
	0002
	-
	9.0.0
	Rel‑10
	Correcting the association between ATMChannelTerminationPoint and IubLink
	approved
	F
	10.0.0
	OAM10

	SP-100828
	32.712
	0002
	-
	9.0.0
	Rel‑10
	Correcting the association between ATMChannelTerminationPoint and IubLink
	revised
	F
	
	OAM10

	SP-100746
	32.712
	0002
	-
	9.0.0
	Rel‑10
	Correcting the association between ATMChannelTerminationPoint and IubLink
	reissued
	F
	
	OAM10

	SP-100833
	32.712
	0003
	-
	9.0.0
	Rel‑10
	Correcting the name of AssociatedWith1 - Align with 32.642
	approved
	F
	10.0.0
	OAM10

	SP-100828
	32.712
	0003
	-
	9.0.0
	Rel‑10
	Correcting the name of AssociatedWith1 - Align with 32.642
	revised
	F
	
	OAM10

	SP-100746
	32.712
	0003
	-
	9.0.0
	Rel‑10
	Correcting the name of AssociatedWith1 - Align with 32.642
	reissued
	F
	
	OAM10

	SP-100828
	32.716
	0002
	2
	10.1.0
	Rel‑10
	Correcting the attribute type and schema definition - Align with 32.712 IS
	revised
	F
	
	OAM10

	SP-100833
	32.716
	0002
	2
	10.1.0
	Rel‑10
	Correcting the attribute type and schema definition - Align with 32.712 IS
	approved
	F
	10.2.0
	OAM10

	SP-100746
	32.716
	0002
	2
	10.1.0
	Rel‑10
	Correcting the attribute type and schema definition - Align with 32.712 IS
	reissued
	F
	
	OAM10

	SP-100828
	32.726
	0001
	1
	10.0.0
	Rel‑10
	Correcting XML schema of Repeater network resources IRP - Align with 32.722 IS
	revised
	F
	
	OAM10

	SP-100746
	32.726
	0001
	1
	10.0.0
	Rel‑10
	Correcting XML schema of Repeater network resources IRP - Align with 32.722 IS
	reissued
	F
	
	OAM10

	SP-100833
	32.726
	0001
	1
	10.0.0
	Rel‑10
	Correcting XML schema of Repeater network resources IRP - Align with 32.722 IS
	approved
	F
	10.1.0
	OAM10

	SP-100745
	32.732
	0008
	5
	9.0.0
	Rel‑9
	Correcting CscfFunction definition of IMS NRM - Align with SA2 TS 23.002
	revised
	F
	
	OAM9

	SP-100858
	32.732
	0008
	6
	9.0.0
	Rel‑9
	Correcting CscfFunction definition of IMS NRM - Align with SA2 TS 23.002
	approved
	F
	9.1.0
	OAM9

	SP-100745
	32.733
	0005
	4
	9.0.0
	Rel‑9
	Correcting CscfFunction definition of IMS NRM - Align with TS 32.732 IS
	revised
	F
	
	OAM9

	SP-100858
	32.733
	0005
	5
	9.0.0
	Rel‑9
	Correcting CscfFunction definition of IMS NRM - Align with TS 32.732 IS
	revised
	F
	
	OAM9

	SP-100859
	32.733
	0005
	6
	9.0.0
	Rel‑9
	Correcting CscfFunction definition of IMS NRM - Align with TS 32.732 IS
	approved
	F
	9.1.0
	OAM9

	SP-100858
	32.735
	0010
	3
	9.0.0
	Rel‑9
	Correcting CscfFunction definition of IMS NRM - Align with TS 32.732 IS
	approved
	F
	9.1.0
	OAM9

	SP-100745
	32.735
	0010
	3
	9.0.0
	Rel‑9
	Correcting CscfFunction definition of IMS NRM - Align with TS 32.732 IS
	revised
	F
	
	OAM9

	SP-100746
	32.736
	0001
	1
	10.0.0
	Rel‑10
	Correcting XML schema of IMS Network Resource Model - Align with 32.622
	reissued
	F
	
	OAM10

	SP-100828
	32.736
	0001
	1
	10.0.0
	Rel‑10
	Correcting XML schema of IMS Network Resource Model - Align with 32.622
	revised
	F
	
	OAM10

	SP-100833
	32.736
	0001
	1
	10.0.0
	Rel‑10
	Correcting XML schema of IMS Network Resource Model - Align with 32.622
	approved
	F
	10.1.0
	OAM10

	SP-100745
	32.736
	0002
	4
	10.0.0
	Rel‑10
	Correcting CscfFunction definition of IMS NRM - Align with TS 32.732 IS
	revised
	F
	
	OAM9

	SP-100858
	32.736
	0002
	5
	10.0.0
	Rel‑10
	Correcting CscfFunction definition of IMS NRM - Align with TS 32.732 IS
	revised
	F
	
	OAM9

	SP-100859
	32.736
	0002
	6
	10.0.0
	Rel‑10
	Correcting CscfFunction definition of IMS NRM - Align with TS 32.732 IS
	approved
	F
	10.1.0
	OAM9

	SP-100746
	32.752
	0013
	-
	10.0.0
	Rel‑10
	Add missing inheritance relationship of Link_MBMSGW_ENB
	reissued
	F
	
	OAM10

	SP-100828
	32.752
	0013
	-
	10.0.0
	Rel‑10
	Add missing inheritance relationship of Link_MBMSGW_ENB
	revised
	F
	
	OAM10

	SP-100833
	32.752
	0013
	-
	10.0.0
	Rel‑10
	Add missing inheritance relationship of Link_MBMSGW_ENB
	approved
	F
	10.1.0
	OAM10

	SP-100828
	32.761
	0002
	-
	9.0.0
	Rel‑10
	Adding Relay and Donor eNodeB NRM Requirements - Align with RAN2 TS 36.300
	revised
	B
	
	OAM10

	SP-100833
	32.761
	0002
	-
	9.0.0
	Rel‑10
	Adding Relay and Donor eNodeB NRM Requirements - Align with RAN2 TS 36.300
	approved
	B
	10.0.0
	OAM10

	SP-100746
	32.761
	0002
	-
	9.0.0
	Rel‑10
	Adding Relay and Donor eNodeB NRM Requirements - Align with RAN2 TS 36.300
	reissued
	B
	
	OAM10

	SP-100828
	32.761
	0003
	-
	9.0.0
	Rel‑10
	Add requirement to restrict access to cells
	revised
	B
	
	OAM10

	SP-100746
	32.761
	0003
	-
	9.0.0
	Rel‑10
	Add requirement to restrict access to cells
	reissued
	B
	
	OAM10

	SP-100833
	32.761
	0003
	-
	9.0.0
	Rel‑10
	Add requirement to restrict access to cells
	approved
	B
	10.0.0
	OAM10

	SP-100746
	32.762
	0036
	-
	10.1.0
	Rel‑10
	Correcting pci and pciList attributes definition - Align with 32.500 SON architecture definition
	reissued
	F
	
	OAM10

	SP-100828
	32.762
	0036
	-
	10.1.0
	Rel‑10
	Correcting pci and pciList attributes definition - Align with 32.500 SON architecture definition
	revised
	F
	
	OAM10

	SP-100833
	32.762
	0036
	-
	10.1.0
	Rel‑10
	Correcting pci and pciList attributes definition - Align with 32.500 SON architecture definition
	approved
	F
	10.2.0
	OAM10

	SP-100751
	32.762
	0038
	-
	10.1.0
	Rel‑10
	Introduction of attributes to reflect the status of Energy Saving
	revised
	B
	
	OAM-ES

	SP-100866
	32.762
	0038
	1
	10.1.0
	Rel‑10
	Introduction of attributes to reflect the status of Energy Saving
	approved
	B
	10.2.0
	OAM-ES

	SP-100746
	32.762
	0041
	1
	10.1.0
	Rel‑10
	Adding Relay and Donor eNodeB NRM - Align with RAN2 TS 36.300
	reissued
	B
	
	OAM10

	SP-100833
	32.762
	0041
	1
	10.1.0
	Rel‑10
	Adding Relay and Donor eNodeB NRM - Align with RAN2 TS 36.300
	approved
	B
	10.2.0
	OAM10

	SP-100828
	32.762
	0041
	1
	10.1.0
	Rel‑10
	Adding Relay and Donor eNodeB NRM - Align with RAN2 TS 36.300
	revised
	B
	
	OAM10

	SP-100751
	32.762
	0042
	2
	10.1.0
	Rel‑10
	Adding IOC for energy saving properties
	approved
	B
	10.2.0
	OAM-ES

	SP-100828
	32.762
	0043
	-
	10.1.0
	Rel‑10
	Add an attribute to IOC EUtranGenericCell to set allowed access class per cell
	revised
	B
	
	OAM10

	SP-100746
	32.762
	0043
	-
	10.1.0
	Rel‑10
	Add an attribute to IOC EUtranGenericCell to set allowed access class per cell
	reissued
	B
	
	OAM10

	SP-100833
	32.762
	0043
	-
	10.1.0
	Rel‑10
	Add an attribute to IOC EUtranGenericCell to set allowed access class per cell
	approved
	B
	10.2.0
	OAM10

	SP-100751
	32.762
	0044
	-
	10.1.0
	Rel‑10
	"Adding NRM for ""candidate cells"" in Energy Saving Management (ESM)"
	approved
	B
	10.2.0
	OAM-ES

	SP-100833
	32.766
	0006
	1
	10.1.0
	Rel‑10
	Correcting the PLMNID definition of XML schema - Align with 23.003 and 32.762 IS
	approved
	F
	10.2.0
	OAM10

	SP-100746
	32.766
	0006
	1
	10.1.0
	Rel‑10
	Correcting the PLMNID definition of XML schema - Align with 23.003 and 32.762 IS
	reissued
	F
	
	OAM10

	SP-100828
	32.766
	0006
	1
	10.1.0
	Rel‑10
	Correcting the PLMNID definition of XML schema - Align with 23.003 and 32.762 IS
	revised
	F
	
	OAM10

	SP-100746
	32.766
	0007
	-
	10.1.0
	Rel‑10
	Adding Relay and Donor eNodeB NRM SS - Align with RAN2 TS 36.300
	revised
	B
	
	OAM10

	SP-100828
	32.766
	0007
	-
	10.1.0
	Rel‑10
	Add an attribute to SS EUtranGenericCell to set allowed access class per cell
	revised
	B
	
	OAM10

	SP-100833
	32.766
	0007
	1
	10.1.0
	Rel‑10
	Adding Relay and Donor eNodeB NRM SS - Align with RAN2 TS 36.300
	approved
	B
	10.2.0
	OAM10

	SP-100828
	32.766
	0008
	-
	10.1.0
	Rel‑10
	Adding Relay and Donor eNodeB NRM SS - Align with RAN2 TS 36.300
	revised
	B
	
	OAM10

	SP-100746
	32.766
	0008
	-
	10.1.0
	Rel‑10
	Add an attribute to SS EUtranGenericCell to set allowed access class per cell
	reissued
	B
	
	OAM10

	SP-100833
	32.766
	0008
	1
	10.1.0
	Rel‑10
	Add an attribute to SS EUtranGenericCell to set allowed access class per cell
	approved
	B
	10.2.0
	OAM10

	SP-100858
	32.775
	0001
	-
	9.0.0
	Rel‑9
	Correcting the HNS XML namespace prefix
	approved
	F
	9.1.0
	OAM9

	SP-100745
	32.775
	0001
	-
	9.0.0
	Rel‑9
	Correcting the HNS XML namespace prefix
	revised
	F
	
	OAM9

	SP-100746
	32.776
	0002
	1
	10.0.0
	Rel‑10
	Correcting XML schema of Home Node B Subsystem (HNS) Network Resource Model - Align with 32.772 IS
	reissued
	F
	
	OAM10

	SP-100833
	32.776
	0002
	1
	10.0.0
	Rel‑10
	Correcting XML schema of Home Node B Subsystem (HNS) Network Resource Model - Align with 32.772 IS
	approved
	F
	10.1.0
	OAM10

	SP-100828
	32.776
	0002
	1
	10.0.0
	Rel‑10
	Correcting XML schema of Home Node B Subsystem (HNS) Network Resource Model - Align with 32.772 IS
	revised
	F
	
	OAM10

	SP-100745
	32.785
	0001
	-
	9.0.0
	Rel‑9
	Correcting the HeNS XML namespace prefix
	revised
	F
	
	OAM9

	SP-100858
	32.785
	0001
	-
	9.0.0
	Rel‑9
	Correcting the HeNS XML namespace prefix
	approved
	F
	9.1.0
	OAM9


288 CRs (147 approved)

E.6
CRs under TSG SA responsibility to TSG SA#50

	CRs direct to TSG SA

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-100843
	21.202
	0008
	-
	9.0.0
	Rel‑9
	Clarification of scope to indicate use of complete set of TSs/TRs is not obligatory in all IMS implementations
	revised
	F
	
	TEI9

	SP-100871
	21.202
	0008
	1
	9.0.0
	Rel‑9
	Clarification of scope to indicate use of complete set of TSs/TRs is not obligatory in all IMS implementations
	approved
	F
	9.1.0
	TEI9


2 CRs (1 approved)

TSG SA

3GPP

3GPP

TSG SA


