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4.8.1
Architecture for Access Network Discovery Support Functions

The following architecture may be used for access network discovery and selection. The support and the use of these functions and interfaces are optional.
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Figure 4.8.1.1-1: Non-Roaming Architecture for Access Network Discovery Support Functions
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Figure 4.8.1.1-2: Roaming Architecture for Access Network Discovery Support Functions

The architecture is based on a new network element called Access Network Discovery and Selection Function (ANDSF). An ANDSF element located in the home PLMN of a UE is referred to as the Home-ANDSF (H‑ANDSF) for this UE, whereas an ANDSF element located in the visited PLMN of a UE is referred to as the Visited-ANDSF (V‑ANDSF) for this UE. Unless otherwise specified, the term ANDSF is used to refer to both an H‑ANDSF and a V‑ANDSF. Details about the ANDSF functionality and its interaction with the UE are provided in clause 4.8.2.1.

The ANDSF is an optional element in the network architecture and thus a UE may or may not be able to interact with an H‑ANDSF and/or with a V‑ANDSF.

The UE-ANDSF interaction can take place via non-seamless WLAN offload (see clause 4.1.5) or via any 3GPP or non-3GPP access technology that can be used by the UE to access EPC.
NOTE 1:
ANDSF push interactions might not always be possible via non-seamless WLAN offload.
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