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The following CRs were agreed by SA WG2 and are provided to TSG SA#52 for approval:

	TS
	CR
	Rv
	Rel
	Title
	Cat
	Vsn
	S2 Mtg#
	SA2 TD#
	Source to WG
	Work Item
	Clauses affected

	23.060
	1410
	2
	Rel-10
	Applicability of MTC functionality
	F
	10.3.0
	S2-84
	S2-112134
	Ericsson, ST Ericsson, Samsung
	NIMTC
	5.3.6.2.4, 5.3.13.1, 5.3.13.2

	23.401
	2074
	2
	Rel-10
	Applicability of MTC functionality
	F
	10.3.0
	S2-84
	S2-112133
	Ericsson, ST Ericsson, Samsung
	NIMTC
	4.3.7.4.2.4, 4.3.17.1, 4.3.17.2

	23.060
	1442
	1
	Rel-10
	Clarification of RAU Operation for Backed-off MS
	F
	10.3.0
	S2-85
	S2-112715
	ZTE
	NIMTC
	5.3.6.2.2, 5.3.6.2.3, 5.3.6.2.4

	23.401
	2125
	1
	Rel-10
	Clarification of TAU Operation for Backed-off UE
	F
	10.3.0
	S2-85
	S2-112716
	ZTE
	NIMTC
	4.3.7.4.2.4

	23.060
	1425
	3
	Rel-10
	Clarification of reachability management for a back-off UE
	F
	10.3.0
	S2-84
	S2-112201
	HTC
	NIMTC
	5.3.6.2.4, 6.2.3

	23.401
	2093
	3
	Rel-10
	Clarification of reachability management for a back-off UE
	F
	10.3.0
	S2-84
	S2-112200
	HTC
	NIMTC
	4.3.5.2, 4.3.7.4.2.4

	23.060
	1426
	1
	Rel-10
	Clarification to the APN based session management congestion control procedure
	F
	10.3.0
	S2-84
	S2-112020
	HTC
	NIMTC
	5.3.6.2.2

	23.401
	2095
	1
	Rel-10
	Clarification to the APN based session management congestion control procedure
	F
	10.3.0
	S2-84
	S2-112019
	HTC
	NIMTC
	4.3.7.4.2.2

	23.060
	1415
	-
	Rel-10
	Clarify the SGSN control of overload
	F
	10.3.0
	S2-84
	S2-111478
	Huawei, Hisilicon
	NIMTC
	5.3.6.4

	23.401
	2080
	1
	Rel-10
	MME overload control for M2M
	F
	10.3.0
	S2-85
	S2-112395
	Huawei, Hisilicon
	NIMTC
	4.3.7.4

	23.060
	1400
	2
	Rel-10
	Correct the condition of re-selecting GGSN in case of APN congestion
	F
	10.3.0
	S2-84
	S2-112148
	ZTE
	NIMTC
	5.3.6.3

	23.401
	2062
	2
	Rel-10
	Correct the condition of re-selecting PDN GW in case of APN congestion
	F
	10.3.0
	S2-84
	S2-112147
	ZTE
	NIMTC
	4.3.7.5

	23.060
	1450
	2
	Rel-10
	MS configuration for specific handling of the forbidden PLMN lists.
	F
	10.3.0
	S2-85
	S2-112823
	NEC, Vodafone
	NIMTC
	5.3.13.2; 5.3.13.3

	23.401
	2129
	2
	Rel-10
	UE configuration for specific handling of the forbidden PLMN lists.
	F
	10.3.0
	S2-85
	S2-112824
	NEC, Vodafone
	NIMTC
	4.3.17.2; 4.3.17.4

	23.060
	1416
	1
	Rel-10
	MTC overload control handling for GERAN/UTRAN
	F
	10.3.0
	S2-84
	S2-112016
	Huawei, Hisilicon
	NIMTC
	5.3.13.2

	23.401
	2081
	1
	Rel-10
	MTC overload control handling for EUTRAN
	F
	10.3.0
	S2-84
	S2-112015
	Huawei, Hisilicon
	NIMTC
	4.3.17.2

	23.060
	1434
	7
	Rel-10
	Network initiated requests during NAS level congestion control
	F
	10.3.0
	S2-85
	S2-112883
	KPN, HTC
	NIMTC
	5.3.6.2.2, 5.3.6.2.4

	23.401
	2105
	6
	Rel-10
	Network initiated requests during NAS level congestion control
	F
	10.3.0
	S2-85
	S2-112871
	KPN, HTC
	NIMTC
	4.3.7.4.2.2, 4.3.7.4.2.4


