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/******************************************* Changes start *********************************************/
5.3.6.2.2
APN based Session Management congestion control

The SGSN may reject the Session Management (SM) requests from the MS (e.g. Activate PDP Context, Secondary PDP Context and Modify PDP Context Requests with a Session Management back-off timer for congested APNs. If the MS provides no APN, then default APN from subscription data is used by the SGSN.

The SGSN may store a Session Management back-off time when congestion control is active for an APN. The SGSN may immediately rejecting any subsequent request from the MS targeting to the APN before the stored Session Management back-off time is expired.

NOTE:
The above functionality is to diminish the performance advantage for MSs that do not support the NAS level back-off timer (e.g. pre-Rel‑10 MSs) compared to MSs that do support it.

The SGSN should not apply APN based congestion control for emergency services.

Upon reception of the Session Management back-off timer in the Session Management reject message, the MS shall take the following actions until the timer expires:

-
If APN is provided in the rejected Session Management Request message, the MS shall not initiate any Session Management procedures for the congested APN. The MS may initiate Session Management procedures for other APNs.

-
If APN is not provided in the rejected Session Management Request message, the MS shall not initiate any Session Management requests without APN. The MS may initiate Session Management procedures for specific APN.

-
Cell/RA/PLMN/RAT change do not stop the Session Management back-off timer.

-
The MS is allowed to initiate the Session Management procedures for emergency services and mobile terminated services even when the Session Management back-off timer is running.
The MS is allowed to initiate PDN disconnection procedure (e.g. sending Deactivate PDP Context Request) when the Session Management back off timer is running.
The MS shall support a separate Session Management back-off timer for every APN that the MS may activate.

To avoid that large amounts of MSs initiate deferred requests (almost) simultaneously, the SGSN should select the Session Management back-off timer value so that deferred requests are not synchronized.

The APN based Session Management congestion control is applicable to the NAS SM signalling initiated from the MS in the control plane. The Session Management congestion control does not prevent the MS to send and receive data or initiate Service Request procedures for activating user plane bearers towards the APN(s) that are under SM congestion control.

/******************************************* Changes end  *********************************************/
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