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The following CRs were agreed by SA WG2 and are provided to TSG SA#52 for approval:

	TS
	CR
	Rv
	Rel
	Title
	Cat
	Vsn
	S2 Mtg#
	SA2 TD#
	Source to WG
	Work Item
	Clauses affected

	23.060
	1364
	6
	Rel-10
	Uplink traffic mapping
	F
	10.3.0
	S2-85
	S2-112860
	Ericsson, ST Ericsson
	TEI10
	9.2.0, 9.3, 15.3.3.x (new)

	23.060
	1365
	4
	Rel-10
	Preservation and network controlled QoS
NOTE:: Related CT WG3 CR identified: 24.008 1806R1 (CP-110466)
	F
	10.3.0
	S2-85
	S2-112456
	Panasonic, Ericsson, ST-Ericsson
	TEI10
	9.2.3.4, 9.2.3.5, 9.2.5.2, 12.7.2.1, 12.7.3.1

	23.060
	1413
	1
	Rel-10
	S16 use across PLMN's
	F
	10.3.0
	S2-85
	S2-112433
	Alcatel-Lucent
	TEI10
	3.3, 5.4.0

	23.060
	1417
	5
	Rel-10
	Cleanup of Pre-Rel‑7 QoS issue
	F
	10.3.0
	S2-85
	S2-112645
	Nokia Siemens Networks, Deutsche Telekom ,Huawei, Hisilicon
	TEI10
	6.9.2.1, 6.9.2.1a, 6.9.2.2.1, 6.9.2.2.1a, 6.9.2.2.2, 6.9.2.2.3, 6.9.2.2.5, 6.9.2.2.5a, 6.12.1, 6.12.1A, 6.12.2,  6.13.1.2.1, 6.13.1.2.2, 6.13.2.2.1, 9.2.2.1, 9.2.2.1A, 9.2.2.1.1A, 9.2.3.1A, 9.2.3.2A, 9.2.3.3B,11.1a.2

	23.060
	1435
	3
	Rel-10
	Re-establishment of RABs procedure
	F
	10.3.0
	S2-85
	S2-112643
	CATT
	TEI10
	9.2.5.2

	23.060
	1446
	1
	Rel-10
	Inter-PLMN Handover to a CSG cell
	F
	10.3.0
	S2-85
	S2-112641
	Samsung, Nokia Siemens Networks, Huawei
	TEI10
	6.9.2.2

	23.251
	0033
	2
	Rel-10
	Network sharing and provision of service capabilities
	F
	10.1.0
	S2-84
	S2-112196
	Orange, TeliaSonera, Telefonica
	TEI10
	4.1, Annex B (new)

	23.272
	0666
	3
	Rel-10
	Updating dual rx/tx e1xCSFB to use explicit UE support indicator
	F
	10.3.1
	S2-85
	S2-112626
	Nokia Siemens Networks, KDDI
	TEI10
	B.2.3a.2.1, B.2.3a.2.2. B.2.3a.2.3, B.2.3a.2.4, B.2.3a.2.5

	23.272
	0681
	2
	Rel-10
	RRC release with system information clarification
	F
	10.3.1
	S2-85
	S2-112636
	Huawei, Hisilicon
	TEI10
	6.3, 7.4

	23.272
	0689
	-
	Rel-10
	Correct detach procedure with ISR activated
	F
	10.3.1
	S2-85
	S2-112309
	ZTE
	TEI10
	5.5


