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	First Modified Section


3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TS 32.101 [1], 3GPP TS 32.102 [2] and the following apply:

IRP: see 3GPP TS 32.102 [2].

IRPAgent: see 3GPP TS 32.102 [2].

IRPManager: see 3GPP TS 32.102 [2].

IRP document version number string: the IRP document version number (sometimes called "IRPVersion") string is used to identify a technology of a particular IRP Solution Set (SS) specification and its version number. 
For Release 9 and earlier releases, it is derived using the following rule:

Take the 3GPP TS/version number on the front page of the SS specification, such as “3GPP TS 32.111-3 V4.1.0 (2001-09)". Discard the leading "3GPP TS". Discard all characters after and including the last period. Eliminate leading and trailing spaces. Reduce multiple consecutive spaces to one space. Express the resultant in a string. Capitalise all letters of the string.

EXAMPLE 1:
If the 3GPP document version number is "3GPP TS 32.111-3 V4.1.0 (2001-09)", then the IRP document version number shall be "32.111-3 V4.1". 
EXAMPLE 2:
If the 3GPP document version number is "3GPP TS 32.303 V4.1.0 (2001-09)", then the IRP document version number shall be "32.303 V4.1".

For Release 10 and later releases, it is derived using the following rule:

Take the 3GPP TS/version number on the front page of the SS specification, such as "3GPP TS 32.111-6 V10.1.0 (2011-06)", Discard the leading "3GPP TS". Discard all characters after and including the last period. Remove all spaces. Construct a string that is a concatenation of ‘-‘, the identifier of the Annex where the solution set technology is captured (e.g., ‘A’ for Annex A) and a trailing space. Insert the concatenated string before ‘V’, Express the resultant in a string. Capitalise all letters of the string. 
EXAMPLE 3:
If the 3GPP document version number is "3GPP TS 32.111-6 V10.1.0 (2011-06)", then the IRP document version number shall be:
· "32.111-6-A V10.1" for CORBA Solution Set;
· "32.111-6-B V10.1" for XML Definitions;

· "32.111-6-C V10.1" for SOAP Solution Set.

EXAMPLE 4:
If the 3GPP document version number is "3GPP TS 32.306 V10.1.0 (2011-09)", then the IRP document version number shall be:
· "32.306-A V10.1" for CORBA Solution Set;

· "32.306-B V10.1" for XML Defintions;

· "32.306-C V10.1" for SOAP Solution Set.
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