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	LIPA is supported only for APNs with the proper permission in the UE’s CSG subscription data. 
Therefore, in an hybrid cell, if the UE’s CSG membership changes (e.g. from CSG member to non CSG member) because of the subscription data has updated or the CSG ID of the attached cell has expired, the activated LIPA PDN connecton has no valid CSG subscription for the LIPA APN,  and the LIPA PDN connection should be deactivated in this case. 
Similarly, if the UE’s CSG subscription data changes for an APN, e.g. the APN no longer has proper LIPA permission or is removed from the UE CSG subscription, the LIPA PDN connection should be deactivated. 

	
	

	Summary of change:
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	Clarified that  MME shall release a LIPA PDN connection: 

· - in an hybrid cell, if it detects UE’s CSG membership has changed or expired
· The other part about LIPA CSG authorization data change is captured in 23.401 4.3.16 (CR2261), hence not repeated here
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	The LIPA PDN connection can not be correctly handled when the UE’s CSG membership changes.
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*************************************Start of the change**************************************

9.2.3.7
SGSN-initiated procedure on UE's CSG membership change

For an MS in PMM-CONNECTED State and connected via a CSG cell, if the SGSN detects that the UE's CSG membership to that cell has expired, the SGSN shall send an appropriate Iu message to the RAN which includes an indication that the CSG membership of the UE has expired. The RAN receiving this indication may initiate a handover to another cell. If the UE is not handed over the RAN should initiate the release of the Iu connection with an appropriate cause. The SGSN initiates Iu release after a configurable time if the UE is not handed over or released by the CSG cell. If the CSG membership expires for a MS with ongoing emergency bearer services, no indication that the CSG membership of the UE has expired is sent to the RAN and the SGSN shall initiate deactivation of all non-emergency PDP connections.

For an MS in PMM-CONNECTED State and connected via a hybrid cell, if the SGSN detects that the UE's CSG membership to that cell has changed or expired, the SGSN shall send an appropriate Iu message to the RAN which includes an indication that the CSG membership of the UE has changed. Based on this information the RAN may perform differentiated treatment for CSG and non-CSG members. If the SGSN has been requested to report user CSG information changes to the GGSN/PDN GW for the MS, thea Gn/Gp-SGSN shall send the change notification message to the GGSN with user CSG Information to indicate the CSG membership change and a S4-SGSN shall send the change notification message to the Serving GW with user CSG Information to indicate the CSG membership change. The Serving GW shall send the change notification message with the user CSG Information to the PDN GW. The SGSN shall release the impacted LIPA PDN connection if the LIPA CSG authorization data for this CSG cell is no longer valid due to UE’s CSG membership changed or expired.
*************************************End of the change**************************************
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