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	First change


6.1.3.11
Location update (VLR)

If enabled, a VLR location update record shall be produced in the VLR for each location registration or location update received by the VLR for a mobile subscriber.

Table 6.1.3.11: Location update (VLR) record
	Field
	2G
	3G
	Loc Upd over SGs
	Description

	Record Type
	M
	M
	M
	Location update.

	Served IMSI
	M
	M
	M
	IMSI of the served MS. 

	Served MSISDN
	OM
	OM
	OM
	The primary MSISDN of the party performing the location update

	Recording Entity
	M
	M
	M
	The E.164 number of the entity (VLR or MSC/VLR) generating the record.

	Old location
	C

C
	C

C
	-
C
	Not present for registration: 

VMSC E.164 Number

Location Area Code and MCC+MNC 

	New location
	M

M

OM
	M

M

OM
	M
M
OM
	VMSC E.164 Number. When E-UTRAN location update over SG, this field contains the E.164 number of the entity (VLR or MSC/VLR) generating the record (i.e Recording entity). 
Location Area Code

Cell Identification or Service Area Code and MCC+MNC
The Cell Identity contains the 16 least significant bits and the Tracking Area Code is placed in the Location Area Code field if E-UTRAN location update.

	Location Extension
	-
	-
	OM
	The 12 most significant bits of the E-UTRAN Cell Identity are included if E-UTRAN location update.

	MS Classmark
	M
	M
	M
	The mobile station classmark. When E-UTRAN location update over SG, this field contains Default classmark 1” 0x7F value”.

	Update time stamp
	M
	M
	M
	Time at which the update was invoked.

	Update Result 
	C
	C
	C
	The result of the location update if unsuccessful.

	Record extensions
	OC
	OC
	OC

	A set of network/ manufacturer specific extensions to the record, when available.
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