Page 1



SA WG2 Meeting #90
(
S2-121752
16 - 20 April 2012 - Bratislava, Slovakia
(revision of S2-121469)
	CR-Form-v10

	CHANGE REQUEST

	

	(

	23.216
	CR
	0277
	(

rev
	1
	(

Current version:
	11.4.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	x


	

	Title:
(

	Figure alignment corrections

	
	

	Source to WG:
(

	NEC

	Source to TSG:
(

	SA WG2

	
	

	Work item code:
(

	rSRVCC
	
	Date: (

	2012-04-11

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	The wording “source” is misleading since it is not the SGSN that is the source of the handover but the MSC Server. Also the title of clause 6.4.3.1 is misleading, since the DTM support is not related to the target E-UTRAN/UTRAN(HSPA). 

	
	

	Summary of change:
(

	Replace “source” with “old” where appropriate.

	
	

	Consequences if 
(

not approved:
	Misleading specifications.

	
	

	Clauses affected:
(

	6.4.3.1, 6.4.3.2, 6.4.3.3

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ...

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ...

	
	

	Other comments:
(

	


Start of 1st change

6.4
UTRAN/GERAN to E-UTRAN/UTRAN (HSPA) SRVCC

6.4.1
GPRS Attach procedure for SRVCC

GPRS attach procedure for the UE is performed as follows:

-
The UE indicates to the MSC Server on its capability to perform CS to PS SRVCC by providing a "CS to PS SRVCC capability indication".

-
If the subscriber is allowed to have CS to PS SRVCC, the HSS shall include the "CS to PS SRVCC allowed" indication in the Insert Subscriber Data sent to the MSC Server. The "CS to PS SRVCC allowed" indication may be specific for each VPLMN.

6.4.2
E-UTRAN Attach procedure for SRVCC

E-UTRAN attach procedure for the UE is performed as follows:

-
The UE indicates to the MME its capability to perform CS to PS SRVCC by providing a "CS to PS SRVCC capability indication".

6.4.3
Call flows for SRVCC to E-UTRAN/UTRAN (HSPA)

6.4.3.1
SRVCC to E-UTRAN/UTRAN (HSPA) from GERAN without DTM support

Depicted in Figure 6.4.3.1-1 is an overview call flow for SRVCC to E-UTRAN/UTRAN (HSPA) from GERAN without DTM support. The flow is based on the assumption that the source is GERAN without DTM support or that the UE is without DTM support and that all PS bearers are suspended.
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Figure 6.4.3.1-1: SRVCC to E-UTRAN/UTRAN (HSPA) from UTRAN/GERAN without DTM / PS HO

NOTE 1:
For SRVCC to UTRAN (HSPA) the target SGSN may be a Gn/Gp SGSN. In that case SGSN uses GTPv1 signalling, i.e. send Update PDP Context Request in step 12 and use the GTPv1 version of the SGSN Context Request in steps 4 and 5. Furthermore, the step 16 is triggered for the setup of a Secondary PDP Context instead of a Dedicated Bearer.

1.
The RNC/BSC sends a HO required to the MSC Server including an indication this HO is for CS to PS. If the MSC Server is the target MSC, it forwards the HO required to the anchor MSC Server.

2.
The MSC Server sends an Session Transfer Notification to IMS, which indicates that IMS should prepare for the transfer of media to PS. IMS allocates media ports in the network for the transfer. The media ports and codec information allocated by IMS are provided to the MSC Server in the response message

3.
The MSC Server sends a SRVCC CS to PS HO request to the Target MME/SGSN. If required, the IMSI is provided for identifying the UE, and the P-TMSI and RAI is provided to the MME/SGSN if available.

NOTE 2:
Step 2 and Step 3 can be performed independently of each other.

4.
If the target MME/SGSN has no UE context it sends Context Request using P-TMSI and RAI to find the old MME/SGSN.

5.
The old MME/SGSN responds with Context Response message including all UE contexts.

6.
The target MME/SGSN allocates resources for all PS bearers in E-UTRAN or UTRAN (HSPA). The target MME/SGSN determines if the Serving GW is to be relocated, e.g. due to PLMN change.

7.
A SRVCC CS to PS HO response is returned from the target MME/SGSN to the MSC Server.

8.
MSC Server sends CS to PS command to the RAN, possibly via the target MSC, and the RAN send HO command to UE, indicating CS to PS handover. The MSC Server also includes in that message the IP address/ports and selected codec for the IMS media anchoring.

9.
A Session Transfer Preparation Request is sent to IMS to trigger IMS to have the media path switched to the IP address/port of the UE on the target access.

10. The UE sends Handover confirmation to the eNodeB/NodeB.
11. The eNodeB send Handover Notify to the MME/SGSN.

11a. The MME/SGSN sends a HO complete message to the MSC Server to confirm the completion of the handover. When receiving the HO Complete, the MSC Server may release the local resource toward the BSS/RAN but not for the resources toward IMS (i.e. will not send any session release towards IMS).

12.
The MME/SGSN sends Modify Bearer Request to the SGW, which may be forwarded to the PGW to update PS bearer contexts according to IRAT HO procedure as specified in TS 23.401 [2]. At this stage the user plane path is established for all bearers between the UE, target eNodeB/NodeB, Serving GW (for Serving GW relocation this will be the Target Serving GW) and PDN GW and the voice session may continue temporarily on the default bearer until the dedicated bearer has been setup.


In this procedure, the MME/SGSN includes the CS to PS SRVCC indication. When dynamic PCC is deployed and PCRF has subscribed to the corresponding event as specified in TS 23.203 [32], the CS to PS indication is provided to the PCRF. This causes PCRF to make policy decisions to permit traffic towards the ATGW on the default bearer. Otherwise, when GTP is used, the PGW can install the filters locally to allow the default bearer to temporarily permit traffic towards the configured ATGWs.

NOTE 3:
An alternative of using temporary filters on the default bearers is to ensure that the filters are always open towards the IMS ATGW. As the ATGW is a media gateway, such gateway will ensure that non-authorized media cannot be sent through the system.

13.
If the target MME/SGSN has received Context Response from the old SGSN/MME, the target MME/SGSN sends the Context Acknowledge to the Context Response to the old SGSN/MME. A timer in the old SGSN is started to supervise when resources in the old BSC/RNC and the old Serving GW (for Serving GW relocation) shall be released according to IRAT HO procedure as specified in TS 23.401 [2].

14.
When the timer at the old SGSN started in step 13 expires, the old SGSN will clean-up all its resources towards old BSC/RNC if the UE is Iu/Gb Connected.

15.
The UE initiates the Session transfer procedures according to TS 23.237 [14].

16.
As a result of the Session transfer procedures, the setup of a dedicated bearer for voice is performed according to the dedicated bearer activation procedure as specified in TS 23.401 [2]. After the setup of a dedicated bearer for voice and the respective filters in UE and PGW, the default bearer is not longer used for voice media and the PCRF revert any policy decision made in step 12 for the purpose of CS to PS SRVCC procedures.

NOTE 4:
Where the bearer contexts are suspended depends on if the CS call was triggered by SRVCC from E-UTRAN or from CS procedures while the UE was attached to 2G/3G. If the CS call was triggered by SRVCC from E-UTRAN the bearers are suspended in an MME, and step 4 is sent to the old MME only in case of MME change, or if the CS call was triggered while UE was in 2G/3G, the bearers are suspended in the old SGSN. The new MME uses P-TMSI and RAI or the GUTI received from the MSC in the SRVCC CS to PS HO request to find the old SGSN/MME.

NOTE 5:
The UE will trigger the TAU according to TS 23.401 [2]. The MME knows that this relates to the CS to PS SRVCC procedures.

6.4.3.2
SRVCC to E-UTRAN/UTRAN (HSPA) from GERAN with DTM support but without DTM HO support and from UTRAN without PS HO support

The call flow for this scenario is similar to the call flow depicted in figure 6.4.3.1-1, except that the old PS node in this case is an SGSN and step 4 is performed towards the old SGSN. The target MME/SGSN shall send Context Request using P-TMSI and RAI to find the old SGSN to obtain the bearer contexts that were not suspended in the old SGSN.

6.4.3.3
SRVCC to E-UTRAN/UTRAN (HSPA) with DTM/PS HO support

The call flow for this scenario is similar to the call flow depicted in figure 6.4.3.1-1, with the clarification that the BSC/RNC shall only send CS to PS HO required to MSC Server when CS to PS HO is supposed to be triggered. The PS to PS HO required shall not be sent to the old SGSN. Hence, no PS HO is initiated.

End of 1st change
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