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5
Structure

[…]
5.2
Description and numbering of divisions and subdivisions

[…]
5.2.6
Annex

Each annex shall start on a new page.
Note:
This is one of the very few places in a TS or a TR where a manual page break is likely to be legitimate. The skeleton model TS and TR documents contain other page or section breaks, for example at the end of the cover page, before the Contents page, before the Foreword and before the Scope clauses, and these are intended to remain in the final document. Elsewhere in 3GPP TSs and TRs, page breaks are better controlled by the use of the "keep lines together" and "keep with next" properties of paragraphs.
For the description of normative and informative annexes, see subclauses 6.3.8 and 6.4.1.

Each annex shall be designated by a heading comprising the word "Annex" followed by a capital letter designating its serial order, beginning with "A", e.g. "Annex A" (see also subclause 5.2.1A). The annex heading of a TS shall be followed by the indication "(normative):" or "(informative):", and by the title on the next line. In the case of a TR, the entire document is informative, so the text "(normative):" or "(informative):" shall be omitted.
EXAMPLE:
Annex A (normative):
Title of annex A

Numbers given to the clauses, subclauses, tables, figures and mathematical formulae of an annex shall be preceded by the letter designating that annex followed by a full-stop (e.g. figure B.1, table C.4). The numbering shall start afresh with each annex. A single annex shall be designated "Annex A".

Clauses in annex A shall be designated "A.1", "A.2", "A.3", etc. (see also subclause 5.2.1A).

For endorsement of documents from other standards organizations, see annex J.

-
Insert a manual page break before the title line of each annex. Use the Heading 8 style (for 3GPP TSs) or Heading 9 style(for 3GPP TRs) for the annex heading. Insert a line break (( "shift" + "enter") between the colon and the title.

-
For all (sub)clause headings use the appropriate Heading styles, starting from Heading 1, e.g. for clause A.1 use Heading 1, for A.1.1 use Heading 2. Do not insert manual page breaks before each subclause of an annex.
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