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	Reason for change:
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	The PMIP Resource Allocation Deactivation event is generated when the PDN GW initiated resource allocation deactivation detected. This event currently contains only the Home Address and the Care of Address fields to report IP address information. The Home Address and the Care of Address are mainly used with host based mobility protocols like MIP and DSMIP and not with the PMIP. 
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	Proposed to add UEAddressInfo field and to remove the Home Address/Home Network Prefix and Care of Address fields of the PMIP Resoursce Allocation Deactivation event.
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* * * First Change * * * 
12.4.3.8
PDN GW initiated Resource Allocation Deactivation with S2a PMIP
When a PDN GW initiated resource allocation deactivation is detected by the S-GW/PDN-GW, a PMIP Resource Allocation Deactivation event shall be sent. The following elements will be delivered to DF2 if available
	Observed MN NAI

	Observed IMSI

	Event Type

	Event Date

	Event Time

	Network Element Identifier

	Revocation trigger

	

	UE address info

	Correlation number

	Location Information


* * * Next change * * * 
12.5.3.8
PDN GW initiated Resource Allocation Deactivation with S2b PMIP
When a PDN GW initiated resource allocation deactivation is detected, a PMIP Resource Allocation Deactivation event shall be sent. The following elements will be delivered to DF2 if available:
	Observed MN NAI

	Event Type

	Event Date

	Event Time

	Network Element Identifier

	Revocation trigger

	

	UE address info

	Correlation number


* * * End of Changes * * * 
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