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	First change


5.3.3.2
Attributes
	Attribute name
	Support Qualifier
	Read Qualifier
	Write Qualifier

	esActivationOriginalCellLoadParameters
	CM
	M
	M

	esActivationCandidateCellsLoadParameters
	CM
	M
	M

	esDeactivationCandidateCellsLoadParameters
	CM
	M
	M

	esNotAllowedTimePeriod
	CO
	M
	M


	Next change


5.3.3.3
Attribute constraints
	Name
	Definition

	esNotAllowedTimePeriod CO Support Qualifier
	Inter-RAT Energy Saving is supported.

	esActivationOriginalCellLoadParameters
	The condition is "Intra-RAT ESM is supported AND the cell acts as an original cell".

	esActivationCandidateCellsLoadParameters
	The condition is " ntra-RAT ESM is supported AND the cell acts as a candidate cell".

	esDeactivationCandidateCellsLoadParameters
	The condition is "Intra-RAT ESM is supported AND the cell acts as a candidate cell".


	Next change


5.5.1
Definition and legal values

Table 5.5.1.1 defines the attributes that are present in the Information Object Classes (IOCs) of the present document.

Table 5.5.1.1: Attributes definitions and legal values

	Attribute Name
	Definition
	Legal Values

	..
	..
	..

	esActivationOriginalCellLoadParameters
	This attributes is relevant, if the cell acts as an original cell.

This attribute indicates the traffic load threshold and the time duration, which are used by distributed ES algorithms to allow a cell to enter the energySaving state. The time duration indicates how long the load needs to have been below the threshold.
	Threshold: Integer 0..100 (Percentage of PRB usage, see 3GPP TS 36.314 [13])
TimeDuration: Integer (in unit of seconds)



	esActivationCandidateCellsLoadParameters
	This attributes is relevant, if the cell acts as a candidate cell.

This attribute indicates the traffic load threshold and the time duration, which are used by distributed ES algorithms level to allow an ‘original’ cell to enter the energySaving state. Threshold and duration are applied to the candidate cell(s) which will provides coverage backup of an original cell when it is in the energySaving state. The threshold applies in the same way for a candidate cell, no matter for which original cell it will provide backup coverage.

The time duration indicates how long the traffic in the candidate cell needs to have been below the threshold before any original cells which will be provided backup coverage by the candidate cell enters energy saving state.
	Threshold: Integer 0..100 (Percentage of PRB usage (see 3GPP TS 36.314 [13]))
TimeDuration: Integer (in unit of seconds)



	esDeactivationCandidateCellsLoadParameters
	This attributes is relevant, if the cell acts as a candidate cell.

This attribute indicates the traffic load threshold  and the time duration which is used by distributed ES algorithms to allow a cell to leave the energySaving state. Threshold and time duration are applied to the candidate cell when it which provides coverage backup for the cell in energySaving state. The threshold applies in the same way for a candidate cell, no matter for which original cell it provides backup coverage.
The time duration indicates how long the traffic in the candidate cell needs to have been above the threshold to wake up one or more original cells which have been provided backup coverage by the candidate cell.
	Threshold: Integer 0..100 (Percentage of PRB usage (see 3GPP TS 36.314 [13]))
TimeDuration: Integer (in unit of seconds)



	esNotAllowedTimePeriod
	This attribute indicates a list of time periods during which inter-RAT energy saving is not allowed. 

Time period is valid on the specified day and time of every week.
	The legal values are as follows:

startTime and endTime:

All values that indicate valid UTC time. endTime should be later than startTime.

periodOfDay: structure of startTime and endTime.

daysOfWeekList: list of weekday. 

weekday: Monday, Tuesday, … Sunday.
List of time periods: 

{{ daysOfWeek
daysOfWeekList,
periodOfDay
dailyPeriod}}
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