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	1. In SA2#91 CR 290R1 was approved that clarified the parameters that E-UTRAN have to take into account in order to make the handover decision. 

UTRAN also has to take into account the UE Radio Access Capabilities in addition to the existing parameters (SRVCC operation possible, existence of a established voice bearer) before making before constructing the Neighbour Cell List for SRVCC and deciding HO. 

Also SRVCC for network sharing was introduced for UTRAN SRVCC and a reference needs to be added to TS 23.251.

2. Replaces the term “SRVCC over GERAN/UTRAN” to “SRVCC to GERAN/UTRAN “ in section 5.3.6.2.
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	Proposes to add the UE AS capability for SRVCC as an input to UTRAN before constructing the NCL and deciding to include SRVCC in the handover required. It adds reference to TS 23.251 for network sharing. Replaces the term “SRVCC over GERAN/UTRAN” to “SRVCC to GERAN/UTRAN “.
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>>>First Change<<<
5.3.6.2
Interworking with 3GPP UTRAN/GERAN for SRVCC from E-UTRAN to 3GPP UTRAN/GERAN

Between UE and E-UTRAN, no additional functionality is required for the E‑UTRAN as defined in TS 36.300 [16].

When E‑UTRAN selects a target cell for SRVCC handover, it needs to send an indication to MME that this handover procedure requires SRVCC

E-UTRAN may be capable of determining the neighbour cell list based on the "SRVCC operation possible" indication, the UE's Radio Access Capabilities for SRVCC from E-UTRAN to UTRAN/GERAN and PS Voice over UTRAN and/or presence of an established QCI=1 bearer for a specific UE. An example algorithm is provided in clause A.2.

The procedure for E-UTRAN Radio Access Network sharing is described in TS 23.251 [40].

NOTE:
In case E-UTRAN does not update the neighbour cell list dynamically, if E-UTRAN triggers handover to a VoIP-incapable cell when the "SRVCC operation possible" indication is set to "false" and there is an established voice (QCI=1) bearer for a specific UE, the establishment of the voice bearer will be rejected by the target access.

>>>Next Change<<<
5.3.6A
UTRAN (HSPA)

When HSPA capable UTRAN selects a target cell for SRVCC handover, it needs to send an indication to SGSN that this handover procedure requires SRVCC.

NOTE 1:
UTRAN (HSPA) assumes that SGSN supports SRVCC functionality.

UTRAN may be capable of determining the neighbour cell list based on the "SRVCC operation possible" indication, the UE's Radio Access Capabilities for SRVCC from UTRAN (HSPA) to UTRAN/GERAN and/or presence of an established voice bearer (i.e. bearer with Traffic Class = Conversational and Source Statistic Descriptor = 'speech') for a specific UE. An example algorithm is provided in clause A.3.
The procedure for UTRAN Radio Access Network sharing is described in TS 23.251 [40].

NOTE 2:
In case UTRAN does not update the neighbour cell list dynamically, if UTRAN triggers handover to a VoIP-incapable cell when the "SRVCC operation possible" indication is set to "false" and there is an established bearer with Traffic Class = Conversational and Source Statistic Descriptor = 'speech' for a specific UE, the establishment of the voice bearer will be rejected by the target access.

>>>End of changes<<<
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